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CHAPTER  1 

MANAGEMENT  OVERVIEW 
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1.1  INTRODUCTION 


This  chapter  presents  a  management  overview  of  the  functional 
description  of  the  Integrated  Data  Network  (IDN).  It  is  intended  to 
provide  a  brief  analysis  of  IDN  goals,  requirements  and  issues,  along 
with  a  high-level  description  of  the  proposed  IDN  design. 


1.1.1  STATEMENT  OP  THE  PROBLEM 

The  Integrated  Data  Network  provides  the  necessary  facilities  for  the 
management  and  control  of  the  processing  of  queries  in  a  network  of 
heterogeneous  Database  Management  Systems.  This  network  consists  of  the 
following  components: 

o  User  Nodes  with  standard  network  interfaces. 

o  Data  Nodes  with  various  Database  Management  Systems. 

o  An  interconnecting  communications  network. 

Thus,  the  IDN  architecture  supports  a  heterogeneous  collection  of  User 
Nodes  and  Data  Nodes  and  the  processing  of  queries  between  them.  The 
User  Nodes,  which  range  from  individual  terminals  to  host  mainframes, 
send  queries  to  and  receive  responses  from  the  IDN.  These  queries  are 
directed  to  one  or  more  databases  managed  by  the  Data  Nodes,  which  may 
be  host  mainframes  or  even  database  machines.  The  structure(s)  of  the 
databases  and  the  nature  of  the  Database  Management  Systems  (DBMSs) 
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which  maintain  them  may  vary  widely.  Particular  data  record  types,  data 
elements  and  their  respective  values  may  be  unique  to  a  particular 
database  and  Data  Node,  or  may  be  distributed  across  several  Data  Nodes. 

The  basic  ob]ective  of  the  IDN  is  that  it  must  support  a  heterogeneous 
network  with  redundant  data  which  may  be  structured  differently  at  each 
of  the  Data  Nodes,  and  that  the  following  fundamental  conditions  must  be 
met: 

o  All  user  interaction  must  occur  through  a  common  interface.  ‘ 


•  •  •  v 

"  S',  \ 
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o  A  query  may  be  satisfied  using  data  from  multiple  Data  Nodes. 

o  The  database  structures  and  Database  Manipulation  Languages 
or  Data  Query  Languages  at  each  Data  Node  may  be  different, 
and  are  not  known  to  the  user. 


o  The  user,  in  general,  will  not  know  the  location  of  the  data 
required  to  respond  to  a  query. 

1.1.2  GOALS  AND  OBJECTIVES  OF  THE  IDN 

Stated  goals  for  the  Integrated  Data  Network  design  generally  fall  into 

six  categories: 

1.  Control  -  over  query  processing  and  the  network  metadata 
(including  metadata  protection). 

2.  Reliability  -  through  simplicity  of  design  and  minimal  impact 
on  the  IDN  as  a  whole. 

3.  Survivability  -  via  interchangeability  and  redundancy. 

4.  Timeliness  of  Responses  -  by  virtue  of  efficient 
communications  and  load  balancing. 
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5.  Acceptable  Operational  Cost  -  in  terms  of  communications 
costs,  processing  costs,  and  the  balancing  of  the  network 
load. 

6.  Acceptable  Impact  -  on  existing  facilities  including  User 
Nodes,  Data  Nodes,  and  network  switching  and  routing  systems. 

Consideration  of  these  goals  and  the  initial  analysis  of  the  problem 
resulted  in  the  derivation  of  two  additional  design  objectives  for  the 
IDN .  These  are: 

o  Minimization  of  New  Software  -  which  must  be  developed  in 
support  of  the  IDN.  Meeting  this  objective  results  in: 

Increased  reliability  of  the  system  since  the 
software  can  be  exercised  more  frequently  and  more 
thoroughly  during  the  development  cycle,  thereby 
permitting  bugs  to  be  discovered  sooner. 

-  Increased  reliability  since  less  software  must  be 
transported  and  set  up  at  alternate  sites. 

-  Reduced  cost  of  software  development  and  the  operational 
cost  of  query  processor  maintenance. 
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o  Homogeneity  of  New  Software  -  and  the  environment  in  which  it 
operates.  Meeting  this  objective  results  in: 

-  Increased  reliability  of  the  software,  as  there  is 

only  a  single  version  of  the  software  and  the  number  of 
interfaces  is  minimized. 
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Increased  survivability  of  the  system  due  to  greater 
redundancy  and  easier  replacement. 


Reduced  maintenance  and  operation  costs. 
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1.1.3 


OVERVIEW  OF  THE  PROPOSED  SOLUTION 


The  IDN  architecture  design  being  presented  features  a  functional 
hierarchy  of  special  Dictionary/Directory/Query  (D/D/Q)  processors,  the 
"IDN  Nodes",  for  performing  the  query  processing  functions  and 
maintaining  the  metadata  required.  This  design  has  evolved  from  the 
development  and  analysis  of  a  number  of  alternative  architecture 
scenarios.  The  design  takes  into  account  both  the  goals  established  and 
the  general  assumptions  made  for  the  IDN.  The  approach  was  especially 
influenced  by  the  desire  to  minimize  the  quantity  of  new  software  which 
might  have  to  be  developed  to  implement  the  IDN  query  processing 
capability,  and  to  make  that  software  as  homogeneous  as  possible. 


The  IDN  Processors  are  supported  by  a  common  Data  Dictionary/Directory 
System  (DD/DS)  which  is  based  on  the  proposed  Federal  Information 
Processing  Standard  (FIPS)  and  American  National  Standard  (ANS)  for 
Information  Resource  Dictionary  Systems;  this  Standard  is  discussed  more 
fully  in  Section  1.3.3.  It  should  be  noted  that  the  term  "Information 
Resource  Dictionary  System"  (IRDS)  will  be  used  in  place  of  "Data 
Dictionary/Directory  System"  throughout  this  document,  and  the  term 
"dictionary"  in  place  of  "Data  Dictionary/Directory".  A  common  IRDS 
schema,  i.e.,  the  definition  of  the  structure  of  the  dictionaries,  is 
shared  by  those  processors  which  have  the  same  roles  and  are  of  the  same 
type.  Commonalities  are  maintained  between  the  schemas  of  IDN 
Processors  of  different  types.  The  IRDS  schemas  describe  the  static  and 
dynamic  reference  information  needed  for  processing  a  query  from  any 
User  Node  against  any  Data  Nodes. 
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The  IDN  design  provides  solutions  to  problems  such  as  how  to  translate 
a  query  into  an  internal  form,  how  to  map  a  query  to  one  or  more  target 
databases,  executing  subqueries  against  those  databases,  and  delivering 
a  composite  response  back  to  the  user.  To  meet  these  tasks  effectively 
and  efficiently,  the  IDN  provides  facilities  for; 
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o  Translation  of  the  user  query  into  an  IDN-standard 
intermediate  format. 

o  Validation  of  the  query. 

o  Decomposition  of  the  query  into  "subqueries"  when  the  data 

required  to  satisfy  the  query  occurs  at  multiple  Data  Nodes. 

o  Translation  of  each  subquery  into  a  form  which  can  be 

mapped  into  the  language  of  the  target  database  system(s). 

o  Composition  of  the  results  from  multiple  Data  Nodes  into  a 

single  response  which  may  be  sent  back  to  the  user. 

It  is  obvious  that  the  process  leading  to  the  specification  of  this 
design  required  the  analysis  of  a  wide  range  of  design  tradeoffs  and 
alternatives,  while  these  tradeoffs  and  designs  will  not  be  discussed 
in  detail  within  this  Management  Overview,  Table  1.1  provides  a  summary 
of  the  tradeoff  areas  analyzed,  the  alternatives  considered,  and  the 
recommended  alternative. 

1.1.4  ORGANIZATION  OF  THE  MANAGEMENT  OVERVIEW 

Before  a  full  understanding  the  proposed  solution  for  the  IDN  problem 
may  be  achieved,  it  is  necessary  to  present  the  underlying 
assumptions  upon  which  the  design  was  based.  These  assumptions 
are  found  in  Section  1.2  of  this  document. 

Design  issues  and  considerations  which  affected  the  eventual  IDN  design 
are  presented  in  Section  1.3. 

Once  the  set  of  design  requirements  and  considerations  have  been  pre¬ 
sented,  an  overview  of  the  proposed  IDN  solution  will  be  provided;  this 
is  done  in  Section  1.4,  and  it  includes  a  discussion  of  the  steps 
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required  to  process  a  query  from  the  initial  input  to  the  final  res¬ 
ponse,  and  a  description  of  the  IDN  architecture.  The  IDN  architecture 
is  designed  to  support  the  entire  query  processing  scenario  and  to 
provide  a  basis  for  addressing  all  design  requirements,  assumptions  and 
considerations . 
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TRADEOFF  AREA 

ALTERNATIVES 

Hardware  vs.  Software  Solution 
to  Decentralized  Database 
Problem. 

o  Implement  IDN  in  Software  only. 

*  Implement  IDN  in  with  dedicated 
processors  and  software. 

Single  vs.  Multiple  Data 
Dictionary  /  Directories. 

o  Single  global  DD/D  with  all  network 
and  database  metadata. 

*  DD/Ds  with  metadata  appropriate  to 
query  processing  function. 

Single  vs.  Multiple  IDN 

Processor  Types. 

o  One  processor  type  for  all  query 
processing  functions. 

*  Multiple  processor  types  differen¬ 
tiated  by  functions  and  metadata. 

Central  vs.  Distributed 

Control  of  Query  Processing. 

o  Control  through  "control  nodes", 
o  Control  through  “control  blocks’. 

*  Hybrid  (node  /  block)  control 
mechanism. 

Survivability  vs.  Metadata 
Maintenance  Overhead. 

o  Minimum  metadata  at  each  IDN  Node. 

*  Redundant  metadata  at  IDN  Nodes. 

Control  vs.  Communications 
and  Processing  Costs. 

o  Minimum  costs  with  minimum 
control. 

o  Maximum  control  with  increased 
cost. 

*  Hybrid  control  scheme,  optimal  cost. 

Traditional  Network  Directories 
vs.  FIPS  /  ANS  IRDS  Extension. 

o  Custom,  "hard-coded"  directories. 

*  Uniform,  extensible  IRDS  derivation. 

Local  User  Names  vs.  Standard 
User  /  Network  Access  Name. 

o  Standard  Access  Names  for  all  Users 
*  Local  Names  for  each  User 
community. 

A  *  is  used  to  indicate  the  recommended  alternative.  In  some  tradeoff 
areas  insufficient  information  is  currently  available  to  allow  for  a 
recommendation. 
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TRADEOFF  AREAS 

ALTERNATIVES 

Standard  Access  Names  vs. 
Internal  IDs  for  Each  Element. 

o  Standard  Names  used  throughout 
network. 

*  Internal  IDs  used  throughout 
network. 

Static  vs.  Dynamic  Network 
Metadata  (Network  “Views'). 

o  Only  static  view  maintained. 

*  Dynamic  and  static  views 
maintained. 

Single  or  Multiple  Database 
Descriptions. 

o  Single  description  for  all. 

*  Individual  description  for  each. 

Transmission  of  Query  &  Sub- 
Query  Control  Blocks. 

o  Maintain  at  the  generation  node. 

*  Pass  along  with  query  /  subquery. 

Query  Archive  for  Reviewing  / 
Analyzing  Queries. 

o  Maintain  on  a  routine  basis. 

*  Generate  as  needed  for  monitoring. 

Query  Execution  Graph  Control 
and  Transmission. 

*  Maintain  at  the  D2Q  ‘Control  Node", 
o  Pass  along  with  the  query  / 
subquery. 

Stored  vs.  Ad  Hoc  Queries. 

o  Permit  only  Ad  Hoc/original  queries. 
*  Allow  query  storage  for  future  use. 

One  Query  at  a  T  ime  per  User 
vs.  Multiple  Queries  /  User. 

o  Receive  response  before  next  query. 

*  Permit  queries  before  last  response. 

(A  limit  will  be  set  on  the  number  of  concurrent  queries  per  user.) 

Event  vs.  Interval  Driven 
‘Query  Control  Protocol’. 

o  Event  triggered  control  messages, 
o  Interval  triggered  control  messages. 

*  Both  event  and  interval  messages. 

A  *  is  used  to  indicate  the  recommended  alternative.  In  some  tradeoff 
areas  insufficient  information  is  currently  available  to  allow  for  a 
recommendation. 
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TRADEOFF  AREA 


Abort  Query  Upon  Timeout  or 
Continue  from  Last  Checkpoint. 


ALTERNATIVES 


o  Require  User  to  resubmit  query. 
o  Attempt  auto-restart  of  query, 
o  Interrogate  User  about  restart. 

*  Restart  /  ask  User  to  give  conditions. 


Maintain  Status  Information  o  Maintain  only  node  /  link  up  or  down, 
as  Up  /  Down  vs.  Activity  Level,  o  Maintain  percent  busy  each  resource. 


Semantic  Interpretation  of 
Queries,  Decomposition,  and 
Mapping  to  Target  Databases. 


o  Map  based  upon  dependencies, 
o  Use  semantic  "weights*  for  elements, 
o  Interrogate  User  about  ambiguities, 
o  Validate  using  data  element  domains. 
*  Use  all  above  methods  appropriately. 


"Non- Procedural"  vs. 
“Procedural"  User  Queries. 


Data  Selection  /  Retrieval  vs. 
Computational  Queries. 


*  Permit  only  "non-procedural  query, 
o  Permit  both  kinds  of  query  forms. 


o  Allow  only  data  selection  /  retrieval. 

*  Allow  some  computations  /  derivations. 


Failure  of  the  "Controlling 
Node"  for  a  Query. 


Determination  of  Alternate 
Data  Sources  for  a  Query. 


Restart  Query  vs.  Restart 
Subqueries  of  a  Given  Query. 


o  Restart  the  query  from  User  Node. 
*  Assign  alternate  "shadow  nodes". 


*  Determine  at  decomposition  time, 
o  Determine  only  when  source  is  down. 


*  Restart  using  the  validated  query, 
o  Restart  using  subqueries. 

*  Restart  from  "shadow  nodes’. 


Provide  a  Query  Interface  to 
Each  Database  vs.  Use  the 
Report  Facilities  Available. 


o  Provide  a  query  interface  /  DBMS, 
o  Use  report  facilities  of  DBMS. 

*  Provide  interface  to  report  writer 


A  *  is  used  to  indicate  the  recommended  alternative.  In  some  tradeoff 
areas  insufficient  information  is  currently  available  to  allow  for  a 
recommendation. 
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TRADEOFF  AREA 


ALTERNATIVES 


Perform  Selection  and  Joins,  o  Select  data  once  and  then  JOIN. 

Once  per  DB  or  in  Stages  o  Select  data,  JOIN,  and  select. 

[JOINS  and  Semi -JO  I  NS!  *  IDN  determines  appropriate  strategy. 

(A  limit  will  be  set  on  the  size  of  a  sub-response.) 


Place  Response  in  User  Work-  o  Save  only  current  respose  buffer. 
Space  for  Further  Processing.  o  Save  multiple  responses  per  user. 

(A  limit  will  be  set  on  the  size  of  the  response  buffer.) 


Strategy  for  Response  o  Compose  based  upon  response  volume. 

Composition.  o  Compose  based  upon  query  semantics. 

*  Use  ‘intelligent*  composition  based 
upon  all  available  information. 


(A  limit  will  be  set  on  the  size  of  a  response.) 


A  *  is  used  to  indicate  the  recommended  alternative.  In  some  tradeoff 
areas  insufficient  information  is  currently  available  to  allow  for  a 
recommendation. 
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1.2  DESIGN  ASSUMPTIONS 


AOG  System  Corporation's  (AOG)  analysis  of  the  IDN  requirements,  and 
discussions  with  Rome  Air  Development  Center  (RADC),  have  determined 
that  certain  assumptions  can  be  made  regarding  query  processing  across 
the  network.  The  following  assumptions  apply  to  any  IDN  architecture 
scenario  and  any  proposed  solution: 
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Security  -  The  data  and  users  of  the  network  may  be  at 
different  levels  of  security  classification.  The  group  of 
nodes  participating  in  the  resolution  of  a  specific  query 
operate  at  system  high. 

Concurrency  -  It  is  assumed  that  concurrency  of  the  data  is 
not  a  concern,  since  database  update  and  maintenance  is  out¬ 
side  the  scope  of  the  query  processing  problem. 

Synchronization  -  Synchronization  of  the  network  metadata  and 
logical  definitions  of  the  databases  in  the  network  is  assumed 
not  to  be  a  problem  since  database  descriptions  are  relatively 
non-volatile. 

Local  User  Interfaces  -  Since  each  local  node  may  provide  its 
own  custom  interface  to  the  global  network  query  processor, 
it  will  not  be  necessary  to  modify  the  local  user  interfaces. 


v  .•  /  V. 


Subnets  and  their  Protocols  -  The  IDN  may  be  viewed  as  a 
single  network  of  user  nodes  and  data  nodes  operating  under 
the  TCP/IP  or  some  other  protocol:  hence,  the  existence  of 
specialized  subnets  has  little  or  no  impact. 
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o  Control  -  Control  over  the  processing  of  queries  and  responses 
is  of  major  concern.  The  Delegated  Production  Policy  (DPP)  is 
assumed  to  have  been  extended  into  a  set  of  procedures  by  the 
network  administrator.  Network  metadata  and  functions  must  be 
administered  and  maintained,  and  audit  trails  must  be  generated. 

o  Timeliness  of  Responses  -  Response  timeliness  is  an  obvious 

concern,  since  the  IDN  is  an  intelligence  network  and  queries 
may  have  high  priority. 

o  Appropriate  Responses  -  Appropriate  responses  are  also 

important.  Queries  must  be  interpreted  properly  and  the 
source  of  information  used  (as  determined  by  the  DPP  and  the 
user)  can  significantly  influence  the  degree  of  confidence  the 
user  has  with  respect  to  the  validity  of  the  data. 

o  Minimization  of  Impact  -  Minimization  of  impact  upon  the 

existing  network  is  a  key  factor.  Neither  the  performance  nor 
functions  of  existing  network  systems  can  be  adversely 
affected. 

o  Reliability  -  Reliability  of  the  IDN  as  a  whole  is  a  concern 
due  not  only  to  the  importance  of  the  query  processing 
function,  but  also  to  the  widely  varying  loads  that  may  be 
placed  upon  the  network. 

o  Survivability  -  Given  the  worldwide  scope  of  the  network  and 
the  need  for  it  to  function  even  if  one  or  more  components 
might  fail,  network  survivability  must  be  effectively 
addressed. 

o  Operating  Cost  -  The  cost  of  day-to-day  network  operations  is 
to  be  kept  at  a  reasonable  level. 


Page  12 


V  '  < 


t  '  T 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


1.3  DESIGN  ISSUES  AND  CONSIDERATIONS 


The  following  sections  present  brief  discussions  of  design  issues  and 
considerations  which  surfaced  during  AOG's  design  of  the  Integrated  Data 
Network. 


1.3.1  SECURITY 

An  awareness  of  certain  aspects  of  network  security  is  an  important 
factor  in  the  design  of  the  IDN/  and  additional  security  considerations 
may  further  impact  the  ultimate  system  design.  The  aspects  of  network 
security  which  have  been  considered  are: 

o  Each  IDN  User  has  a  multilevel/multi-compartment  security 
classification. 

o  Each  User  Node  can  have  a  multi-level  security  capability/  if 
so  required. 

o  The  network  will  carry  multi-level  encrypted  messages. 

o  A  database  at  a  Data  Node  is  classified  at  the  level  of  the 
highest  level  data  element  within  the  database. 

o  Queries  (and  resultant  subqueries)  are  executed  only  if  the 

User's  security  level  is  hierarchically  greater  than  or  equal 
to  the  classification  of  all  the  database(s)  being  accessed 


The  IRDSs  existing  at  the  nodes  of  the  IDN  restrict  access  to 
views  of  the  data  at  the  Data  Nodes  and  work  in  conjunction 
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with  the  multilevel  security  facilities  provided  by  the 
network. 

The  IDN  can  be  made  secure  by  maintaining  a  simple  and  well- 
defined  interface  between  the  User  Nodes  and  the  network  and  by 
maintaining  all  sensitive  metadata  and  data  under  the  control  of  the 
network.  The  interface  to  the  User  Nodes  thus  forms  a  security 
perimeter  for  the  network  and  access  to  all  classified  information  is 
controlled  beginning,  at  this  perimeter. 
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1.3.2  DELEGATED  PRODUCTION  POLICY 

The  Delegated  Production  Policy  (DPP)  is  a  policy  established  to  assign 
particular  agencies  responsibility  for  the  production  of  certain 
intelligence  information.  Because  the  measure  of  confidence  of  the  data 
(generally  determined  by  its  source)  may  be  as  important  as  the  data 
itself/  the  existence  of  the  DPP  has  a  significant  impact  on  the  routing 
of  queries  and  subqueries  in  the  IDN. 

The  DPP  impacts  the  dictionary  schemas  for  the  different  types  of  IDN 
Processors.  The  definition  of  schema  entities  and  relationships  in  the 
DPP  provides  a  means  of  modeling  the  DPP;  this  metadata  residing  in  the 
dictionary  will  control  the  assignment  of  queries  and  subqueries  to 
target  databases.  The  DPP  information  can  be  readily  maintained  across 
the  IDN  as  part  of  a  standard  Network  Data  Administration  procedure. 

An  over-ride  mechanism/  the  "virtual  key"/  is  provided  for  those  users 
who  know  of  particular  databases  and  have  permission  to  direct  their 
queries  against  them. 


Page  14 


_ • _ 


>  /  /.  V  v  r 


‘  »  ft  '  M  ■  *  *  «  * 

•>y  vy-v- 

v  *  ft  ft.  »  *  ft 

.'.V  v  .*  ■ 


•  v-  '  .  '  »  •-  • 
A 

w-; 

\  S  '. 


\  V  s" 


■  .  ‘  r  * 

V  v'- 


.•r.VV 
y.v  Vs.-  v 


r J ^  ■> ■.»  <J.TV 'X*\r*y*y  «.■  ^ n> ^ %. ? x, a. 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


1.3.3  THE  FIPS/ANSI  INFORMATION  RESOURCE  DICTIONARY 
SYSTEM 


The  functional  description  of  the  IDN  relies  to  a  large  extent  on  the 
specification  of  the  proposed  Federal  Information  Processing  Standard 
(FIPS)  and  draft  proposed  American  National  Standard  (dpANS)  for 
Information  Resource  Dictionary  Systems  which  has  been  produced  by  AOG 
Systems  Corporation.  This  specification ,  entitled  "draft  proposed 
American  National  Standard  IRDS",  completed  Public  Review  in  October 
1985. 


,v  ■/ 


The  Standard  IRDS  provides  an  evolutionary  foundation  that  can  respond 
to  changes  in  the  environment  as  well  as  changes  in  requirements.  The 
use  of  the  Standard  IRDS  in  the  design  of  the  IDN  introduces  a  number  of 
concepts  which  tend  to  provide  integration  of  the  network  as  well  as 
uniform  support  of  its  operation.  The  most  important  of  these  concepts 
are : 


o  The  Standard  IRDS  uses  two  layers  of  description:  the 

Dictionary,  which  contains  the  metadata  description  of  the 
IDN,  and  the  dictionary  schema,  which  contains  the  model  of 
the  dictionary.  Both  layers  follow  a  consistent  Entity- 
Relationship  model. 

o  Rules  can  be  stored  in  both  the  schema  and  the  dictionary. 
These  rules  ensure  the  integrity  of  the  metadata  and  govern 
the  use  of  the  metadata  in  the  control  of  the  processing  of 
the  actual  information  it  describes. 

o  The  Standard  IRDS  contains  security  facilities  for  access 
control  to  the  schema  and  the  dictionary. 


The  schema  can  be  extended  to  reflect  changes  in  the 
information  processing  environment.  This  concept  is  importan 
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in  allowing  the  IDN  to  adjust  to  new  DBMSs  and  possible 
changes  in  the  underlying  Network  Protocol. 

o  The  Standard  IRDS  has  facilities  to  partition  the  dictionary 
in  a  variety  of  ways  and  to  control  the  contents  of  each 
partition  and  the  relationships  between  entities  in  different 
partitions. 


1.3.4  NAME  SPACES 

There  exist  a  number  of  different  name  spaces  in  the  IDN,  each  one 
is  used  for  a  specific  purpose.  These  are: 

1.  The  Local  User  Name  Space  (LUNS)  -  a  name  space  that  the  IDN 
user  at  a  given  node  employs  in  formulating  a  query,  and  which 
is  used  by  the  system  in  identifying  the  output  for  a  query. 

A  number  of  distinct  LUNSs  can  exist  at  any  one  node,  each  one 
corresponding  to  a  different  community  of  users.  For  security 
and  control  reasons,  an  object  cannot  be  accessed  by  an  IDN 
user  other  than  through  the  LUNS. 

2.  The  Network  Access  Name  Space  (NANS)  -  a  global  name  space  of 
unique  internal  identifiers  for  every  object  in  the  IDN. 

3.  The  Database  Access  Name  Space  (DANS)  -  the  names  by  which 
database  objects  are  known  in  the  databases  in  which  they 
reside  at  Data  Nodes. 

There  also  exist  another  set  of  reserved  words  consisting  of 
"computation"  names  (SUM,  AVERAGE,  etc.)  and  "standard"  names  (DATE, 
TIME,  etc.).  Each  IDN  processor,  using  the  dictionary  available  to  it, 
will  be  responsible  for  the  translation  of  names  from  one  name  space  to 
another. 
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1.3.5  NETWORK  AND  DATABASE  METADATA 

IDN  query  processing  relies  upon  the  creation  and  maintenance  of  a  store 
of  knowledge  about  the  network  and  its  databases.  The  information  used 
to  process  queries  may  be  static/  as  in  the  case  of  database 
descriptions/  or  dynamic/  as  in  the  case  of  network  status.  Some 
metadata  is  maintained  redundantly;  other  metadata  is  partitioned.  The 
query  processing  functions  are  assumed  to  have  available  the  following 
network  metadata: 

o  Local  User  Name  Space  (LUNS)  -  As  defined  in  Section  1.3.4/ 
user  terms  which  map  to  the  internal  system  IDs  for  the  data 
elements  accessible  through  the  network  for  a  group  of  users 
at  a  given  node. 

o  System  IDs  Directory  -  The  logical  addresses  (databases  and 

Data  Nodes)  for  each  data  element  represented  by  a  system  ID. 
(The  system  IDs  belong  to  are  the  NANS,  the  Network  Access 
Name  space.) 

o  Database  Access  Name  Space  (DANS)  -  Also  defined  in  Section 
1.3.4,  local  database  names  for  each  data  element  at  a  Data 
Node  which  is  accessible  through  the  network. 

o  Static  Network  View  -  A  static  description  of  the  network 

which  includes  the  logical  types  and  addresses  of  all  nodes 
accessible  through  the  network  and  the  DPP  information 
necessary  to  control  access  to  sensitive  data. 

o  Dynamic  Network  View  -  Dynamic  network/node  status  information 
(e.g.,  percent  busy)  needed  to  route  and  optimize  queries. 

o  Coherent  Database  Representations  (CDRs)  -  A  concept  which 

includes  a  logical  description  of  the  data  elements,  record- 
types,  and  keys  for  each  database  accessible  through  the 
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network.  The  record-types  within  each  CDR  are  in  at  least 
third-normal  form. 


Database  Subschemas  -  These  subschemas  define  the  views  of  the 


databases  available  to  the  network. 


Query  Control  Blocks  (QCBs}  -  A  set  of  data  maintained  for 
each  query  for  the  duration  of  its  processing;  the  set 
includes  the  source  of  the  query,  the  number  and  destinations 
of  subqueries  and  the  status  of  the  response (s). 


Query  Execution  Graph  (QEG)  -  A  scheduling  and  control  block 
generated  by  the  IDN  in  order  to  control  the  processing  of 
multiple  subqueries  and  the  composition  of  their  responses. 


Subquery  Control  Blocks  (SQCBs)  -  A  set  of  data  maintained  for 
each  subquery  for  the  duration  of  its  processing;  the  set 
includes  the  ID  of  the  parent  query's  QCB,  the  destination  of 
the  subquery,  the  destination  of  the  subresponse,  and  various 
data  translation  status  flags. 


In  addition  to  the  above  metadata,  some  additional  metadata,  needed  for 


Network  and  Data  Administration  is  accumulated  over  time.  An  example  is 
the  "Query  Archive"  metadata,  which  may  be  used  to  analyze  the  queries 
performed  over  some  period  of  time.  This  metadata  may  be  used,  for 
example,  to  determine  who  issued  particular  queries,  and  to  aid  in 
tuning  the  network. 


1.3.6  QUERY  CONTROL  BLOCKS  AND  QUERY  EXECUTION  GRAPHS 


Query  Control  Blocks  (QCBs)  are  generated  for  each  query  accepted  by  the 
network.  Each  QCB  is  identified  by  a  unique  system-generated 
identifier.  The  QCB  is  produced  and  maintained  at  the  node  which 
performs  the  query  decomposition  (the  "controlling  node"  with  respect  to 
subquery  execution  and  response  composition).  A  copy  of  the  QCB  is  then 
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passed  along  to  each  IDN  Node  which  may  backup  the  controlling  node  in 
event  of  that  node's  failure. 

The  metadata  contained  in  the  QCB  includes: 

o  The  query  in  canonical  form. 

o  The  address  of  the  User  Node  submitting  the  request. 

o  The  security  level  of  the  User  submitting  the  request. 

o  The  addresses  of  all  target  databases  which  satisfy  the 
request . 

o  Any  priority  codes  which  may  been  attached  to  the  query. 

o  The  Query  Execution  Graph  (QEG) . 

o  Subquery  Control  Blocks  (SQCBs). 

The  Query  Execution  Graph  (QEG)  is  a  partial  ordering  of  SQCBs.  The 
partial  ordering  defines  the  order  of  subquery  execution.  The  QEG 
contains  scheduling  and  control  information  for  the  execution  of 
subqueries  and  the  composition  of  responses. 

When  a  query  is  decomposed  into  one  or  more  subqueries  a  Subquery 
Control  Block  (SQCB)  is  generated  and  a  copy  is  passed  along  to  each  IDN 
node  subsequently  involved  in  the  processing  of  the  subquery  and  its 
response.  The  metadata  contained  in  the  SQCB  is  similar  to  that 
contained  in  the  QCB  except  that  it  applies  to  the  subquery  only.  The 
SQCB  includes  the  address  of  the  IDN  node  to  which  responses  should  be 
dispatched. 

Both  the  QCBs  and  SQCBs  include  variable  information  in  addition  to  the 
fixed  information  described  above.  The  result  of  the  performance  of 
each  query  processing  function  on  the  query  or  subquery  is  recorded  in 
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all  copies  of  the  appropriate  QCBs  and  SQCBs  through  event  control 
messages  passed  back  from  the  processing  nodes.  The  failure  of  an 
expected  event  to  be  recorded  within  an  established  timeout  interval 
results  in  an  interval  control  message  being  sent  forward  to  the  node(s) 
which  were  to  have  performed  the  processing.  A  detailed  explanation  of 
control  messages  is  provided  as  a  separate  subject  in  this  section. 


1.3.7  STORED  AND  AD  HOC  QUERIES 


The  IDN  requires  that  the  user  be  able  to  formulate  a  variety  of 
different  queries  ranging  from  simple  routine  requests  to  more  complex 
special  queries.  Any  query  which  is  likely  to  be  resubmitted  at  a  later 
time  may  be  stored  at  the  User  Node  in  order  to  eliminate  the  need  to 
compose  it  again.  It  may  also  prove  advantageous  to  store  some  of  the 
less  common  but  more  complex  queries  to  serve  as  examples  or  templates 
when  similar  requests  need  to  be  made.  All  queries  must  pass  through  a 
validation  process  and  be  converted  into  a  standard  internal  format 
before  they  can  be  stored  and  registered  with  the  User  Node. 

I 


To  support  the  user,  the  local  IRDS  provides  the  following:  help 
facilities;  an  inventory  listing  of  available  queries;  the  ability  to 
create,  save  and  recall  stored  queries;  definitions  of  names  used  (e.g. , 
data  element  names,  derivation  or  computation  names,  and  system  defined 
names);  and  information  concerning  the  default  display  format  of  output. 


'  1.3.8  CONTROL  PROCEDURES  AND  METADATA  SYNCHRONIZATION 

! 

•  In  order  to  support  the  processing  of  queries  across  the  IDN,  a  well- 

t 

r  conceived  system  of  control  procedures  must  be  established.  Any 

I  discussion  of  query  processing  must  assume  that  the  proper  control 

mechanisms  are  in  place  if  processing  is  to  proceed  smoothly  and  error 
conditions  are  to  be  dealt  with  in  an  orderly  manner. 
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The  IDN  control  system  can  be  viewed  from  two  complementary 
perspectives:  Normal  Query  Processing  Control  and  Exception-oriented 
Query  Processing  Control.  The  normal  control  of  query  processing 
requires  that  the  following  sequence  of  functions  be  routinely  executed: 

1.  Receive  the  translated  query  from  the  User  and  create  a  Query 
Control  Block. 

2.  Validate  the  syntax  and  semantics  of  the  Query. 

3.  Determine  the  accessibility  of  the  required  data. 

4.  Decompose  the  query  into  canonical  subqueries. 

5.  Generate  a  Query  Execution  Graph  and  Subquery  Control  Blocks. 
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6.  Receive  subqueries  at  the  destination  nodes. 


7.  Translate  the  subqueries  into  Network  Data  Request  Language. 


•A-. 


8.  Extract  and  compute  the  response(s) 


9.  Prepare  the  output  into  network  standard  form. 
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10.  Route  and  dispatch  the  response. 

11.  Compose  the  composite  response. 

12.  Deliver  and  present  the  response  to  the  user  interface. 

The  normal  control  of  query  processing  requires  the  sequential  execution 
of  the  preceding  functions.  Control  is  maintained  through  the 
generation  of  Query  and  Subquery  Control  Blocks  (QCBs  and  SQCBs)  and 
Query  Execution  Graphs  (QEGs). 
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Exceptions  to  normal  processing  flow  can,  of  course,  occur  at  any  query 
processing  step  or  between  any  two  steps.  Since  the  QCBs  and  SQCBs  track 
the  progress  of  the  query  and  its  subqueries,  and  since  control  messages 
exist  to  keep  this  information  up-to-date,  error  conditions  and 
exceptions  can  be  dealt  with  as  they  arise  and  the  system  can  recover 
gracefully  from  any  such  circumstances. 

The  IDN  control  system  must  generate  a  variety  of  control  messages. 

These  messages  are  of  two  principal  types: 

o  Event  driven  messages. 

o  Interval  driven  messages. 

Together,  these  two  types  of  messages  provide  an  "IDN  Query  Control 
Protocol"  which  is  independent  of  any  underlying  network  or 
transmission  protocols.  The  event  driven  messages  occur  whenever  a 
significant  processing  event  has  been  completed.  These  messages  are 
used  to  update  the  QCB  and  SQCB  copies  at  the  preceding  nodes  in  the 
processing  sequence  and  usually  proceed  "backward"  along  the  execution 
path.  Interval  driven  messages  occur  whenever  an  expected  event  has  not 
occurred  within  an  established  timeout  period.  These  messages  usually 
proceed  "forward"  along  the  execution  path  from  the  node  which  last 
successfully  completed  an  operation  to  the  node(s)  which  are  to  complete 
the  next  function. 

1.3.9  UNDERLYING  NETWORK  PROTOCOL  DEPENDENCIES 

It  is  important  to  consider  the  strong  dependencies  of  the  IDN  design  on 
support  from  the  underlying  network  protocol  (such  as  TCP/IP).  The  IDN 
must  receive  from  the  protocol: 

o  Status  information  for  network  nodes. 

o  Status  information  for  network  communications  links. 
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o  Automatic  (transparent)  routing  of  queries,  subqueries, 
responses,  and  subresponses. 

The  status  information  includes  whether  or  not  a  resource  is  available 
and,  if  so,  how  busy  it  is.  Network  and  node  status  must  be  available 
to  all  IDN  Processors,  User  Nodes,  and  Data  Nodes  as  needed  to  perform 
query  processing  functions. 

Communications  link  status  information  does  not  have  to  be  known  in 
detail  to  the  IDN  processors  since  the  "transport  layer"  of  the 
underlying  protocol  should  handle  routing  and  dispatching  in  a  manner 
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transparent  to  the  user  session.  Link  status  is  significant,  however, 

V 

y  if  a  node  has  become  inaccessible  or  if  major  trunks  are  overloaded  with 

traffic.  When  these  conditions  arise,  the  status  information  must  be 
communicated  to  the  higher  level  IDN  processes  (and  to  the  Network  Data 
/_  Administrator)  in  order  to  optimize  and  control  query  processing. 


Once  a  potential  destination  for  a  query,  subquery,  response,  or  sub¬ 
response  has  been  determined  to  be  available,  the  underlying  protocol 
should  handle  the  decomposition  of  messages  into  packets,  the  routing  of 
messages,  and  the  composition  of  packets  back  into  the  original 
messages.  The  query  processing  functions  should  only  have  to  supply  a 
destination  address.  All  data  transport  functions  should  be  completely 
transparent  to  query  processing. 


•/  A  summary  of  the  network  services,  and  the  metadata  required  to  support 

each  of  these  network  services,  is  given  in  Table  1.2. 
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NETWORK  SERVICES 


ISO-OSI  LEVEL 


METADATA 

REQUIRED 


Data  interpretation 
and  Display. 


Transparent  File  System 
(Access  and  Transfer 
Services). 


APPLICATION, 

PRESENTATION 


APPLICATION, 

PRESENTATION 


Local-User-Name 

Space 

Network-Access- 
Name  Space 
Database- Access- 
Name  Space 
Coherent  Database 
Representations 

Static  Network  View 
Dynamic  Network 
View 

Coherent  Database 
Representation 
Query  Control  Blocks 
Subquery  Control 
Blocks 

Query  Execution 


Process-to-Process 

SESSION 

Static  Network  View 

Communications  and 

Dynamic  Network 

Host-to-Host  Protocol. 

View 

Coherent  Database 
Representation 
Query  Control  Blocks 
Subquery  Control 
Blocks 

Query  Execution 

Table  1.2  -  SUMMARY  OF  NETWORK  SERVICES  FOR  THE  IDN  FUNCTIONAL 
DESCRIPTION  -  Page  I  of  3 
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NETWORK  SERVICES 

ISO-OSI  LEVEL 

METADATA 

REQUIRED 

Session  Administration  - 

SESSION 

Static  Network  View 

binding  of  communicating 
presentation  entities. 

Dynamic  Network 
Views 

Coherent  Database 
Representation 
Query  Control  Blocks 
Subquery  Control 
Blocks 

Query  Execution 
Graphs 

Session  Dialogue  -  the  control 
of  data  exchange  between 
presentation  entities. 

SESSION 

Static  Network  View 
Dynamic  Network 
View 

Coherent  Database 
Representation 
Query  Control  Blocks 
Subquery  Control 
Blocks 

Query  Execution 
Graphs 

Precedence,  Security 
Classification  and  Compart- 
mentation  information. 

TRANSPORT 

Static  Network  View 
Dynamic  Network 
View 

Coherent  Database 
Representation 
Query  Control  Blocks 
Subquery  Control 
Blocks 

Query  Execution 
Graphs 

Table  1.2  -  SUMMARY  OF  NETWORK  SERVICES  FOR  THE  1DN  FUNCTIONAL 
DESCRIPTION  -Page  2  of  3 
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NETWORK  SERVICES 

ISO-OSI LEVEL 

METADATA 

REQUIRED 

Management  of  End-to-End  TRANSPORT 

Data  Flow  (data  transportation) 

Not  Applicable 

Virtual  Circuit  Management 
(In  packet  switching  nets). 

TRANSPORT 

Not  Applicable 

Multiplexing,  Flow  Control, 
and  Sequencing  of  Data 
Packets. 

TRANSPORT 

Not  Applicable 

Data  Communications  Error 
Control  (detection  and 
correction). 

TRANSPORT, 

NETWORK 

Not  Applicable 

Protocol  Designed  for  Multi- 
Network  Environments 
(Data  Transformation). 

TRANSPORT, 
NETWORK, 
DATA  LINK, 
PHYSICAL 

Not  Applicable 

Table  1.2  -  SUMMARY  OF  NETWORK  SERVICES  FOR  THE  ION  FUNCTIONAL 


DESCRIPTION  -  Page  3  of  3 
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1.4  THE  PROPOSED  SOLUTION 
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The  solution  to  the  problem  of  providing  a  design  to  support  the  full 
requirements  of  the  Integrated  Data  Network  may  be  divided  into  two 
basic  areas: 

o  A  specification  of  the  subsystems  which  process  queries  in  the 
IDN,  and 

o  A  description  of  the  special  IDN  Processors  which  will  be  used 
to  perform  the  majority  of  the  query  processing  activities. 


In  Section  1.4.1  below,  a  complete  query  processing  scenario,  from  the 
initial  input  of  the  request  through  to  the  presentation  of  the 
response,  is  presented.  Emphasis  is  placed  on  what  must  be  done  rather 
than  how  or  where  the  action  should  be  done. 

Section  1.4.2,  entitled  "The  IDN  Architecture",  describes  the  types  of 
IDN  Processors  and  their  relationships  to  the  query  processing 
functions. 


1.4.1  QUERY  PROCESSING 

The  query  processing  scenario  presented  below  is  initiated  when  the  user 
enters  a  query  into  the  system  via  a  terminal  attached  to  the  IDN.  In 
specifying  the  query,  it  is  assumed  that  the  user  has  no  explicit  know¬ 
ledge  of  either  the  locations  of  the  data  requested  or  the  data  organi¬ 
zation  . 
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The  query  is  sufficiently  complex  to  require  searching  for  two  or  more 
data  values  which  may  or  may  not  share  the  same  physical  location.  The 
data  names  used  are  referenced  as  local  user  terms.  Qualifications  are 
given  to  the  data  values  to  be  considered  for  each  of  these  names.  One 
or  more  relationships  are  expressed  between  the  data  names. 


The  IDN  does  not  specify  the  exact  user  interface.  However,  it  assumes 
that  the  user  interface  does  the  minimal  parsing  to  present  the  query  in 
a  "tokenized  form."  Although  the  tokenized  form  may  be  produced  from  a 
wide  variety  of  user  interfaces,  it  is  most  naturally  associated  with  a 
forms-based  query  interface. 

In  the  tokenized  form,  the  query  is  organized  into  a  hierarchy  of 
"cells",  which  are  rectangular  areas  within  a  form.  Within  a  cell,  data 
may  be  presented  either  horizontally  or  vertically.  Cells  may  be  nested 
within  other  cells. 


Selection  criteria  are  specified  as  boolean  combinations  of  data 
qualifications  associated  with  elements  within  each  cell.  The  absence 
of  any  qualification  is  interpreted  as  an  implicit  "ALL"  criterion 
(subject  to  security  constraints).  The  hierarchical  ordering  of  the 
cells  enables  the  IDN  to  infer  the  record-types  from  which  the  elements 
must  be  selected.  The  IDN  query  decomposition  process  also  infers  how 
records  must  be  joined  in  order  to  service  the  query. 

Data  qualifications  include: 
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o  Substring  or  pattern  matching, 

o  Uniqueness  tests. 

o  Relational  operators  (  <,  =,  >,  <=,  >=  ). 

o  Boolean  operators  (AND,  OR,  XOR,  NOT), 

o  Arithmetic  expressions  (+,-,*,/,()). 

o  Aggregate  functions  (COUNT,  MIN,  MAX,  SUM,  AVG) . 
o  Set  operations  ("IN",  <>). 
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The  IDN's  facilities  to  process  user  queries  are  divided  into  fourteen 
subsystems.  These  subsystems  approximate  the  twelve  steps  for  normal 
query  processing  outlined  in  Section  1.3.8.  Two  additional  subsystems, 
one  for  supporting  query  development  and  one  for  monitoring  and  control 
of  query  processing,  are  also  specified.  Table  1.3  presents  a  list  of 
these  subsystems  and  the  general  metadata  requirements  implied  by  each. 
The  subsystems  are  discussed  separately  in  the  following  sections. 


1.4. 1.1  Subsystem  1.  P RO V  I D E - LOC A L - D D- S U P PO RT 

An  Information  Resource  Dictionary  System  (IRDS)  provides  local 
dictionary  support  to  users  at  the  User  Node.  This  support  includes: 


o  Help  facilities. 

o  An  inventory  listing  of  available  queries, 

o  The  ability  to  create,  save  and  recall  stored  queries, 

o  Definitions  of: 

-  Data  element  names  (the  Local  User  Name  Spaces). 

Derivation/computation  names  (e.g.,  TOTAL,  SUM,  MEAN). 
System  defined  names,  such  as  today's  date. 

o  Information  concerning  default  display  format  of  output. 

In  addition  to  the  above,  the  local  IRDS  provides  a  set  of  functions 
which  allow  for  verification,  security,  and  interfacing  to  the  IDN  query 
processing  system. 


The  user  receives  support  for  examining  local  dictionary  definitions, 
for  composing  queries,  and  for  using  stored  queries.  These  facilities 
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[Dynamic  Network  View 
Query  Control  Block 
Subquery  Control  Blocks 
Query  Execution  Graph 


7.  Query  Monitoring  and  Control. 


Static  Network  View 
Dynamic  Network  View 
Query  Execution  Graph 


Table  1.3  -  METADATA  REQUIREMENTS  FOR  IDN  QUERY  PROCESSING 
FUNCTIONS  -  Page  I  of  2 


Page  30 


■  k  •  »*  »*  •*,»  V 
N'A  /- 
%'  V 


QUERY  PROCESSING  FUNCTION 

GENERAL  METADATA  REQUIREMENTS 

X-O-S'./v 

Civ't/.Vii 

1.  Provide  Local  Dictionary 

Local-User-Name  Space 

vV 

Support. 

Network- Access-Name  Space 

Stored  Queries 
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2.  Validate  Tokenized  Query. 

Local-User-Name  Space 

_ • _ * 

Network-Access-Name  Space 
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3.  Validate  Intermediate  Query. 

Coherent  Database  Representations 
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Query  Control  Block 
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4.  Determine  Data  Accessibility. 

Static  Network  View 

■yyyyy: 

Dynamic  Network  View 
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Query  Control  Block 
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Coherent  Database  Representations 
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5.  Decompose  into  Canonical 

Coherent  Database  Representations 
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Subqueries. 

Static  Network  View 
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Dynamic  Network  View 

Query  Control  Block 
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Subquery  Control  Blocks 
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6.  Implement  Execution  Strategy 

Static  Network  View 
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8.  Receive  Subqueries  at 
Destination. 

Query  Control  Blocks 

Subquery  Control  Blocks 

Query  Execution  Graphs 

9.  Translate  to  Network  Data 
Request  Language  (NDRL). 

Subquery  Control  Blocks 

Coherent  Database  Representation 
Data-Base- Access-Name  Space 
Database  Subschemas 

1 0.  Extract  and  Compute  Data 
(Execute  NDRL). 

Database  Subschemas 

11.  Prepare  Output  for  Network. 

Subquery  Control  Blocks 

Query  Control  Blocks 

Query  Execution  Graph 

12.  Implement  Composition 
Strategy. 

Static  Network  View 

Dynamic  Network  View 

Query  Execution  Graphs 

Subresponse  Header 

13.  Assemble  Composite  Response. 

Query  Control  Blocks 

Subquery  Control  Blocks 

Query  Execution  Graphs 

14  Deliver  Composite  Response 
and  Present  to  the  User. 

Query  Control  Blocks 

Query  Execution  Graphs 

Table  1.3  -  METADATA  REQUIREMENTS  FOR  IDN  QUERY  PROCESSING 
FUNCTIONS  -  Page  2  of  2 
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assure  that/  at  any  User  Node,  a  user  will  be  able  to  become  familiar 
with  the  vocabulary  to  be  used  in  queries  and  the  procedures  for 
formulating  successful  queries. 

The  User  Node  has  access  to  the  Local  User  Name  Space  (LUNS)  and  other 
information  stored  in  the  dictionary.  For  security  reasons,  specific 
detailed  data  element  location  and  domain  information  is  not  maintained 
at  the  User  Node  or  made  available  to  it. 

1.4. 1.2  Subsystem  2.  V AL I D AT E - TO K E N I  2 E D- Q O E R Y 

This  subsystem  performs  first  order  validation  of  the  query.  For  this 
level  of  validation,  no  knowledge  of  the  network  or  its  databases  is 
required.  This  subsystem  simply  determines  if  all  of  the  names  and 
operations  expressed  in  the  query  are  known  to  the  system  and  that  they 
are  used  properly.  In  particular,  it  performs  the  following  operations 
on  the  query: 

o  Validate  all  local  names. 

o  Translate  local  names  into  system  names. 

o  Identify  "computational"  names  (such  as  SUM,  TOTAL)  and 

associate  the  required  computations  (if  locally  defined). 

o  Identify  "standard"  names  (such  as  DATE,  TIME)  and  distinguish 
them  from  local  names. 


The  query  which  is  input  to  this  subsystem  may  be  either  a  stored  query 
or  an  ad  hoc  query.  Stored  queries  may  have  previously  received  this 
level  of  validation.  If  a  stored  query  has  been  prevalidated  and  not 
subsequently  modified,  this  subsystem  forwards  the  query  to  Subsystem  3, 
VALIDATE- INTERMEDIATE-QUERY. 
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If  the  query  submitted  is  an  ad  hoc  query  or  a  stored  query  which  has 
either  not  been  prevalidated  or  has  been  subsequently  modified/  the 
query  is  in  "tokenized  form'' .  The  tokenized  query  is  the  result  of 
passing  lexical  analysis.  In  this  case,  a  symbol  table  is  built;  the 
query  syntax  is  modified  so  that  symbol  table  references  replace  the 
user-supplied  labels/  and  the  local  dictionary  supplies  the  translation 
between  all  local  and  system  names.  The  result  of  this  transformation 
is  called  the  "intermediate  form"  of  the  query. 

The  names  in  the  symbol  table  must  be  categorized:  data  element  name/ 
computation  name/  or  standard  name.  (Internally/  both  computational 
names  and  standard  names  are  FUNCTIONS/  and  are  defined  as  such  in  the 
local  IRDS.  The  only  difference  between  the  two  is  that  the  "standard 
name  functions",  such  as  DATE  and  TIME,  require  no  arguments.)  Names 
which  do  not  fall  into  one  of  these  categories  are  presumed  to  be  local 
to  the  query.  Once  the  names  in  the  symbol  table  have  been  categorized, 
the  correctness  of  their  usage  is  ascertained. 

The  local  dictionary  supplies  the  external  representation  of  data 
elements  and  the  default  format  attributes  for  all  required  output 
values  when  not  explicitly  supplied  by  the  user.  Unresolvable  conflicts 
in  data  types  usage  and  sizing  are  identified. 

If  the  query  passes  this  level  of  validation,  the  intermediate  form  of 
the  query  is  forwarded  to  Subsystem  3,  VALIDATE-INTERMEDIATE-QUERY. 
Otherwise,  error  messages  are  returned  to  the  user  and  the  query  is 
terminated. 


1.4. 1.3  Subsystem  3.  V A L I D A T E - I  NT E R M E D I  AT E - QU E R Y 


This  subsystem  begins  the  process  of  Second  Order  Validation  of  the 
query.  Using  all  of  the  network  metadata  and  Coherent  Database 
Representations  (CDRs)  makes  complete  validation  of  the  query  possible. 
Validation  can  be  completed  with  respect  to  names,  data  qualifications, 


Page  33 


*.  \ 


■y?  ■.»  V  V  V  V  7.V  7.V  WW  V  V  AV  v.v.V -  w.  --.  <-j  r.  fj  7.'  ,J-V- 

DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES  FINAL  REPORT 

and  data  relationships.  The  reasonableness  of  the  query  is  determined 
based  on  the  cellular  structure  of  the  query  and  the  functional 
dependencies  between  data  elements.  An  attempt  is  made  to  discover  all 
possible  errors  before  reporting  back  to  the  user.  The  following  types 
of  tests  may  be  made: 

o  Value  constraints  (particular  values  or  ranges). 

o  Location  constraints  (i.e.,  one  or  more  names  used  in  the 

query  must  be  available  from  a  particular  “location"/  which 
may  mean  a  subnet,  a  node,  or  an  organization). 

o  Data  grouping  constraints  (i.e.,  two  or  more  names  used  in  the 
query  must  be  available  in  the  same  database,  file,  or  record; 
this  is  a  "context  constraint"). 

This  subsystem  also  begins  the  construction  of  the  QCB  by  building  the 
QCB  header  and  message  area  for  the  query.  This  initial  QCB  is  passed 
on  to  Subsystems  4  and  5  for  completion. 


1.4. 1.4  Subsystem  4.  D ET ERM I N E - D AT A - AC C E S S I B I L I T Y 

This  subsystem  determines  the  accessibility  of  the  data  requested  in  the 
query.  The  elements  specified  in  the  query  are  used  to  determine  the 
record-types  to  be  accessed,  and  subsequently,  the  CDRs  which  correspond 
to  the  databases  to  be  accessed.  Security  constraints  are  examined  and 
any  CDRs,  record-types ,  or  elements  which  are  inaccessible  because  of 
security  constraints  are  filtered  out.  Any  potential  security 
violations  are  identified.  If  no  such  violations  have  been  identified, 
then  the  target  database  corresponding  to  each  CDR  referenced  in  the 
query  is  identified. 
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1.4. 1.5  Subsystem  5.  D E COM POS E - I N TO- C A N O N I C A L - 

SUBQUERIES 

Once  accessibility  has  been  determined/  the  decomposition  of  the  query 
into  subqueries  must  be  performed.  Subquery  Control  Blocks  (SQCBs)  are 
generated.  Each  SQCB  consists  of  header  information/  a  block  of 
retrieval  instructions/  and  input  and  output  file  descriptions.  In 
general/  a  subquery  produces  an  output  file  corresponding  to  a  single 
relation.  However/  a  subquery  may  have  multiple  input  relations. 
Subqueries  may  process  database  relations  exclusively/  relations  in 
files  output  by  other  subqueries/  or  a  combination  of  these.  The  SQCBs 
are  chained  together  via  file  descriptions  to  form  the  Query  Execution 
Graph  (QEG).  (In  the  QEG/  SQCBs  are  nodes.  An  arc  is  a  file 
description  which  defines  the  file  output  by  one  subquery  which  is  input 
to  another  subquery.  All  paths  in  the  QEG  eventually  lead  to  a  single 
node  corresponding  to  the  final  response  preparation.) 

If  there  is  no  error  in  the  generation  of  the  QEG/  the  QCB  is  saved  at 
the  node  where  the  generation  occurred.  This  node  becomes  the 
"controlling  node"  for  the  query.  The  QCB  is  then  shipped  to  "shadow" 
nodes/  one  of  wnich  will  assume  control  if  the  controlling  node  fails 
during  the  execution  of  the  query. 

1.4. 1.6  Subsystem  6.  I  M P L E M E NT - E X E C UT I O N - S T R AT E G Y 

The  controlling  IDN  Node  dispatches  the  subqueries  to  their  target  Data 
Nodes  and  awaits  responses.  It  is  responsible  for  the  execution 
strategy  of  the  query  and  for  composition  of  the  response.  These 
functions  are  facilitated  through  the  use  of  a  Query  Execution  (and 
composition)  Graph  (QEG)  produced  at  query  decomposition  time.  This 
graph  acts  much  like  a  "PERT"  scheduling  network  for  controlling  the 
distribution  of  subqueries  and  the  consolidation  of  responses.  A 
"critical  path"  is  determined  for  the  processing  of  the  individual 
query.  This  serves  as  a  control  reference.  The  QEG  is  part  of  the  QCB. 
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It  is  maintained  at  the  IDN  Nodes  which  process  the  query  or  its 
response(s)  until  either  the  consolidated  response  has  been  delivered  to 
the  user  or  the  query  terminates  abnormally. 

The  development  of  an  execution  strategy  requires  a  knowledge  of  the 
network  based  on  both  static  and  dynamic  information.  The  static  nature 
of  the  network  can  be  maintained  in  the  dictionary.  The  dynamic  status 
information,  however,  must  be  derived  continuously.  This  information 
may  be  available  through  the  underlying  network  communication  protocols. 

If  it  is  not,  then  IDN  software  must  be  responsible  for  generating  and 
maintaining  this  status  information  as  described  in  Section  1.3.8. 

In  addition  to  maintaining  the  Query  Control  Block  for  the  original 
query,  each  subquery  has  a  ''Subquery  Control  Block"  which  contains  the 
composition  instructions  and  which  identifies  a  named  node  where  partial 
compositions  take  place. 

Intermediate  nodes  must  have  a  sufficient  storage  quota  to  accept  and 
pass  the  data  through  for  subsequent  composition.  The  target  (User 
Node)  is  defined  as  the  final  subcomposition  node,  and  therefore  the  final 
composition  node.  A  quota  for  the  response  is  applied  to  the  final 
composition  node. 

1.4. 1.7  Subsystem  7.  Q U E R Y- MO N I  TO R I NG- A N D - C O N T RO L 

This  subsystem  is  responsible  for  coordinating  all  phases  of  query 
processing;  monitoring  the  progress  of  the  query,  and  responding  to 
error  conditions  which  might  arise.  The  function  of  query  monitoring 
and  control  requires: 

o  Communicating  3tatus  information  to  dispatched  subqueries  and 
to  users. 
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o  Checking  the  volume  of  the  response  and  comparing  it  to  the 
storage  quotas  of  the  User  Node  and  Processing  Node. 

A  mechanism  of  distributed  control  rather  than  centralized  control  is 
utilized  here.  There  are  no  "control"  nodes  which  are  responsible  for 
the  entire  system.  Rather,  "control"  nodes  exist  only  with  respect  to 
individual  queries.  As  subqueries  execute,  status  messages  are  sent  to 
the  node  controlling  the  query  as  a  whole.  The  QEG  is  updated  with  the 
status  information,  both  at  the  controlling  and  shadow  nodes.  However, 
messages  which  initiate,  hold,  restart  and  terminate  subqueries  only 
emanate  from  the  controlling  node  for  the  corresponding  query. 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  determines  what  action  to 
take  in  the  event  of  various  exception  conditions.  These  exception 
conditions  include: 

o  A  subquery  exceeding  output  quota, 

o  The  failure  of  a  subquery. 

o  A  timeout  condition. 

If  a  timeout  occurs  for  any  particular  subquery  or  the  query  as  a  whole, 
then  it  may  be  desirable  to  stop  the  processing  of  the  query  and  restart 
it  from  the  point  where  the  subqueries  were  transmitted.  An  option  may 
be  offered  to  the  user  to  either  terminate  the  query,  restart  it,  or  be 
sent  a  partial  or  "incomplete"  response.  If  the  processing  was 
terminated  due  to  security  reasons,  the  user  will  not  be  given  the 
option  to  receive  a  partial  response. 

Finally,  this  subsystem  analyses  the  degree  of  traffic  in  the  network. 
Should  traffic  exceed  predefined  levels,  this  subsystem  will  purge  lower 
precedence  messages  from  queues  and  place  lower  precedence  subqueries  on 
hold. 
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1.4. 1.8  Subsystem  8.  RECEI VE-SUBQUERIES-AT- 
DEST IN AT  ION 

The  "destination"  for  all  subqueries  is  an  IDN  Node  which  is  linked  cc  a 
particular  Data  Node.  This  IDN  Node  serves  as  the  interface  between  the 
Data  Node  and  the  network  just  as  other  IDN  Nodes  serve  to  interface  the 
User  Nodes  to  the  networks.  Since  the  node  must  be  familiar  with  the 
particular  "personality"  of  its  Data  Node,  it  is  probably  best  that  a 
particular  destination  IDN  Node  serve  only  a  single  Data  Node.  A  backup 
node  might  be  designated,  however,  in  addition  to  the  primary  interface 
node. 

This  is  a  relatively  minor  step,  but  requires  a  great  deal  of  support 
from  the  network  communication  subsystem.  The  subquery  is  dispatched  to 
the  host  interface  node  where  the  subquery  is  to  be  processed  for 
submission  to  the  database  at  that  host.  The  principal  concern  at  this 
level  of  the  system  is  failure  protection  through  managed  redundancy. 


1.4. 1.9  Subsystem  9.  TRANSLATE-TO-NETWORK-DATA- 
REQUEST-LANGUAGE  (NDRL) 

This  subsystem  reformulates  the  subquery  to  access  target  database 
record  types  and  elements.  The  reformulated  subquery  is  in  a  source 
form  called  Network  Data  Request  Language  (NDRL).  This  language  is  a 
generic  query  language,  with  capabilities  common  to  all  database  query 
languages.  This  transformation  eases  the  eventual  translation  of  the 
subquery  to  the  query  language  of  the  target  database's  DBMS. 

Each  subquery  was  generated  assuming  that  third  normal  form  relations 
are  to  be  accessed.  In  practice,  however,  target  databases  may  be 
neither  normalized  nor  relational.  Thus  the  record-types  associated 
with  the  target  database  may  not  correspond  exactly  to  the  record-types 
identified  in  the  CDRs.  Semantic  errors  encountered  at  this  point  would 
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indicate  that  the  correspondence  between  the  target  database's  schema 
and  its  C DR  has  not  been  properly  defined. 

1.4.1.10  Subsystem  10.  E X T R AC T- AN D - COM P U T E 
(Execute  the  NDRL) 

The  subquery  in  NDRL  format  is  passed  to  the  Data  Node  (host  processor). 
Here  the  NDRL  is  transformed  into  the  syntax  of  a  local  query  language 
or  report  writer.  A  separate  execution  module  would  be  required  for  each 
different  report  writer  language,  but  each  module  would  accept  the  NDRL 
as  input. 
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The  processing  of  the  subqueries  received  at  the  Data  Node  against  its 
databases  is  similar  to  the  manner  in  which  a  local  query  would  be 
processed.  The  subqueries  are  already  in  the  form  of  the  standard  query 
language,  thus  they  can  be  submitted  directly  to  the  local  execution 
facility  for  the  given  DBMS.  The  response  received  will  be  in  a  format 
controlled  by  the  local  DBMS.  This  response  will  be  processed  at  the 
Data  Node  or  sent  to  the  designated  IDN  Node  for  translation  into 
canonical  form  and  integration  with  other  responses. 

1.4.1.11  Subsystem  11.  P RE P ARE -O UT P UT - FO R - N E T W O R K 
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This  Subsystem  operates  on  the  output  from  the  local  database’s  query 
language  into  IDN  standard  output  form.  In  this  form,  extra  space  is 
removed  from  individual  fields.  Standard  field-separator  and  record- 
separator  characters  are  inserted,  and  appropriate  headers  are  attached. 

1.4.1.12  Subsystem  12.  IMPLEMENT-COMPOSITION-STRATEGY 

The  output  of  any  subquery  will  fall  into  one  of  three  categories: 
o  It  is  part  of  the  final  response. 
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o  It  is  input  to  another  subquery  at  the  same  Data  Node, 

o  It  is  input  to  another  subquery  at  another  Data  Node. 
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This  subsystem  distinguishes  among  these  cases.  In  those  cases  where  a 
subquery  processes  output  from  subqueries  from  several  nodes/  this 
subsystem  decides  which  node  is  the  appropriate  composition  node.  Most 
of  the  time  this  composition  involves  joining  output  relations.  In 
these  cases /  this  subsystem  decides  which  join  strategy  is  the  most 
advantageous.  It  then  directs  output  to  the  appropriate  nodes  and 
initiates  subsecuent  subqueries. 


1.4.1.13  Subsystem  13.  ASS E M B L E - CO M POS I T E - R E S PON S E 

This  subsystem  accumulates,  sorts  and  merges  all  subresponses  to  form  a 
single  composite  response  to  be  sent  to  the  User  Node.  It  notifies  the 
controlling  IDN  Node  that  the  composite  response  is  ready  for  delivery. 

1.4.1.14  Subsystem  14.  DELIVER-COMPOSITE-RESPONSE 

This  subsystem  completes  the  processing  of  the  query  by: 

o  Inserting  in  the  composite  response  any  mapping  information 

required  by  the  User  Node  to  present  the  response  to  the  user. 

o  Performing  any  final  computations. 

o  Delivering  the  composite  response  to  the  User  Node. 

o  Informing  the  controlling  IDN  node  that  the  response  has  been 
completed. 
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the  software  and  the  reliability  and  longevity  of  the  IDN  are  thereby 
greatly  enhanced.  This  approach  ensures  not  only  that  the  IDN  software 
is  well-  "integrated"/  but  also  that  cne  existing  network  of  User  and 
Data  Nodes  becomes  "integrated"  as  veil. 

The  complementary  set  of  IDN  Processors  may  be  viewed  as  a  hierarchy  of 
three  levels  of  query  processing.  At  the  "Interface  Level",  a  D/D/Q 
Processor  of  type  D1  accepts  the  query  from  the  user,  performs  first 
order  validation  and  presents  the  response.  A  similar  processor  of  type 
Dl*  receives  subqueries  directed  to  Data  Nodes,  accepts  the  response 
from  the  Data  Node,  and  composes  responses.  At  the  "Network  Level",  the 
D/D/Q  Processor  of  type  D2Q  completes  query  validation,  dispatches 
subqueries,  and  controls  query  execution.  Both  the  interface  and 
network  level  functions  may  be  assumed  by  an  IDN  processor  at  the 
"Backup  Level".  Here,  the  D/D/Q  Processor  of  type  D3Q  can  perform  all 
of  the  functions  of  the  Dl,  Dl*  and  D2Q  Processors  as  well  as  provide 
backup  services  for  the  Data  Nodes.  This  arrangement  provides  for  the 
greatest  flexibility  and  permits  a  given  machine  to  assume  multiple 
roles  as  needed.  Depending  upon  its  capacity,  a  D/D/Q  machine  may 
provide  user  terminal  "Interface  Level"  support,  intermediate  "Network 
Level"  support,  or  complete  "Backup  Level"  capabilities.  An  example  of 
how  these  processors  might  be  configured  in  a  network  is  given  in  Figure 
1.1. 


The  D/D/Q  Processors  proposed  for  the  IDN  Nodes  should  not  be  viewed 
simply  as  general  purpose  computers  which  run  the  Dictionary/Directory/ 
Query  software  required  to  support  IDN  Query  Processing.  A  more  useful 
perspective  would  be  to  consider  the  D/D/Q  Processors  as  special-purpose 
machines  with  hardware,  firmware,  and  software,  all  designed  to 
efficiently  handle  queries  and  responses  and  the  required  supporting 
metadata  management  in  a  manner  consistent  with  the  required  secure 
environment.  Like  database  machines,  these  "Dictionary  Machines"  would 
be  optimized  for  their  specialized  tasks.  Unlike  most  database 
machines,  the  D/D/Q  Processors  would  be  managing  a  base  of  relatively 
non-volatile  information  (the  data  and  network  metadata)  and  thus  could 
take  full  advantage  of  data  pages  maintained  in  primary  or  cache  memory. 
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Figure  I  !  Example  of  a  Section  of  the  IDN 
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These  processors  would  be  a  natural  application  for  associative  or 
content-addressable  memories  since  data  loading  would  be  relatively 
infrequent.  The  required  high-speed  access  to  metadata  might  be 
difficult  to  achieve  with  general  purpose  computers/  but  could  be 
obtained  with  special  D/D/Q  hardware. 

It  is  necessary  at  this  point  in  the  discussion  to  present  certain 
assumptions  concerning  the  IDN  architecture: 

o  It  is  assumed  that  the  query  is  entered  through  a  User  Node 

and  that  the  User  Node  passes  the  query,  in  IDN  standard  form, 
along  to  its  companion  D1  Node  for  disposition.  The  User  Node 
is  also  responsible  for  later  formatting  the  response  to  the 
query  and  displaying  messages  to  the  user. 

o  It  is  assumed  that  the  D1  Node  performs  some  first  order 

validation  of  the  query  and  then  determines  which  D2Q  Node 
should  process  the  query  based  upon  the  Static  Network  View 
and  status  messages  received  from  other  IDN  Nodes. 

o  The  D2Q  Node  maintains  network  metadata  (The  Dynamic  Network 
View)  including  the  states  of  the  other  nodes  in  the  network 
in  order  to  perform  routing  and  optimize  query  processing. 

This  data  is  presumably  supplied  by  the  Network  Protocol. 

The  D2Q  Node  uses  this  status  information  to  determine  data 
availability,  decompose  the  query  into  subqueries  and  dispatch 
them  to  the  Data  Nodes. 

o  The  subqueries  are  received  by  Dl*  interface  nodes  which  serve 
as  companions  to  the  Data  Nodes.  These  processors  complete 
the  translation  of  subqueries  from  canonical  form  into  the 
Network  Data  Request  Language  (NDRL)  and  receive  the  responses 
from  the  Data  Nodes. 

o  The  Data  Node  receives  the  subquery  in  the  form  of  the  NDRL, 
obtains  the  data  from  the  databases,  and  sends  the  response 
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back  to  a  designated  Dl*  Node  for  composition.  Any  additional 
required  translation  into  native  query  language  may  be 
performed  at  a  Data  Node*  depending  upon  the  target 


database (s) . 

o  The  rule  is  established  that  all  public  data  which  exists  at  a 
Data  Node  is  replicated  at  its  companion  D3Q  Node  or  some 
combination  of  other  (D3Q  and  Data)  Nodes.  The  D3Q  Node  thus 
serves  as  a  backup  for  the  Data  Node  if  it  is  down  or 
overloaded.  Under  normal  conditions  the  D3Q  Node  provides  the 
same  functions  as  a  Dl  Node,  a  D2Q  Node,  and  a  Dl*  Node  to  the 
network  users  at  the  Data  Node. 

Figure  1.2  shows  the  placement  of  subsystems  on  IDN  processors  and  the 
major  communication  paths  between  those  subsystems.  As  can  be  seen  in 
Figure  1.2,  the  Dl  processor  is  dedicated  to  providing  support  for  the 
development  of  user  queries.  The  query  validation  performed  at  this 
node  may  be  invoked  by  a  user  independent  of  attempting  to  execute  the 
query.  The  D2Q  processor  has  two  major  functions  with  respect  to  query 
processing.  First,  it  performs  the  major  part  of  query  validation  in 
decomposing  the  query  into  subqueries.  Second,  it  controls  execution  f 
these  subqueries.  (Note  that  QUERY— MONITORING— AND— CONTROL  actually  has 
components  on  each  processor.  This  assures  that  all  decisions  which  can 
be  made  locally  are  handled  locally.)  Finally,  it  can  be  seen  that  the 
Dl*  processor  is  dedicated  to  controlling  the  execution  of  subqueries  at 
the  data  node,  and  accumulating  responses. 

1.4. 2. 2  User  Node  Processing 

The  User  Node  receives  the  query  from  the  user  by  means  of  a  two 
dimensional  input  form  and  transforms  it  into  a  tokenized  query  that  is 
acceptable  to  the  IDN  Nodes.  The  User  Node  is  responsible  for  the  final 
formatting  of  the  response  into  a  standard  output  form  or  a  custom 
format  specified  by  the  user. 
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The  User  Node  also  provides  the  facility  to  capture  the  User's 
interaction  with  the  dictionary  at  the  supporting  D1  node(s)  and  display 
the  results  of  dictionary  queries  and  commands. 


1.4. 2. 3  D1  Node  Processing 

The  D1  Nodes  serve  two  primary  functions: 

o  They  relieve  the  User  Nodes  from  all  responsibility  for 

managing  user  queries  and  supporting  user  development  of  new 
queries. 

o  They  perform  first-order  validation  of  queries. 

The  User  Node  has  access  to  the  LUNS  and  other  information  stored  in  the 
D1  dictionary.  For  security  and  optimization  reasons,  it  is  not 
desirable  to  maintain  specific  detailed  data  element  location  and  domain 
information  at  the  User  Node  or  the  D1  Node.  The  D2Q  and  D3Q  Nodes  take 
responsibility  for  all  location  information  and  other  sensitive 
metadata. 

In  general,  a  User  Node  will  have  a  primary  D1  Node  to  provide  this 
support.  In  order  to  enhance  robustness,  Dl  nodes  may  be  backed  up  by 
other  Dl  Nodes.  The  dictionary  in  support  of  a  given  User  Node  at  a 
backup  Dl  Node  is  kept  synchronized  with  the  primary  Dl  Node  for  the 
User  Node.  Note  that  the  backup  Dl  Node  for  a  given  User  Node  will  be 
the  primary  Dl  Node  for  another  User  Node.  Also  note  that  a  given  Dl 
Node  may  support  multiple  User  Nodes. 


1.4. 2. 4  D2Q  Node  Processing 

The  D2Q  Node  is  a  special  processor  designed  to  provide  the  following 
functions: 
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o  Second  order  validation  of  the  query.  In  particular/  this 
validation  includes  determining  if  the  query  "makes  sense", 
and  checking  for  security  violations. 

o  Decomposing  each  query  into  canonical  subqueries. 

o  Dispatching  subqueries. 

o  Monitoring  subquery  execution  and  responses. 

o  Transmitting  instructions  to  Dl*  nodes  to  initiate,  terminate, 
hold,  and  restart  queries. 

o  Determining  response  destinations  and  how  to  optimally  join 
responses. 

o  Maintaining  network  status  information. 

Normally,  D2Q  Nodes  will  not  be  directly  involved  in  composing 
responses.  However,  given  appropriate  conditions,  they  may  take  on  that 
function. 

The  D2Q  Node  also  provides  the  IRDS  functions  required  to  support  these 
actions.  The  D2Q  Node,  therefore,  relieves  the  User  Nodes  and  Data 
Nodes  of  most  of  the  added  burden  of  network  query  processing  and 
provides  a  common,  homogeneous  solution  to  the  decentralized  database 
problem. 

D2Q  Nodes  are  all  "peers”  to  the  network.  However,  for  a  given  query  a 
D2Q  will  become  the  "controlling  node".  The  controlling  node  for  a 
given  query  is  the  one  which  performed  the  query  decomposition,  which  is 
where  the  QCB  is  generated.  Once  QCB  generation  is  completed,  the  QCB 
is  shipped  to  other  D2Q  Nodes.  These  become  the  "shadow"  D2Q  nodes. 

The  QCB  for  the  query  will  be  maintained  at  all  D2Q  Nodes,  but  control 
messages  for  subqueries  shall  emanate  only  from  the  the  controlling  D2Q. 
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Should  the  control  D2Q  fail,  one  of  the  shadow  D2Q  Nodes  will  take  over 
the  role.  The  QCB  identifies  the  order  in  which  shadow  D2Qs  will  be 
selected  to  assume  control. 


1.4. 2. 5  Dl*  Node  Processing 

A  Dl*  interface  processor  serves  as  the  destination  node  for  all 
subqueries  directed  to  a  particular  Data  Node  and  receives  the  responses 
from  this  Data  Node.  The  Dl*  Node  performs  the  final  translation  of 
subqueries  in  canonical  form  into  the  Network  Data  Request  Language 
(NDRL)  and  is  responsible  for  any  additional  formatting  of  the  responses 
which  might  be  required  in  order  to  put  them  into  network  standard  form. 

In  general,  the  Dl*  Node  will  be  responsible  for: 

o  Maintaining  details  of  the  database  schemas  and  their  data 
base  management  systems  in  order  to  support  subquery 
translation. 

o  Performing  some  formatting  of  the  responses  from  subqueries. 

o  Performing  some  calculations  on  the  data  (such  as 
summarization) . 

o  Executing  the  SELECT,  PROJECT,  and  JOIN  operations  on  the  raw 
data  derived  from  the  databases,  depending  upon  the 
capabilities  of  the  Data  Node  it  is  supporting. 

o  Accumulating  subresponses  and  preparing  the  final  response. 


1.4. 2. 6  D3Q  Node  Processing 

These  versatile  nodes  serve  as  companions  to  the  Data  Nodes.  They  have 
multiple  roles: 
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o  As  backups  for  the  Data  Nodes. 

o  As  repositories  for  replicated  databases  which  can  serve  as 
alternate  sources. 

o  As  D1  Nodes  for  local  queries  directed  to  the  network. 

The  importance  of  the  D3Q  Nodes  may  dictate  that  responsibility  for 
their  maintenance  lay  with  the  IDN  Data  and  Network  Administrators. 
Requiring  local  agencies  to  back  up  their  own  databases  periodically  may 
be  inadequate.  Backups  may  also  be  distributed  across  more  than  one 
D3Q  Node,  especially  if  the  data  can  be  naturally  partitioned. 

Finally,  there  is  a  need  to  synchronize  replicated  databases  with  the 
original  databases  using  some  method  such  as  date-time  3tamps.  The 
mechanisms  required  for  implementing  a  synchronization  procedure  need  to 
be  established  for  the  Data  Nodes  and  the  D3Q  Nodes. 


1.4. 2. 7  Data  Node  Processing 

The  processing  of  the  subqueries  received  at  the  Data  Node  against  its 
databases  is  identical  to  the  manner  in  which  a  local  query  would  be 
processed.  The  subqueries  have  already  been  translated  to  the  NDRL  by 
the  companion  Dl*  interface  processor  for  the  target  Data  Node,  thus 
they  can  be  submitted  directly  to  the  local  DBMS.  Unless  further 
translation  into  local  query  language  must  be  made,  this  may  be 
performed  with  the  aid  of  a  custom  interface  to  the  query  facility  of 
the  local  DBMS.  In  either  case,  the  response  received  will  be  in  a 
format  controlled  by  the  local  DBMS.  This  response  will  be  sent  to  the 
designated  Dl*  Node  for  translation  into  network  standard  form  and 
integration  with  other  responses. 

The  composition  of  responses  to  subqueries  into  a  single  report  may 
require  the  controlling  IDN  Node  to  send  the  results  of  one  subquery  to 
another  Data  Node  or  IDN  Node  so  that  it  may  be  compared  to  the  results 
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of  another  subquery/  or  even  used  in  formulating  a  subsequent  subquery. 
If  this  the  case,  it  is  necessary  to  stagger  the  processing  of 
subqueries  in  order  to  ensure  that  processing  at  the  Data  Nodes  was 
performed  in  the  proper  order.  This  is  controlled  by  the  Query 
Execution  Graph  established  for  subquery  control  and  response 
composition. 
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1.5  SUMMARY  AND  CONCLUSIONS 

The  discussion  of  query  processing  and  the  proposed  architecture  of  the 
Integrated  Data  Network  has  demonstrated  the  versatility  of  the  design. 
Although  some  compromises  were  required,  the  goals  of  reliability, 
survivability,  timeliness,  low  operational  cost,  and  acceptable  impact 
can  all  be  satisfied.  It  is  particularly  important  to  recognize  that 
these  goals  could  be  satisfied  by  allocating  a  small  number  of  IDN  Nodes 
to  "clusters"  of  User  Nodes  and  Data  Nodes  rather  than  replicating  all 
data  and  metadata  throughout  the  network.  Not  only  is  this  approach 
consistent  with  the  design  goals,  but  it  offers  ease  of  implementation 
as  well. 

The  concept  of  the  IDN  Processors  as  a  family  of  three  different  levels 
of  processors  (i.e.,  the  Interface,  Network,  and  Backup  levels),  all 
having  the  same  basic  architecture,  provides  the  flexibility  and  power 
needed  to  provide  timely  and  reliable  query  processing.  The  impact  of 
this  solution  upon  the  existing  network  is  minimal  and  the  operational 
cost  of  the  existing  nodes  is  only  marginally  increased.  The 
survivability  of  the  query  processing  capability  is  considerable,  due  to 
the  built-in  redundancy  of  the  IDN  Nodes  and  the  ease  of  replacement  of 
any  given  node.  The  multiple  roles  which  can  be  played  by  the  IDN  Nodes 
makes  it  convenient  to  associate  them  with  clusters  of  other  nodes  and 
reduces  the  number  of  special  nodes  required. 
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When  the  IDN  Processors  are  viewed  as  specialized  processors,  rather 
than  just  general  purpose  computers  executing  query  processing  software, 
the  concept  presented  here  takes  on  an  even  greater  significance.  The 
performance  which  can  be  achieved  with  such  specialization  can  be  used 
to  ensure  that  the  network  remains  responsive  even  under  widely  varying 
loads  and  conditions.  The  static  nature  of  the  metadata  permits  it  to 
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memories)  to  achieve  high-speed  search.  This  efficiency  could 
ultimately  allow  IDN  query  processing  to  go  beyond  simple  database 
searches.  Advanced  versions  of  the  system  could  employ  intelligent 
search  strategies  based  upon  data  classifications  as  well  as  data 
element  names  and  relationships.  The  IDN  Processors  would  permit  the 
capabilities  of  the  network  to  grow  in  order  to  meet  the  increasingly 
greater  needs  of  selective  information  retrieval. 

The  IDN  Node  design  described  herein  holds  great  promise  as  a  potential 
solution  to  the  query  processing  problem  for  a  network  of  heterogeneous 
DBMSs. 
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2.1  RESPONSE  QUOTAS  IN  THE  IDN 

Analysis  of  the  handling  of  subresponses  and  responses  by  the  IDN  has 
revealed  that  a  more  complete  mechanism  than  was  described  in  the 
Functional  Description  is  needed  for  establishing  output  quotas  for 
IDN  users.  Such  a  mechanism  is  necessary  if  control  is  to  be 
maintained  over  the  volume  of  output  which  may  be  generated  by  a  single 
query. 

Given  the  heterogeneous  and  decentralized  nature  of  the  target 
databases,  it  is  difficult  to  predict  the  volume  of  a  subresponse  in 
advance.  It  is  even  more  difficult  to  predict  the  volume  of  the  final 
response  since  SELECT  and  JOIN  operations  against  subresponses  may 
greatly  reduce  the  volume  of  the  final  output.  Even  so,  the  IDN  must 
impose  quotas  on  the  final  response  and,  perhaps,  on  the  subresponses  as 
well. 


2.1.1  Multiple  Thresholds  of  User  Quotas 

It  is  suggested  that,  at  least,  a  "two  threshold"  quota  system  be 
established.  These  thresholds  are: 

o  First  threshold  -  a  maximum  level  for  individual 

subresponses . 

o  Second  threshold  -  a  maximum  level  for  the  final  response. 

It  may  be  desirable  to  establish  an  additional  threshold  for  a 
"warning",  which  could  be  set  at  some  reasonable  level,  e.g.  100  lines 
of  output.  The  warning  would  permit  the  user  to  determine  if  the  output 


{ . 
V. 

'/  ■ 


v.Nyv\>, 


■TO  O  «  ’ 
VV  •  * ' *  •  ; 

: v>&&> 

.  m 

VnV-v-. 

%  "•  ■*  x  •. 

/vVv'i 


v.v.v.y.v 

V,yVv\ 

W& 

v.-V-V-V-' 

aV->'a‘a 

a-:-vvv- 

.VAV-y.'- 


/.  /.  *, 
av.v.vv, 

A;;:; 


>  /•. 

.y.; 


r>- 

% 


v 

I'VW-Vv 


Page  57 


•-■•/•.A, 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


being  generated  exceeds  reasonable  expectations.  The  second  threshold 
should  be  established  at  a  high  level/  e.g./  1000  lines  of  output/  while 
the  first  may  be  established  at  some  lower  level/  say  500  lines. 

Since  the  volume  of  a  given  subresponse  may  greatly  exceed  the  volume  of 
the  final  response  once  response  composition  has  completed/  it  is  . 
difficult  to  provide  any  meaningful  warning  regarding  output  volume  from 
subresponses.  Most  of  the  overhead  of  query  processing/  however/ 
involves  the  processing  and  communication  of  subresponses  across  nodes; 
therefore/  some  upper  limit  must  be  set  on  the  resultant  output  of  a 
subquery.  A  subresponse  threshold  of  perhaps  10  times  the  final 
response  limit  may  allow  most  queries  to  be  processed  while  halting 
those  which  require  excessive  overhead.  The  subresponse  quota  could 
also  be  derived  as  a  percentage  of  the  current  size  of  the  target 
database/  although  it  may  be  difficult  to  maintain  estimates  of  database 
sizes. 

2.1.2  Establishing  User  Quotas  Based  Opon  Precedence 

Each  message  will  be  tagged  with  the  "precedence"  or  priority  level 
which  the  user  assigns  to  the  submitted  query.  Rather  than  establishing 
quotas  on  a  user-by-user  basis/  it  may  be  advantageous  to  assign  them 
based  upon  precedence  level .  Assuming /  for  example ,  that  the  IDN 
supports  five  precedence  levels/  the  following  table  might  be  used  to 
establish  quotas  (in  units  of  lines  of  final  response  output): 
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PRECEDENCE  |  QUOTA 


I  1- 

ECP  /  CRITIC 

2000 

1 

1  2. 

FLASH 

1500 

1 

1  3. 

IMMEDIATE 

1000 

1 

1  4. 

PRIORITY 

500 

1 

1  5. 

ROUTINE 

250 

1 

Individual  quotas  may  still  be  established  on  a  user-by-user  basis/ 
particularly  if  it  is  desirable  to  make  the  quota  for  an  individual 
different  from  that  which  would  be  associated  with  the  user's  precedence 
level.  In  some  cases  larger/  rather  than  smaller/  quotas  might  be 
assigned  to  allow  for  the  types  of  queries  and  responses  which  are 
routine  for  the  particular  user. 


The  primary  advantage  of  relating  quotas  to  precedence  levels  can  be 
seen  when  it  becomes  necessary  for  the  QUERY-MONITORING-AND-CONTROL 
Subsystem  to  give  priority  to  a  particular  query  and  its  associated 
subqueries  and  subresponses.  If  resources  are  available/  then  the  quota 
system  simply  helps  to  manage  IDN  overhead/  but  if  resources  are  very 
limited  (such  as  in  a  crisis  situation)  then  precedence  levels  and  their 
associated  quotas  can  be  used  for  increasing  throughput  for  critical 
queries.  Three  scenarios  will  be  considered: 


Special  Processing  for  "Urgent"  queries. 
Purging  Queues  Based  upon  Precedence. 
Dispatching  Based  upon  Precedence. 
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2. 1.2.1  Special  Processing  for  Urgent  Queries 

It  is  essential  that  the  IDN  be  able  to  process  high  precedence  level 
queries  through  the  system  as  quickly  as  possible.  To  accomplish 
this  the  IDN  must  manage  its  resources  in  order  to  permit  expeditious 
handling  of  such  queries.  In  addition  to  placing  high  priority  queries 
at  the  top  of  input  queues  for  such  processes  as  query  decomposition,  it 
is  also  important  the  the  IDN  reserve  sufficient  space  in  its  output 
queues  for  handling  subresponses  and  responses. 

In  order  to  accomplish  this,  the  QUERY-MONITORING-AND-CONTROL  Subsystem 
must  signal  each  of  the  Dl*  Nodes  for  each  of  the  target  Data  Nodes  to 
reserve  space  based  upon  the  quota  established  for  the  high  precedence 
query.  This  should  occur  as  soon  as  a  Query  Monitoring  and  Control 
subtask  has  been  established  for  the  Subquery.  The  QUERY-MONITORING- 
AND-CONTROL  Subsystem  should  also  signal  the  "assembly  node"  so  that  it 
may  reserve  sufficient  space  to  handle  the  composition  of  the  response. 
The  determination  of  the  assembly  point  is  dynamic,  hence,  this  signal 
will  have  to  be  delayed  until  some  subresponses  have  been  generated. 


2. 1.2. 2  Purging  Queues  Based  on  Precedence 

If  there  is  insufficient  space  in  an  output  or  processing  queue  to 
contain  a  subresponse  or  response  for  a  high  precedence  level  query, 
space  will  be  provided  by  purging  the  queues  of  lower  priority 
subcesponses  to  make  room  for  the  response  to  higher  priority 
request (s).  When  allocating  space,  if  an  individual  user's  quota  is 
larger  than  that  associated  with  the  priority  level,  the  higher  quota 
will  be  used.  Queries  whose  output  has  been  purged  will  be  put  on 
"hold"  until  resources  are  available  to  process  them.  If  all 
subresponses  for  a  particular  subquery  must  be  purged,  then  the  QUERY- 
MONITORING-AND-CONTROL  Subsystem  will  notify  the  user  that  the  query 
must  be  restarted. 
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Except  perhaps  for  the  highest  priority  queries,  the  decision  to  purge  a 
subresponse  should  not  rely  on  precedence  alone,  since  this  approach 
could  result  in  some  queries  never  being  processed.  The  Query  Execution 
Graph  may  be  used  to  determine  the  impact  of  purging  a  particular 
subresponse  from  a  given  query.  For  a  given  subresponse,  the  total 
number  of  serial  processing  steps  which  preceded  the  subresponse  can  be 
calculated.  This  number  can  be  used  to  discriminate  among  queries  of 
equal  precedence  to  determine  which  ones  should  be  purged  based  upon  the 
processing  which  has  already  occurred.  This  number  might  also  be  taken 
into  account  when  deciding  whether  or  not  to  purge  responses  for  the 
next  higher  precedence  level,  i.e.,  a  subquery  which  has  undergone  some 
number  of  processing  steps  may  have  the  effect  of  being  raised  one  level 
in  precedence. 

This  strategy  helps  to  insure  the  overall  efficiency  of  IDN  query 
processing,  but  it  does  not  insure  that  all  queries  will  ultimately  be 
processed.  Some  time  limit  must  be  placed  upon  how  long  a  query  can  be 
"held"  within  the  system  waiting  for  its  processing  to  be  completed. 
After  some  established  time  period,  the  priority  of  a  given  query  could 
be  raised  by  one  level.  Thus,  after  one  or  more  time  periods  have 
passed,  the  query  would  eventually  have  a  high  enough  priority  to  be 
processed.  Likewise,  this  would  limit  the  number  of  times  that  a  query 
would  be  purged  and  restarted  by  the  system. 

2. 1.2. 3  Dispatching  Based  on  Precedence 

If  a  given  output  queue  contains  subresponses  from  several  different 
queries,  a  mechanism  must  be  established  for  dispatching  these 
subresponses  to  the  next  Subsystem  based  upon  query  precedence  level. 

The  mechanism  can  be  similar  to  that  used  in  Section  2. 1.2. 2,  in  that 
both  the  precedence  of  the  query  and  the  number  of  processing  steps  used 
to  produce  the  output  can  be  used  to  determine  the  order  of  dispatching 
from  the  queue. 
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Again#  it  is  necessary  to  include  an  "accumulated  time"  mechanism  to 
insure  that  all  subresponses  are  eventually  dispatched  even  if  they  are 
of  low  priority.  It  is  also  necessary  to  insure  that  the  ASSEMBLE- 
COMPOSITE-RESPONSE  Subsystem  does  not  have  to  "wait"  too  long  for  a 
given  subresponse  since  this  would  cause  a  processing  bottleneck.  The 
QUERY-MONITORING-AND-CONTROL  Subsystem  should  increase  the  priority  of 
queued  subresponses  in  an  incremental  manner  as  other  subresponses  are 
received  by  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  for  processing. 
This  approach  insures  that  the  assembly  process  will  not  have  to 
maintain  multiple  subresponses  indefinitely  while  waiting  on  the  single 
subresponse  which  is  necessary  to  complete  composition. 
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2.2  QUERY  PROCESSING  RESTART  AND  RECOVERY 


2.2.1  Introduction 

The  requirements  for  the  restart  and  recovery  of  queries  within  the.  IDN 
can  be  addressed  in  a  straightforward  manner  by  taking  into  account  the 
costs  incurred  in  the  processing  of  a  query  at  each  stage  and  the  level 
of  redundancy  of  each  component  of  the  network.  Although  a  broad 
spectrum  of  options  are  available,  the  practical  considerations  of  the 
system  design  guide  the  analysis  toward  a  solution  which  is  consistent 
with  the  IDN  as  described  in  the  System/Subsystems  Specification. 

In  considering  the  recovery  process  within  the  network  several  important 
observations  can  be  made.  First,  one  must  decide  the  level  at  which 
recovery  must  take  place.  It  is  possible  to  operate  the  network  at  a 
level  where  there  does  not  exist  an  inherent  recovery  mechanism;  and  the 
user  would  have  the  capability  to  ask  the  system  the  status  of  a  current 
query.  In  this  environment  the  user  would  submit  a  query,  and  then  from 
time  to  time  access  the  system  to  see  if  the  query  was  still  active.  If 
the  query  was  not  progressing,  the  user  could  request  a  restart;  this 
action  would  then  effectively  terminate  the  old  query.  The  only 
requirement  for  this  methodology  would  be  to  keep  track  of  the  status  of 
a  particular  query  in  its  processing  schedule.  The  mechanism  for 
garbage  clean  up  would  involve  a  time  stamp  attached  to  each  fragment  of 
a  query.  At  some  point,  all  fragments  with  a  time  stamp  exceeding  a 
certain  value  would  be  eliminated.  This  would  prevent  residue  buildup 
within  the  network  under  this  simplistic  scheme. 

At  the  other  end  of  the  recovery  spectrum,  the  IDN  environment  could 
process  every  query  under  every  condition  of  failure,  except  perhaps  a 
massive  failure  above  some  threshold  level  of  network  resources.  This 
implies  a  completely  different  approach  to  recovery  contrasted  to  the 
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simplistic  approach,  as  both  the  network  elements  and  the  transactions 
within  the  network  must  be  failsafe.  In  order  to  make  the  network 
elements  failsafe  Dl,  Dl*,  and  D2Q  elements  would  be  built  around 
failsafe  architectures,  and  such  architectures  would  include  multiple 
CPUs,  memories,  buses,  power  supplies,  etc.  Further,  the  IDN  would 
necessarily  contain  multiple  paths  between  any  nodes  to  preclude 
isolation  due  to  path  failure.  Under  any  single  point  failure  of 
hardware  and  several  cases  of  multiple  hardware  failure,  the 
transaction  is  then  guaranteed  to  be  completely  failsafe.  .  Since 
hardware  integrity  of  the  IDN  is  guaranteed,  the  only  difficulty  remains 
the  software  quality  within  the  IDN.  This  mechanism  would  not  guarantee 
the  availability  of  the  database,  since  it  may  reside  on  a  non-failsafe 
environment  and  it  may  exist  on  a  unique  machine. 

Within  the  spectrum  which  has  been  briefly  discussed  at  this  point,  a 
compromise  position  has  been  selected  upon  which  a  failure/recovery 
mechanism  is  to  be  built.  It  is  assumed  that  the  various  hardware 
components,  the  Dl,  Dl*,  D2Q  and  all  other  systems  are  not  failsafe 
hardware.  The  position  selected  for  failure/recovery  is  essentially 
equivalent  to  a  point  of  no  return.  That  is,  if  it  is  less  costly  to 
resubmit  the  transaction,  then  it  will  be  required  that  resubmission  be 
the  recovery  process.  If  the  point  of  no  return  is  passed,  then  the  IDN 
system  itself  will  have  jurisdiction  for  recovery,  except  in  cases  of 
extreme  failure  where  recovery  is  made  impossible.  In  selecting  this 
no  return  point,  it  has  been  attempted,  conceptually,  to  balance  the 
expended  resource  allocated  to  the  query  at  this  point  to  the  cost  of 
performing  the  recovery.  The  optional  point  of  no  return  appears  to  be 
the  moment  when  subqueries  are  dispatched  from  a  D2Q  to  begin  the 
process  of  gathering  data.  Up  to  that  point  only  two  processors,  one  Dl 
and  one  D2Q,  are  involved.  As  processing  continues  past  this  point,  a 
large  number  of  machines  become  involved  in  a  potentially  very  complex 
manner.  Hence,  resubmissions  may  be  far  more  costly  than  the  associated 
recovery  process. 
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The  balance  of  this  paper  will  discuss  the  recovery  procedures  from  the 
point  of  no  return.  The  process  of  query  submission  and  execution 
follows  the  outline  described  in  the  other  IDN  papers  in  this  Chapter. 


2.2.2  A  Review  Of  Query  Processing 

For  purposes  of  this  paper  it  is  assumed  that  the  processing  of  queries 
occurs  as  described  in  the  System/Subsystems  Specification.  This 
document  describes  fourteen  subsystems  which  are  necessary  to  process  a 
query.  They  are  as  follows: 

1.  Provide  Local  IRDS  Support  -  IRDS  facilities  are  made 
available  at  the  User  Node  to  support  the  composition  and 
execution  of  queries. 

2.  Validate  Tokenized  Query  -  The  query  is  accepted  in  tokenized 
form  from  the  User  Node  and  process  of  transformation  into 
canonical  form  is  begun.  Here  all  labels  are  equated  to  thei 
corresponding  names  in  the  NANS,  and  naming  usage  conflicts 
are  identified.  The  normal  output  of  this  step  is  the 
normalized  query. 

3.  Validate  Intermediate  Query  -  The  normalized  query  is 
validated  for  correctness  and  completeness  of  semantics. 

4.  Determine  Data  Accessibility  -  Check  node  and  net  network 
status  to  determine  is  the  required  data  accessible. 

5.  Decompose  Query  into  Canonical  Subqueries  -  If  necessary,  the 
query  is  divided  into  subqueries,  each  with  its  own  target 
database.  Here  the  Query  Execution  Graph  is  generated. 

6.  Implement  the  Execution  Strategy  -  Initiate  subqueries  and 
maintain  the  status  information  in  the  Query  Execution  Graph. 
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7.  Query  Monitoring  and  Control  -  Monitor  the  progress  of  query 
execution;  determine  the  volume  and  completeness  of  responses/ 
and  respond  to  error  conditions  which  might  arise. 

8.  Receive  Subqueries  (at  Destination)  -  Receive  the  subqueries 
for  processing  against  the  databases  at  the  Data  Nodes. 

9.  Translate  to  Network  Data  Request  Language  (NDRL)  -  Translate 
the  subqueries  into  a  standard  form  for  processing  against  the 
databases. 

10.  Extract  and  Compute  Data  (Execute  the  NDRL)  -  The  subqueries 
are  executed  against  the  target  databases  producing  responses. 

11.  Prepare  Output  for  Network  -  Translate  the  responses  into  a 
standard  network  format  for  output. 

12.  Implement  Composition  Strategy  -  Designate  appropriate  site 
for  response  composition  and  transmit  data. 

13.  Assemble  Composite  Response  -  Assemble  the  responses  from  the 
subqueries  into  a  single  composite  response. 

14.  Deliver  Composite  Response  -  Transmit  the  composite  response 
to  the  User  Node  an  make  it  available  for  presentation. 

As  described  in  Section  2.2.1  of  this  paper  the  recovery  process  is 
not  applicable  until  Subsystem  5  completes  its  processing  of  a  query. 
That  is/  at  the  completion  of  Subsystem  5/  the  point  of  no  return  has 
been  reached.  Once  this  processing  has  completed/  then#  from  Subsystems 
6  through  14/  the  recovery  process  exists  which  permits  queries  to 
complete . 

These  fourteen  subsystems  use  five  primary  processor  types  plus  one  type 
of  optional  processor  type.  These  are  again  described  in  the 
System/Subsystems  Specification.  The  processor  types  are  Dl,  D2Q/  Dl*, 
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UN,  and  DN.  The  optional  type,  the  D3Q,  is  a  multi-role  processor  type 
which  can  serve  as  a  Data  Node,  a  D2Q,  Dl*,  or  Dl.  The  actual 
realization  of  the  IDN  is  not  significant  in  terms  of  the  recovery 
concept  except  that  the  processor  types  must  eventually  include 
replication  of  processors  so  that  recovery  can  occur.  In  no  case  is  it 
permitted  that  the  IDN  consists  of  a  single  machine  of  any  particular 
type.  The  UN  and  DN  nodes  will  not  be  considered  further  in  recovery, 
as  they  may  very  well  be  unique  in  terms  of  information  supply,  and  are 
both  potentially  outside  of  -IDN  configuration  control.  The  D3Q  node  can 
be  used  as  a  Data  Node  and  can  also  function  as  a  D2Q,  Dl*  and  Dl.  Its 
presence  is  not  necessary  for  IDN  operation,  and  so  it  will  not  be 
considered  as  an  essential  component  of  the  recovery  process.  Its 
presence  will  however  be  beneficial  as  it  can  be  useful  in  terms  of  DN 
replication. 


v.v. • 

«  m  «  «  ».V 


A. 


From  the  System/Subsystems  Specification  the  node  classifications  and 
appropriate  processing  steps  allocated  to  those  nodes  are  given  in 
the  following  table: 


Subsystem 

Number 


3,  4,  5,  6 


Primary 


Dl,  D2Q,  Dl* 


vxyy 


Query  Transaction  Step  with  the  Associated 
Processor  Type 


~  «  ’■  ’  .  * 
-AV-A 

.'■AVA 

•Vv'-A 
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Note  that  Subsystem  7  is  distributed  among  all  nodes,  and  components 
which  reside  at  nodes  according  to  their  type  are  different. 

Note  also  that  assembling  responses  is  performed  at  a  Dl*  node.  In  this 
scenario,  Dl*  nodes  with  subresponses  determine,  based  on  subresponse 
size  and  resource  availability,  which  node  can  assemble  the  response  at 
lowest  cost.  It  is  assumed  that  if  distance  is  a  factor  in  determining 
communication  costs,  the  differential  in  cost  will  not  be  significant 
enough  to  modify  the  composition  strategy. 


2.2.3  Definition  Of  A  Query  Failure  With  Gross  Recovery 

Strategy 

Using  the  material  presented  in  Section  2.2.2,  it  is  now  possible  to 

define  a  failure  and  an  associated  recovery  procedure.  The  meaning  of 

the  failure  of  a  query  is  clarified  by  the  following  definitions: 

Definition  1  A  processor  chain  is  the  set.  of  processors  which  are  used 
both  sequentially  and  in  parallel  for  the  resolution  of  a 
query. 

Definition  2  A  query  is  said  to  be  in  a  failed  state  if  any  processor 
in  the  chain  is  in  a  failed  state. 

Definition  3  A  query  in  a  failed  state  is  said  to  be  recoverable  if 

the  information  lost  by  the  failed  processor  in  the  chain 
is  available  by  either  replacement  by  recomputation  or 
replacement  from  a  backup  resource. 

f 

Definition  4  The  invocation  life  of  a  query  is  that  period  of  time 
which  begins  with  query  submission  to  the  Dl  node  and 
ends  when  the  originating  User  Node  receives  the  result, 
or  ends  when  the  user  terminates  the  query  through  a 
cancellation  mechanism,  or  when  the  IDN  system  itself 
terminates  the  query. 
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Definition  5 


A  query  in  a  failed  state  may  be  permanently  disabled  if 
the  information  lost  by  a  failed  processor  is  not  - 
replaceable  from  any  source  during  the  invocation  life  of 
that  query. 


Using  these  definitions  it  is  now  possible  to  construct  a  matrix  of 
query  conditions  with  the  understanding  that  a  general  processor  chain 
would  appear  as  follows: 


UN;  Dl;  D2Q;  (Dl*}(i/1);  { DN } ( j/1 ) ;  (Dl*}(k/1);  D2Q:  D1 ;  UN 


Here  the  braces  indicate  multiple  processors  of  the  given  type  executing 
in  parallel/  and  the  ratios  (e.g./  i/1)  indicate  the  maximum  and  minimum 
number  of  such  processors  which  could  be  involved.  Note  that  the 
processor  chain  in  (1)  takes  into  account  replication  of  processors  by 
type  only  to  service  a  query  and  ignores  restart  considerations. 


A  matrix  of  possible  recovery  strategies  is  shown  in  Table  2.  The 
contents  of  the  matrix  indicate  the  nature  of  the  restart  and  recovery 
process  for  each  processor  type.  This  is  defined  in  the  paragraphs 
which  follow. 


Query  Recovery  Strategy  by  Processor  Type 


IDN  Subsystem  Dl 


RESBMT 


RESBMT 


RESBMT 


RESBMT 


RESBMT 


RESBMT 


RECVRBLE 


RECVRBLE 


RECVRBLE 


RECVRBLE 
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IDN  Subsystem  D1 

Dl* 

D2Q 

UN 

DN 

10 

NA 

RECVRBLE 

NA 

NA 

PDISABLED 

11 

NA 

RECVRBLE 

RECVRBLE 

NA 

NA 

12 

NA 

RECVRBLE 

RECVRBLE 

NA 

NA 

13- 

RECVRBLE 

NA 

NA 

NA 

NA 

14 

RECVRBLE 

NA 

NA 

HOLD 

NA 

In  this  Table 

it  can  be  seen 

that  the  only  point 

where 

a  query  can 

become  permanently  disabled 

is  when 

the  DN  processor  is  in  a  failed 

state  during  Step  10  of  the  query.  Also,  there  is  a  condition  which 
requires  a  "HOLD".  In  this  condition  the  IDN  system  simply  holds  the 
information  until  a  routing  instruction  is  received,  or  until  the 
system  set  default  time  for  a  HOLD  is  reached  and  the  system  normally 
cancels  the  query. 

Generally,  in  this  Table  it  is  assumed  that  only  a  single  occurrence  of 
a  processor  of  a  given  type  in  the  processor  chain  has  failed.  If 
multiple  processor  types  in  the  processor  chain  fail,  then  the  Table 
would  necessarily  be  modified.  However,  with  enough  replication,  the 
Table  could  remain  identical  for  any  number  of  processor  type  failures. 
Further  analysis  of  recovery  under  multiple  failures  must  be  performed 
in  the  context  of  a  particular  topology  for  the  IDN.  At  this  time, 
sufficient  redundancy  must  be  assumed  to  support  recovery  under  multiple 
failures. 

In  this  Table,  the  D3Q,  since  it  may  act  as  any  one  of  the  other 
processor  types,  is  not  explicitly  shown. 

A  final  comment  must  be  made  regarding  the  interconnection  scheme  of  the 
network.  In  describing  the  possible  actions  resulting  from  this  Table, 
it  is  a  requirement  that  the  UN  directly  reach  several  Dls;  each  D1 
directly  reach  several  D2Qs;  each  D2Q  directly  reach  several  Dl*s;  and 
each  DN  be  directly  reachable  by  a  minimum  of  two  Dl*s.  This  insures 
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multiple  path  structures  which  prevents  single  point  failures  from  being 
catastrophic  due  to  isolation  of  nodes  such  as  the  UN  and  DN. 


2.2.4  The  Recovery  Scheme 

The  first  requirement  of  the  recovery  scheme  is  to  modify  the  processor 
chain  of  expression  (1)  to  the  following  chain  denoted  (2): 

UN;  LD1](2);  [D2Q](2);  [Dl*] ( i/1 ) ;  [DN](j/l);  (2) 

[Dl*] (k/1) ;  [D2Q](2);  [Dl](2);  UN 

The  square  brackets  denote  processor  types  in  the  processor  chain  which 
are  replicated  for  recovery  purposes.  The  values  in  parentheses 
indicate  the  level  of  replication.  The  modification  allows  the 
replication  of  the  Dl  and  D2Q  processor  types  to  be  exactly  two 
machines.  The  alternative  machine  is  never  activated,  with  respect  to  a 
given  query,  except  when  the  failure  of  the  primary  machine  is 
determined  by  a  processor  in  the  immediately  preceding  position  in  the 
processor  chain  (all  processors  may  be  actively  processing  some  query  at 
any  one  point  in  time).  Of  course,  any  chain  of  machines  (UN;  Dl;  D2Q; 
Dl*;  DN)  in  the  network  may  be  involved  in  the  processing  of  any  given 
query,  its  subqueries,  its  subresponses,  and  the  response. 

There  are  several  schemes  which  can  be  proposed  for  determining  that  a 
failure  has  occurrence  at  a  node  or  processor  of  a  given  type.  The  two 
most  common  techniques  are:  1)  a  notification  mechanism,  and  2)  a 
required  acknowledgement  with  or  without  timeout.  In  the  first  case  a 
node  is  required  to  send  a  message  to  some  determined  point  with  a  given 
frequency.  If  the  message  is  not  received,  then  it  is  assumed  that  the 
transmitting  node  is  not  available  and  notification  is  given  within  the 
network.  This  technique  will  not  be  considered  further  as  it  suffers 
from  several  fundamental  problems,  the  least  of  which  is  that  the 
notification  point  itself  must  be  distributed,  which  is  an  exponentially 
compounded  problem. 
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It  will  be  assumed  that  the  technique  to  be  used  in  all  communications 
is  a  required  acknowledgement  from  any  transmitted  request.  This 
technique  is  combined  with  a  static  model  of  worst  case  performance  to 
establish  time  out  thresholds.  It  is  also  assumed  that  the  underlying 
protocols  are  able  to  distinguish  a  busy  processor  from  a  failed 
processor.  (It  is  possible  that  a  given  set  of  queries  may  saturate  one 
or  more  processors/  even  though  the  network  as  a  whole  is  well  below 
saturation  level.) 

The  underlying  structure  of  a  transaction  within  the  IDN  is  then  that 
every  request  or  command  dispatched  from  a  processor  to  another 
processor  will  require  an  acknowledgement  within  an  _a  priori  established 
timeout.  If  the  timeout  occurs/  then  the  processor  in  the  processor 
chain  is  assumed  to  be  in  a  default  status  and  the  message  is 
automatically  retransmitted  to  the  backup  node.  In  this  way/  the  backup 
node  is  automatically  enabled  simply  by  the  arrival  of  a  transaction 
coming  from  a  processor  type  that  timed  out  under  transmission  to  the 
primary  node. 

In  order  to  permit  transaction  transmission  to  the  backup  processor  and 
to  provide  a  cleanup  process  after  failure/  each  Query  Control  Block 
(QCB)  /  Subquery  Control  block  (SQCB),  and  transaction  has  an  identifier 
associated  with  it.  A  date/time  stamp  is  part  of  this  identifier. 

When  a  processor  of  a  given  type  is  reactivated  it  can  erase  all 
transactions  which  have  exceeded  a  certain  age,  or,  equivalently,  the 
restored  processor  can  interrogate  the  controlling  D2Q  to  determine  a 
query  status.  If  the  QCB  or  the  query  log  shows  a  new  primary  processor 
chain  instance  or  if  the  query  is  marked  completed  or  terminated,  then 
the  restored  node  would  again  erase  all  applicable  elements.  Due  to  the 
time  lag  between  an  event  and  its  reporting,  there  is  a  period  of 
indeterminacy.  If  a  failure  occurs,  and  the  failed  processor  is  brought 
up  again  in  some  short  interval  in  time,  then  it  is  possible  to  have 
transactions  being  sent  to  both  the  primary  and  secondary  processor.  In 
order  to  avoid  this  problem,  every  processor  will  have  a  limit  assigned 
which  will  not  allow  the  processor  to  respond  or  accept  transactions  for 
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some  fixed  time  limit.  This  guarantees  that  the  indeterminate  state  can 
never  be  entered. 

In  order  to  understand  the  nature  of  the  failure/recovery  system,  a 
brief  step  by  step  discussion  of  the  procedures  necessary  to  effect 
recovery  is  provided  at  this  point: 

As  defined  in  Subsystem  2,  V AL I DATE-TOKEN I ZED-QUERY ,  since  this 
subsystem  completes  processing  before  the  point  of  no  return,  there 
is  no  need  to  send  the  QCB  to  an  alternate  Dl.  This  process  does 
not  take  up  much  time  relative  to  the  query's  invocation  life. 

Even  relative  only  to  the  complete  validation  of  the  query  and 
generation  of  the  Query  Execution  Graph,  the  exposure  to  failure 
here  is  minimal.  Furthermore,  the  only  time  the  user  would  be 
presented  with  any  difficulty  in  resubmitting  the  query,  would  be 
in  those  cases  where  the  query  was  not  saved.  As  stated  in  the 
description  of  Subsystem  1,  queries  are  saved  both  at  the  primary 
and  alternate  Dl  Nodes  assigned  to  a  user  node.  It  is  also  assumed 
here  that  if  the  user  has  submitted  an  ad  hoc  query,  it  is  either 
very  simple,  or  a  modification  of  an  existing  stored  query.  This 
problem  disappears  if  the  User  Node  saves  the  last  query  submitted. 

Subsystem  5,  DECOMPOSE-QUERY-INTO-CANONICAL-SUBQUERIES,  provides 
for  the  shipping  of  the  QCBs  to  alternate  D2Qs  after  the  QEG  is 
completed.  This  approach  implements  the  previously  discussed 
"point  of  no  return.” 

A  basic  issue  exists  as  to  whether  the  assignment  of  alternate  D2Qs 
should  be  done  based  on  static  or  dynamic  criteria.  Given  that  the 
dictionaries  at  all  the  D2Qs  are  identical  (except  for  the  QCBs 
which  are  saved  in  ACTIVE-QUERY  entities),  it  is  conceivable  that 
the  assignment  of  alternate  D2Qs  could  be  done  dynamically.  This, 
however,  introduces  significant  complexity  into  the  assignment 
process.  Furthermore,  this  approach  would  generate  additional 
traffic.  (For  example,  if  the  assignment  were  to  be  handled  by  a 
bidding  process,  bid  requests,  bid  responses,  and  assignment 
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messages  would  have  to  generated.)  Therefore,  the  simpler  approach 
of  assigning  alternate  D2Qs  based  on  static  criteria  has  been 
chosen.  A  simple  relationship  between  IDN-NODE  entities  in  the  IDN 
dictionaries  is  sufficient  to  designate  which  nodes  act  as  backup 
for  other  nodes. 

Another  issue  is  related  to  the  degree  of  replication.  Obviously, 
the  more  shadow  nodes  are  designated,  the  greater  the  degree  of 
reliability.  However,  this  requires  that  processing  as  well  as 
data  be  replicated.  (An  alternate  D2Q  Node  must  not  only  save  the 
QCB  generated  at  the  primary,  but  also  maintains  the  same  status 
information  in  the  QEG;  hence  the  term  "shadow  D2Q".)  Thus,  as  the 
degree  of  replication  is  increased,  more  powerful  D2Q  processors 
must  be  used  to  accomodate  the  additional  processing  and  auxilliary 
storage  required. 

There  is  the  issue  of  whether  the  alternate  nodes  should  be 
identified  in  the  QCB.  Since  a  static  assignment  of  alternate 
nodes  is  used,  there  is  no  compelling  reason  to  do  so.  If  the 
degree  of  backup  is  large,  it  would  be  more  convenient  to  simply 
look  up  the  alternates  for  the  primary  node  as  needed.  However,  in 
the  case,  where  the  number  of  alternates  is  small,  adding  fields  to 
identify  them  in  the  QCB  does  not  introduce  significant  overhead. 
Since  a  relatively  low  degree  of  replication  is  anticipated  (two  or 
three),  this  approach  seems  reasonable.  Accordingly,  the 
designation  of  the  shadow  D2Qs  will  be  added  to  the  QCB  in  addition 
to  the  primary.  In  order  to  avoid  confusion  as  to  which  D2Q  is  the 
shadow  in  the  event  of  a  node  failure,  the  D2Qs  will  be  simply 
listed  in  a  linear  "pecking  order".  The  controlling  D2Q  is  always 
the  first  node  in  the  pecking  order. 

Subsystem  6,  IMPLEMENT-EXECUTION-STRATEGY,  initiates  all 
subqueries,  including  those  which  are  dependent  on  other 
subqueries,  and  maintains  status  information  in  the  QEG;  therefore, 
it  must  run  concurrently  on  both  the  controlling  and  shadow  D2Q 
Nodes . 
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acknowledge  receipt  within  the  timeout  period.  If  another  Dl* 
is  available  for  the  same  DN/  a  ‘'local''  decision  is  made  by 
the  original  Dl*  to  submit  the  NDRL  subquery  through  the 
alternate  Dl*. 

o  The  DN  does  not  acknowledge  receipt  of  the  subquery  from  the 
original  Dl*  and  does  not  acknowledge  receipt  from  the 
alternate  Dl*  (or,  no  alternate  is  available).  Under  these 
conditions,  a  "network  level"  routing  decision  must  be  made  by 
the  D2Q/C.  The  Dl*  informs  the  D2Q/C  that  the  DN  (or  its 
communication  lines)  is  down.  The  D2Q/C  then  determines  if  an 
alternate  data  source  exists  and  routes  the  original  SQCB  from 
it  to  the  Dl*  supporting  the  alternate  DN  (or, to  a  D3Q).  The 
original  SQCB  must  be  used  rather  than  the  NDRL  form  since  the 
new  data  source  may  have  a  different  structure  than  the 
original  source.  If  no  alternate  source  for  the  data  is 
available  then  the  subquery  must  be  cancelled,  but  other 
subqueries  for  the  same  query  may  still  be  processed. 

o  The  final  condition  to  be  considered  occurs  when  the  DN 

acknowledges  receipt  of  the  subquery  to  the  Dl*,  but  cannot 
return  the  subresponse  to  the  same  Dl*  due  to  unavailability 
of  the  processor  or  line  failure.  Here,  the  DN  will  attempt 
to  send  the  subresponse  to  an  alternate  Dl*  over  a  redundant 
communications  channel.  If  a  Dl*  receives  a  subresponse  which 
it  did  not  originally  transmit  it  must  notify  the  D2Q/C  so 
that  subresponse  composition  can  be  properly  controlled.  If 
the  DN  cannot  transmit  the  subresponse  to  an'  alternate  Dl*, 
then  a  timeout  will  ultimately  occur  for  the  subquery  at  the 
D2Q/C  and  the  subquery  will  be  cancelled. 

Failure  of  a  DN  allows  recovery  only  if  the  Delegated  Production 
Policy  (DPP)  identifies  an  alternate  source  for  the  required  data, 
in  which  case  the  SQCB  is  routed  to  the  alternate  DN,  or,  a 
companion  D3Q  is  available  for  the  DN.  Otherwise,  the  subquery  is 
terminated  by  Query  Monitoring  and  Control  at  the  D2Q/C  when  it  is 
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notified  by  the  Dl*  that  the  DN  is  unavailable  and  that  no  other  DN 
(or  D3Q)  with  the  required  data  is  available.  The  termination  of  a 
single  subquery  does  not/  however/  necessarily  mean  that  the  query 
is  terminated.  Related  subqueries  will  continue  to  be  processed 
(unless  they  were  dependent  upon  input  from  the  terminated  sub¬ 
query)  and  a  partial  response  will  be  presented  to  the  User  Node. 

Once  a  query  transaction/  that  is/  its  collection  of  subqueries, 
are  complete  and  the  results  are  assembled  together  as  specified  by 
Subsystem  13,  ASSEMBLE-COMPOSITE-RESPONSE/  then  the  process  of 
transaction  shutdown  can  begin.  This  process  will  become  part  of 
Subsystem  13.  It  involves  notifying  the  reserve  machines/  the  D2Q 
and  the  Dl/  that  they  are  no  longer  needed  for  this  query.  To 
accomplish  this/  Subsystem  13  transmits  a  destruct  message  for  the 
QCB  and  monitoring  information  at  the  respective  processors.  No 
acknowledgement  is  returned,  since  it  is  not  critical  that  the 
backup  systems  actually  receive  the  message.  The  reason  for  this 
is  that  at  regular  points,  eacrh  system  will  inventory  itself  to 
clean  up  any  old,  outstanding  elements.  This  process  will  involve 
both  an  aging  criterion  as  well  as  the  ability  to  check  status  of  a 
transaction  by  requesting  information  from  the  designated  Dl 
processor. 

2.2.5  Summary 

The  proposed  failsafe  mechanism  for  the  IDN  is  a  passive  system  based  on 
replication  of  certain  key  data  elements  at  certain  key  places  within 
the  processing  chain  of  a  query.  The  failsafe  mechanism  does  not  come 
into  operation  until  a  particular  amount  of  processing  has  taken  place 
relative  to  the  query.  This  point  is  referred  to  as  the  point  of  no 
return.  Up  to  this  point  recovery  is  simply  the  process  of  resubmission 
of  the  query  either  in  its  original  form,  or  in  the  processed  QCB  form. 
When  subqueries  are  ready  for  issuance  into  the  network,  then  the 
process  if  recovery  comes  into  play. 
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An  important  characteristic  of  this  scheme  is  that  no  active  monitoring 
of  node  availability  need  occur  beyond  that  which  is  provided  by  the 
underlying  network  protocol.  When  a  response  is  not  received  after  a 
message  is  transmitted,  then. that  same  message  is  automatically 
transmitted  to  the  alternative  system.  If  such  a  failure  occurs  in 
transmitting  from  a  Dl*  to  a  DN  and  transmission  from  an  alternate  Dl* 
to  the  same  DN  cannot  be  accomplished,  then  the  D2Q/C  routes  the 
original  SQCB  to  an  alternate  data  source  (a  DN  or  D3Q)  if  one  is 
available.  Only  when  the  D2Q/C  determines  that  no  data  source  is 
available  to  satisfy  the  subquery  is  the  subquery  cancelled.  Other 
subqueries  for  the  same  query  may  still  be  processed  in  order  to 
partially  satisfy  the  query. 
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There  are  in  this  scheme  several  areas  left  open  for  consideration  or 
decision  at  the  time  of  implementation.  These  areas  are  dependent  upon 
the  nature  of  the  IDN  network  software,  the  physical  interconnection 
topology,  and  the  presence  of  a  processor  or  processors  of  type  D3Q. 
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BASIC  DATA  MODELS 


The  subqueries  processed  by  the  IDN  must  be  translated  from  Network  Data 
Request  Language  (NDRL)  format  to  the  native  format  of  the  DBMS  which 
controls  the  target  databases  before  data  can  be  retrieved.  Although  it 
is  possible  that  a  variety  of  commercial  and  custom  DBMSs  may  be  used  at 
the  various  Data  Nodes/  these  systems  will  probably  use  one  of  the 
following  "basic"  data  models: 

o  Hierarchical. 
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o  Network. 

o  Relational. 

o  Inverted  File. 


Each  of  these  data  models  provides  a  different  method  for  the 
representation  of  entities  (data  objects)  in  the  database  and  the 
relationships  among  them.  The  property  types  associated  with  the  entity 
and  relationship  types  probably  have  similar  representations  although 
the  data  types  used  for  value  storage  may  differ.  This  paper  will 
consider  the  particular  requirements  for  subquery  translation  and 
processing  for  each  of  these  data  models. 


2.3.1  The  Phases  of  Query  Translation  and  the  NDRL 

It  is  important  to  understand  that  queries  are  translated  into  the 
native  format  of  the  target  DBMS/  whatever  the  data  model/  through 
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several  phases  and  not  in  a  single  step.  The  forms  which  the  query 
takes  during  the  translation  process  are: 

o  Tokenized  Query. 

o  Intermediate  Query. 

o  Canonical  Form  Subquery. 
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o  NDRL  Subquery, 

o  Native  Format  Subquery. 

The  forms  and  the  associated  translation  process  are: 

1.  Tokenized  Form 

The  tokenized  form  is  the  IDN  standard  form 

used  to  pass  the  query  from  the  User  Node  to  the  D1  Node. 

2.  Intermediate  Form 


The  data  element  names  are  translated  from  the  Local  User  Name 
Space  (LUNS)  to  the  Network  Access  Name  Space  (NANS)  and  the 
query  is  validated  prior  to  producing  the  intermediate  form. 
This  is  the  form  of  the  query  which  is  passed  along  to  the 
D2Q/C  (Controlling  D2Q)  Node  for  decomposition  into  canonical 
form  subqueries. 

3.  Canonical  Form 

The  IDN  canonical  form  is  used  for  the  subqueries  and  is 
suitable  for  passing  them  to  the  Dl*  Nodes,  but  it  is  an  IDN 
internal  form  and  it  is  not,  itself,  a  database  query 
language. 
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4.  NDRL  Form 

The  NDRL  form  of  the  subqueries  are  generated  at  the  Dl*  Node 
by  transforming  the  canonical  form  subqueries  received  from 
the  D2Q/C.  The  data  element  names  are  translated  from  the 
NANS  to  the  Database  Access  Name  Space  (DANS).  The  subquery 
is  in  the  form  of  a  generalized  query  language  which  can  be 
sent  to  the  Data  Nodes. 
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5.  DBMS  Native  Form 

The  NDRL  form  of  the  subquery  is  modified  at  the  Data  Node  to 
conform  to  the  data  model  of  the  target  database  and  the 
syntax  requirements  of  its  DBMS  interface.  The  subquery  is 
now  in  DBMS  native  form  and  can  be  executed  against  the 
database . 

The  first  three  forms  of  the  query  /  subquery  discussed  above  are  IDN 
internal  forms  which,  although  they  include  the  fundamental  information 
needed  for  processing  the  query,  are  not  suitable  for  execution  by  the 
Data  Manipulation  Language  facility  (DML) ,  Data  Query  Facility,  or  Report 
Writer  Facility  of  a  given  DBMS. 

The  fourth  and  fifth  forms  of  the  subquery  are  "external"  forms  and  are 
intelligible  both  to  humans  and,  in  the  case  of  the  fifth  form  at  least, 
to  the  DBMS.  The  database  subschemas  stored  at  the  Dl*  Nodes  are  used 
to  determine  what  additional  clauses  and  names  (e.g.,  record  names)  must 
be  included  in  the  subquery  in  order  to  process  it  against  the  target 
database.  The  NDRL  is  an  external  form  of  the  subquery  in  that  it  is 
intelligible  both  to  human  operators  and  to  the  facilities  of  the  target 
DBMS  as  well.  For  the  NDRL  subquery  to  process  successfully,  however, 
some  additional  syntax  may  be  required. 


v-, 


Since  the  Dl*  is  "aware"  of  the  underlying  data  model  for  the  target 
database,  it  can  structure  the  NDRL  subquery  in  a  manner  appropriate  for 
that  database.  This  structure  will  be  somewhat  different  for  each  of 
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the  basic  data  models.  The  NDRL  could/  therefore/  be  considered  as  four 
different  languages  if  the  different  data  model  specific  forms  of 
subqueries  are  emphasized.  It  is  better/  however/  to  view  the  NDRL  as  a 
single  language  by  emphasizing  the  elements  which  all  subquery  forms 
have  in  common.  Such  common  elements  include: 

o  SELECT  clause  -  listing  the  data  element  access  names 

(DANS)  for  which  data  values  are 
requested. 

o  FROM  clause(s)  -  indicating  the  names  of  the  logical 

record (s)  which  contain  the  required  data. 

o  WHERE  clause  -  providing  the  selection  or  restriction 

criteria  for  the  data  values. 

-  relational  operators  supported  include: 

EQ,  GT,  LT,  LTE,  GTE,  NE,  EXISTS,  FAILS. 

-  substring  comparisons  and  "wild  card" 
operators  (*,  ?)  are  supported. 

two  or  more  criteria  may  be  connected  with 
logical  operators  (AND,  OR,  NOT). 

o  OUTPUT  clause  -  specifying  any  special  formatting 

requirements  for  the  output;  the  output 
must  be  in  tabular  form  with  fixed  column 
widths. 

the  ORDERED-BY  subclause  may  be  used  to 
specify  one  or  more  data  elements  as  sort 
keys;  a  CONTROL-BREAK  subclause  may  also 
be  used  for  sorting  when  summary 
calculations  are  to  be  performed. 
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-  headings  and  footings  must  be  turned  off; 
no  (non-blank)  column  separator  characters 
should  appear  in  the  output;  character- 
type  data  values  should  be  left  justified 
and  numeric-type  values  should  be  right 
justified;  numeric- type  values  should  be 
in  ASCII  character  (non-binary)  format. 

Even  if  the  original  query  is  rather  complex,  the  NDRL  will,  in  general, 
be  rather  simple  since  the  subqueries  have  been  reduced  in  complexity 
through  the  subquery  decomposition  process. 

If  all  of  the  Data  Nodes  were  to  use  the  same  Data  Model  (e.g.,  the 
relational  model)  and  could  be  accessed  by  a  generalized  query  language 
(e.g.,  an  SQL-like  language)  then  very  little  additional  translation,  if 
any,  would  be  required  to  process  the  query.  Since  different  data 
models  and  different  DBMSs  are  used  at  the  Data  Nodes,  some  further 
translation  is  required.  The  subquery  is  transmitted  in  to  NDRL  format 
from  the  Dl*  to  the  Data  Node  and  the  translation  to  native  DBMS  format 
is  completed  at  the  Data  Node  itself. 

Although  the  exact  nature  of  the  final  syntax  will  depend  upon  the 
particular  DBMS,  the  following  general  kinds  of  changes  may  occur  during 
the  transformation  of  the  NDRL  to  native  format: 

o  SELECT  may  be  changed  to  such  verbs  as  PRINT,  LIST,  FIND,  or 
LOCATE. 

o  FROM  may  be  changed  to  IN  or  or,  if  the  data  element 

names  are  unique  and  associated  with  a  single  record-type,  then 
record  qualification'  is  unnecessary. 

o  WHERE  may  be  used  as  is,  or  it  may  have  to  be  combined  with  or 
replaced  by  an  IF  clause  or  similar  restriction  clause.  The 
full  range  of  conditions  available  with  the  NDRL  may  not  be 
available  for  DBMS  based  on  the  hierarchical  data  model.  If 
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hierarchical  data  model  is  the  case  then  more  general 
substitutions  will  have  to  be  made  in  order  to  respond  to  the 
subqiiery  (e.g ./  if  a  substring  match  cannot  be  accepted,  then 
all  values  may  have  to  be  retrieved). 

o  OUTPUT  may  have  to  be  changed  to  such  clauses  as: 

ORDER-BY  for  sorting  on  one  or  more  data  elements. 

-  TITLE  OFF  to  produce  a  null  page  and  column  headings. 

PAGE  OFF  to  eliminate  page  numbers  and  footings. 

It  is  important  to  understand  that  the  IDN  assumes  that  a  high-level 
("English-like"),  non-procedural,  interface  is  available  for  each  of  the 
DBMSs  at  the  Data  Nodes.  If  the  only  interface  available  for  a 
particular  DBMS  uses  low-level  primitives  (such  as  FIND,  GET,  GET  NEXT, 
GET  NEXT  WITHIN  PARENT,  HOLD),  and  if  the  interface  is  procedural  in 
nature,  then  a  special  interface  will  have  to  be  developed  to  translate 
the  NDRL  subqueries  into  the  corresponding  query  procedures  (generated 
application  programs)  at  the  Data  Node. 

Examples  of  the  kinds  of  DBMS  facilities  which  can  support  NDRL 
translation  are: 


o  Hierarchical  DBMS 


Network  DBMS 


Relational  DBMS 


Inverted  File  DBMS  - 


SYSTEM  2000:  PLEX,  QUEST,  and  QUE. 

IDMS:  OnLine  English,  OnLine  Query, 

and  Culprit. 

SQL/DS:  I SQL ,  DBS,  and  CICS 

application  programs. 

Model  204:  User  Language  and  Host 
Language  Interface. 


The  facilities  mentioned  above  are  intended  as  examples  only.  Facili¬ 
ties  of  other  DBMSs  may  support  NDRL  equally  well. 
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Examples  of  the  kinds  of  DBMS  facilities  which  would  require  interfaces 
capable  of  generating  procedural  programs  in  order  to  translate  NDRL 
include : 

o  IBM  IMS  and  DL/1  Host  Language  Retrieval  Commands. 


o  Total  Data  Manipulation  Language  (DML). 

2.3.2  Subquery  Processing  Against  the  Hierarchical  Data  Model 

The  hierarchical  data  model  is  in  many  respects  a  simple  form  of  data 
representation/  but  it  can  also  be  rather  restrictive  and  can  introduce 
special  problems  for  the  processing  of  subqueries.  In  general,  the 
schema  of  a  hierarchical  database  relates  entities  in  a  "tree  structure" 
starting  with  a  "root"  node  and  branching  for  as  many  levels  as  are 
necessary  to  represent  the  application. 

Any  given  node  in  the  structure  (except  for  the  root  node)  must  have  a 
single  parent.  There  can  be  as  many  children  for  a  given  parent  as  the 
application  requires.  This  one-to-many  relationship  between  parents  and 
children  (both  node  types  and  node  occurrences)  is  quite  useful  for 
modeling  a  variety  of  real  world  situations  that  can  be  naturally 
viewed  as  hierarchies.  Figure  2.3.1  shows  a  simplified  example:  the 
diagram  above  the  dashed  line  represents  the  entity  or  node  types 
(subschema)  and  the  diagram  below  the  dashed  line  depicts  the  node 
occurrences.  Commercial  hierarchical  DBMSs  include  IBM's  IMS  and  DL/1 
and  the  SAS  Institute's  SYSTEM  2000.  Numerous  custom  and  military  DBMSs 
employ  tree-structured  architectures. 

Under  the  hierarchical  data  model  a  database  record  occurrence  includes 
an  occurrence  of  the  root  node  and  all  occurrences  of  all  dependent 
nodes.  This  concept  of  "record"  presents  some  special  problems  for 
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definition  of  Coherent  Database  Representations  (CDRs)  for  hierarchical 
databases  insures  that  subqueries  which  contain  incomplete  or  ambiguous 
requirements  will  not  be  generated.  Even  so,  the  following  cases  may 
occur : 

A.  No  root  data  element  (primary  key)  is  specified  and  the  highest 
level  data  element  specified  (secondary  key)  has  no  restriction 
clause. 

This  condition  should  be  trapped  during  the  subquery  decomt  ’ tion 
process  and  an  error  returned  to  the  user.  If  such  a  subquery  does 
get  through  to  the  Dl*  Node,  an  error  message  is  generated  and  the 
subquery  is  terminated.  This  type  of  subquery  cannot  be  processed 
since  it  implied  an  “ALL"  and  could  result  in  an  entire  database 
being  selected  by  the  3ubquery. 

B.  A  root  data  element  is  specified,  but  no  restriction  for  this 
primary  key  is  given. 


This  condition  must  be  disallowed.  Although  the  key  is  explicit, 
such  a  subquery  could  result  in  a  voluminous  response.  If  such  a 
subquery  is  received  at  the  Dl*,  an  error  message  must  be 
generated,  and  if  the  volume  exceeds  the  user's  quota,  the  subquery 
must  be  terminated. 
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C.  Data  elements  are  selected  from  a  subordinate  node  and  for  an 
ancestor  (e.g.,  "grandparent"  node),  but  not  for  the  immediate 
parent  node . 

This  condition  should  also  be  trapped  by  the  subquery  decomposition 
process  since  it  makes  the  query  ambiguous.  If  such  a  subquery  is 
received  at  the  Dl*  Node  then  an  error  message  is  generated.  This 
imposes  a  requirement  for  "hierarchical  continuity"  upon  subqueries 
directed  at  a  hierarchical  data  model  database. 


Page  87 


\ 


*  »  '  »  »  .  *  .  « J,1 


'A'.V 


. -  «•  .  “i 

>• 


\V, 

■  ■-* 


v 


✓ 


V//*. 

/  /.V, 


%-V  /*/s 


“  V  V  v/v 

«  •  •  **,  A 
.  V  *  *  *.•'  -  k  » 

1W* 


' '•'V- -  1 

^  •.*  v  "j- \-3 

-  •  •**  ->  J 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


D.  The  primary  key  and  /  or  a  secondary  key  is  specified  and 
restricted  in  value,  and  data  elements  are  specified  from 
contiguous  subordinate  nodes  with  or  without  restrictions  on  their 
values. 

This  is  the  general  case  for  a  valid  subquery  against  a 
hierarchical  database.  The  CDR  representations  of  "records"  for 
hierarchical  databases  reflects  this  requirement  and  the  Dl* 
enforces  it  as  part  of  the  process  of  translation  of  the  subquery 
to  the  NDRL. 


Although  the  particular  syntax  for  interrogating  a  hierarchical  data 
model  database  through  a  facility  of  its  DBMS  may  vary  considerably  fro 
one  hierarchical  data  model  DBMS  to  another,  a  subquery  in  NDRL  format 
should  require  relatively  minor  syntactic  changes  and  extensions  in 
order  to  process  it  correctly.  The  specific  syntax  of  the  native  query 
depends  upon  the  particular  DBMS,  but  such  changes  from  the  NDRL  to 
native  format  should  conform  to  the  general  description  of  NDRL  trans¬ 
formations  given  in  Section  2.3.1. 

As  discussed  in  Section  2.3.1,  if  a  given  DBMS  does  not  provide  a  high 
level  language  or  facility  for  accessing  its  databases,  it  may  be 
necessary  to  generate  a  procedural  program  using  primitive  operations 
such  as  "FIND"  and  "GET"  which  can  provide  the  data  required  by  the 
subquery.  If  this  is  the  case,  then  the  program  will  have  to  establish 
and  maintain  "currency"  within  the  target  database.  Currency  is 
analogous  to  a  set  of  "cursors"  or  "pointers"  within  the  database  that 
are  used  by  a  program  to  determine  which  records  and  entities  are 
currently  being  accessed.  Currency  is  usually  established  by  first 
selecting  a  root  node  occurrence  and  then  selecting  a  particular 
occurrence  of  each  subordinate  node  until  a  particular  node  occurrence 
has  been  accessed  at  the  lowest  level  required  by  the  query.  Usually 
all  occurrences  are  searched  to  determine  the  lower  level  node  type 
associated  with  a  given  occurrence  of  a  superior  node  before  the  next 
occurrence  of  the  superior  node  type  is  accessed.  In  this  manner,  a 
systematic  traversal  of  the  hierarchy  or  tree  structure  is  possible. 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


2.3.3  Subquery  Processing  Against  the  Network  Data  Model 

The  network  data  model  represents  an  increase  in  complexity  and 
sophistication  over  the  hierarchical  model.  With  the  network  approach 
any  given  entity  may  have  two  or  more  parents  rather  than  the  single 
parent  permitted  in  the  hierarchical  case.  Thus  the  network  model  is  a 
superset  of  the  hierarchical  model.  One  implementation  of  the  network 
approach  is  the  CODASYL  (Committee  on  Data  System  Languages)  standard 
DBMS.  There  are  also  other  implementations  which  vary  considerably  from 
the  CODASYL  approach. 

For  the  network  model  the  concept  of  a  "set"  of  entities  or  records  is 
introduced;  the  set  is  used  to  associate  one  entity  or  record  type  with 
another.  The  superior  record  type  is  referred  to  as  the  "owner"  of  the 
set  while  one  or  more  inferior  record  types  are  considered  the 
"members".  A  given  record  type  can  participate  in  any  number  of  sets 
either  as  the  owner  or  a  member.  The  only  general  restriction  is  that 
the  same  record  type  cannot  participate  as  both  the  owner  and  a  member 
of  the  same  set.  This  restriction  eliminates  the  possibility  of  direct 
representations  of  "recursive"  data  structures  (such  as  a  parts  explo¬ 
sion  structure)  and  often  causes  the  introduction  of  "artificial"  or 
"linkage"  record  types  in  order  to  represent  the  desired  data  relation¬ 
ships.  The  restriction  may  be  relaxed  in  some  network  DBMS  implementa¬ 
tions. 

The  network  model  is  sufficiently  rich  that  it  has  found  application  to 
a  wide  variety  of  data  base  problems.  The  data  structures  can  become 
rather  complex  and  are  rather  rigid  so  considerable  analysis  is  required 
before  a  commitment  is  made  to  a  particular  database  design.  Figure 
2.3.2  shows  both  a  subschema  diagram  and  an  entity  /  record  occurrence 
diagram  for  a  simple  network  database.  Such  a  database  could  be 
implemented  using  any  one  of  a  number  of  commercial  and  military  DBMSs 
including  Cullinet's  IDMS. 
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In  addition  to  the  basic  concepts  of  sets/  owners,  and  members,  network 
databases  may  employ  other  concepts  as  well.  A  given  database  may  be 
partitioned  into  different  "Areas''  in  order  to  control  access  to  certain 
data  or  improve  processing  performance.  The  database  may  exist  as  one 
or  more  physical  files  on  one  or  more  secondary  storage  devices.  Areas 
are  mapped  to  one  or  more  files.  A  given  data  record  can  be  located 
within  a  particular  page  in  a  given  area  in  one  of  several  ways.  These 
record  storage  and  retrieval  "location  modes"  typically  include: 

o  Calc  -  a  hash  function  is  used  to  select  a  page. 

o  Via  -  a  record  is  stored  as  physically  close  to 

another  record  as  possible. 

o  Direct  -  a  record  is  placed  on  a  particular,  user- 

specified,  page. 

o  Sequential-  a  record  is  stored  in  sequential  order  based 

upon  a  key  value. 

In  addition  to  the  above  modes  for  locating  a  record,  the  DBMS  may  also 
provide  an  "indexed"  or  B-tree  access  method.  Inverted  lists  or 
balanced  trees  are  constructed  for  particular  data  element  types  within 
some  of  the  record  types  in  the  database.  These  secondary  keys  permit 
fast  access  to  groups  of  records  within  the  database. 

The  translation  of  subqueries  from  the  NDRL  to  native  format  for  network 
DBMSs  must  consider  a  variety  of  conditions  that  are  unique  to  this  data 
model.  In  general,  these  conditions  are  anticipated  when  defining 
records  in  the  CDR  for  the  network  databases  and  are,  therefore,  taken 
into  account  by  the  query  decomposition  process.  The  following  cases 
must  be  considered: 
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A.  Data  elements  are  specified  for  a  member  record  type,  but  no  owner 
record  type  is  specified  and  no  value  restriction  is  included. 

This  type  of  subquery  cannot  be  processed  since  the  volume  of  the 
subresponse  could  be  large  and  the  subquery  is  ambiguous. 

B.  Both  an  owner  and  one  or  more  member  records  are  included,  but  no 
value  restriction  is  placed  upon  the  primary  key  within  the  owner 
record. 

This  case  can  be  processed  but  an  error  condition  will  result  if 
the  volume  of  the  subresponse  exceeds  the  user's  quota. 

C.  Data  elements  are  specified  from  record  types  which  are  not 
directly  associated  by  owner-member  relationships. 

This  case  should  be  eliminated  by  virtue  of  the  CDR  representations 
of  the  network  databases  and  the  decomposition  of  subqueries  to 
rather  simple  subqueries.  If  such  a  subquery  should  occur,  it 
cannot  be  processed  and  would  produce  an  error  response.  Such  a 
subquery  would  be  extremely  ambiguous  since  there  would  be  no 
direct  way  to  establish  relationships  among  the  records  selected. 

D.  The  primary  key  for  an  owner  record  type  is  specified  along  with  a 
restriction  for  its  value,  and  one  or  more  member  record  types  are 
specified  with  or  without  value  restrictions. 

This  is  the  usual  case  for  subqueries  that  are  processed  against 
network  databases. 

The  translation  of  subqueries  from  the  NDRL  to  native  format  for  network 
DBMSs  must  consider  all  of  the  points  reviewed  in  Section  2.3.1.  In 
addition,  the  native  format  subquery  may  include: 

o  A  declaration  of  the  Area  to  be  interrogated. 
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o  A  specification  of  the  file(s)  to  be  searched. 

o  A  specification  of  the  location  mode  or  retrieval  method. 

o  A  declaration  of  the  subschema  used  for  the  retrieval. 

o  A  listing  of  the  sets  to  be  searched. 

o  A  specification  of  the  record  name(s)  included  in  set. 

o  The  qualification  of  data  element  names  by  record  names. 

How  much  or  how  little  of  the  above  must  be  included  in  the  subquery 
depends  upon  the  particular  DBMS  and  the  nature  of  the  facilities  it 
provides  for  query  and  report  generation.  All  information  that  is 
needed  for  the  translation  is  maintained  in  the  subschema  at  the  Dl*  and 
is  included  with  the  NDRL  subquery  that  is  sent  to  the  Data  Node. 

If  the  local  DBMS  does  not  provide  a  high  level  query  or  report  writer 
facility,  it  will  be  necessary  for  the  IDN  interface  at  the  Data 
Node  to  translate  the  NDRL  subquery  into  a  procedural  program  in  order 
to  retrieve  the  desired  information.  Such  a  program  would  make  use  of 
primitive  operators  like  FIND,  GET,  and  OBTAIN  to  locate  and  extract  the 
data.  Member  records  would  have  to  be  processed  within  each  set  for 
each  qualified  owner  record.  Control  of  the  retrieval  process 
would  be  maintained  using  "currency  indicators"  like  the  following: 

o  Current  of  run  unit  -  the  most  recently  accessed 

record  occurrence. 

o  Current  of  record  -  the  most  recently  accessed  record 

type  occurrence  of  each  record  type. 

o  Current  of  set  -  the  most  recently  accessed  record 

occurrence  within  each  set. 
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o  Current  of  area  -  the  moat  recently  accessed  record 

occurrence  within  each  area. 

Moat  modern  network  DBMSs  provide  retrieval  facilities  which  mask  these 
details  of  data  retrieval  and  minimize  the  knowledge  required  above  the 
database  that  is  required.  Such  facilities  are  adequate  to  handle  most 
simple  to  moderately  complex  queries.  Since  the  subqueries  generated  by 
the  IDN  are  rather  elementary  (due  to  the  nature  of  the  decomposition 
process),  it  should  be  possible  to  process  them  through  high  level 
facilities  and  thus  eliminate  the  need  to  generate  complex  retrieval 
programs. 


2.3.4  Subquery  Processing  Against  the  Relational  Data  Model 

The  relational  data  model  is  the  most  simple  and  straightforward  of  the 
data  models  reviewed  thus  far.  Relational  databases  consist  of 
relations  (a  tabular  form)  with  unique  primary  keys  and  zero,  one,  or 
many  associated  attributes  (data  element).  Each  row  within  a  relation 
is  considered  to  be  a  record.  Relational  databases  are  becoming 
increasingly  popular  and  are  represented  by  such  commercial  products  as 
IBM's  SQL/DS.  Figure  2.3.3  provides  an  entity  diagram  and  an  occurrence 
diagram  for  a  simple  relational  data  model  database. 

The  relations  within  a  relational  database  are  associated  or  related  to 
one  another  by  common  attributes.  A  primary  key  in  one  relation 
may  appear  as  a  non-primary-key  data  element  type  or  "foreign  key"  in 
another.  By  performing  JOIN  operations  based  upon  common  attribute 
types,  it  is  possible  to  retrieve  related  information  from  two  or  more 
relations . 

In  addition,  most  relational  DBMSs  provide  capabilities  for  maintaining 
secondary  indices  or  B-trees  for  individual  attributes.  These  auxiliary 
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files  make  it  possible  to  quickly  select  records  based  upon  one  or  more 
value  restrictions.  Once  records  have  been  selected  by  direct  access 
based  upon  their  primary  key  values,  or  by  sequential  scan,  they  can  be 
related  to  other  records  or  simply  retrieved. 

Another  consideration  for  relational  databases  is  the  view  concept.  A 
logical  view  or  "virtual  relation"  may  be  used  to  access  data  which  is 
actually  stored  quite  differently  from  the  way  it  appears  within  a  view. 
A  view  can  be  used  to: 

o  Mask  data  element  types  from  a  given  relation. 

o  Allow  access  to  only  a  subset  of  a  relation  based  upon  a 
(predefined)  selection  criteria. 

o  Present  two  or  more  (joined)  relations  as  if  they  were  a 
single  relation. 

Usually,  the  relational  DBMS  will  permit  views  to  be  predefined  and 
maintained  in  the  internal  dictionary  of  the  relational  database.  Any 
subquery  can,  therefore,  access  a  view  in  the  same  way  it  would  access 
any  relation. 

The  CDR  representations  for  relational  databases  present  each  relation 
or  view  as  a  record  type  containing  one  or  more  data  element. 

Only  those  views  and  relations  which  may  be  accessed  by  the  IDN  are 
given  in  the  CDRs  for  the  various  data  bases. 

Execution  of  subqueries  against  the  relational  databases  is  relatively 
straightforward,  especially  since  the  subqueries  are  kept  simple  by  the 
query  decomposition  process.  Even  for  simple  subqueries,  however,  the 
following  cases  must  be  considered: 

A.  No  value  restriction  is  provided  for  any  data  element  in  a  given 
relation. 
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Such  a  subquery  could  result  in  the  output  of  all  records  in  the 
relation.  An  error  condition  will  occur  if  the  volume  of  the 
response  exceeds  the  user's  quota. 

i 

|  B.  A  join  operation  is  required  where  one  or  both  of  the  relations  to 

►  be  joined  has  not  been  subsetted  through  a  value  restriction. 


+  .*  -• 


This  case  could  also  result  in  considerable  output  as  well  as 
processing 'overhead.  In  general/  this  type  of  subquery  will  be 
considered  to  be  an  error.  If  the  first  relation  to  be  joined  has 
a  restriction  clause  and  an  ALL"  restriction  clause  is  provided 
for  the  second  relation/  then  the  join  operation  will  be  permitted. 

C.  A  value  restriction  clause  is  provided  for  a  data  element  in  each 
relation  which  participates  in  the  subquery. 

This  is  the  usual  case  for  the  IDN  subqueries  against  relational 
data  model  databases. 
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Section  2.3.1  provides  an  overview  of  the  NDRL  and  its  translation  to 
the  native  language  of  the  target  database.  Since  the  NDRL  is  very 
similar  to  most  relational  query  languages  (such  as  SQL)/  very  little 
translation  should  be  required  to  produce  an  executable  subquery.  The 
database  subschemas  maintained  at  the  Dl*  provide  any  information  which 
could  not  be  included  in  the  subqueries  using  the  CDRs  alone.  This  may 
include: 

o  View  to  Record  Mappings. 

o  Physical  file  specifications. 

o  Any  predefined  selection  criteria  which  must  be  appended  to 
subqueries  to  access  specific  relations. 

Such  information  is  included  in  the  NDRL  subquery  to  insure  its 
compatibility  with  the  DBMS  and  database  at  the  target  Data  Node. 
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2.3.5  Subquery  Processing  Against  the  Inverted  Model 

The  inverted  file  architecture  is  so  basic  that  it  hardly  deserves  to  be 
designated  as  a  data  model.  Even  so,  an  inverted  file  DBMS  can  provide 
a  variety  of  powerful  data  retrieval  capabilities.  Many  such  systems 
mirror  relational  DBMS  functionality  to  the  point  that  it  is  difficult 
to  distinguish  one  from  another.  There  are  numerous  military  and 
commercial  inverted  file  systems;  one  of  the  most  popular  is  Model  204 
from  Computer  Corporation  of  America.  Figure  2.3.4  provides  a  simple 
example  of  an  inverted  file  database. 

In  this  kind  of  database,  each  record  type  is  associated  with  a  file 
type.  In  order  to  relate  two  or  more  types  of  records,  it  is  necessary 
to  select  data  from  the  corresponding  files.  Access  is  made  efficient 
by  the  extensive  use  of  inverted  lists  or  B-trees.  There  are  often  no 
limits  placed  on  how  many  data  element  types  within  a  given  record  type 
can  be  made  "key",  but  performance  and  storage  considerations  usually 
limit  the  number  of  keys  to  25%  or  less  of  the  number  of  data  element 
types  in  the  record  type. 

Inverted  file  DBMSs  always  provide  one  or  more  high  level  ("English- 
like")  query  languages;  hence,  the  translation  of  the  NDRL  subqueries 
to  the  native  query  language  presents  no  major  problem.  Although  the  syntax 
of  the  target  language  may  differ  greatly  from  that  of  the  NDRL,  the 
basic  concepts  are  the  same. 

Simple  subqueries  should  map  directly  to  simple  queries  against  the 
inverted  file  database.  If  a  subquery  requires  access  to  two  or  more 
files  (record  types),  it  may  be  necessary  to  generate  a  procedural 
program  in  order  to  execute  the  subquery  successfully.  This  requirement 
depends  on  the  nature  of  the  query  language  provided  by  the  DBMS.  A 
more  complex  subquery  may  require  the  creation  of  temporary  "selection 
sets"  from  one  or  more  files  and  the  procedural  processing  of  the  sets. 

Since  the  subquery  decomposition  process  is  designed  to  keep  the 
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subqueries  as  simple  as  possible#  the  requirement  to  perform  procedural 
processing  should  be  rare. 

As  with  all  of  the  data  models#  there  are  specific  cases  which  can  arise 
during  subquery  processing  which  must  be  considered.  These  cases  are: 

o  No  restriction  clause  specified  for  any  data  element  for  a  given 
record  type. 

This  case  could  result  in  the  production  of  a  large  volume  of 
output.  An  error  condition  will  occur  if  the  volume  of  data 
surpasses  the  user's  quota. 

o  A  restriction  clause  is  specified  for  at  least  one  data  element 
for  each  record  type  which  participates  in  the  subquery. 

This  is  the  usual  case  for  subqueries  which  are  to  be  processed 
against  inverted  file  databases. 


algorithm,  for  performing  these  operations  for  a  general  s< 
subresponses.  An  approach  to  this  problem  is  the  "Wong  al< 
developed  by  E.  Wong  for  CCA's  SDD-1.  His  algorithm  featu 
"joinable  subsets"  or  "SEMI-JOINs"  rather  than  "natural"  J< 
natural  JOIN  matches  relational  rows  in  two  relations  base' 
full  value  domains  of  a  common  relational  attribute.  The  , 
generally,  a  much  more  efficient  procedure.  In  the  follow 
of  the  SEMI-JOIN  algorithm,  the  term  JOIN  is  used  to  mean 
and  the  term  attribute  is  used  to  mean  relational  attribut 

o  Assume  two  subresponses  X  and  Y  have  been  extracted  f; 
different  databases  and  that  X  and  Y  have  a  common  at 
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Here  T2  is  the  SEMI-JOIN  of  X  with  respect  to  J  and  R1  is  the  natural 
JOIN  of  X  and  Y  over  J.  The  effect  of  this  operation  is  the  same  as  if 
a  SELECTion  had  been  performed  on  X  using  the  values  of  J  contained  in 
Y  and  then  the  result  JOINed  with  Y. 


Wong  shows  that  this  algorithm  will  reduce  the  total  data  movement 
(which,  for  the  IDN,  is  measured  in  bytes)  if  and  only  if: 

(1)  SIZE  (Tl)  +  SIZE  (T2)  <  SIZE  (X) 

Otherwise,  it  is  more  efficient  to  simply  move  X  from  A  to  B  and  perform 
the  JOIN.  This  operation  eliminates  the  need  to  communicate  those 
tuples  which  will  not  JOIN  although  it  has  the  extra  overhead  of 
communicating  the  selection  set  Tl.  In  computing  the  sizes  of  temporary 
files,  it  should  be  remembered  that,  in  a  JOIN  operation,  a  single  tuple 
in  one  relation  may  "match"  more  than  one  tuple  in  another  relation; 
this  has  the  result  of  increasing  the  size  of  the  result  over  that  of 
the  initial  relation. 

It  is  also  important  to  consider  the  size  of  the  two  original  relations: 

(2)  IF  SIZE  (X)  >  SIZE  (Y)  THEN  Tl  =  PROJECTION  Y  :  J 

ELSE  IF  SIZE  (Y)  >  SIZE  (X)  THEN  Tl  =  PROJECTION  X  :  J 


where  " A : B "  denotes  "relation  A  over  attribute  B". 


It  is  very  important  to  note  that  calculation  (1)  cannot  be  computed 
without  actually  performing  the  PROJECTION  and  SEMI-JOIN  operations; 
therefore  an  estimate  of  the  value  of  this  operation  must  be  made  based 
upon  the  computed  sizes  of  X  and  Y.  A  commitment  to  using  this 
approach  means  that  the  system  must  generally  assume  that  the  SEMI-JOIN 
will  produce  a  smaller  resultant  subresponse  (in  bytes)  than  the  size  of 
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the  smaller  of  the  two  original  subreaponses.  Given  the  elementary 
nature  of  the  subqueries/  this  assumption  should  be  generally  valid. 

The  implications  of  the  SEMI-JOIN  approach  to  subresponse  composition  for 
the  entire  assembly  process  are  as  follows: 

o  The  size  of  each  subresponse  must  be  known  to  the  QUERY-MONITORING- 
AND-CONTROL  Subsystem  (QMC)  before  an  "intelligent"  decision  can  be 
made  as  to  how  SEMI-JOINs  will  take  place  and  where  the  results 
should  be  assembled. 

-  Even  if  size  estimates  for  databases,  record-types,  and 

attribute-types  are  maintained  with  the  CDRs,  it  is  impossible 
to  estimate  in  advance  the  size  of  any  given  subresponse  (with 
variable  selection  criteria) . 

In  order  to  determine  over  which  subresponse  the  PROJECTION 
should  be  performed  (i.e.,  which  one  is  smaller),  the  size  of 
each  subresponse  must  be  computed  and  forwarded  to  QMC  after 
the  subresponse  has  been  generated. 

If  the  size  (in  bytes)  of  one  subresponse  is  much  less  than 
the  size  of  another,  say  10  -  20%,  it  is  generally  more 
efficient  to  send  the  smaller  subresponse  to  the  same  site  as 
the  larger  and  then  to  perform  a  JOIN. 

o  In  order  to  minimize  communication  of  irrelevant  records  among 

nodes,  it  is  desirable  to  be  able  to  perform  SEMI-JOINs  at  the  Dl* 
Nodes  as  well  as  the  D2Q  Nodes.  If  these  operations  can  only  be 
performed  at  D2Q  Nodes,  then  QMC  gains  no  significant  advantage  by 
sending  subresponses  to  the  same  D2Q  Node  for  assembly. 

o  If  this  procedure  is  applied  successively  to  multiple  subresponses 
(i.e.,  if  X  SEMI-JOIN  Y  — >  R1  and  R1  SEMI-JOIN  Z  — >  R2,  etc.) 
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then,  in  order  to  optimize  the  computation  of  the  result,  it  would 
be  advantageous  to  know  the  sizes  of  all  of  the  subresponses  in 
advance  before  any  of  the  SEMI-JOINs  are  performed. 
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CHAPTER  3 

SUBSYSTEMS  SPECIFICATION 

This  chapter  contains  the  specification  of  the  fourteen  IDN  subsystems 
that  are  required  for  the  processing  of  queries. 


The  detailed  description  of  the  data  flows  and  the  schema  of  IDN 
dictionaries,  which  are  referenced,  are  given  in  Appendices  I  and  II  of 
this  report. 
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3.1  SUBSYSTEM  1:  PROVIDE-LOCAL-DD-SUPPORT 


3.1.1  OVERVIEW 

Subsystem  1,  the  PROVIDE-LOCAL-DD-SUPPORT  Subsystem  is  a  special  front- 
end  to  the  IRDS  resident  at  the  D1  Node.  This  Subsystem  provides  all 
support  facilities  for  users  who  specify  or  run  IDN  queries.  These 
facilities  consist  of: 

o  Storing  and  Retrieving  IDN  Queries. 

o  Obtaining  a  listing  of  all  or  selected  queries  for  a 

particular  user. 

o  Obtaining  the  listing  of  all  or  selected  data  element  names 
which  are  within  the  user's  Local  User  Name  Space  (LUNS). 

o  Obtaining  a  cross-reference  of  data  elements  to  queries. 

o  Obtaining  information  on  any  or  all  functions. 

A  user's  view  of  the  dictionary  is  restricted  so  that: 

o  The  user  is  not  able  to  obtain  from  the  dictionary  any 

information  about  security-related  descriptors  (VIEW  and 
DICTIONARY-USER  entities  and  DICTIONARY-USER-HAS-VIEW 
relationships ) . 

o  The  user  can  obtain  information  only  about  the  user's  LUNS  or 
queries. 
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o  The  user  cannot  obtain  the  name  of  the  CDR-ELEMENT 

corresponding  to  any  LOCAL-ELEMENT-NAME.  The  user's 
perception  of  an  element  consists  of  the  LOCAL-ELEMENT-NAME 
and  the  properties  of  the  corresponding  CDR-ELEMENT. 

The  D1  Node  Administrator  has  access  to  all  the  IRDS  dictionary  commands 
which  underlie  this  Subsystem. 


3.1.2  INTERFACE  SPECIFICATIONS 

3. 1.2.1  Intersubsystem  Data  Flows 

Figure  3.1.1  shows  the  data  flows  between  this  and  other  Subsystems. 


3. 1.2. 2  Subsystem  Events 
Does  not  apply. 


3.1.3  TECHNICAL  REQUIREMENTS 


3. 1.3.1  Actions 

This  Subsystem  filters  dictionary  transactions.  The  dictionary 
transaction  may  come  either  from  a  direct  user  request,  or  from  some 
facility  of  the  user  interface.  (For  example,  a  request  for  help  on 
FUNCTIONS  might  trigger  a  request  for  a  listing  of  all  FUNCTIONS.)  The 
dictionary  transaction  may  either  be  a  simple,  standard  IRDS 
transaction,  or  a  custom  transaction. 
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Figure  3.1.1 
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The  standard  transactions  include: 

o  All  dictionary  maintenance  commands  except  for  Modify  Entity 
Life-Cycle  Phase  (Section  5.2.1  of  the  dpANS  IRDS); 

o  All  dictionary  output  commands  (Section  5.2.2  of  the  dpANS 
IRDS) ; 

(There  is  no  need  for  the  Modify  Entity  Life  Cycle  Phase  command. in  this 
environment.  Also,  there  is  little  need  in  this  environment  for 
entity-list  and  dictionary  procedure  commands,  Sections  5.2.3  and  5.2.4 
of  the  dpANS  IRDS,  respectively.  The  schema  commands  are  not  available 
to  any  user  of  the  D1  dictionary.) 

The  transaction  is  then  processed  by  the  appropriate  transaction 
function.  Each  transaction  process  generates  one  or  more  primitive 
dictionary  transactions  which  are  executed  via  the  internal  dictionary 
access  /  update  call  interface.  The  results  of  the  internal 
transactions  are  interpreted  and  all  output  i3  formatted  for  return  to 
the  user  interface.  All  update  transactions  are  trapped  and  routed  to 
the  PROVIDE  LOCAL  DD  SUPPORT  Subsystem  at  each  shadow  D1  node. 

Only  the  D1  Node  Administrator  will  have  access  to  the  standard  IRDS 
dictionary  command  transactions.  All  other  transactions  will  be 
customized. 


3. 1.3. 2  Intrasubsystem  Data  Flows 

The  intrasubsystem  data  flows  are  defined  in  Figure  3.1.2. 
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Subsystem  1:  PROVIDE-LOCAL-DO-SUPPORT 
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Figure  3.1.2 
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Subsystem  1:  PROVIOE-LQCAL-DO-SUPPCRT 
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3. 1.3. 3  Tasking 

Below  the  IRDS  Internal  Call  Interface,  the  IRDS  will  be  composed  of  one 
or  more  tasks.  The  transaction  filter  will  be  a  single  task.  Each 
transaction  will  have  a  task  associated  to  process  it.  A  single  task 
will  be  dedicated  to  output. 
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3. 1.3. 4  Exception  Conditions 


None. 


3. 1.3. 5  Rationale  for  Critical  Decisions 

1.  Relationships  between  STORED-QUERY  and  LOCAL-ELEMENT-NAME  entities 

are  maintained. 

This  provides  the  user  with  several  benefits: 

a.  It  enables  a  user  to  browse  the  dictionary  to  find  previously 
defined  queries  which  may  be  the  basis  for  newly  defined 
queries.  It  also  may  help  avoid  generating  duplicate  queries. 

b.  It  enables  a  new  user  to  become  more  familiar  with  certain 
data  elements  in  his  LUNS  by  identifying  queries  which  use  them 
and  seeing  how  these  data  elements  are  used. 

It  also  provides  the  D1  administrator  with  several  benefits: 

a.  As  the  data  definitions  evolve  over  time,  it  enables  the  D1 
Node  Administrator  to  determine  potentially  effected  queries 
and  notify  users  of  the  need  for  them  to  modify  the  queries 
accordingly. 
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b.  It  gives  the  D1  Node  Administrator  a  better  view  of  the  usage 
of  data  elements  by  different  user  communities.  In  order  to 
store  a  query  and  establish  relationships  from  the  stored 
QUERY  entity  to  each  of  the  referenced  LOCAL-ELEM ENT-NAMEs ,  it 
is  necessary  to  validate  the  tokenized-query  according  to  the 
rules  of  Subsystem  2.  Relationships  between  the  STORED-QUERY 
and  LOCAL-ELEMENT-NAMES  are  established  when  the  STORED-QUERY 
is  validated. 

This  approach  permits  the  user  to  save  incomplete  or  partially 
correct  queries.  However,  it  means  that  for  a  validated 
query,  either  both  the  tokenized  and  intermediate  query  must 
be  saved,  or  the  user-interface  must  "decompile"  a 
intermediate  query  when  changes  are  made  to  the  tokenized 
query.  The  former  approach  is  chosen  because  of  its 
simplicity. 

Both  validated  and  non-validated  queries  may  be  stored. 

If  the  user  were  only  able  to  store  validated  queries,  partially 
completed  queries  could  not  be  saved.  This  would  be  very 
unfriendly. 


3. 1.3. 6  Open  /  Deferred  Decisions 

1.  Should  multiple  generations  of  queries  be  supported?  If  so,  should 
the  incrementing  of  generation-numbers  be  under  user  control  or 
system  control? 

The  IRDS  supports  version  control.  Maintenance  of  multiple 
generations  of  queries  could  provide  the  user  with  some  benefits. 

On  the  other  hand,  it  will  introduce  some  complications  into  the  user 
interface . 
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3. 1.3. 7  Critical  Algorithms 


None. 


3.1.4 


DATA  REQUIREMENTS 


3. 1.4.1  Explanation  of  Major  Data  Flows 
Save-query-transaction 

This  transaction  saves  a  query  in  the  D1  dictionary.  If  the  query 
has  passed  Subsystem  2  validation/  then  relationships  between 
LOCAL-ELEMENT-NAMEs  and  the  STORED-QUERY  are  also  established.  Th 
saved  query  is  also  shipped  to  all  of  the  shadow  D1  nodes  for 
saving.  If  multiple  generations  are  not  used  for  queries,  then  a 
save  query  transaction  will  replace  the  existing  query.  Otherwise 
if  the  number  at  generations  of  the  query  exceeds  an  installation 
defined  limit,  it  will  delete  the  oldest  generation. 

Delete-query-transaction 

This  transaction  deletes  the  STORED-QUERY  entity  and  all  its 
relationships  to  LOCAL-ELEMENT-NAMEs. 

Retrieve-query-transaction 

This  transaction  retrieves  a  stored  query  transaction  from  the  D1 
IRDS,  and  returns  it  to  the  user-interface  for  modification  or 
execution. 

Check-query-transaction 

This  transaction  causes  the  query  to  be  validated  according  to  the 
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rules  defined  in  Subsystem  2.  If  the  query  passes  this  validation, 
the  PROVIDE-LOCAL-DD-SUPPORT  Subsystem  receives  the  intermediate  form 
of  the  query,  which  the  user  may  then  save. 

Customized  Output  Transactions 

The  IRDS  reporting  and  querying  facilities  available  to  the  IDN 
query-user  are  a  subset  of  the  full  dpANS  IRDS  output  facilities. 
Since  the  IDN  query-user's  view  of  the  IRDS  is  very  simple,  the 
IRDS  querying  and  reporting  facilities  are  also  very  simple.  Two 
specialized  IRDS  output  transactions  are  provided: 

o  The  LIST-Transaction,  which  provides  a  simple  list  of 
names  of  selected  entities;  and 

o  The  SHOW-Transaction,  which  provides  detail  information 
about  selected  entities. 

We  use  an  abstract  syntax  to  demonstrate  the  options  available  to 
the  query  user  for  reporting  on  IRDS  contents.  The  specification 
of  this  syntax  does  not  imply  that  a  user  will  use  this  (or  any) 
syntax  in  formulating  requests  for  IRDS  output. 

LIST-Transaction 

LIST  {  QUERY  |  ELEMENT  |  FUNCTION  } 

[  scan-mask- 1 ,  scan-mask-2 ■  ...  scan-mask-n  ] 

[  WHERE  restriction-criteria  ] 

[  ROUTE  destination- id  ] 

LIST  provides  a  list  of  entity  names  in  name  sequence.  If  no 
scan-mask  is  specified,  then  all  entities,  of  the  specified 
type,  visible  to  the  user  are  listed.  Restriction  criteria  may 
be  used  to  further  qualify  selection,  and  output  may  be  routed 
to  a  specified  destination  (  presumably  a  local  printer  or  the 
user's  terminal.) 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


Comnon  Capabilities  for  LIST  and  SHOW 
Use  of  Wild  Cards 

For  both  commands,  the  optional  scan-masks  may  either  be 
entity  names,  or  character  strings  with  "wild  card" 
characters.  An  asterisk  (*)  indicates  any  sequence  of 
characters,  and  a  question-mark  (?)  indicates  any  single 
character. 

Restriction  Criteria 

The  optional  restriction-criteria  consist  of  boolean 
combinations  of  tests  of  entity  properties,  or  a  "related  to" 
criterion.  The  boolean  operators  AND,  OR,  and  NOT  are 
supported,  and  parentheses  control  the  nesting  of  criteria. 

SHOW-Transaction 


SHOW  {  QUERY  |  ELEMENT  |  FUNCTION  } 

[  scan-mask-1,  scan-mask-2,  ...  scan-mask-n  ] 

[  WHERE  restriction-criteria  j 
[  ROUTE  destination- id  ] 

[  SORT  sequence-arg-1  [  ...  sequence-arg-n  j  j 
[  DISPLAY  display-option-1  [  ...  display-option-n  J  ] 

SHOW  provides  detail  information  for  selected  entities.  Like 
LIST,  if  no  scan-mask  is  specified,  then  all  entities  of  the 
specified  type  visible  to  the  user  are  selected.  Restriction 
criteria  may  also  be  used  to  further  qualify  selection. 

Output  may  be  routed  to  a  specified  destination. 


Unlike  LIST,  which  displays  only  entity  names,  display  options 
are  available.  The  display  options  enable  the  user  to  show 
all  or  selected  properties,  relationships,  and,  in  the  case  of 
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a  QUERY/  the  syntax  and/or  resultant  form.  SHOW  also  lets  the 
user  of  query  control  the  sequencing  of  output  for  each  entity. 

Special  Options  for  SHOW  Only 
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The  sequence-arguments  are  ordered  pairs  in  parentheses.  The 
first  component  of  the  pair  is  either  NAME/  or  the  name  of  a 
property-type  for  the  particular  entity-type.  The  second 
component  is  an  ASCENDING/DESCENDING  indicator.  The  series  of 
sequence  arguments  identify  major  to  minor  sort  key.  If  no 
SORT  parameter  is  specified/  the  sequence  option  of 
NAME /ASCENDING) ”  is  assumed. 

Display  Options 

Minimal  display  options  are:  DISPLAY  ALL/  DISPLAY  PROPERTIES/ 
DISPLAY  RELATIONSHIPS,  DISPLAY  SYNTAX  (for  queries  only)  and 
DISPLAY  specific  property.  If  no  DISPLAY  parameter  is 
specified,  ALL  is  assumed. 

Standard  IRDS  Command  Transactions 

The  following  IRDS  maintenance  commands  are  supported: 

o  Add  entity 

o  Modify  entity 

o  Delete  entity 

o  Add  relationship 

o  Modify  relationship 

o  Delete  relationship 

o  Modify  access-name 

o  Modify  descriptive-name 

o  Copy  entity 
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o  General  Output  Command 

o  Output  Impact-of-Change 

In  both  these  cases,  the  options  for  using  entity-lists  are  not 
supported. 


3. 1.4. 2  Special  Data  Requirements 

Because  some  transactions  (save  query,  delete  query)  require  execut 
of  multiple  dictionary  update  commands,  it  is  necessary  that  the  IR 
internal  call  interface  be  able  to  "batch"  multiple  commands. 
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DATABASE  REQUIREMENTS 
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STORED-QUERY 

FUNCTION 

ELEMENT 


o  "Relationship- types" 

QUERY-USES-ELEMENT 

For  the  query  user,  an  ELEMENT  may  be  perceived  as  combination  of  the 
assigned-access-name  of  a  LOCAL-ELEMENT-NAME  entity  and  the  properties 
of  the  corresponding  CDR- ELEMENT.  The  query  user  is  not  aware  of . the 
name  of  the  CDR-ELEMENT/  and,  as  far  as  he  is  concerned,  "element-name 
REPRESENTED-AS  data-type-name"  is  a  property-group  rather  than  a 
relationship.  Also,  the  query  user  is  not  aware  of  any  version 
qualifiers  as  part  of  the  entity  names.  -This  Subsystem  automatically 
substitutes  the  user's  identifier  for  the  variation-name  in  the  access- 
name  for  STORED-QUERY  and  LOCAL-ELEMENT-NAMEs.  In  effect,  this 
partitions  the  STORED-QUERY  and  LOCAL-ELEMENT-NAME  entities  by  user. 
The  query  user  has  no  access  to  STORED-QUERY  and  LOCAL-ELEMENT-NAME 
entities  which  do  not  have  his  user  identifier  in  the  variation-name. 
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3. 1.5. 3  Other 


None. 


3.1.6 


NOTES 


'*.y> 


1.  The  user-interface  should  also  provide  a  Query-status  transaction. 
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SUBSYSTEM  2:  V AL I D AT E - TOK E N I Z ED-QUE R Y 


3.2.1 


OVERVIEW 


Subsystem  2,  the  VALIDATE-TOKENIZED-QUERY  Subsystem,  accepts  a  query  in 
the  IDN-standard  form  which  is  produced  by  the  user-interface  (the 
tokenized-query).  It  starts  the  process  of  building  a  Query  Control 
Block  (QCB)  and  transforming  the  query  into  canonical  form.  The  form  of 
the  query  which  is  output  by  this  Subsystem  is  called  the  intermediate 
query  form.  The  transformation  of  the  query  from  the  form  produced  by 
the  user  interface  into  canonical  form  is  accomplished  in  several  phases 
by  different  Subsystems. 

This  Subsystem  performs  that  syntactic  and  semantic  validation  which  can 
be  performed  at  a  Dl  Node.  This  validation  includes: 

o  Identification  of  duplicate  form-element  declarations. 

(See  Section  3. 2. 4.1) 

o  Identification  of  missing  form-element  declarations. 

(See  Section  3. 2. 4.1) 

o  Identification  of  incorrect  usage  of  names,  such  as 
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using  a  LOCAL-USER-NAME  as  a  function; 

using  a  function-name  as  a  form-element-name. 

Identification  of  data  type  conflicts  in  expressions  and 
function  arguments. 

Identification  of  formatting  errors. 
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I 


o  Identification  of  incorrect  usage  of  an  operator. 

This  Subsystem  also  interfaces  with  the  PROVIDE-LOCAL-DD-SUPPORT 
Subsystem  in  order  to  process  the  Check-query-transaction.  Validation 
is  the  same,  but  all  diagnostics  are  returned  to  the  PROVIDE-LOCAL-DD- 
SUPPORT  Subsystem. 


3.2.2 


INTERFACE  SPECIFICATIONS 


3. 2. 2.1  Intersubsystem  Data  Flow  Diagram 


Figure  3.2.1  shows  the  data  flows  between  thi3  and  other  Subsystems. 


3. 2. 2. 2  Subsystem  Events 


The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.2.2. 


3.2.3 


TECHNICAL  REQUIREMENTS 


3. 2. 3.1  Actions 

Upon  receipt  of  the  tokenized  query,  a  task  is  established  to  perform 
initial  semantic  validation.  The  task  generates  a  Query  Control  Block 
(QCB)  header  for  the  query. 

As  the  tokenized  query  is  validated,  it  is  transformed  into  intermediate 
form.  The  intermediate  form  of  the  query  includes  a  symbol  table.  Each 
label  in  the  tokenized-query  is  placed  in  the  symbol  table.  Duplicate 
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Subsystem  2:  V  AL I D  ATE-TOKEN  1  ZED -QUERY 


11  Tokenized-Query  User-Node 

12  Local  User  Name  Space  IRDS 

13  (LUNS)  QUERY-MONITORING-AND-CONTROL 

14  Destination-Data  PROVIDE-LOCAl-DO-SUPPORT 

Check -query -transact ion 

Out  Data  Item _ Destination _ 

01  Query-Diagnostic  User-node 

02  Admin-flessage  D 1  -node-administrator 

03  Intermediate-query  QUERY-MONITOR  I NG- AND -CONTROL 

04  Destination-Request  QUERY-MONITORING- A, ND-CONTROL 

05  Diagnostics  Messages  PROVIDE-LOCAL-DD-SUPPORT 

06  Intermediate-Query  PROVIDE-LOCAL-DD-SUPPORT 
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Subsystem  2:  VALID  ATE -TOKEN  I  ZED -QUERY 
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declarations  are  identified.  As  each  declaration,  clause,  or  expression 
is  scanned  for  labels,  each  label  is  replaced  by  a  reference  to  the 
corresponding  symbol  table  entry. 

Each  label  is  checked  against  the  D1  dictionary  to  determine  if  it  is: 

O  A  LOCAL-ELEMENT-NAME  for  a  CDR-ELEMENT; 

O  A  FUNCTION; 

o  A  computational  result;  or 

o  Invalid. 

Inconsistent  usages  and  data  typing  conflicts  are  identified,  and 
diagnostic  messages  are  generated. 

All  diagnostic  messages  are  placed  in  a  queue.  If  the  query  was  stored 
and  previously  run  successfully,  but  failed  this  level  of  validation,  an 
administrative  message  is  produced.  This  message  identifies  that  a 
change  in  the  dictionary  has  invalidated  this  stored  query. 

If  the  query  fails  this  level  of  validation,  all  diagnostic  messages  are 
output  to  appropriate  destinations  and  the  task  is  terminated. 

If  the  query  passes  this  level  of  validation,  the  intermediate  form  of 
the  query  and  all  messages  are  attached  to  the  QCB  header  to  form  an 
initial  QCB.  The  QCB  is  passed  to  the  QUERY-MONITORING-AND-CONTROL 
Subsystem,  which  will  pass  the  QCB  on  to  other  nodes  as  required,  and 
store  it  in  the  local  dictionary. 


3. 2. 3. 2  Intrasubsystem  Data  Flows 

Figure  3.2.3  shows  the  major  data  flows  which  occur  within  this 
Subsystem. 
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Subsystem  2:  VAL I  DATE -TOKEN  I  ZED -QUERY 
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3. 2. 3. 3  Tasking 

Each  input  tokenized-query  will  result  in  the  creation  of  a  single  task 
to  validate  it.  Separate- tasks  exist  for  node  input  and  output. 

3. 2. 3. 4  Exception  Conditions 


None. 


3. 2. 3. 5  Rationale  for  Critical  Decisions 

The  following  critical  decisions  were  reached  for  this  Subsystem: 

1.  Syntactic  validation  is  performed  at  the  user-node. 

There  are  three  reasons  .for  this: 

First,  the  output  of  syntactic  validation  is  the  tokenized-query, 
which  is  the  standard  format  for  different  user  interfaces  to 
communicate  to  the  IDN. 

Second,  the  tokenizing  process  refines  communications  costs,  as  the 
tokenized-query  will  be  more  condensed  than  a  "raw"  query  passed  to 
the  IDN  in  a  source  format. 

Third,  this  approach  is  more  appropriate  for  a  "spreadsheet-like” 
user-interface.  From  the  user's  perspective,  this  type  of 
interface  is  preferable  to  a  "compiled"  language,  in  that  it 
provides  for  immediate  correction  of  common  errors.  In  such  an 
interface,  the  user  will  interactively  build  the  query.  In  this 
case  syntactic  errors  can  be  easily  identified  while  the  user  is 
building  the  query.  Locating  this  validation  at  the  user-node  will 
also  reduce  transmission  costs  and  processing  overhead  between  the 
user-node  and  the  IDN. 
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Complete  semantic  validation  is  not  performed  by  this  Subsystem. 

Complete  semantic  validation  would  require  that  a  full 
representation  of  each  Coherent  Database  Representation  (CDR) 
be  present  at  each  D1  node.  This  is  not  desirable  for  several 
reasons : 

First/  it  would  require  replication  of  all  CDRs  at  many  more  nodes 
than  are  required  by  the  current  proposal.  As  any  given  CDR 
changes/  the  changes  would  have  to  be  propagated  across  many  more 
nodes. 

Second,  the  metadata  resident  in  the  D1  dictionary  is  restricted  to 
that  which  supports  the  user  in  using  existing  queries  and  defining 
new  queries.  The  retention  of  additional  metadata  at  a  D1  node 
could  compromise  the  "security  perimeter"  which  the  D1  nodes 
currently  provide. 

No  user-verification  is  performed  here. 

A  user's  entry  to  the  IDN  is  checked  at  the  user-node.  Security 
markings  for  the  user  are  passed  along  in  a  standard  header.  The 
IDN  may  append  to  this  header,  but  may  not  change  any  values  in  it. 

This  simplifies  the  approach  to  security,  and  provides  additional 
protection  against  a  D1  node  administrator  bypassing  protections. 
The  only  security-related  processing  here  is  the  binding  of  the 
Local  User  Name  Space  (LUNS)  to  the  query. 

Queries  are  defined  in  terms  of  "cells".  (Note:  The  reader  should 
review  Section  3. 2. 4.1  in  order  to  gain  an  understanding  of  the 
terminology  used  in  the  following  paragraphs). 

The  cell  is  a  natural  concept  for  a  form,  especially  if  a 
spreadsheet-like  user  interface  is  desired.  Defining  a  form 
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in  terms  of  nested  cells  also  allows  the  display  of  data  either 
horizontally  or  vertically/  on  a  case  by  case  basis.  Presumably/ 
data  may  be  displayed  horizontally  in  one  cell/  and  vertically  in 
another  cell.  Cells  also  provide  a  means  for  handling  content- 
driven  presentation  variations. 

5.  Function  arguments  must  be  other  form-elements /  and  those  form 

elements  must  all  be  in  either  the  same  cell  as  the  function  or  in 
a  directly  subordinate  cell.  If  the  function  is  specified  in  a 
cell  which  has  no  subordinates/  there  is  an  exception  to  this  rule. 
In  this  case/  all  a  function's  arguments  may  also  consist  of  LOCAL- 
ELEMENT-NAMES. 

The  restriction  on  function  arguments  essentially  says  that  one  may 
do  computations  "horizontally"  or  "vertically".  This  is  consistent 
with  a  spreadsheet-like  interface.  It  also  provides  a  very 
explicit  mechanism  for  "rippling"  calculations/  which  is  natural 
for  a  form.  Consequently/  this  restriction  is  not  a 
significant  one  from  the  user's  perspective.  The  exception 
permits  the  language  to  display  summary-only  data  without  any 
supporting  detail.  This  is  a  common  feature  of  many  query 
languages/  and  as  such/  is  also  a  reasonable  feature  for  forms 
based  query. 

3. 2. 3. 6  Open  /  Deferred  Decisions 

1.  The  native  data  types  known  to  the  query  language  must  be 

specified.  Tentatively  the  data  types  used  by  SCL  have  been 
assumed.  It  is  possible  that  some  other  data  types  might  be 
desired  (such  as  DATE/  TIME)  and  others  (such  as  FLOAT)  might  not 
be  desired.  The  architecture  does  not  require  that  the  same  set  of 
data  types  be  used  throughout  the  system.  It  is  conceivable  that 
some  data  types  are  used  only  by  the  local  DBMS/  and  that  a 
different  set  of  data  types  are  used  by  the  query  language  and  for 
data  exchange. 
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2.  The  basic  set  of  FUNCTIONS  to  be  supported  by  the  system  has  not 

been  identified.  Some  functions  which  might  be  supported  include: 


CURRENT-DATE 

CURRENT-TIME 

MOD  (i.e., 

REM  (i.e., 

MAX 

MIN 

COUNT 

SUM  (i.e., 

TOTAL  (i.e., 

AVERAGE 
MEAN 


integer  component  of  decimal  or  real) 
decimal  component  of  decimal  or  real) 


sum  of  distinct  data  elements) 
of  a  given  data  element) 


3. 2. 3-7  Critical  Algorithms 

(This  discussion  requires  an  understanding  of  the  tokenized-query,  which 
is  discussed  in  detail  in  Section  3. 2. 4.1). 

The  following  error  conditions  are  to  be  identified: 

o  Duplicate  form-elements  error.  A  selection  element  may  be 

displayed  only  once  within  all  form-lines  within  a  given  cell. 
Computation  elements  must  be  unique  within  a  form. 

o  Unknown  references  error.  All  labels  identified  in  a 

selection  criterion,  computation  expression,  or  function 
parameter  list  must  be  a  LOCAL-ELEMENT-NAME  known  to  the  user, 
a  FUNCTION  name,  or  the  name  of  a  form-element. 
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o  Inconsistent  usage  error. 

Functional  notation  (i.e.,  label,  left  parentheses,  zero 
to  n  labels,  right  parentheses)  may  be  used  only  if  the 
label  immediately  to  the  left  of  the  left  parentheses  is 
the  name  of  a  FUNCTION. 

LOCAL-ELEMENT-NAMEs  may  not  appear  to  the  left  of  the 
assignment-operator  in  a  computational  element. 

In  a  computational  expression,  the  label  to  the  left  of 
the  assignment  operator  must  not  be  the  name  of  a 
FUNCTION  or  a  LOCAL-ELEMENT-NAME  known  to  the  user. 

o  Function  argument  usage  error. 

Given  a  computational-element  E  within  a  cell  C,  let  F  denote 
a  FUNCTION  used  in  the  computational  expression  which  defines 
E.  Let  a(l),  ...,  a(n)  denote  the  arguments  in  the  parameter 
list  of  F. 

If  C  has  subordinate  cells,  then: 

Each  a(i)  is  a  form-element. 

-  For  each  i,  1  _<  i  _<  n,  a(i)  is  a  form-element  in  C,  or  in 
C' ,  where  C'  is  a  cell  which  is  directly  subordinate  to 
C. 


If  a(i)  is  a  form-element  in  C,  then  each  a(j),  j  ?  i, 
must  also  be  a  form-element  in  C. 

If  a(i)  is  a  form-element  in  C' ,  directly  subordinate  to 
C,  then  a(j),  j  ^  i,  must  also  be  in  C' . 
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If  C  has  no  subordinate  cells,  then: 

Each  a(i)  is  either  a  form-element  within  C  or  a  LOCAL- 
ELEMENT-NAME  which  is  not  specified  in  any  cell  C1 
superior  to  C. 

If  a(i)  is  a  form-element  in  C,  then  each  a(j),  j  i-  i, 
must  also  be  a  form-element  in  C. 

If  a(i)  is  not  a  form-element,  then  neither  is  a(j), 

j  t  i- 

o  Type  conflict  error. 

For  example,  using  arithmetic  operators  on  form-elements  whose 
types  are  not  numeric  is  invalid.  Exact  specification  of  type 
conflict  errors  can  only  be  done  once  the  basic  data-types 
used  by  the  query-language  is  identified.  See  Section 
3. 2. 3. 6,  point  3. 

o  Parameter  error. 


proper  number  of  parameters  must  be  specified  for  each 
function. 


The 


\*  *> 


‘  V  V  V  V_ 
\<<<< 
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3.2.4 


DATA  REQUIREMENTS 


3. 2. 4.1  Explanation  of  Major  Data  Flows 


V 

IP 


Tokenized-query 

This  is  the  standard  format  for  a  query  which  is  produced  by  the 
user  interface.  In  this  form,  all  symbols  are  tokenized; 
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extraneous  white  space  has  been  removed,  and  the  syntax  states  are 
known.  Thus  the  query  is  syntactically  correct  upon  entry  to  this 
Subsystem. 

It  is  necessary  to  understand  the  basic  concepts  of  query 
definition  and  organization  before  examining  its  data  structure  in 
detail.  Accordingly,  the  following  definitions  are  provided: 

A  query  consists  conceptually  of  a  form  definition  and  selection 
criteria. 

A  form  is  a  physical  layout  for  the  display  of  data.  A  form  may  be 
viewed  as  being  divided  into  areas  called  cells. 

A  cell  is  a  rectangular  area  within  a  form  in  which  a  logical 
grouping  of  data  is  displayed.  Cell  boundaries  are  defined  by  the 
coordinates  of  the  top-left  and  bottom-right  corners. 

Cells  may  be  nested.  Informally  this  means  that  the  boundaries  of 
one  cell  lie  entirely  within  the  area  of  another  cell.  The 
boundary  of  an  inner  cell  may  coincide  with  1,  2,  or  3  boundaries 
of  the  outer  cell.  (If  two  cells  have  4  boundaries  which  coincide, 
then  there  is  no  difference  between  them. )  No  cell  boundary  may 
cross  the  boundary  of  another  cell.  Cells  may  also  abut  (i.e., 
coincide  at  a  single  boundary  without  nesting.)  Thus  the  following 
diagram  show  a  valid  placement  of  cells: 

- ——————————— - — — —  —  — - — — — — - 
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Cells  then  are  ordered  hierarchically.  In  the  above  example,  the 
nesting  hierarchy  is  as  follows: 


A 


+• 


B 


C 


Note  that  in  this  case  cells  E  and  F  abut. 


W.. 

V.V 


V 


If  a  cell  X  is  nested  within  Y,  it  is  said  that  is  subordinate  to 
Y,  and  it  is  denoted  by  X  <  Y.  If  there  is  some  sequence  of  cells 
Z(l),  ...,  Z(n)  such  that  X  <  Z(l)  <  ...  <  Z(n)  <  Y,  it  is  said 
that  X  is  indirectly  nested  within  or  subordinate  to  Y.  when  there 
are  no  intermediate  cells  it  is  said  that  X  is  directly  subordinate 
to  or  nested  within  Y.  Conversely,  it  is  said  that  Y  is  (directly 
or  indirectly  )  superior  to  X. 


«» 


.  ^  . 
v 


.V.N  , 


Cells  contain  one  or  more  form-lines.  A  form-line  is  a  set  of  one 
or  more  form-elements,  which  are  labeled,  one-dimensional  character 
arrays  which  may  contain  alphabetic,  numeric,  or  alphanumeric  data. 

Cells  may  alternate.  (See  Rationale  statement:  Section  3. 2. 3.5.) 

If  cells  Cl  and  C2  alternate,  then  in  some  cases  cell  Cl  will  be 
displayed,  and  in  other  cases,  cell  C2  will  be  displayed.  Cells 
alternate  based  on  the  value  of  a  form-element  in  a  superior  cell. 
The  form-element  which  is  used  to  determine  which  cell  is  displayed 
is  called  the  discriminant.  Thus  alternating  cells  are  analogous 
to  variant  records  in  PASCAL  or  Ada. 
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Celia  have  an  orientation/  which  is  either  horizontal  or  vertical. 
In  a  horizontal  cell,  each  form  line  is  a  row.  in  a  vertical  cell/ 
each  form-line  is  a  column. 

A  cell  has  a  repetition  factor.  The  repetition  factor  identifies 
how  many  time  each  form  line  repeats  within  the  cell.  Thus  it  is 
not  possible  to  have  a  single  form-line/  and  a  repeating  form  line 
within  a  single  cell.  In  essence/  this  means  that  a  cell  contains 
a  single  kind  of  line-  which  may  wrap  horizontally  or.  vertically. 

Form-elements  may  be  classified  as  either  selection-elements  or 
computation— elements.  A  selection-element  is  identified  by  the 
local-user-name  of  a  data  element  in  the  IDN  database;  it  may  or 
may  not  have  any  explicit  selection  criteria  associated  with  it.  A 
computation-element  is  identified  by  a  label  which  is  local  to  the 
query/  and  has  the  form  label  =  expression.  The  expression  may 
involve  functions  and  other  form-elements. 

It  is  assumed  that  the  user-interface  enforces  the  constraints 
which  are  implicit  or  explicit  within  these  definitions.  (See 
Rationale  statement:  Section  3. 2. 3. 5.) 

Intermediate-query 

The  intermediate— query  is  the  form  of  the  query  prior  to  its 
decomposition  ir\to  canonical-subqueries.  Should  the  query  have  to 
be  restarted  "from  scratch",  the  intermediate-query  will  be  the 
basis  for  this  type  of  restart. 


3. 2. 4. 2  Special  Data  Requirements 


None. 
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3.2.5 


DATABASE  REQUIREMENTS 


3. 2. 5.1  Network  Metadata 


Each  D1  processor  must  know: 


Which  D2Q  Node  is  to  service  the  Query. 


which  other  D1  Node(s)  are  to  hold  the  QCB  for  restart. 


'» 

V  v  vv - 
vv  v  v\ 

V  v  v  v\ 


3 . 2 . 5 . 2  Data  Metadata 


See  Figure  3.2.4:  Dl  IRDS  View. 


3. 2. 5. 3  Other 


A*  V,"  . 

-  »• 

••• 

ss;.\  - 


None. 


3.2.6 


NOTES 


The  QUERY-MONITORING-AND-CONTROL  Subsystem  has  components  at  Dl/ 
D2Q/  and  Dl*  nodes.  The  Dl  component  of  the  QUERY-MONITORING-AND- 
CONTROL  Subsystem  performs  the  following  functions  in  conjunction 
with  this  Subsystem: 

o  For  any  query/  it  identifies  the  D2Q  to  perform  the  remaining 
validation  and  translation  into  canonical  subqueries.  Unless 
a  node  failure  occurs/  this  becomes  the  controlling  D2Q z  noted 
as  the  D2Q/C. 
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It  forwards  the  intermediate-query  to  the  D2Q. 
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If,  in  the  unlikely  event  that  the  targeted  D2Q  is  unable  to 
accept  the  intermediate-query  the  QUERY-MONITORING-AND-CONTROL 
Subsystem  (QMC)  sends  the  intermediate-query  to  an  alternate  D2Q. 
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3.3  SUBSYSTEM  3:  VALIDATE- INTERMEDIATE-QUERY 


3.3.1  OVERVIEW 

Subsystem  3/  the  VALIDATE-INTERMEDIATE-QUERY  Subsystem,  accepts  a 
intermediate-query  which  has  been  generated  by  the  VALIDATE-TOKENIZED- 
QUERY  Subsystem,  and  performs  additional  validation.  The  additional 
semantic  validation  includes: 

o  Conformance  to  value  constraints. 

Value  constraints  consist  of  both  range  and  value-list 
criteria. 

o  Conformance  to  location  constraints. 

A  location  constraint  is  a  requirement  that  one  or  more  CDR- 
ELEMENTs  must  reside  at  a  particular  node.  It  is  specified  by 
a  virtual-key  expression  in  selection  criteria. 

o  Conformance  to  data-grouping  constraints. 

A  data  grouping  constraint  is  a  requirement  that  two  or  more 
CDR-ELEMENTs  must  exist  in  the  same  CDR  or  CDR-RECORD-TYPE . 

In  the  process  of  performing  this  semantic  validation,  the  QCB 
components  built  by  this  Subsystem  include: 


o 


An  incomplete  Subquery  Control  Block  (SQCB)  for  the  final 
assembly  of  the  query  output. 
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o  Partially  completed  Input  File  Descriptions  for  each  CDR  to 
be  accessed  in  the  query. 

o  A  Relation  Description  for  each  Input  File  Description. 

3.3.2  INTERFACE  SPECIFICATIONS 

3. 3. 2.1  Intersubsystem  Data  Flow  Diagram 

Figure  3.3.1  shows  the  data  flows  between  this  and  other  Subsystems. 

3 . 3 . 2 . 2  Subsystem  Events 

Figure  3.3.2  shows  the  major  events  which  occur  in  this  Subsystem. 

3.3.3  TECHNICAL  REQUIREMENTS 

3. 3. 3.1  Action? 

Validation  of  the  intermediate  query  proceeds  according  to  the  rules 
identified  in  Section  3. 3.3. 7.  Any  exception  conditions  are  noted  and 
corresponding  diagnostic  messages  are  placed  in  the  Query  Control  Block 
(QCB) . 

3. 3. 3. 2  Intrasubsystem  Data  Flows 

Figure  3.3.3  shows  the  major  data  flows  which  exist  within  this 
Subsystem. 
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SUBSYSTEM  3:  VALID  ATE- INTER  MED  I  ATE- QUERY 
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Subsystem  3:  VALID  AT  E-INTER  MEDIATE-QUERY 
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_  Subsystem  3  completes  processing 


Figure  3.3.2 
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3. 3. 3. 3  Tasking 

One  task  is  created  for  each  intermediate  query  which  is  processed. 

3. 3. 3. 4  Exception  Conditions 
None. 

3. 3. 3. 5  Rationale  for  Critical  Decisions 

1.  Data  value  and  location  criteria  are  checked  at  the  D2Q  rather  than 
the  D1  processor. 

The  metadata  which  describes  where  CDR-ELEMENTs  reside/  and  any 
partitioning  of  their  values  according  to  Delegated  Production 
Policy  (DPP)  is  stored  at  D2Q  nodes  rather  than  at  D1  nodes. 
Therefore,  this  validation  must  be  done  at  the  D2Q. 

Placing  this  metadata  at  D2Q  nodes  prevents  a  user  from  determining 
the  residence  of  any  data  item,  since  the  user  has  no  facilities  to 
access  a  dictionary  at  a  D2Q,  except  for  executing  a  query.  This 
architecture  thus  provides  an  effective  security  perimeter  which 
prevents  users  from  deliberately  or  inadvertently  obtaining 
knowledge  about  the  residence  of  data  elements. 

2.  The  QCB  for  the  query  is  shipped  to  each  shadow  D2Q  (D2Q/S)  after 
paasing  all  validation  (Subsystems  3  through  5). 

The  D2Q  Node  which  controls  the  processing  of  the  query  is  called 
the  "controlling  D2Q"  and  is  denoted  by  D2Q/C.  Subsystems  3 
through  6  all  execute  at  the  D2Q/C.  Shadow  D2Qs  are  those  which 
are  assigned  to  act  as  a  backup  for  a  given  D2Q. 
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If  the  QCB  were  shipped  to  each  D2Q/s  prior  to  completing 
validation,  then  either  the  query  would  have  to  be  validated  at 
each  D2Q;  or  the  QCB's  at  each  D2Q/S  would  have  to  be  replaced  or 
purged  after  the  completing  Subsystems  requires  that  the  query  be 
resubmitted.  This  is  acceptable  because  the  cost  of  resubmission 
is  for  less  than  the  overhead  incurred  in  trying  to  provide  restart 
prior  to  completing  Subsystem. 
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3. 3. 3. 6  Open  /  Deferred  Decisions 

1.  The  interfacing  of  Subsystems  3  through  5  will  be  optimized  in 
detail  design. 

The  present  specification  assumes  for  simplicity  that  each  of  these 
Subsystems  is  executed  sequentially  under  the  control  of  the  D2Q 
component  of  the  QUERY-MONITORING-AND-CONTROL  Subsystem.  This  may 
change  in  detail  design.  For  example,  it  may  be  more  desirable  to 
have  a  single  task  devoted  to  a  query  which  combines  Subsystems  3 
through  5. 


2.  "Compiled"  Meta  data  at  che  D2Q. 


<r,V 


<4  / 


In  Section  3. 3.4. 2  reference  is  made  to  functional-dependency  .  , 

matrices  as  at  least  part  of  the  output  of  "compiling"  CDRs.  No  -  /. 

decision  has  been  made  as  to  whether  or  not  the  matrices  should  be 
the  only  information  compiled  at  the  D2Q. 


3.  Versioning  requirements. 

The  requirements  for  "versioning”  CDRs  or  configurations  of  CDRs 
must  be  clarified.  A  basic  assumption  regarding  the  key  values  of 
target  databases  in  the  IDN  which  has  been  made  in  order  to  greatly 
simplify  the  processes  of  Query  Decomposition  and  Network  Data 
Request  Language  generation  and  execution  is: 


* 


H 
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If  A  is  key  in  any  database;  i.e.;  is  used  for  unique 
identification  within  that  database/  then  A  may  be  used  as  a 
key  in  any  database  in  which  it  appears. 

This  assumption  is  valid  as  long  as  a  data  element  type  which 
occurs  in  multiple  databases  can  be  used  as  a  primary  key  in  one 
database  and  can  serve  as  a  "foreign  key"  in  the  other  records  in 
which  it  appears.  If  the  data  element  type  does  not  uniquely 
define  a  record  in  some  database/  the  Coherent  Database  Representa¬ 
tion  for  the  database  may  indicate  that  another  element  value 
appearing  in  the  query  may  be  used  as  a  unique  key  or  to  construct 
a  unique  concatenated  key.  Otherwise/  a  non-unique  key  may  have  to 
be  used.  This  may  result  in  the  production  of  multiple  output 
records  in  response  to  the  query. 

In  order  to  ensure  the  unique  identification  of  the  source  of  the 
records  generated  in  response  to  a  subquery/  "virtual  keys"  will  be 
associated  with  every  database  key  defined  in  the  CDRs.  This 
concept  can  be  exemplified  by  considering  how  telephone  directories 
are  referenced.  Each  directory  contains  a  list  of  unique  telephone 
numbers  for  the  given  area.  These  numbers  are  only  unique/  how¬ 
ever/  because  of  an  implied  area  code  (i.e./  "virtual  key”). 

Likewise/  each  file/  table/  and  record  set  in  each  database  will 
have  an  associated  "virtual  key"  which  will  be  concatenated  with 
the  record(s)  extracted  in  response  to  a  subquery.  With  this 
unique  internal  identification/  the  IDN  query  processing  system 
will  be  able  to  correctly  control  the  merging  of  sub-responses  into 
a  single/  uniform/  composite  response.  The  introduction  of 
"virtual  keys"  is  necessitated  by  the  decentralized/  rather  than 
distributed/  nature  of  the  databases  in  the  IDN.  They  permit  • 
discrimination  between  responses  from  different  databases  and 
permit  the  semantics  of  these  responses  to  be  reconstructed  for 
user  output  composition. 
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Accordingly,  given  this  assumption  on  database  keys,  changing  the 
keys  in  one  CDR  may  require  changing  keys  in  other  CDRs. 


3. 3. 3. 7  Critical  Algorithms 

In  order  to  express  the  rules  clearly  and  succinctly,  the  following 
notation  will  be  used: 

Let  Q  denote  the  query.  Let  C(i)  denote  cells  in  Q.  If  C(i)  is 
subordinate  to  C(j),  denote  this  by  C(i)  <  C(j). 

Let  R  be  a  relation  composed  of  selection-elements.  Let  K  ->  R 
denote  that  K  is  a  key  for  a  relation  R.  This  is  equivalent  to 
saying  that  for  each  element  r  of  R,  there  exist  "key  elements" 
k(l),  ...,  k(n)  such  that  each  k(i)  is  in  R  and  K,  and  that  r  is 
functionally  dependent  on  k(l)  through  k(n). 

Validation  criteria  for  grouping  can  now  be  specified:  (See  Section 
3.3.6:  Notes  1  and  3.) 

1.  Let  C(  1 ),  ...,  C(n)  be  a  nesting  of  cells  such  that  C(n)  < 

C(n-l)  <  ...  <  C( i  +  1 )  <  C(i)  <  ...  <  C ( 2 )  <  C(l).  For  each  C(i) 
let  R(i)  be  the  relation  composed  of  selection-elements  within  each 
C(i).  Let  R  be  the  relation  R(l)  x  R(2)  x  ...  x  R(i)  x  ...  x  R(n). 
Then  there  exists  a  relation  K  within  R  such  that  K  ->  R. 

2.  For  every  C(i)  a  cell  in  Q,  let  s(i,j)  denote  the  selection- 
elements  of  C(i).  Let  D( 1 ) ,  ...,  D(m)  denote  CDRs  in  which  s(i,j) 
participate.  Then  for  each  D(x),  there  exists  a  relation  K'(x),  which 
functionally  determines  s(i,j),  and  each  k  in  K'(x)  is  in  D(x)  and 

is  a  selection-element  in  C(i)  or  some  cell  superior  to  C(i). 

3.  Let  C(i),  s(i,j),  D(l),  ...,  D(m),  K'(x)  be  as  in  rule  2  above.  Then 
each  k  in  K'(x)  is  in  each  D(y),  y  #  x,  and  K'(x)  functionally 
determines  s(i,j)  in  D(y).  (See  notes  2  and  3). 
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3.3.4  DATA  REQUIREMENTS 


3. 3. 4.1  Explanation  of  Major  Data  Flows 

Query-control-block  (QCB) 

The  QCB  goes  through  several  states  during  the  execution  of  this 
and  later  Subsystems.  The  form  of  the  complete  QCB  is  defined  with 
the  data-flow  definitions.  Figure  3.3.4  shows  the  major  sections 
of  the  QCB,  and  how  they  relate  to  each  other.. 

The  QCB  is  the  aggregate  of  all  the  components  identified  below. 

The  intermediate-query  is  stored  as  part  of  the  QCB  to  facilitate 
restart  if  required.  Administrative  and  Diagnostic  Messages  are 
stored  with  the  QCB  in  a  Message  Queue.  This  acts  as  a  message 
queue.  This  facilitates  performing  more  complete  validation,  and 
provides  a  history  of  the  query's  decomposition  and  execution. 

The  Subquery  Control  Block  (SQCB)  is  the  aggregation  of  the 
Subquery  Control  Block  Header,  and  all  related  Input  File 
Descriptions,  Output  File  Descriptions,  and  Relation  Descriptions. 
The  Execution  Graph  is  the  collection  of  all  Subquery  Control 
Blocks. 

There  is  a  partial  ordering  of  SQCBs  in  the  Execution  Graph  by 
Input  File  Descriptions.  In  this  partial  ordering,  a  given  SQCB 
(A)  is  "after"  any  other  SQCB  (B)  whose  Output  File  Description  is 
associated  with  an  Input  File  Description  of  A.  In  this  context,  a 
"file"  is  a  subquery's  access-path  to  data.  With  the  exception  of 
the  final  assembly's  output  file,  each  file  has  only  one 
corresponding  Relation  Description. 
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The  QCB  goes  through  various  stages  of  completion  as  the  query  is 
validated  and  executed.  The  major  stages  of  QCB  completion  are  as 
follows: 

The  initial  QCB 

The  initial  QCB  consists  only  of  the  QCB  header  and  the 
intermediate  query. 

The  QCB  resulting  from  Subsystems  3  through  5. 

When  the  structure  of  the  query  is  validated  against  the 
structure  of  the  various  CDRs  corresponding  to  IDN  databases, 
a  relation  description  is  constructed  for  each  query  cell.  As 
the  query  is  decomposed  into  canonical  subqueries,  a  Subquery 
Control  Block  Header  is  created.  Input  and  output  Relation 
Descriptions  are  connected  to  the  corresponding  canonical 
subquery  instructions.  When  a  CDR  resides  at  multiple  nodes, 
multiple  Subquery  Control  Block  Headers  are  built,  and  each 
one  references  the  same  set  of  relation  descriptions  and 
subquery  instructions.  Different  subqueries,  however,  will 
have  different  Input  and  Output  File  Descriptions.  Each 
subquery  may  have  multiple  Input  File  Descriptions  but  will 
have  only  one  Output  File  Description.  Normally,  File 
Descriptions  will  correspond  to  only  one  Relation  Description. 
The  single  exception  to  this  is  the  output  file  for  final 
assembly,  which  will  have  one  Relation  Description  per  cell. 

The  completed  QCB  will  be  in  either  a  valid  or  error  state. 

If  it  is  in  a  valid  state,  then  it  will  contain  a  completed 
execution  graph.  This  QCB  is  stored  at  the  primary  D2Q  Node 
and  all  its  respective  shadow  D2Q  Nodes. 

If  it  is  in  an  error  state,  then  all  error  messages  and  all 
the  SQCBs  which  were  produced  will  be  stored  in  the  QCB  until 
errors  prevented  completion  of  the  execution  graph.  This  QCB 
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is  retained  only  at  the  primary  D2Q  Node/  and  only  until  all 
error  messages  have  been  accepted  by  the  user  node  which 
initiated  the  query. 

The  QCB  throughout  Subsystems  7  through  14. 

As  subqueries  execute/  status  information  on  each  subquery  is 
maintained  in  each  completed  QCB  at  each  D2Q  Node  which 
contains  the  QCB  for  the  query.  This  information  includes  the 
identity  of  the  Dl*  assigned  to  process  the  subquery/  whether 
the  subquery  is  executing/  waiting/  or  has  completed 
execution.  Upon  completion/  the  name  and  amount  of  data  of 
each  output  file  is  stored  in  the  Output  File  Description. 

When  a  file  is  input  to  another  subquery/  the  corresponding 
Input  File  Description  is  updated  with  the  name  of  the 
physical  file  at  the  receiving  node/  (i.e./  where  the  next 
subquery  is  to  execute.)  Note  that  since  several  subqueries 
may  execute  at  the  same  node/  the  receiving  node  may  be  the 
same  as  the  sending  node. 


3. 3. 4. 2  Special  Data  Requirements 
Functional  Dependency  Matrices 

Checking  data  grouping  constraints  could  be  very  time  consuming  if 
validation  involved  reading  relationships  involving  CDRs,  CDR- 
RECORD-TYPEs /  CDR-KEYs/  and  CDR-ELEMENTs .  Accordingly/  it  is 
desirable  to  "compile"  functional  dependencies  into  a  more  compact 
form.  This  compiled  form  could  become  memory-resident  for  fast 
processing  of  the  data  grouping  constraints. 

Given  n  CDR-ELEMENTs  and  CDR-KEYs/  and  m  CDRs/  then  m/  bit-mapped 
n  by  n  matrices  can  represent  functional  dependencies  within  the 
CDRs.  Using  the  same  size  of  matrix  for  each  CDR  enables  each  CDR- 
ELEMENT  to  be  identified  by  the  same  position  in  each  CDR. 
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3.3.5  DATABASE  REQUIREMENTS 

3. 3. 5.1  Network  Metadata 

None. 

3. 3. 5. 2  Data  Metadata 

The  diagram  on  the  D2Q  IRDS  View,  shown  in  Figure  3.3.5,  provides  an 
overview  of  the  contents  of  the  D2Q  dictionary. 

Usage  of  Entity  and  Relationship-types  by  Type  of  Validation 

The  following  entity-types  are  used  by  this  Subsystem  for 
validating  the  query's  conformance  to  data  grouping  constraints 

CDR 

CDR— RECORD— TYPE 

CDR-KEY 

CDR-ELEMENT 


The  following  relationship-types  are  used  by  this  Subsystem  for 
validating  the  query's  conformance  to  data  grouping  constraints 


CDR-SET-OF-CDR-RECORD-TYPE 

CDR-RECORD-TYPE-HAS-CDR-KEY 

CDR-KEY-SET-OF-CDR-ELEMENT 

CDR-RECORD-TYPE-SET-OF-CDR-ELEMENT 

(These  entities  and  relationships  would  be  used  to  construct 
functional  dependency  matrices  -  see  Section  3. 3. 4. 2.) 
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Value  constraint  validation  requires  the  following  types  of 
entities  and  relationships: 

CDR-ELEMENT 

VALUE-SET 

CDR-ELEMENT-HAS-VALUE-SET 


Validating  a  query's  conformance  to  location  constraints  uses  the 
following  relationship-types  in  addition  to  all  those  previously 
mentioned: 

VALUE-SET- IN-CDR 

CDR— ELEMENT- IDENTIFIES-CDR  (See  Virtual  Key  Elements) 


VALUE-SET  Entity- type 

Since  value-lists  and  ranges  of  values  are  part  of  the  D2Q 
dictionary,  but  not  the  D1  dictionary,  it  is  necessary  to 
"decouple"  this  meta-data  from  the  CDR-ELEMENT.  Accordingly,  the 
VALUE-SET  entity-type  has  been  created. 

Since  certain  values  for  a  CDR-ELEMENT  may  be  restricted  to 
different  CDRs,  a  relationship-type  relating  CDR  to  VALUE-SET 
is  required.  Since  different  CDRs  may  contain  different  sets  of 
values  for  a  given  CDR-ELEMENT,  a  given  CDR-ELEMENT  may  be  related 
to  multiple  VALUE-SET  entities.  Delegated  Production  Policy 
(DPP)  dictates  that  for  a  given  subrange  of  values,  a  user 
query  will  access  a  given  CDR.  This  implies  that  disjoint 
subranges  should  be  defined  by  distinct  VALUE-SET  entities, 
and  each  VALUE-SET  entity  should  be  connected  to  at  most  one 
CDR  (excluding  the  possibility  of  multiple  versions). 
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Virtual  Key  Eleaents 

It  is  possible  that  different  users  could  have  knowledge  of 
different  virtual  keys.  This  could  be  handled  by: 

o  A  separate  VIRTUAL-KEY  entity-type. 

o  Using  a  special  set  of  CDR-ELEMENTs  to  define  virtual-keys. 

In  either  case,  each  user's  LUNS  would  contain  a  LOCAL-ELEMENT-NAME 
which  would  be  related  to  the  entity  which  defines  the  set  of 
virtual-keys  needed.  This  entity  would  then  have  to  be  related  to 
each  such  CDR,  (which  is  where  the  virtual-key  value  is  uniquely 
defined) . 

In  analyzing  the  two  alternatives/  the  second  is  preferable 

as  it  does  not  impact  the  D1  dictionary  and  Subsystem  2.  Thus  the 

following  relationship-type  is  added  to  the  schema: 

CDR— ELEMENT- IDENTIFIES— CDR. 


3. 3. 5. 3  Other 


3.3.6 


NOTES 


For  clarification/  the  data  grouping  validation  criteria  may  be 
rephrased  as  follows: 

The  first  validation  criterion  basically  says  that  whenever  a  cell 
is  nested  within  another/  a  one-to-many  relationship  exists  between 
the  superior  cell's  contents  and  the  subordinate  cell's  contents. 
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The  second  validation  criterion  says  that  for  any  given  selection- 
element,  a  key  can  be  constructed  from  other  selection-elements  in 
the  same  or  superior  cells  will  enable  access  to  the  given 
selection-element  in  each  CDR  in  which  it  appears. 

The  third  validation  criterion  is  even  stronger  than  the  second. 

It  says  that  if  an  element  is  in  two  or  more  CDRs,  it  can  be 
identified  by  the  same  keys  in  each  CDR.  This  is  a  reformulation 
of  the  assumptions  regarding  database  keys  identified  earlier  in 
this  Chapter.  It  is  possible  that  the  first  and  second  criteria 
are  alone  sufficient  to  provide  reasonable  query  responses.  Even 
if  this  is  the  case,  however,  a  ''compiled"  form  of  the  CDRs  might 
be  desirable. 

Note  that  these  criteria  do  not  imply  that  all  non-key  selection- 
elements  within  a  given  cell  reside  in  the  3ame  CDRs. 

2.  The  assumption  about  database  keys  (see  Note  2  above  and  the  third 
data  grouping  validation  criterion)  may  be  better  validated  as  part 
of  "compiling"  the  CDRs  into  the  functional  dependency  matrices 
identified  in  the  Special  Data  Requirements  section  of  this 
chapter.  This  would  suggests  that  only  one  functional  dependency 
matrix  be  compiled  for  all  CDRs  at  the  D2Q. 

3.  The  criteria  regarding  selection-elements  in  computation- 
expressions  and  FUNCTION  parameters  specified  in  Subsystem  2  arc 
sufficient  to  allow  restricting  data  grouping  validation  criteria 
only  to  selection  elements. 
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3-4  SUBSYSTEM  4:  D E T E RM I N E - D A T A - A C C E S S I B I L I T Y 


3.4.1 


OVERVIEW 


Subsystem  4,  the  DETERM INE-DATA-ACCESS I BILITY  Subsystem,  determines 
which  data  nodes  are  to  be  accessed.  In  the  process  of  determining 
this,  five  tables  are  added  to  the  QCB.  These  tables  are  used  in 
Subsystem  5,  the  DECOMPOSE-QUERY-INTO-CANONICAL  SUBQUERIES  Subsystem. 


3.4.2 


INTERFACE  SPECIFICATIONS 


3. 4. 2.1  Intersubsystem  Data  Flow  Diagram 


Figure  3.4.1  shows  the  data  flows  which  exist  between  this  and  other 
Subsystems. 


3. 4. 2. 2  Subsystem  Events 


Figure  3.4.2  shows  the  major  events  which  occur  within  this  Subsystem. 


3.4.3 


TECHNICAL  REQUIREMENTS 


3. 4. 3.1  Actions 


The  processing  of  this  Subsystem  proceeds  in  four  phases: 
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Subsystem  4:  DETERI1INE-DATA-ACCESSIB ILITY 


.  J~~  •r. 


Normal 

Event  Description 

N  1 

Lists  built 

N2 

Extraneous  list  elements  purged 

N3 

Selection  criteria  scanned  for  references  to  inaccessible 

values 

N4 

ION  nodes  assigned  to  eocb  CDR  used  in  query 

Error  Event  Description 

El  Error  detected.  LUNs  and  NANs  not  in  sync 

E2  Security  violation:  References  made  to  Inaccessible  Values 

E3  All  messages  output  to  appropriate  destination 

E4  QCB  purged  locally 


Terminal 

Event  Description 

T  1 

Query  terminates 

Figure  3.4.2 


Page  163 


/’•.  •/*]  \ 


•  a 


'ssing  the  dictionary  to  build  lists  in  the  QCB.  The  lists 
tify  all  CDR-ELEMENTS,  CDR-RECORD-TYPES,  and  CDR's  which 
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4.  The  RC-LIST/  which  has  one  entry  for  each  CDR  to  CDR-RECORD- 
TYPE  relationship  accessed. 

5.  The  C-LIST/  which  has  one  entry  for  each  CDR  accessed. 

The  E-LIST  and  R-LIST  also  contain  usage  counts  which  identify 
respectively  how  many  CDR-RECORD-TYPEs  contain  each  CDR-ELEMENT,  and  how 
many  CDRs  contain  each  CDR-RECORD-TYPE. 

Phase  II 

In  the  second  phase  of  this  Subsystem/  each  the  query's  security- 
markings  is  checked  against  those  of  each  CDR  in  the  C-LIST.  If  the 
query's  security  markings  do  not  authorize  access  to  the  CDR,  then: 

o  The  CDR  is  removed  from  the  C-LIST. 

o  For  each  removed  CDR,  the  corresponding  RC-LIST  entries  are 

also  removed.  For  each  removed  RC-LIST  entry,  the  counter  in 
the  corresponding  R-LIST  entry  is  decremented. 

o  Within  the  R-LIST,  any  entry  with  a  zero  usage  counter  is 
removed. 

o  Then  within  the  ER-LIST,  any  entry  which  references  a  CDR- 
RECORD-TYPE  which  is  no  longer  represented  in  the  R-LIST  is 
removed.  For  each  ER-LIST  entry  removed,  the  usage  counter  in 
the  corresponding  E-LIST  entry  is  decremented. 

If  any  entry  in  the  E-LIST  has  a  zero  usage  counter,  the  integrity  of 
the  Local  User  Name  Space  (LUNS)  has  been  lost.  (See  Exception 
Condition  1  in  Section  3. 4. 3. 4)  In  this  event,  appropriate  messages  are 
produced  and  stored  in  the  QCB  for  all  such  CDR-ELEMENTS  so  identified 
in  the  E-LIST,  and  query  processing  terminates. 
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Phase  III 

Phase  III  is  entered  only  if  all  entries  in  the  E-LIST  have  non-zero 
usage  counts.  In  this  Phase,  selection  criteria  are  scanned  for  references 
to  inaccessible  values  or  ranges  of  values.  For  each  selection-element 
which  specifies  particular  values,  the  specified  values  are  matched 
against  the  corresponding  VALUE-SET  entities.  For  each  VALUE-SET  entity 
which  covers  a  directly  referenced  value,  the  corresponding  CDR  is 
obtained  (if  any).  If  any  such  CDR  is  not  specified  within  the  C-LIST, 
a  security  violation  exists.  In  this  case,  a  message  indicating  that 
the  requested  data  is  not  currently  available  is  provided  for  the  user. 
Other  messages  which  indicate  security  violation  are  produced  for 
security  administrators.  All  messages  are  stored  in  the  QCB.  algorithm 
1  in  Section  3.4. 3. 7  describes  security  validation  processing  in  detail. 


Phase  IV 

After  completion  of  the  third  phase,  the  fourth  phase  associates  an  IDN- 
node  to  be  accessed  with  ea :h  CDR  remaining  in  the  C-List. 


3. 4. 3. 2  Intrasubsystem  Data  Flows 

Figure  3.4.3  shows  the  ma-jor  processing  components  of  this  Subsystem 
and  the  data  flows  between  those  components. 


3. 4. 3. 3  Tasking 


A  single  task  exists  for  each  query. 
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SUBSYSTEM  4:  Determine  Data  Accessibility 
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Figure  3.4.3 
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3. 4. 3. 4  Exception  Conditions 

1.  If  any  entry  in  the  E-LIST  has  a  zero  usage  counter,  the  user's 

Local  User  Name  Space  (LUNS)  contains  a  LOCAL-ELEMENT-NAME  which  is 
associated  with  a  CDR-ELEMENT  which  is  inaccessible  according  to 
security  constraints  on  the  target  database.  Thus  the  integrity 
of  the  LUNS  has  been  lost.  As  such,  some  major  corrective  action 
is  required.  This  corrective  action  would  probably  be  to  remove 
the  offending  LOCAL-ELEMENT-NAME (s)  from  the  Local  User  Name  Space. 
In  this  event,  appropriate  messages  are  produced  and  stored  in  the 
QCB  for  all  such  CDR-ELEMENTS  so  identified  in  the  E-LIST.  In 
addition  to  error  messages  for  the  user,  messages  are  generated  for 
.dmimstrators  with  responsibility  for  security,  D2Q  nodes,  and  the 
effected  D1  nodes. 

Since  the  above  situation  results  from  a  problem  in  administration, 
the  user  will  receive  a  message  indicating  that  the  desired 
information  is  currently  not  available. 


3. 4. 3. 5  Rationale  for  Critical  Decisions 

1.  The  reason  for  terminating  the  query  in  the  case  of  Exception 
Condition  1  is  that  there  has  been  some  error  in  the  content  of  the 
dictionaries  of  the  IDN.  The  severity  of  the  error 

demands  immediate  attention.  Repeated  failure  of  the  query  will 
motivate  the  user  to  contact  the  D1  node  administrator. 

2.  Algorithm  1,  identifying  security  violations,  is  motivated  by  the 
following  considerations: 

Suppose  a  CDR-ELEMENT  has  three  VALUE-SET  entities  which 
cover  the  ranges  (1,100),  (101,200),  (201,300).  In  this  case,  each 
VALUE-SET  entity  has  a  corresponding  CDR .  Now  suppose  the 
user's  security  markings  allow  access  to  the  first  and  third  CDR. 
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The  user  can  quite  innocently  select  data  based  on  the  range  (50, 
250). 

On  the  other  hand,  testing  equality  or  inequality  of  specific 
values,  or  a  subrange  of  values  which  is  associated  with  an 
inaccessible  CDR  indicates  that  the  user  either  knows  of  certain 
values  which  he  should  not  have  knowledge  of,  or  that  the  user  is 
probing  the  system. 

Algorithm  1  assumes  that  it  is  valid  for  a  user  to  request 
information  from  a  CDR  other  than  the  one  defined  by  DPP  by  using  a 
virtual-key-restriction-clause.  The  rationale  is  that  the  user 
might  be  interested  in  alternate  sources. 


3. 4. 3. 6  Open  /  Deferred  Decisions 

1.  Phases  I  and  II  can  proceed  in  either  breadth-first  or  depth- 
first  fashion.  In  the  breadth  first-approach,  phase  one  would 
fill  in  the  E-LIST  and  ER-LIST;  proceed  to  the  R-LIST 

and  RC-LIST ,  and  finish  with  the  C-LIST.  In  the  depth-first 
approach,  entries  would  be  constructed  in  each  table  for  each  CDR- 
ELEMENT.  The  decision  for  selecting  one  approach  over  another 
should  be  based  on  the  actual  implementation  of  the  various  lists 
and  the  physical  database  design  of  the  dictionary  itself. 

Depending  on  the  number  of  CDR s,  the  following  approach  may  be  more 
efficient.  First  scan  all  CDRs,  placing  only  those  which  match  the 
user's  security  markings  in  the  C-LIST,  then  expanding  the  CDRs  to 
fill  in  the  RC-LIST  and  R-LIST.  Then  fill  in  the  E-LIST  and  ER- 
LIST,  and  purge  unnecessary  entries  of  the  R-LIST. 

2.  The  choice  of  how  to  implement  the  various  lists  is  deferred  to 
detail  design.  While  linked-lists  are  a  possible  implementation, 
other  implementation  strategies  might  be  desirable.  The  approach 
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to  implementing  these  is  dependent  on  the  storage  medium  for  the 
QCB.  For  the  present,  the  lists  may  be  thought  of  as  simple 
tables. 


3.4. 3. 7  Critical  Algorithms 

1.  The  following  algorithm  is  used  to  check  selection  criteria  for 
security  violations: 

SELECTION— CRITERIA— SECURITY-CHECK  PROCEDURE : 

Select  a  selection-element  until  done. 

For  each  selection-element: 

Use  symbol-table  to  find  selection-clause. 

If  there  is  no  selection  clause: 

Proceed  to  next  symbol-table  reference  or 
next  selection-element. 


Else: 


If  there  is  a  virtual-key  restriction-clause: 

Determine  if  the  virtual-key  identifies 
a  CDR  in  the  C-LIST. 

If  the  corresponding  CDR  is  in  the  C-LIST: 


Proceed. 
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Else: 


Add  security— violation  messages  to  QCB. 


Do  VALUES-SECURITY-CHECK. 


End  procedure. 
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VALUES— SECURITY— CHECK  PROCEDURE : 


Parse  selection— clause. 

If  a  relational-expression  expresses  a  range: 

Find  all  VALUE-SET  entities  which  specify  values  or 
subranges  which  intersect  the  range. 

If  any  of  the  VALUE-SET  entities  are  associated 
with  an  inaccessible  CDR: 

If  the  boundary  values  of  the  range  are  associated 
with  accessible  CDRs, 
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if  the  range-criteria  is  "ANDed"  with  a  virtual-key 
restriction-clause : 

Proceed. 


Else: 


Add  security-violation  error  messages  to  the 
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If  a  relational-expression  tests  only  for  equality  or 
inequality  or  values  are  specified  in  set-membership  test 
and 

the  expression  is  not  "ANDed"  with  a  virtual-key  restriction 
clause 

and 

the  value  is  within  a  subrange  of  values  associated  with 
an  inaccessible  CDR: 

Add  security-violation  error  messages  to  the  QCB. 

End  procedure. 


3.4.4  DATA  REQUIREMENTS 


3. 4. 4.1  Explanation  of  Major  Data  Flows 


QCB 


This  has  been  defined  previously,  in  3.2  Subsystem  2,  VALIDATE- 
TOKENIZED-QUERY. 

E-LIST 

The  E-LIST  contains  an  identifier  for  the  CDR-ELEMENT,  and  a 
counter.  The  counter  identifies  the  number  of  CDR-RECORD-TYPES 
to  be  accessed  which  contain  the  CDR-ELEMENT. 

ER— LIST 


The  ER-LIST  is  a  cross-reference  list,  which  identifies  CDR-ELEMENT 
to  CDR-RECORD-TYPE  relationships.  It  associates  the  entries  in  the 
E-LIST  with  entries  in  the  R-LIST. 
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R— LIST 

The  R-LIST  is  a  table  which  identifies  each  CDR-RECORD-TYPE  which 
is  to  be  accessed  in  the  query.  The  R-LIST  contains  a  counter 
which  indicates  how  many  CDRs  contain  the  specified  CDR-RECORD- 
TYPE. 

RC— LIST 

The  RC-LIST  is  another  cross-reference  list.  It  associates  entries  in 
the  R-LIST  with  entries  in  the  C-LIST. 

C-LIST 

The  C-LIST  identifies  each  CDR  to  be  accessed  by  the  query.  In 
addition  to  the  CDR's  name,  it  also  contains  the  CDR's  security 
markings. 


3. 4. 4. 2  Special  Data  Requirements 


None. 


3.4.5  DATABASE  REQUIREMENTS 

3. 4. 5.1  Network  Metadata 

The  dynamic  network  view  is  used  to  determine  the  IDN  node  to  be 
assigned  to  the  CDR. 
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3. 4. 5. 2  Data  Metadata 

See  D2Q  IRDS  View  in  3.3  Subsystem  3:  The  VAL I DATE- INTERMEDIATE- 
QUERY. 

3. 4. 5. 3  Other 

None . 


3.4.6  NOTES 


There  is  a  need  to  prevent  the  situation  identified  in  Exception 
Condition  1  (Section  3.4.3.4)  from  occurring.  The  difficulty  lies 
in  the  fact  that  users'  security  markings  are  defined  in  the  D1 
dictionary,  and  the  security  markings  for  CDR  are  defined  in  the 
D2Q  dictionary.  When  a  D1  node  administrator  establishes  or 
maintains  a  local  user  name  space,  it  is  necessary  for  the 
administrator  to  know  which  CDR- ELEMENTS  may  be  assigned  to  the 
local  user  name  space.  The  approach  for  dealing  with  Exception 
Condition  1  will  be  addressed  in  the  IDNSF  (Integrated  Data  Network 
Support  Facility). 
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3.5  SUBSYSTEM  5:  D E COM PO S E-Q U E RY - I N TO - 


CANONICAL  —  SUBQUERIES 


3.5.1 


OVERVIEW 
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Subsystem  5,  the  DECOMPOSE-QUERY-INTO-CANONICAL-SUBQUERIES  Subsystem, 
uses  the  information  obtained  in  the  previous  Subsystem  (the  DETERMINE- 
DATA-ACCESSIBILITY  Subsystem)  to  decompose  the  query  into  one  or  more 
canonical-subqueries.  In  this  Subsystem: 

o  The  CDR— RECORD— TYPES  which  must  be  accessed  for  each  cell  are 
identified. 

o  Subquery  Instruction  Blocks  (SQIBs)  are  generated  for  each 
CDR-RECORD-TYPE  to  be  accessed.  Input  and  output  Relation 
Descriptions  are  also  generated. 

o  SQIBs  for  joining  initial  output  relations  are  generated. 
Instructions  for  computations  within  joined  relations  are 
generated.  Relation  Descriptions  for  output  relations  of  each 
of  these  subquery  instruction  blocks  are  generated. 

o  •  SQIBs  for  "vertical"  computations  from  level  cells  to  superior 
cells  are  generated. 

o  For  each  CDR  accessed  SQIBs  are  instantiated  into  canonical 
Subquery  Control  Blocks  (SQCBs). 
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o  Canonical  SQCBs  are  connected  to  form  the  Query  Execution 
Graph  (QEG).  The  QEG  is  a  partially  ordered  network/  with 
SQCBs  as  nodes,  and  the  directed  links  are  descriptors  of 
files  to  be  passed  between  subqueries. 


3.5.2  INTERFACE  SPECIFICATIONS 
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3. 5. 2.1  Intersubsystem  Data  Flow  Diagram 

Figure  3.5.1  shows  the  data  flows  which  exist  between  this  and  other 
Subsystems. 


3. 5. 2. 2  Subsystem  Events 

Figure  3.5.2  shows  the  major  events  which  occur  within  this  Subsystem. 


3.5.3  TECHNICAL  REQUIREMENTS 


3. 5. 3.1  Actions 

The  DECOMPOSE-QUERY- INTO— CANONICAL -SUBQUERIES  Subsystem  translates  the 
fully  validated  intermediate-query-body  in  the  QCB  into  canonical 
subqueries.  Each  canonical  subquery  is  stored  in  the  QCB,  and  consists 
of  the  following  components  of  the  QCB: 

o  A  5QCB  header  attached  to  a  SQIB; 

o  One  or  more  input  file  descriptions  and  an  output-file 
description  attached  to  the  SQCB-header; 
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Subsystem  5:  DECOMPOSE-QUERY-INTO-SUBQUERIES 
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Figure  3-5  1 
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Subsystem  5:  DECOttPOSE-QUERY-lNTO-SUBQUERIES 
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CDR-RECORD-TYPES  to  be  accessed  are  determined 

N2 

Canonical  Subquery  Instruction  Blocks  (SQIBs)  built 
for  each  CDR-RECORD-TYPE  to  be  accessed 

N3 

SQIBs  built  for  joining  CDR-RECORD-TYPES  built 

N4 

SQIBs  built/augmented  for  "verticle*  calculation 

N5 

SQIBs  instatiated  to  produce  SQCBs 

N6 

SQCB/SQIB  for  final  assembly  is  produced 

N7 

QEG  generated 

N8 

Transient  data  purged  from  QCB 
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o  And  a  Relation  Description  for  each  input  and  output  relation. 
Each  Relation  Description  is  attached  to  one  or  more  file- 
descriptions  and  one  or  more  SQIB. 

The  canonical  Subquery  Control  Block  (SQCB)  is  the  aggregate  of  SQCB 
header/  corresponding  SQIB/  file-descriptions/  and  relation- 
descriptions.  (See  Figure  3.5.3.) 

SQCBs  are  connected  to  form  the  Query  Execution  Graph  (QEG) .  The  QEG  is 
a  partially  ordered  network/  with  SQCBs  as  nodes/  and  the  directed 
links  are  descriptors  of  files  to  be  passed  between  subqueries. 

Figure  3.5.4  provides  a  functional  decomposition  of  this  Subsystem: 

The  decimal  notation  is  used  to  show  the  hierarchical  ordering  of 
subfunctions.  (In  this  notation  ".36"  indicates  a  the  sixth  second-tier 
subfunction  invoked  by  the  third  first-tier  subfunction.) 

As  can  be  seen  from  this  diagram/  decomposition  of  the  query  into 
subqueries  is  done  by  analyzing  the  cells  in  the  query  and  generating  a 
Query  Execution  Graph  (QEG). 

The  main  process  (0)  is  divided  into  three  phases.  In  the  first  phase/ 
(.1)  the  query  cells  are  traversed  hierarchically  where  subqueries  are 
generated.  In  the  second  phase  (.2)/  the  QEG  is  completed.  In  the 
third  phase  (.3)/  all  temporary  data  structures  are  purged  from  the  QCB. 
These  temporary  structures  were  produced  to  assist  in  generating 
subqueries.  Most  of  these  structures  are  generated  by  this  Subsystem, 
but  some  (the  E-LIST,  ER-LIST,  R-LIST,  CR-LIST,  or  C-LIST)  were  produced 
by  Subsystem  4  ( DETERM INE-DATA-ACCESS I BILITY). 

As  the  hierarchy  of  cells  is  traversed  (.1),  each  cell  is  processed 
individually  (.11).  For  each  cell,  the  corresponding  selection- 
elements  are  imploded  to  find  the  CDR-RECORD-TYPEs  to  be  accessed  and 
the  corresponding  CDRs  (.111).  (See  Algorithm  1,  Section  3. 5. 3. 7  and 
Note  2,  Section  3.5.6.)  For  each  of  these  CDR-RECORD-TYPEs,  a  SQIB  is 

Page  179 


uaanjjouLh. 


■m 


:>>>:■ 

_ 

'•'.nV-Vv*  V 


••VO-  .“•’O 

•vo-vo. 

•  a »  »  *  a  •  ta  ' 


■r.  ■> 

'voo'V 

Vvi. 

'  ■«#  ^ 

•  .  • 

VvW 

C**^*Vv< 

N»  ’S^N* 

_•  .*  •  »  ’•j 


•  ’>  a  *  . 

*  a*  a  ^  a  - 

J.VOA.O 


‘Cf-  -w- 

v/v> 

'vV*V\> 
.«  ■>  'M  >  \> 


*  V  *  »  " 

•  *  .  >  a  *  .  • 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


Subsystem  5:  DECOflPOSE-QUERV-INTO-SUBQUERIES 
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built  (.112).  (See  Section  3.3.6/  Note  3.)  The  SQIB  contains  the 
canonical  form  of  the  subquery  instructions.  It  consists  of  a  "SELECT" 
operation  against  the  CDR-RECORD— TYPE/  a  "PROJECT"  operation  which 
identifies  the  selection-elements  to  be  output/  and  the  corresponding 
selection-criteria  for  each  of  the  selection-elements.  Secondary  SQIBs 
are  generated  to  handle  "horizontal"  computations.  (See  Section  3.5.6, 
No.  2).  A  computation-element  expresses  a  "horizontal  computation"  when 
each  form-element  to  the  right  of  the  equals  sign  is  within  the  same 
cell  as  the  computation-element. 

If  the  cell  involves  "vertical"  computations,  a  SQIB  stub  which 
identifies  the  selection  or  computation  elements  which  must  be  specified 
for  a  Subordinate  cell  is  created  (.113).  (A  vertical  computation  is 
one  in  which  input  values  are  found  in  form-elements  from  a  directly 
subordinate  cell.)  When  a  subordinate  cell  is  expanded,  its  list  of 
selection  and  computation  elements  is  checked  against  the  inputs  for  the 
computation.  If  there  is  a  match,  then  the  SQIB  is  completed  (.114). 

For  each  cell,  each  CDR  is  checked  to  determine  if  more  than  one  CDR- 
RECORD— TYPE  must  be  accessed  (.115),  if  so,  SQIBs  which  join  the 
different  CDR-RECORD-TYPEs  with  the  CDR  are  generated.  Cross  CDR  join 
SQIBs  are  then  generated.  (See  Note  4.)  Finally,  for  each  SQIB  a-11 
SQCBs  for  the  cell  are  generated  for  each  SQIB  (.116)  Multiple  SQCBs 
exist  whenever  a  SQIB  may  be  processed  against  multiple  CDRs.  These 
SQCBs  are  chained  together  via  input  and  output  file  descriptions. 

After  the  cell  hierarchy  is  completely  traversed,  and  SQCBs  are 
generated  for  subqueries  and  accumulated  intermediate  subresponses,  a 
final  SQCB  is  generated  to  bring  all  subresponses  together  and  sort  the 
final  response  (.2). 

Finally,  all  intermediate  working  storage  and  data  structures  are  purged 
(.3),  and  the  QCB  is  returned  to  the  QUERY-MONITCRING-AND-CONTROL 
Subsystem  at  the  D2Q/C. 
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3. 5. 3. 3  Tasking 

One  task  exists  for  each  query. 

3. 5. 3. 4  Exception  Conditions 

None. 

3. 5. 3. 5  Rationale  for  Critical  Decisions 

1)  Except  for  the  final  response,  each  subresponse  will  consist  of  a 
single  Second  Normal  Form  relation. 

It  is  assumed  that  each  subquery  which  accesses  a  data  node  will  be 
translated  into  a  local  query  language.  Accordingly,  a  "lowest 
common  denominator"  of  query  output  capability  must  be  assumed. 

All  query  languages  provide  a  simple  "listing"  facility,  and  this 
is  taken  to  be  the  minimal  required  capability. 

If  a  relation  is  in  second  normal  form,  then  no  non-key  attributes 
will  repeat.  In  a  query,  each  cell  corresponds  to  a  Second  Normal 
Form  relation. 
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Since  a  subquery  constructs  output  for  one  of  the  query  cells/  each 
subresponse  will  be  at  least  in  Second  Normal  Form. 

All  computations  will  be  performed  at  IDN-nodes  rather  than  at 
Data  Nodes. 

There  is  a  tradeoff  between  overall  simplicity  and  efficiency.  It 
is  possible  that  this  decision  may  generate  more  response  traffic 
from  the  Data  Node  to  the  Dl*#  and  more  processing  at  the  Dl*. 
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A  list  of  selection-elements  which  are  key. 

A  list  of  CDR-KEYs. 

A  secondary  list  consisting  of  CDR-KEY/ CDR-ELEMENTs . 
A  list  consisting  of  Cell/CDR-KEY/CDR-RECORD— TYPE . 

A  list  consisting  of  Cell/CDR-RECORD-TYPE/DPP-ACCESS- 
FLAG/CDR. 


/*  LI/  L2#  L3  are  cleared  at  the  end  of  this  proc  */ 

/*  L4  and  L5  are  retained  */ 

/*  See  special  data  requirements  */ 

For  each  selection-element  within  the  cell: 

Find  all  CDR-KEYs  which  contain  the  selection-element/  if  any. 
If  the  CDR-ELEMENT  belongs  to  a  CDR-KEY,  3ave  it  in  Ll. 

For  each  CDR-KEY  containing  the  selection-element: 

If  the  CDR-KEY  is  not  already  in  L2: 

Save  the  CDR-KEY. 

Find  all  CDR-ELEMENTS  with  the  current  CDR-KEY. 

Save  each  CDR-KEY /CDR-ELEMENT  in  L3. 
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/*  At  this  point,  Ll  defines  the  ''maximal"  key  (Section  3.5.6,  Note  2  ) 

*/ 

For  each  CDR-KEY  in  L2: 

Loop  through  L3  entries  for  the  current  CDR-KEY. 

If  any  corresponding  CDR-ELEMENT  in  L3  is  not  in  Ll : 
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Remove  the  current  C DR- KEY  from  L2. 

Remove  all  corresponding  entries  in  L3. 

/*  At  this  point/  L2  contains  only  the  maximal  key  and  subkeys 
See  Section  3.5.6/  Note  2.  */ 

For  each  CDR-KEY  remaining  in  L2: 

Identify  all  corresponding  CDR-RECORD-TYPEs  which  are  in  the 
R-LIST.  /*  R— LIST  passed  in  QCB  from  Subsystem  4  */ 

For  each  corresponding  CDR-RECORD-TYPE : 

Using  the  ER-LIST  (from  Subsystem  4)/  identify  all  CDR- 
ELEMENTS  for  the  CDR-RECORD-TYPE. 


If  the  cell  has  any  non-key  selection-element  which  is 
within  the  CDR-RECORD-TYPE: 

Save  in  L4/  the  current  cell/  the  CDR-KEY/  and 
CDR-RECORD-TYPE. 

/*  At  this  point/  all  CDR-RECORD-TYPEs  which  have  to  be 
accessed  are  known.  It  is  now  necessary  to  determine  which  CDRs 
are  to  be  accessed  for  each  CDR-RECORD-TYPE  and  to  identify  if  DPP 
causes  any  modifications  to  the  selection  criteria.  (See  Section 
3.5.6/  Note  3.)  If  DPP  modifications  of  selection  criteria  are 
required/  then  one  SQIB  will  be  generated  per  CDR/ CDR-RECORD-TYPE. 
Otherwise,  only  one  SQIB  will  be  generated,  and  it  will  be  shared 
by  all  SQCBs  which  access  the  CDR-RECORD-TYPE.  */ 

For  each  CDR-RECORD-TYPE  in  L4: 

/*  DPP-FLAG  identifies  that  DPP  is  defined  for  at  least  one 
component  element  of  the  record-type.  */ 
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If  the  selection-element  VIRTUAL-KEY  is  not  specified  in  the 
cell: 

/*  If  VIRTUAL-KEY  is  not  specified  in  the  cell  then  DPP 

may  cause  modifications  of  selection  criteria  in  order  to 
keep  the  cell's  output  relation  a  Second  Normal  Form 
relation. 

If  VIRTUAL-KEY  is  specified,  then  DPP  is  overridden  and 
and  the  cell's  output  relation  is  assured  of  being  Second 
Normal  Form. 

V 

Find  corresponding  CDR-ELEMENTs  using  the  ER-LIST. 

Until  all  corresponding  CDR-ELEMENTs  are  examined  or 
DPP-FLAG  =  MY": 

If  the  corresponding  CDR-ELEMENT  is  specified  in  the 
cell: 

If  the  CDR-ELEMENT  has  a  VALUE-SET  which  is 
related  to  a  CDR: 

Set  DPP-FLAG  =  "Y". 

Point  to  next  corresponding  CDR-ELEMENT. 

Find  all  RC-LIST  entries  for  the  given  CDR-RECORD-TYPE. 

For  each  such  entry: 

Build  a  L5  list  entry,  setting  DPP-ACCESS-FLAG=DPP-FLAG. 

/*  It  is  now  known  which  CDR-RECORD-TYPEs  must  be  accessed  from 
which  CDRs  and  which  accesses  require  modifications  to  selection 
criteria . 
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Clear  LI/  L2/  L3. 

END  PROCEDURE. 


3.5.4  DATA  REQUIREMENTS 


3. 5. 4.1  Explanation  of  Major  Data  Flows 
Query  Control  Block  (QCB) 

The  QCB  has  been  defined  previously. 


3. 5. 4. 2  Special  Data  Requirements 

The  various  lists  identified  here  and  those  passed  from  Subsystem  4  may 
be  best  transformed  into  a  single  matrix. 


3.5.5  DATABASE  REQUIREMENTS 


3. 5. 5.1  Network  Metadata 


None . 
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3. 5. 5. 2  Data  Metadata 

The  following  entity-types  are  used: 


CDR 

CDR-RECORD-TYPE 

CDR-KEY 

CDR-ELEMENT 

VALUE-SET 


The  following  relationship-types  are  used: 

CDR— SET-OF-CDR-RECORD-TYPE 
CDR-RECORD-TYPE-SET-OF-CDR-ELEMENT 
CDR-RECORD—TYPE-HAS— CDR-KEY 
CDR-KEY-SET-OF-CDR-ELEMENT 
CDR-ELEMENT-HAS— VALUE-SET 
VALUE-SET- IN-CDR 

3. 5. 5. 3  Other 


None. 


3.5.6  NOTES 

1.  The  lists  produced  by  Subsystem  4  (E-LIST,  ER-LIST ,  R-LIST,  CR- 

LIST,  and  C-LIST)  may  be  used  directly,  rather  than  accessing  the 
dictionary  again.  Alternatively,  these  lists  might  be  transformed 
into  a  matrix  which  could  be  used  to  identify  CDR-ELEMENT  /  CDR  and 
CDR  /  query-cell  relationships  directly.  Other  alternatives  are 
also  possible.  The  specification  of  the  actual  mechanism  is 
deferred  to  the  detailed  design. 
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The  decomposition  of  queries  assumes  several  constraints  on  the 
structure  of  the  query  and  the  CDRs.  In  particular/  each  CDR  is 
assumed  to  be  composed  of  CDR-RECORD-TYPES  which  are  at  least  Third 
Normal  Form  relations.  Also,  the  hierarchical  structure  of  the 
query  cells  assumes  that  the  selection  elements  of  each  cell  have  a 
many-to-one  relationship  with  the  selection-elements  of  the 
directly  superior  cell.  Each  cell  is  also  assumed  to  contain  a 
given  selection  element  only  once.  In  order  to  achieve  this,  we 
require  that  for  each  cell,  a  Second  Normal  Form  relation  can  be 
constructed,  which  consists  of  the  selection  elements  within  the 
cell,  and  "key"  selection  elements  in  superior  cells.  By  a  "key" 
for  an  element  we  mean  a  set  of  data  elements  which  functionally 
determine  the  given  element.  For  the  root  cell,  all  key  elements 
are  selection  elements  within  the  root  cell.  For  subordinate 
cells,  the  key  elements  are  selection  elements  in  the  given  and 
superior  cells.  (For  non-root  cells,  at  least  one  key  element  will 
be  in  the  directly  superior  cell.) 

In  decomposing  the  query,  the  query's  selection  elements  an  be 
projected  onto  each  CDR  corresponding  to  a  database  which  must 
be  accessed.  Since  each  CDR  is  assumed  to  be  composed  of  at  least 
Third  Normal  Form  relations,  a  partial  ordering  can  be  constructed 
among  the  relations  in  the  CDR,  where  "R(i)  <  R(j)"  is  interpreted 
to  mean  that  R(i)  has  a  one  to  many  relationship  with  R(j).  This 
situation  can  be  pictured  as  follows,  where  Rx's  indicate  rela¬ 
tions,  k(y)'s  indicate  key  elements,  and  a(z)'s  indicate  non-key 
elements : 


vv 
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Ral[k(l)a(l) . . .a(nl) ]  Ra2[k(2)a(nl+1) . . .a(n2) ]  .... 


1 : many 


1 : many 


I 

V 


Rbl[k(l)k(2 )a(nx) . . .a(nx+y) ]  ... 


1 :many 


V 


|  ...  |  1 : many 

1  I 

V  V 

Rx [ k ( 1 ) . k(z)a(m)....a(m’  )] 

The  hierarchical  organization  of  the  query  implies  several 
things: 

First,  the  root  cell  of  the  query  will  identify  a  certain  number  of 
key  elements.  Tnere  will  be  one  and  only  relation  in  the  CDR  with 
these  key  elements.  The  other  selection  elements  within  the  root 
cell  must  either  be  in  this  relation,  or  some  superior  relation  in 
the  partial  ordering  (i.e.,  in  a  relation  which  is  both  connected 
and  above  in  the  diagram.) 

Next,  as  we  proceed  down  any  branch  in  the  hierarchy  of  cells,  each 
subordinate  cell  will  have  a  set  of  key  elements  which  consist  of 
key  elements  of  the  superior  cell,  and  one  or  more  new  key 
elements.  This  will  then  correspond  to  another  relation  in  the 
CDR.  Each  selection  element  in  the  cell  will  then  be  found  in  this 
this  relation,  or  a  superior  relation  which  is  not  in  the  subtree 
of  relations  which  are  inferior  to  or  equal  to  the  relations  which 
correspond  to  any  superior  cell(s).  For  example,  suppose  relation 
Rbl  in  the  above  diagram  corresponds  to  a  a  given  query  cell  C,  and 
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relation  Ral  corresponds  to  C's  superior  cell.  Then  C  may  contain 
selection  elements  found  in  relations  Rbl  and  Ra2,  but  not  Ral. 

The  relation  which  corresponds  to  the  given  cell  is  called  the 
maximal  relation  in  the  CDR  for  that  cell.  (The  term 
"maximal"  is  chosen  because  it  is  the  highest  relation  in  the 
partial  ordering  which  may  contain  selection  elements  in  the  given 
cell.)  Likewise  the  key  for  this  relation  is  called  the  maximal 
key.  (The  key  is  maximal  in  the  sense  that  any  selection  element 
in  that  cell  which  exists  in  that  CDR  will  be  found  in  a  relation 
whose  key  is  a  subkey  of  the  key  for  the  maximal  relation.) 

Note  that  the  term  "maximal  relation"  suggests  that  there  may  be 
more  than  one  maximum.  Indeed  this  is  the  case.  There  are 
situations  where  several  relations  can  exist  in  the  same  database/ 
each  with  the  same  key,  but  for  any  given  set  of  key  values,  only 
one  relation  will  have  a  corresponding  tuple.  This  is  equivalent 
to  having  a  single  Third  Normal  Form  relation,  but  always  having 
certain  disjoint  sets  of  attributes  null  for  any  key  value. 
Although  either  representation  may  be  proper  from  a  strict  rela¬ 
tional  database  point  of  view,  the  IDN  requires  that  multiple  CDR- 
RECORD-TYPES  be  defined  in  these  cases.  A  query  will  then  be 
defined  using  alternating  cells,  where  each  cell  corresponds  to 
precisely  one  of  the  maximal  relations. 

Normally  a  SQIB  is  generated  on  a  CDR-RECORD-TYPE  basis.  However, 
Delegated  Production  Policy  (DPP)  may  force  SQIBs  to  be  customized 
for  individual  CDRs.  In  accessing  relations  from  different  CDRs, 
DPP  may  require  changing  the  selection  criteria  for  certain  CDR- 
ELEMENTs.  Consider  the  following  example: 

Suppose  R  is  a  CDR-RECORD-TYPE,  with  CDR-ELEMENTs  a(l),  ...,  a(m). 
Suppose  R  is  common  to  CDRs  D1  and  D2.  For  CDR-ELEMENT  a(i),  DPP 
states  that  values  vl  through  v2  are  to  be  found  in  Dl,  and  values 
v3  through  v4  are  to  be  found  in  D2.  Now  Dl  and  D2  may  contain 
overlapping  data.  If  the  selection  criterion  for  a(i)  is 
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implicitly  "all"  or  covers  values  from  both  CDRs,  then  the 
selection  criteria  must  be  changed  for  each  CDR  to 
be  accessed. 

Joining  of  relations  across  CDRs  is  done  on  the  basis  of  common  key 
values.  Therefore,  if  DPP  were  to  partition  the  key  values  across 
several  CDRs,  no  joining  of  relations  acros.s  those  CDRs  is 
possible. 

This  inability  to  join  relations  is  not  a  problem  provided  that 
each  CDR  had  the  same  set  of  CDR-RE CORD— TYPES.  In  this  case,  the 
CDRs  would  constitute  fragments  of  a  distributed  database. 

However,  suppose  that  a  CDR-KEY  K  consists  of  CDR-ELEMENTs  k(l),  k(2 
k(3),  and  suppose  K  is  a  maximal  key  for  a  query  cell  C.  Also 
assume  CDRl  contains  the  CDR-RECORD-TYPE  with  key  K,  and  CDR2  and 

CDR3  contains  the  CDR-KEY  K'  consisting  of  just  k(l).  If  DPP 
identifies  CDR2  and  CDR3  as  the  only  sources  for  k(l),  then  CDRl 
cannot  be  accessed. 

There  are  two  solutions  to  this  problem: 
o  Do  not  specify  DPP  for  key  elements. 

o  For  key  elements,  associate  a  given  VALUE-SET  with  multiple 
CDRs. 

The  former  is  probably  not  a  reasonable  solution.  In  the  latter 
case,  it  is  entirely  possible  that  the  partitioning  of  values  for  a 
given  key  element  k(i)  may  be  different  when  different  sets  of  CDRs 
contain  k(i)  in  combination  with  other  different  key  elements. 

This  situation  can  be  illustrated  by  the  following  diagram: 
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Rl[k(l)k(2)a(l)a(2)3  R2[k(3)a(3)a(4) ]  R3[k(2)a(5)a(6) ] 

I  I  I 

|  V  V 

|  R4Lk(2)k(3)a(7)a(8)a(9)] 


V  V 

R5[k(l)k(2)k(3)a(10) . J 


Suppose,  in  this  case,  that  the  data  was  partitioned  as  follows: 
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Rl  and  R5  in  CDR1,  CDR2 

and 

R2,  R3,  and  R4  in  CDR3 ,  CDR4,  CDR5,  and  CDR6. 

Then  it  is  possible  to  have  a  key  element,  3ay  k(2),  which  has  the 
following  partitioning  from  DPP: 

CDR1  1  through  150 

CDR5  151  through  300 

CDR2  1  through  100 

CDR3  101  through  200 

CDR4  201  through  300 
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This  Subsystem  accepts  the  subquery  state  transition  messages,  updates 
the  subquery  status  indicators  in  the  QEG,  and  decides  when  subsequent 
subqueries  are  to  be  initiated.  It  then  packages  those  SQCBs  into 
canonical  subquery  transactions  and  ships  them  to  their  appropriate 
destinations. 

This  Subsystem  works  in  coordination  with  Subsystem  7  (the  QUERY- 
MONITORING-  AND-CONTROL  Subsystem)  and  Subsystem  12  (the  IMPLEMENT- 
SUBRESPONSE-STRATEGY  Subsystem). 


yvvv  ^  .1 

_ .mi _ i 


v.v.v.v/j 
.V.V.WV.'*' 1 


v  ■>  ■  ■■/  ■» 
'VV-Vv 


.  t , 

•v.’Nv  ’V/ 


3.6.2 


INTERFACE  SPECIFICATIONS 
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3. 6. 2.1  Intersubsystem  Data  Flow  Diagram 

Figure  3.6.1  shows  the  data  flows  which  exist  between  this  and  other 
Subsystems. 


3 . 6 . 2 . 2  Subsystem  Events 


Figure  3.6.2  shows  the  major  events  which  occur  within  the  Subsystems. 


3.6.3 


TECHNICAL  REQUIREMENTS 


3. 6. 3.1  Actions 

Upon  initiation,  this  Subsystem  analyzes  the  QEG  and  builds  a  queue  of 
pending  subqueries.  As  subquery  transactions  are  built,  the  names  of  the 
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Subsystem  6:  IMPLEMENT -EXECUTION-STRATEGY 


QUERY 

MONITORING 
&  CONTROL 


II ,  12,  15 


01,  02, 03 


IMPLEMENT 

EXECUTION 

STRATEGY 


In 

Data  Item 

Source  Subsystem 

1 1 

QCB 

Query  Monitoring  &  Control 

12 

Subquery  Status  Message 

Query  Monitoring  &  Control 

13 

Processor  Role  Change  Msg 

Query  Monitoring  &.  Control 

Out 

Oata  Item 

Destination  Subsystem 

01 

Updated  QCB 

Query  Monitoring  &  Control 

02 

Canonical  Subquery 

Query  Monitoring  &  Control 

03 

Query  Completion  Message 

Query  Monitoring  &  Control 

WW5 
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Subsystem  6:  IMPLEMENT-EXECUT ION-STRATEGY 


Normal 

Event  Description 

N  1 

Initial  QEG  received  from  QMC 

N2 

Initial  Subqueries  forwarded  to  QfiC  for 

shipping  to  0 1 *s 

N3 

Subsystem  waits  for  status  messages 

N4 

Status  message  received 

N5 

QEG  updated  with  status  information 

N6 

Node  assigned  to  Subquery 

N7 

Canonical  Subquery  Transaction  Created 

N8 

Canonical  Subquery  forwarded  to  Qnc 

N9 

QEG  shows  all  subqueries  completed 

Figure  3.6.2 
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subqueries  are  removed  from  the  pending  subqueries  queue.  All  sub¬ 
queries  which  have  no  prerequisites  are  built  and  shipped  to  their 
appropriate  destinations. 

The  subsystem  now  waits  for  status  messages.  As  status  messages  are 
received/  the  QEG  is  updated.  The  pending  subquery  queue  is  examined  to 
determine  if  any  pending  subquery's  prerequisites  have  been  fulfilled. 

If  so,  a  canonical  subquery  transaction  is  generated  and  shipped. 

Some  messages  may  call  for  backing  out  one  or  more  subqueries.  In  this 
case,  the  QEG  is  updated  to  indicate  that  the  query  has  not  been 
executed,  and  the  subquery  is  added  back  to  the  pending  queue. 

Processing  proceeds  until  either  all  subqueries  have  completed  execution 
or  until  the  QUERY-MONITORING-AND-CONTROL  Subsystem  terminates  the 
query.  Upon  completion  of  all  subqueries,  this  Subsystem  notifies  the 
QUERY-MONITORING-AND-CONTROL  Subsystem  that  the  query  has  completed 
processing. 


3. 6. 3. 2  Intrasubsystem  Data  Flows 

Figure  3.6.3  shows  the  major  processing  components  within  the  Subsystem 
and  the  data  flows  that  exist  between  them. 


3. 6. 3. 3  Tasking 

In  this  Subsystem  one  task  exists  for  each  active  query  at  each  D2Q 
assigned  to  the  query.  At  the  D2Q/C,  this  Subsystem  will  create  all 
subqueries  and  maintain  status  information  in  the  QEG.  At  each  D2Q/S, 
this  Subsystem  will  maintain  the  status  information  in  the  QEG.  The 
task  will  be  terminated  whenever  QUERY-MONITORING-AND-CONTROL  Subsystem 
determines  that  the  query  is  completed  or  to  be  terminated. 
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Subsystem  6:  IMPLEMENT-EXECUT ION-STRATEGY 


Figure  3.6.3 
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Data 

Item 

Source 

Function  f  Store 

Destination 

F unctional  /  Store 

D  1 

QC8 

QMC 

Analyze  Input 

D2 

Subquery  Status  Message 

QMC 

Analyze  Input 

D3 

Processor  Role  Change  Message 

QMC 

Anal  yze  1  nput 

D4 

Build  Initial  Pending  Queue 
Message 

Analyze  Input 

Build  Pendi  nq  Subquery 
Queue 

D5 

QC8 

Analyze  Input 

QCB  Workarea 

D6 

QEG 

QC8  Workarea 

Build  Pendi  nq  Subquery 
Queue 

07 

Pending  Subquery  Header 

Build  Pending  Suquery  Queue 

Pending  Subquery  Queue 

D8 

Pendi ng  Subquery  Header 

Pending  Subquery  Queue 

Analyze  Pending  Subqueries  i 

D9 

QEG 

QCB  Workarea 

Analyze  Pending  Subqueries  | 

DIO 

Start  Analysis  Message 

Analyze  Input 

Analyze  Pendi  nq  Subqueries 

01  1 

Canonical  Subquery 

Analyze  Pendi nq  Subqueries 

QMC  1 

D  1  2 

Subquery  Status  Messaqe 

Analyze  Input 

Update  QCB  j 

0  1  3 

Processor  Role  Change  Message 

Analyze  Input 

Update  QCB  j 

0  1  4 

Subquery  Status  Change 

Update  QCB 

QCB  Workarea 

015 

Processor  Reassignment 

Update  QCB 

QCB  Workarea 

016 

Start  Analysis  Message 

Update  QC8 

Analyze  Pending  Subqueries 

D  1  7 

Updated  QC8 

Analyze  Pending  Subqueries 

QMC 

D  1  8 

Query  Completion  Message 

Analyze  Pending  Subqueries 

QMC 

Figure  3.6.3 
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3. 6. 3. 4  Exception  Conditions 

1.  If  the  processor  at  which  this  Subsystem  is  running  is  upgraded 
(from  shadow  to  controlling  node)  or  downgraded,  the  QUERY - 
MONITORING-AND-CONTROL  Subsystem  will  notify  the  IMPLEMENT- 
EXECUTION-STRATEGY  Subsystem  of  this  fact.  If  the  processor's  role 
for  a  query  has  been  upgraded,  then  the  task  which  has  been 
maintaining  the  QEG  as  the  node  will  start  building  Canonical 
Subquery  transactions.  Likewise,  if  the  processor's  role  has  oeen 
downgraded,  the  processor  will  stop  building  these  transactions. 

In  the  downgrade  situation,  this  Subsystem  will  complete  the 
building  of  any  subqueries  which  it  had  already  started. 


3. 6. 3. 5  Rationale  for  Critical  Decisions 


None. 


3. 6. 3. 6  Open  /  Deferred  Decisions 


None. 


3. 6. 3. 7  Critical  Algorithms 


None. 
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3.6.4  DATA  REQUIREMENTS 

3. 6. 4.1  Explanation  o£  Major  Data  Flows 
Processor  Role  Change  Message 

This  transaction  identifies  the  primary  processor  which  has  been 
downgraded  to  a  shadow  role,  and  the  newly  designated  primary 
processor. 

Query  Execution  Graph  (QEG) 

The  QEG  has  already  been  defined  in  detail. 

Subquery  Status  Messages 

The  Subquery  Status  Messages  are  as  follows: 
o  Subquery-assigned-node  Message, 

o  Subresponse-received  Message, 

o  Subquery-accepted  Message, 

o  Subquery-initiated  Message, 

o  Subquery-completed  Message. 

o  Subquery-terminated  (i.e.,  abnormal  termination) 

Message . 

o  Subquery-backout  Message. 

o  Subquery-stopped  (i.e.,  put  in  wait  state)  Message. 
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o  Subquery-restarted  Message. 

Each  Message  consists  of  the  subquery  identifier  and  the  new  subquery 
state  (as  identified  in  the  Overview).  In  addition,  the  Subquery- 
assigned-node  Message  identifies  the  assigned-node,  and  the  Subresponse- 
received  Message  identifies  the  input-file  which  has  been  received. 

The  Subquery-assigned-node  Message  is  primarily  an  internal  message 
passed  between  the  QUERY-MONITORING-AND-CONTROL  (QMC)  Subsystem  and  this 
Subsystem.  It  is,  however,  also  passed  from  the  QMC  at  the  D2Q/C  to 
each  D2Q/S. 

The  Subquery-backout  Message  is  a  directive  passed  from  QMC  to  this 
Subsystem.  It  also  is  passed  from  the  D2Q/C  to  each  corresponding 
D2Q/S. 

All  the  other  messages  are  initiated  at  the  node  assigned  to  the  given 
subquery. 

Canonical  Subquery 

The  Canonical  Subquery  consists  of: 
o  A  transaction  header; 

o  Subquery  control  block  header; 

o  The  corresponding  Subquery  Instruction  Block  (SQIB); 

o  A  File  Description  for  each  input  file; 

o  A  File  Description  for  each  output  file; 

o  The  corresponding  Relation  Description  for  each  of  the  above 
File  Descriptions. 
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3. 6. 4. 2  Special  Data  Requirements 

None. 

3.6.5  DATABASE  REQUIREMENTS 

3. 6. 5.1  Network  Metadata 

None.  The  network  metadata  used  by  this  Subsystem  is  either 
embedded  in  the  QCB,  and  remains  unchanged,  or  comes  in  a  processor 
role  change  message. 


3. 6. 5. 2  Data  Metadata 


None. 


3. 6. 5. 3  Other 


None. 


3.6.6  NOTES 


None. 
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3.7  SUBSYSTEM  7: 


3.7.1  OVERVIEW 
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QUERY-MONITORING-AND-CONTROL 
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Subsystem  7,  the  QUERY-MONITORING-AND-CONTROL  Subsystem  (QMC),  is 
responsible  for  coordinating  all  phases  of  query  processing,  monitoring 
the  progress  of  the  query,  and  responding  to  error  conditions  which 
might  arise.  In  order  to  accomplish  this  effectively,  QMC  is 
distributed  across  each  of  the  processor  types  rather  than  residing  at  a 
single  processor  type  or  even  a  single  processor.  A  "QMC  Process"  must 
therefore  be  resident  at  each  of  the  Dl,  D2Q,  and  Dl*  Nodes.  Such  a 
process  must  also  run  at  any  D3Q  Nodes  which  are  active  in  the  IDN.  The 
D2Q  processor,  and  the  corresponding  QMC  Process,  which  validates  a 
given  query  and  decomposes  it  into  subqueries,  is  designated  the 
"Controlling  D2Q"  (D2Q/C)  Node  with  respect  to  the  query.  A  D2Q  Node 
which  receives  a  copy  of  the  control  information  for  the  query  for 
backup  purposes  is  designated  a  "Shadow  D2Q"  (D2Q/S)  Node. 

The  communication  which  occurs  among  the  coordinated  QMC  Processes  is 
based  entirely  upon  the  Query  and  Subquery  Control  Blocks  (QCBs  and 
SQCBs)  which  are  passed  from  one  node  to  another  in  the  course  of 
processing  queries  and  responses.  Messages  are  passed  between  QMC 
Processes  in  order  to  update  control  blocks,  as  necessary,  to  reflect 
progress  in  the  processing  of  a  query.  In  addition  to  the  QCBs  and 
SQCBs,  information  for  monitoring  and  controlling  the  execution  of 
subqueries  is: 
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o  Provided  to  QMC  by  the  IMPLEMENT-EXECUTION-STRATEGY 
Subsystem. 

o  Stored  in  the  form  of  a  Query  Execution  Graph  at  the  D2Q/C 
and  D2Q/Ss. 
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o  Executed  by  QMC  in  order  to  process  the  subqueries. 

QMC  must  also  be  "programmed"  to  handle  the  composition  of  the  sub¬ 
responses  for  the  query.  The  decisions  which  must  be  made  for 
subresponse  composition  cannot  be  made  in  advance  since  they  are  based 
on  the  relative  volumes  of  the  subresponses.  QMC  must  coordinate  this 
process  by: 

o  Passing  subresponse  volumes  to  the  IMPLEMENT-COMPOSITION- 
STRATEGY  Subsystem  at  the  D2Q/C  Node. 

o  Receiving  composition  instructions  from  the  IMPLEMENT- 

COMPOSITION-STRATEGY  Subsystem  in  the  form  of  a  Response 
Composition  Program  (SEMI-JOIN  operations). 

o  Communicating  these  instructions  to  the  ASSEMBLE-COMPOSITE- 
RESPONSE  Subsystem  at  the  Dl*  Nodes  which  hold  the 
subresponses. 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  must  also  deal  with  various 
contingencies  which  may  arise  in  the  network,  such  a3  the  varying 
traffic  loads  and  the  failure  of  one  or  more  nodes  in  the  network. 

These  responsibilities  are  met  by  monitoring  status  information  for  the 
network,  including  both  the  processors  and  communications  lines.  This 
status  information  is  provided  to  QMC,  and  to  all  of  the  other 
Subsystems,  by  special  "Network  Information"  (NI)  processors  so  that 
queries  and  control  blocks  may  be  properly  routed. 

Based  upon  the  information  available  to  it,  QMC  will: 

o  Selectively  purge  lower  precedence  messages  from  processing 
queues  in  order  accelerate  processing  of  higher  precedence 
messages  when  traffic  is  high. 
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o  Enforce  the  quotas  that  have  been  established  for  subresponse 
output  and  for  overall  response  output  for  a  given  query. 

o  Initiate  restart  procedures  and  recovery  of  queries  which  have 
been  terminated  prematurely  because  of  any  capacity 
limitations  in  the  IDN. 

o  Insure  that  queries  which  are  terminated  as  a  result  of 

security  violations  are  logged  in  the  IDN  audit  trail,  .and 
notifications  are  sent  to  the  security  administrators  before 
the  queries  are  purged  from  the  network. 


3.7.2  INTERFACE  SPECIFICATIONS 

3.7.2. 1  Intersubaystem  Data  Flows 

Figure  3.7,1  shows  the  data  flows  between  this  and  other  Subsystems. 
Instead  of. a  detailed  data  flow  diagram  showing  all  of  the  individual 
flows,  an  overall  view  of  the  interaction  between  QMC  at  the  Dl,  D2Q, 
and  Dl*  processors  with  the  other  Subsystems  is  provided.  The  diagram 
also  indicates  the  types  of  the  processors  at  which  the  various 
Subsystems  reside.  The  Subsystem  7  Data  Flow  Table,  which  illustrates  a 
detailed  breakdown  of  the  data  flows  to  (input)  and  from  (output)  QMC 
and  the  other  Subsystems,  follows  the  diagram.  The  letters  which 
identify  the  general  interactions  in  the  diagram  correspond  to  groups  of 
data  flows  in  the  table.  The  following  notation  is  used  to 
differentiate  QMC  at  the  three  primary  node  types: 


o 

QMC | Dl 

- 

QMC 

at 

a 

Dl  Node. 

o 

QMC | D2 

- 

QMC 

at 

a 

D2Q  Node. 

o 

QMC | Dl* 

- 

QMC 

at 

a 

Dl*  Node. 

Subsystem  7:  QUERY-HONITORING- AND- CONTROL 


1  =  Provide  Locol  DO  Support 

2  =  Validate  Tokenized  Query 

3  *  Yolidate  Intermediate  Query 

4  s  Determine  Date  Accessibility 

5  *  Decompose  into  Subqueries 

6  *  Implement  Execution  Strategy 

7  *  Query  Monitoring  &  Control 

8  *  Receive  Subqueries 


9  *  Translate  to  NDRL 
10*  Extract  and  Compute  Data 
1  1  *  Prepare  Output  for  Netvork 
12  =  Implement  Composition 
Strategy 

13*  Assemble  Composite 
Response 

14  *  Deliver  Composite  Response 


Figure  3.7.1 
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INPUT  DATA  ITEM 


QMC | D2Q 

I j-I  response-composition-program 

QMC|D1* 

Ik-1  subresponse-status-data 
Ik-2  output-transmission-error 
Ik-3  response-composition-error 
Ik-4  response-c  ompos i t i on-c  omp le  t  e 

QMC | Dl 

11-1  response-delivered-to-user 
Im-1  purge-QCB-SQCBs-QEG 

OUTPUT  DATA  ITEM 


SOURCE  SUBSYSTEM 


the  IMPLEMENT-COMPOSITION- 
STRATEGY  Subsystem 

the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem 

the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem 

the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem 

the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem 

the  DELIVER-COMPOSITE-RESPONSE 
Subsystem 

the  QUERY-MONITORING-AND-CONTROL 
Subsystem  at  the  Dl  Node 

DESTINATION  SUBSYSTEM 


QMC | Dl 

Oa-1  destination-data  the  VALIDATE-TOKENIZED-QUERY 

Subsystem 


QMC | D2Q 
Ob-1  QCB 

Oc-1  QCB 
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the  VALIDATE- INTERMEDIATE-QUERY 
Subsystem 

the  DETERM INE-DATA-ACCESS I BILITY 
Subsystem 
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OUTPUT  DATA  ITEM  DESTINATION  SUBSYSTEM 


Od-1 

QCB 

the 

DECOMPOSE- INTO-SU BQUERIES 

Subsystem 

Oe-1 

QCB/SQCBs 

the 

IMPLEMENT-EXECUTION- 

STRATEGY  Subsystem 

Oe-2 

QEG 

the 

IMPLEMENT-EXECUTION-STRATEGY 

Subsystem 

Oe-3 

subquery-status-messages 

the 

IMPLEMENT-EXECUTION-STRATEGY 

Subsystem 

Oe-4 

QMC|D1 

processor-role-change-msgs 

* 

the 

IMPLEMENT-EXECUTION-STRATEGY 

Subsystem 

Of-1 

SQCBs 

the 

RECEIVE-SUBQUERIES  Subsystem 

Og-1 

SQCBs 

the 

TRANSLATE-TO-NDRL  Subsystem 

Oh-1 

abort-subquery-processing 

the 

EXTRACT-AND-COMPUTE-DATA 

Subsystem 

Oi-1 

assembly-node- id 

the 

PREP ARE-OUTPUT- FOR-NETWORK 

Subsystem 

O3-I  subresponse-size 

QMC | D2Q 

the 

IMPLEMENT-COMPOSITION- 

STRATEGY  Subsystem 

Ok-1 

per form-SEMI-JOIN- select 

the 

ASSEMBLE-COMPOSITE-RESPONSE 

Subsystem 

Ok-2 

per form-SEMI-JOIN- join 

the 

ASSEMBLE-COMPOSITE-RESPONSE 

Subsystem 

Ok-3 

perform-SEMI-JOIN-append 

the 

ASSEMBLE-COMPOSITE-RESPONSE 

Subsystem 

Ok-4 

send-output-directive 

the 

ASSEMBLE-COMPOSITE-RESPONSE 

Subsystem 

Ok-5 

cancel-output-directive 

the 

ASSEMBLE-COMPOSITE-RESPONSE 

Subsystem 
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OUTPUT 

DATA  ITEM 

Ok-6 

subresponse-status-request 

Ok-7 

transmit-response-to-user 

QMC | Dl 

01-1 

hold/transmit  response 

Om-1 

purge- SQCBs 

Om-2 

purge-QCB-SQCBs 

Otn-3 

purge-QEG 

Om-4 

purge-QCB 

Om-5 

f inal-output-held-at-node-msg 

Qm-6 

f inal-output-purged-from- 

node-msg 

QMC | D2Q 

Om-7  restart -query-directive 


DESTINATION  SUBSYSTEM 


the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem 

the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem 

the  DELIVER-COMPOSITE-RESPONSE 
Subsystem 

the  QUERY-MONITORING-AND-CONTROL 
Subsystem  at  the  Dl*  Node 
the  QUERY-MONITORING-AND-CONTROL 
Subsystem  at  the  D2Q  Node 
the  QUERY-MONITORING-AND-CONTROL 
Subsystem  at  the  D2Q  Node 
the  QUERY-MONITORING-AND-CONTROL 
Subsystem  at  the. Di  Node 
the  QUERY-MONITORING-AND-CONTROL 
Subsystem  at  the  Dl  Node 
the  QUERY-MONITORING-AND-CONTRCL 
Subsystem  at  the  Oi  Node 

the  QUERY-MONITORING-AND-CONTRCL 
Subsystem  at  the  Oi,  D2Q, 
and  Dl*  Nodes 


3. 7. 2. 2  Subsystem  Events 

The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.7.2. 
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NORMAL 


QMC | D1 

Nl 

N2 

QMC | D2Q 
N3 

N4 

N5 


QMC | D1 * 

N6 

N7 

N8 

N9 


QMC | D2Q 

N10 

Nil 

N12 

N13 

N14 


EVENT  DESCRIPTION 


Determine  D2Q  destination-id  for  intermediate  query. 
Pass  QCB  for  intermediate  query  to  D2Q  for  validation. 


Pass  QCB  for  validated  query  to  the  DETERM INE-DATA- 
ACCESSIBILITY  Subsystem. 

Monitor  and  Control:  the  DECOMPOSE-INTO-SUBQUERIES 
Subsystem. 

Monitor  and  Control:  the  IMPLEMENT-EXECUTION-STRATEGY 
Subsystem. 


Monitor  and  Control:  Receive  Subqueries  at  Dl*. 

Monitor  and  Control:  the  TRANSLATE-TO-NDRL  Subsystem. 
Receive  subresponse-size  from  the  EXTRACT-AND-COMPUTE-DATA 
Subsystem. 

Send  subresponse-size  to  the  IMPLEMENT-COMPOSITION-STRATEGY 
Subsystem. 


Receive  response-composition-program  the  IMPLEMENT- 
COMPOSITION-STRATEGY  Subsystem. 

Receive  subresponse  assembly-node-ids  from  the  IMPLEMENT- 
COMPOSITION-STRATEGY  Subsystem. 

Send  subresponse  assembly-node- ids  to  the  PREPARE-OUTPUT-FOR- 
NETWORK  Subsystem. 

Send  perform-SEMI-JOIN-select  message  to  the  ASSEMBLE- 
COMPOS ITE-RES PONS E  Subsystem. 

Send  perform-SEMI-JOIN-join  message  to  the  ASSEMBLE-COMPOSITE 
RESPONSE  Subsystem. 

Send  perform-SEMI-JOIN-append  message  to  the  ASSEMBLE- 
COMPOSITE-RESPONSE  Subsystem. 


N15 


N16 

N17 

N18 

N19 

N20 


Send  subresponse-status-data-request  to  the  ASSEMBLE- 
COMPOSITE-RESPONSE  Subsystem. 

Receive  subresponse-status-data  from  the  ASSEMBLE-COMPOSITE- 
RESPONSE  Subsystem. 

Send  send-output-directive  to  the  ASSEMBLE-COMPQSITE-RESPONSE 
Subsystem. 

Receive  response-composition-complete  messages  from  the 
ASSEMBLE-COMPOSITE-RESPONSE  Subsystem. 

Send  Transmit-response-to-user  message  when  all  response- 
composition-complete  messages  have  been  received. 


ERROR  EVENT  DESCRIPTION 


QMC|D2Q 

El 

E2 

E3 

E4 

E5 

E6 


Subresponse  execution  error.  Abort  subresponse. 
Subresponse  over  quota  condition.  Abort  subresponse. 
Unable  to  transmit  subresponse  error.  Retry  or  abort 
subresponse. 

Subresponse  composition  error.  Abort  Subresponse. 
Response  over  quota  condition.  Abort  response. 
Precedence-override-condition.  Halt  query  processing. 


RESPONSE  EVENT  DESCRIPTION 


QMC | D2Q 

R1  QMC  provides  alternate  address 

if  subresponse  transmission  error  has  occurred. 
QMC  cancels  subresponse  processing  during  precedence- 
override-condition. 


R2 
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ERROR 


QMC | D2Q 


3.7.3 


EVENT  DESCRIPTION 


QMC  restarts  low-precedence-query  processing. 

QMC  purges  query  from  IDN  due  to  Administrative  Override. 


TERMINAL  EVENT  DESCRIPTION 


Terminate  due  to  subresponse  execution  error. 

Terminate  due  to  subresponse  over  quota  condition. 
Terminate  due  to  unable-to-transmit  subresponse  errors. 
Terminate  due  to  subresponse  composition  error. 
Terminate  due  to  response  over  quota  condition. 
Terminate  due  to  administrator  override  condition. 


TECHNICAL  REQUIREMENTS 


3. 7. 3.1  Actions 

This  specification  of  the  technical  requirements  for  QMC  is  designed  to 
accompany  the  Data  Flow  Diagram  and  Event  Table  presented 
earlier.  For  clarity,  the  actions  are  grouped  by  processor  type. 
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3.7. 3. 1.1  D1  QMC  Processing 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  first  becomes  aware  of  the 
submission  of  a  query  when  the  VALIDATE-TOKENI ZED-QUERY  Subsystem,  at  a 
D1  Node,  has  created  a  QCB  for  the  new  query  and  requested  a  D2Q  Node 
destination-id  for  it.  QMC  at  a  D1  Node  (QMC|D1): 
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o  Consults  the  network  status  information  provided  by  the 
Network  Information  (NI)  Processors. 

o  Determines  a  D2Q  to  process  the  query  (this  becomes  the 
Controlling  D2Q,  i.e./  the  D2Q/C  Node). 

o  Passes  the  destination-id  for  the  D2Q/C  Node  to  the  Validated 
Tokenized  Query. 

o  Notifies  QMC  at  the  D2Q/C  where  final  output  is  being  held, 
and  when  it  is  released  to  User  Node. 

3. 7. 3. 1.2  D2Q/C  QMC  Processing  of  the  Query  and  Subqueries 

QMC  at  the  D2Q/C  Node  (QMC|D2Q/C)  takes  control  of  the  Query  Control 
Block  (QCB)  from  the  VALIDATE-TOKENIZED-QUERY  Subsystem.  QMC  at  the 
D2Q/C  provides  for  the  initial  handling  of  the  query,  and  it  is  also 
responsible  for  monitoring  the  progress  of  the  query  until  the  response 
is  finally  delivered  to  the  user.  The  D2Q/C  is,  then,  the  "controlling 
node"  for  the  particular  query. 

The  following  major  processing  steps  occur  within  the  D2Q/C  Node: 

o  The  QCB  is  passed  to  the  VAL I DATE-NORMAL I ZED-QUERY  Subsystem 
by  QMC | D1 . 

o  If  the  query  passes  all  of  the  validation  tests,  QMC | D2Q 

passes  the  QCB  to  the  DETERMINE-DATA-ACCESSIBILITY  Subsystem. 
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o  Next,  QMC | D2Q/C  transfers  the  QCB  to  the  DECOMPOSE- I NTO- 

SUBQUERIES  Subsystem  for  further  processing.  The  result  of 
processing  by  this  Subsystem  is  a  set  of  one  or  more  Subquery 
Control  Blocks  (SQCBs).  The  SQCBs  include  the  canonical  form 
subqueries  derived  from  the  original  query. 
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o  QMC | D2Q/C  takes  control  of  the  SQCBs  and  passes  them  to  the 
IMPLEMENT-EXECUTION-STRATEGY  Subsystem.  The  execution 
strategy,  which  is  contained  in  the  Query  Execution  Graph 
(QEG),  is  generated  by  this  Subsystem  and  passed  back  to 
QMC | D2Q/ C . 

o  For  the  Data  Nodes  to  which  the  subqueries  are  targetted, 
QMC|D2Q/C  next  passes  the  associated  SQCBs  to  the  RECEIVE- 
SUBQUERIES  Subsystem  at  the  companion  Dl*  Nodes  . 
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3. 7. 3. 1.3  Dl*  QMC  Processing  of  the  Subqueries 

The  subqueries  can  be  queued  for  processing  against  the  target 
databases  at  the  Data  Node.  QMC  at  the  Dl*  (QMC|D1*): 

o  Inspects  the  input  queue  for  SQCBs. 

o  Passes  each  SQCB,  on  a  precedence  basis,  to  the  TRANSLATE-TO- 
NDRL  Subsystem  which  transforms  the  canonical  form  Subquery  to 
the  Network  Data  Request  Language  form. 

o  Receives  the  translated  Subquery  and  transfers  it  to  the 
EXTRACT-AND-COMPUTE-DATA  Subsystem  at  the  Data  Node. 


3. 7. 3. 1.4  Dl*  and  D2Q/C  QMC  Processing  of  Subresponses  and  Responses 

If  there  are  no  execution  errors,  the  following  actions  occur: 

o  The  EXTRACT-AND-COMPUTE-DATA  Subsystem  sends  a  subresponse- 
size  message  to  QMC|D1*. 

o  QMC | Dl*  forwards  the  size  message  to  the  IMPLEMENT- 
COMPOSITION-STRATEGY  Subsystem  at  D2Q  Node. 
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o  The  IMPLEMENT-COMPOSITION-STRATEGY  Subsystem  computes  a 

response  composition  strategy  using  the  SEMI-JOIN  algorithm  and 
generates  a  Response  Composition  Program. 

o  In  parallel  with  this  calculation,  the  EXTRACT-AND-COMPUTE- 

DATA  Subsystem  sends  the  subresponse  from  the  Data  Node  to  the 
PREPARE-OUTPUT-FOR-NETWORK  Subsystem  at  the  companion  Dl* 

Node. 

o  In  order  to  determine  the  initial  assembly  point  for  response 
composition,  the  PREPARE-OUTPUT-FOR-NETWORK  Subsystem  sends  an 
assembly-node-id  request  to  QMC  at  D2Q/C  Node.  (N.B.:  The 
composition  sites  are  likely  to  be  all  the  Dl*  Nodes  at  which 
the  subresponses  are  received.) 

o  QMC  at  the  D2Q/C  has  now  received  the  Response  Composition 
Program  from  the  IMPLEMENT-COMPOSITION-STRATEGY  Subsystem 
along  with  a  set  of  assembly-node-ids  for  the  subresponses. 

o  QMC  sends  an  assembly-node-id  to  the  PREPARE-OUTPUT-FOR- 

NETWORK  Subsystem  at  each  Dl*  Node  which  has  a  subresponse  to 
the  query. 

o  The  subresponses  are  then  transmitted  to  the  initial  assembly 
nodes  (Dl*  Nodes)  and  are  queued  for  the  ASSEMBLE-COMPOSITE- 
RESPONSE  Subsystem  at  those  nodes. 

QMC  at  the  D2Q/C  is  now  responsible  for  interpreting  the  Response 
Composition  Program  and  sending  a  series  of  subresponse  processing 
commands  to  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystems  at  the  nodes 
where  the  subresponses  currently  reside.  These  commands,  which  are 
explained  in  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  specification, 
are  given  in  the  following  table: 
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COMMAND 

FROM 

Perform-SEMI-JOIN-select 

QMC  | 

D2Q/C 

Per form-SEMI-JOIN- join 

QMC  | 

D2Q/C 

Perform-SEMI-JOIN-append 

QMC | D2Q/C 

Send-autput  directive 

QMC  | 

D2Q/C 

TO 

ASSEMBLE-COMPOSITE-RESPCNSE 

ASSEMBLE-COMPOSITE-RESPONSE 

ASSEMBLE-COMPOSITE-RESPONSE 

ASSEMBLE-COMPOSITE-RESPONSE 


After  each  command  is  sent/  a  subresponse-status-data-request  is  sent  to 
the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystems  and  a  subresponse-status-data 
message  is  received  by  QMC  at  the  D2Q/C.  When  all  3ubresponses  have 
been  joined  into  a  single  composite  response/  a  response-composition- 
complete  message  is  sent  to  QMC  at  the  D2Q/C  and  a  transmit-response-to- 
user  message  is  returned  by  QMC|D2Q  to  the  node  which  is  holding  the 
response. 


3. 7. 3. 1.5  QMC  Purge  of  the  Query  fro*  the  IDN 


QMC|D1  waits  until  a  response-delivered-to-user  message  is  sent  from  the 
DELIVER-COMPOSITE-RESPONSE  Subsystem  at  the  D1  Node  to  the  QMC  Process 
at  that  same  node.  Upon  receipt  of  this  message  by  QMC|D1/  the 
following  steps  occur: 

o  QMC  determines  the  D2Q/C  for  the  query  from  the  destination-id 
in  the  QCB  at  the  Dl. 

o  A  purge-QCB-SQCB-QEG  message  is  sent  to  QMC  at  the  D2Q/C  for 
the  particular  query. 


o 


QMC  at  the  D2Q/C  uses  the  QEG  and  the  Response  Composition 
Assembly  node  id  list  to  determine  the  Dl*  and  D2Q  Nodes  which 
participated  in  the  processing  of  the  query. 
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o  QMC  at  the  D2Q/C  broadcasts  a  message  to  all  D2Q  and  Dl* 

Nodes  participating  in  the  processing  of  the  query  or  its 
response,  including  any  "shadow  D2Q"  (D2Q/S) . 

o  QMC  at  each  of  these  nodes  outputs  the  appropriate  purge 

message (s)  to  the  local  IRDS  in  order  to  clear  the  processed 
query  from  the  IDN. 

3. 7. 3. 2  Intrasubsystem  Data  Flows 

The  major  intrasubsystem  data  flows  to  be  considered  for  QMC  occur  among 


f***  ->  jy* 

a  -  -"A  MV 


V'/’vV 


the  QMC  Processes  resident  at  each  of  the  Dl,  D2Q,  and  Dl*  Node  types. 
These  messages  include : 
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o  IDN  status  messages. 

o  Precedence-override-condition  messages. 

o  Query  processing  restart  messages. 

Figure  3.7.3  shows  how  these  messages  are  passed  among  the  components  of 
the  QUERY-MONITORING-AND-CONTROL  Subsystem. 

3. 7. 3. 3  Tasking 

QMC  can  be  viewed  as  a  set  of  cooperating  tasks.  There  is  one  QMC  task 
at  each  of  the  Dl,  D2Q  and  Dl*  processors.  The  nature  of  of  each  task 
varies  by  the  type  of  the  associated  processor. 

3. 7. 3. 4  Exception  Conditions 
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Figure  3.7.3 
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o  Subresponse  over  quota  condition, 
o  Unable-to-transmit  subresponse  error, 

o  Subresponse  composition  error, 

o  Response  over  quota  condition. 

o  Precedence  override  condition. 


3. 7. 3. 5  Rationale  for  Critical  Decisions 

The  decision  to  divide  QMC  into  coordinated  processes  at  each  Dl, 
D2Q,  and  Dl*  Node  was  the  most  critical  specification  decision  made 
for  this  Subsystem. 

This  approach  results  in  a  significant  reduction  of  control  and 
status  messages  over  a  pure  central  control  (single  node)  approach. 
It  also  provides  a  robust  character  to  the  IDN  in  that  QMC  at  any 
node  may  be  used  to  restart  the  processing  of  a  query  if  it  is 
interrupted. 


3. 7. 3. 6  Open  /  Deferred  Decisions 

None. 

3. 7. 3. 7  Critical  Algorithms 

The  critical  algorithms  for  QMC  are: 

o  The  Subquery  Execution  Strategy, 

o  The  Response  Composition  Strategy. 
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These  algorithms  are  embodied  in  the  IMPLEMENT-EXECUTION-STRATEGY 
Subsystem  and  IMPLEMENT -COMPOSITION-STRATEGY  Subsystem,  respectively. 


3.7.4  DATA  REQUIREMENTS 


3. 7. 4.1  Major  Data  Flows 

The  major  data  flows  into  and  out  from  QMC  are  listed  below. 
Descriptions  of  each  data  flow  can  be  found  under  the  Subsystem 
Specifications  for  the  particular  Subsystems  which  send  or  receive  chi 

DATA  ITEM  IN/OUT  SUBSYSTEM  PROCESSOR  TYPE 


destination-request 

I 

the 

V AL I DATE-TOKEN I ZED- 

QUERY  Subsystem 

D1 

destination-data 

0 

the 

V AL I DATE-TOKEN I ZED- 

QUERY  Subsystem 

01 

normalized-que ry 

I 

the 

VALIDATE-TOKENI ZED- 

QUERY  Subsystem 

01 

0 

the 

VALIDATE- INTERMEDIATE- 

QUERY  Subsystem 

D2Q/C 

QCB 

I 

the 

VALIDATE- INTERMEDIATE- 

QUERY  Subsystem 

D2Q/C 

o/l 

the 

DETERMINE-DATA- 

ACCESSIBILITY  Subsystem 

D2Q/C 

0/1 

the 

DECOMPOSE- INTO-SUBQUERIES 

Subsystem 

D2Q/C 

SQCBs 

1 

the 

DECOMPOSE- INTO— SUBQUERIES 

Subsystem 

D2Q/C 

0 

the 

DEVELOP-EXECUT ION-STRATEGY 

Subsystem 

D2Q/C 
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DATA  ITEM  IN/OUT  SUBSYSTEM 


PROCESSOR  TYPE 


0 

o 


QEG  I 

subquery-execution-  I 

error 

subresponse-size  I 

subresponse-over-  I 

quota 

abort-subquery-  0 

processing 

assembly-node- id-  I 

request 

assembly-node- id  O 

subresponse-size  I 

response-composition-  0 

program 

subresponse-status-  I 

data 

output-transmission-  I 

error 

response-composition-  I 

error 

response-composition-  I 

complete 


perform-SEMI-JOIN-select  O 


the  RECEIVE-SUBQUERIES-AT-  Dl* 

DESTINATION  Subsystem 

the  TRANSLATE-TO—NDRL  Dl* 

Subsystem 

the  DEVELOP-EXECUT ION-STRATEGY  D2Q/C 
Subsystem 

the  EXTRACT-AND-COMPUTE-DATA  DATA  NODE 

Subsystem 

the  EXTRACT-AND-COMPUTE-DATA  DATA  NODE 

Subsystem 

the  EXTRACT-AND-COMPUTE-DATA  DATA  NODE 

Subsystem 

the  EXTRACT-AND-COMPUTE-DATA  DATA  NODE 

Subsystem 

the  PREP ARE-OUTPUT- FOR-NETWORK  Dl* 
Subsystem 

the  PREP ARE-OUTPUT- FOR-NETWORK  Dl* 
Subsystem 

the  DEVELGP-COMPOSITION—  D2Q/C 

STRATEGY  Subsystem 

the  DEVELOP— COMPOSITION—  D2Q/C 

STRATEGY  Subsystem 

the  ASSEMBLE-COMPOSITE-  D1*+D2Q 

RESPONSE  Subsystem 

the  ASSEMBLE-COMPOSITE-  D1*+D2Q 

RESPONSE  Subsystem 

the  ASSEMBLE-COMPOSITE-  D1*+D2Q 

RESPONSE  Subsystem 

the  ASSEMBLE-COMPOSITE-  D1*+D2Q 

RESPONSE  Subsystem 

the  ASSEMBLE-COMPOSITE- 
RESPONSE  Subsystem 


D1*+D2Q 
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DATA  ITEM  IN/OUT  SUBSYSTEM  PROCESSOR  TYPE 


perform-SEMI-JOIN- join 

0 

the 

ASSEMBLE-COMPOSITE- 

D1*+D2Q 

perform-SEMI-JOIN-append  0 

the 

RESPONSE  Subsystem 

ASSEMBLE-COMPOSITE- 

D1*+D2Q 

send-output-di rect i ve 

0 

the 

RESPONSE  Subsystem 

ASSEMBL E-COMPOSITE— 

D1*+D2Q 

cancel-output-directive 

!  0 

the 

RESPONSE  Subsystem 

ASSEMBLE-COMPOS ITE- 

D1*+D2Q 

subresponse-status- 

0 

the 

RESPONSE  Subsystem 

ASSEMBLE-COMPOS ITE— 

D1*+D2Q 

request 

transmit-response-to- 

0 

the 

RESPONSE  Subsystem 

ASSEMBLE-COMPOSITE- 

D1*+D2Q 

user 

response-delivered-to 

I 

the 

RESPONSE  Subsystem 

DELIVER-COMPOSITE- 

Dl 

user 

purge-QCB-SQCBs-QEG 

O/I 

RESPONSE  Subsystem 

the  QUERY-MONITORING-AND- 

Dl 

purge-SQCBs 

O/I 

the 

CONTROL  Subsystem |Dl 

to  the  QUERY-MONITORING- 

AND— CONTROL 

Subsystem | D2Q/D1* 

QUERY-MONITORING- AND- 

Dl* 

purge-QCB-SQCBs 

O/I 

the 

CONTROL  Subsystem|Dl 

to  the  QUERY-MONITORING- 

AND-CONTROL  Subsystem | Dl* 

QUERY-MONITORING-AND 

D2Q/C/S 

purge-QEG 

O/I 

the 

CONTROL  Subsystem | Dl 

to  the  QUERY-MONITORING- 

AND-CONTROL  Subsystem | D2Q 

QUERY-MONITORING- 

D2Q/C/S 

AND-CONTROL  Subsystem | D2Q 
to  the  QUERY-MONITORING- 
AND-CONTROL  Subsystem | D2Q 
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PROCESSOR  TYPE 


purge-QCB 


restart-query- 

directive 


O/I  the  QUERY-MONITORING-AND  D1 

CONTROL  Subsystem | D1 
to  the  QUERY-MONITORING- 
AND-CONTROL  Subsystem |D1 

O/I  the  QUERY-MONITORING-AND  D1+D2Q+D1’ 

CONTROL  Subsystem | D1 
to  the  QUERY-MONITORING- 
AND-CONTROL 
Subsystem | D1/D2Q/D1* 


3. 7. 4. 2  Special  Data  Requirements 

QMC  is  dependent  upon  network  status  information  provided  by  the  Network 
Information  (NI)  processors. 
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3. 7. 5.1  Network  Metadata 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  uses  both  static  and  dynamic 
network  metadata  to  determine  node  availability  and  to  assign 
destination  addresses. 


3. 7. 5. 2  Data  Metadata 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  consults  the  Query  Execution 
Graph  (QEG)  to  determine  if  a  subresponse  must  be  used  in  as  a 
subsequent  Subqu^ry. 
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QMC  executes  the  Response  Composition  Program  in  order  to  join 
subresponses  into  a  composite  response. 

3. 7-5. 3  Other 

None. 

3-7.6  NOTES 

None. 
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3.8  SUBSYSTEM  8:  R E C E I V E - S U BQ U E R I E S 


3.8.1  OVERVIEW 

Subsystem  8,  the  RECEIVE-SUBQUERIES  Subsystem,  is  designed  to 
provide  a  link  between  the  processing  performed  at  the  controlling  D2Q 
Node  (D2Q/C)  and  the  TRANSLATE-TO-NDRL  Subsystem  (Subsystem  9)  at  a  Dl* 
Node. 

This  Subsystem  receives  the  canonical  form  Subquery  Control  Blocks 
(SQCBs)  from  the  QUERY-MONITORING-AND-CONTROL  (QMC)  Subsystem, 

(Subsystem  7),  after  they  have  been  processed  by  the  IMPLEMENT-SUBQUERY¬ 
PROCESSING-STRATEGY  Subsystem  (Subsystem  6).  It  stores  the  SQCBs  in  the 
Translation-Input-Queue  for  subsequent  processing  by  Subsystem  9. 

Subsystem  8  relies  upon  the  underlying  protocol  to  properly  transmit  the 
SQCBs  from  the  D2Q/C  Node  to  the  Dl*  Node.  If  an  error,  3uch  as  the 
failure  to  receive  a  SQCB  or  the  receipt  of  only  a  partial  SQCB,  occurs, 
QMC  is  notified  and  an  attempt  is  made  to  retransmit  the  SQCB  by  QMC. 

If  an  error  is'  detected  within  the  Dl*  Node  itself,  QMC  must  determine 
an  alternate  destination  for  the  subquery,  if  one  is  available,  or  the 
subquery  must  be  terminated. 


V 


3.8.2  INTERFACE  SPECIFICATIONS 

3. 8. 2.1  Intersubsystem  Data  Flows 

Figure  3.8.1  shows  the  data  flows  between  this  and  other  Subsystems. 
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Subsystem  8:  RECEIVE -SUB QUERIES 


In 

Oats  Item 

Source  Subsystem 

11 

SQCB 

QUERY-MONITORING- AND -CONTROL 

12 

Verlfy-recelpt-of-SQCB-msg 

QUERY-MONITORING- AND-CONTROL 

Out 

Oata  Item 

Destination  Subsystem 

01 

SQCB 

Translate  to  NDRL 

02 

SQCB-received-msg 

OUERY-MONITORING- AND-CONTROL 

03 

Input -queue- full-msg 

QUERY-MONITORING-AND-CONTROL 

Figure  3.S.  1 
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3.8. 2.2  Subsystem  Events 

The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.8.2. 

3.8.3  TECHNICAL  REQUIREMENTS 

3. 8. 3.1  Actions 


▼v»r*  i'v’-w  - 


2 

'w 

i 


The  RECEIVE-SUBQUERIES  Subsystem  is  responsible  for  receiving 
subqueries,  performing  simple  validation  and  completeness  checks,  and 
then  depositing  valid  SQCBs  in  the  Translation-Input-Queue  for 
processing  by  the  TRANSLATE-TO— NDRL  Subsystem  (Subsystem  9).  This 
Subsystem  is  under  the  supervision  of  QMC. 

The  RECEIVE-SUBQUERIES  Subsystem  is  entirely  data  driven,  therefore, 
many  actions  may  occur  asynchronously.  The  general  sequence  of  events 
is  as  follows: 

o  QMC | D2Q  transmits  an  SQCB  to  the  destination  Dl*  Node. 

o  The  RECEIVE-SUBQUERIES  Subsystem  accepts  the  SQCB  on  behalf  of 

the  Dl*  Node. 

o  The  SQCB  is  checked  for  completeness. 

o  The  validated  SQCB  is  placed  in  the  Translation-Input-Queue. 

o  A  message  is  sent  to  QMC|D2Q  and  QMC|D1*  confirming  the 
receipt  of  a  valid  SQCB. 

The  SQCB  is  validated  by  comparing  it  to  the  control  information  stored 
in  the  Dl*  dictionary.  If  a  component  of  the  SQCB  is  missing, 
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t  tr- 

EH  <v 


Ins!  ->  <°y  ->  [n^ 

1 


Normal 


Error 


Response 


E4  -4  IR3 


Event  Description _ 

Receive  the  SOCB  from  the  D2Q/C 
Check  SOCB  for  completeness 
Place  SQCB  in  the  Translation-Input-Queue 
Notify  QnCIDI*  and  QMCID2Q  of  receipt 
of  valid  SQCB _ 

Event  Description _ 

SQCB  not  yet  received 
SQCB  incomplete 
SQCB  invalid 

Translation-Input-Queue  is  full 

Event  Description 
SQCB  received  /  not  received 
SQCB  invalid  or  incomplete 
Translation-Input-Queue  full 


Figure  3.8.2 
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then  the  SQCB  is  judged  incomplete.  If  there  is  no  data  within  one  or 
more  required  components  the  SQCB  is  judged  invalid. 

If  QMC  has  not  received  confirmation  of  the  processing  of  the  SQCB  from 
the  Dl*  Node  within  some  designated  timeout  period,  then  a  message  is 
sent  to  the  RECEIVE-SUBQUERIES  Subsystem  at  this  Dl*  Node  to  determine  if 
the  Dl*  Node  is  available  and  to  notify  the  Subsystem  that  an  SQCB 
should  have  been  received.  The  RECEIVE-SUBQUERIES  Subsystem  can,  in 
this  case,  respond  to  QMC  in  one  of  three  ways: 

o  No  response  -  the  Dl*  Node  is  out  of  service. 

o  SQCB  received  -  subquery  processing  will  continue. 

o  Valid  SQCB  -  a  new  SQCB  copy  should  be  sent, 

not  received 

Since  all  SQCBs  have  a  unique  identifier  (i.e.,  unique  over  an 
arbitrarily  long  time  period  of  time),  the  RECEIVE-SUBQUERIES  Subsystem 
is  able  to  discard  any  redundant  copies  of  an  SQCB  that  it  might  receive 
due  to  delays  in  transmission  or  processing. 

In  addition  to  the  responses  cited  above,  the  RECEIVE-SUBQUERIES 
Subsystem  can  also  generate  error  responses.  These  are  discussed  in 
Section  3. 8. 3. 4,  Exception  Conditions. 


3.8.3. 2  Intrasubsystem  Data  Flows 

Since  this  Subsystem  runs  as  a  single  task,  there  are  no  intrasubsystem 
data  flows.  SQCBs  are  received  from  the  D2Q/C  Node,  validated,  and 
deposited  in  the  Translation-Input-Queue  for  further  processing.  This 
flow  is  presented  in  the  Intersubsystem  Data  Flow  Diagram  in  Section 
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3. 8. 3. 3  Tasking 

This  Subsystem  is  composed  of  a  singly  task  for  each  subquery. 


3. 8. 3. 4  Exception  Conditions 

The  RECEIVE-SUBQUERIES  Subsystem  can  respond  to  three  error  conditions: 
o  Subquery  invalid, 

o  Subquery  incomplete, 

o  Translation-Input-Queue  full. 

If  any  of  these  conditions  occur,  an  appropriate  response  is  sent  to 
QMC.  QMC  must  note  the  type  of  error  that  occurs  in  order  to  determine 
if  the  SQCB  should  be: 

o  Retransmitted  to  the  same  Dl*  Node. 

o  Transmitted  to  a  different  Dl*  Node  if  one  is  available. 

o  Held  in  the  SQCB-Output-Queue  at  the  D2Q/C  Node  until  an 

appropriate  Dl*  Node  is  available. 

o  Cancelled  and  the  cancellation  noted  in  the  QEG. 

If  QMC  receives  no  response  (over  a  timeout  period)  from  the  Dl*  Node, 
even  after  an  SQCB  verification  message  has  been  sent,  the  QMC  must 
assume  that  the  Dl*  Node  is  out  of  service,  and  either  the  SQCB  must  be 
sent  to  another  Dl*  Node  (if  an  appropriate  destination  is  available), 
or  it  must  be  cancelled. 
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The  critical  decision  for  this  Subsystem  was  whether  it  should  be 
designed  as  a  separate  Subsystem  or  should  be  bundled  in  with 
Subsystem  9,  the  TRANSLATE-TO-NDRL  Subsystem. 

Since  the  receipt  of  SQCBs  at  the  Dl*  is  both  logically  and 
physically  a  separate  task  from  that  of  Subsystem  9,  it  is 
preferrable  to  maintain  it  as  a  separate  function.  The  RECEIVE- 
SUBQUERIES  Subsystem  can,  however,  be  viewed  as  a  component  of  the 
QUERY- MONITORING- AND-CONTROL  Subsystem  (QMC)  at  the  Dl*  Node,  given 
its  close  relationship  with  that  Subsystem. 


3. 8. 3. 6  Open  /  Deferred  Decisions 


None. 


3. 8. 3. 7  Critical  Algorithms 


None. 


3.8.4 


DATA  REQUIREMENTS 


3.8.4. 1  Major  Data  Flows 
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The  schema  of  the  Dl*  dictionary  provides  a  "template"  of  the 
SQCB  structure  and  format  which  is  used  by  Subsystem  8  for  SQCB 
validation.  See  Figure  3.8.3  (Dl*  IRDS  View). 
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3. 8. 5.1  Network  Metadata 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  must  use  both  static  and 
dynamic  network  metadata  to  determine  appropriate  nodes  and  assign 
destination  addresses  if  an  alternate  Dl*  has  to  be  found  for  a  SQCB. 


3.8.5. 2  Data  Metadata 

The  QUERY-MONITORING-AND-CONTROL  Subsystem  must  consult  the  Query 
Execution  Graph  to  determine  where  every  SQCB  has  been  sent. 


3. 8. 5. 3  Other 
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3.9  SUBSYSTEM  9:  T RAN S L AT E - TO- NETWORK- 
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DATA-REQUEST-LANGUAGE 


3.9.1  OVERVIEW 

Subsystem  9,  the  TRANSLATE-TO-NETWORK-DATA-REQUEST-LANGUAGE  Subsystem, 
is  executed  at  Dl*  Nodes.  This  Subsystem  is  responsible  for  converting 
the  Subqueries  that  it  receives  { from  Subsystem  3,  the  RECEIVE- 
SUBQUERIES  Subsystem)  in  IDN  canonical  form  to  the  NETWORK  DATA  REQUEST 
LANGUAGE  (NDRL)  syntax.  The  subquery,  expressed  in  the  NDRL,  is  then 
ready  for  transmission  to  the  EXTRACT-AND-COMPUTE-DATA  Subsystem,  at  a 
Data  Node  and  Subsystem  10,  where  the  final  phase  of  translation 
translation  into  native  DBMS  format  takes  place.  A  detailed  overview 
of  the  query  /  subquery  translation  process  is  provided  in  the  document: 
Subquery  Processing  Against  the  Basic  Data  Models. 

Although  the  NDRL  cannot  be  processed  directly  against  a  target 
database,  this  translation  is  necessary.  Translation  to  NDRL  insures 
that  the  subquery  is  represented  in  a  form  which  is  semantically  correct 
and  complete  and  which  can  be  mapped  syntactically  to  the  native  lata 
query  or  report  writer  language  of  the  target  DBMS.  The  amount  of 
>  additional  processing  required  at  the  Data  Node  to  convert  the  subquery 

to  native  format  is  thus  minimized. 

The  NDRL  is  designed  to  be  a  "high  level",  "English-like",  language 
which  is  consistent  with  the  languages  currently  used  to  access  most 
relational  databases  and  is  similar  to  SQL  (Structured  Query  Language). 
Patterning  the  NDRL  after  SQL  provides  the  available  universal  medium 
for  subqueries  which  are  to  be  executed  against  heterogeneous  databases. 
Once  the  subquery  has  been  translated  into  this  form,  it  can  be  passed 
to  the  EXTRACT-AND-COMPUTE-DATA  Subsystem  (Subsystem  10)  at  the  Data 
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Node  for  conversion  to  native  DBMS  syntax  and  processing  against 
databases  which  use  any  of  the  four  standard  data  models:  hierarchical, 
network,  relational,  or  inverted  file. 

The  process  of  translation  to  NDRL  relies  upon  the  database  subschemas 
which  are  stored  in  the  dictionary  at  the  Dl*  Node.  Just  as  the 
CDRs  at  the  D2Q  Node  provide  the  information  necessary  for  decomposition 
of  the  query  into  subqueries,  the  database  subschemas  provide  the 
detailed  information  necessary  for  translation  of  the  canonical  form 
subquery  to  the  NDRL.  The  database  subschema  provides  a  detailed 
"logical  view"  of  the  target  database  in  terms  of  the  target  database's 
data  model.  This  information  is  requested  through  the  IRDS  at  the  01* 
Node . 


In  addition  to  the  subschema  for  the  target  database,  the  Dl*  dictionary 
also  provides  the  Database  Access  Names  (DANS)  which  correspond  to  the 
Network  Access  Names  (NANS)  used  for  the  data  elements  within  the 
subquery.  The  NANS  are  unique  across  the  entire  IDN  while  the  DANS  are 
specific  to  the  target  database  and  may  not  be  unique  (i.e.,  they  may  oe 
qualified  by  a  record  name). 


3.9.2  INTERFACE  SPECIFICATIONS 

3. 9. 2.1  Intersubsystem  Data  Flows 

Figure  3.9.1  shows  the  data  flows  between  this  and  other  Subsystems. 


3. 9. 2. 2  Subsystem  Events 

The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.9.2. 
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Subsystem  9:  TRANSLATE-TO-NDRL 
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Subsystem  9:  TRANSLATE-TO-NDRL 
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3.9.3  TECHNICAL  REQUIREMENTS 

3. 9. 3.1  Actions 

The  Subquery  Control  Block  (SQCB)  is  input  from  the  processing  queue  at 
the  Dl*  Node.  The  Subquery  was  placed  in  the  queue  by  the  previous 
Subsystem,  the  RECEIVE-SUBQUERIES-AT-DESTINATION  Subsystem.  The 
TRANSLATE-TO— NDRL  Subsystem  relies  upon  information  stored  in  the  node 
IRD  to  convert  the  subquery  from  canonical  form  to  the  Network  Data 
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Request  Language  Once  the  translation  process  is  complete,  the  NDRL 
Subquery  is  queued  for  transmission  to  the  target  Data  Node. 

The  translation  process  itself  proceeds,  in  general,  as  follows: 

o  The  identifier  for  the  target  database  for  the  subquery  is 
determined  from  the  SQCB. 

o  The  NANS  for  each  data  element  within  the  subquery  is  used  as 
a  key  to  look  up  the  corresponding  DANS  for  the  data  elements 
in  the  target  database  and  replace  the  NANS  with  DANS  in  the 
NDRL  subquery. 

o  The  identifiers  for  each  logical  record  in  the  target  database 
from  which  data  element  values  are  to  be  extracted  are 
determined  from  the  subschema  for  the  target  database  and 
included  in  the  NDRL  subquery.  Note  that  the  concept  of 
"logical  record"  is  different  for  each  of  the  standard  data 
models  and  these  differences  are  reflected  in  the  database 
subschemas. 
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o  Any  other  required  structural  information  (such  as  logical 

view  names,  area  names,  set  names)  needed  for  the  processing 
of  the  subquery  against  the  target  database  is  obtained  from 
the  subschema  and  included  in  the  NDRL  subquery. 
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o  If  no  errors  have  been  encountered  in  the  subquery  translation 
process/  the  completed  NDRL  Subquery  is  queued  for 
transmission’ to  the  Data  Node  for  translation  to  native  DBMS 
format  and  execution  against  the  target  database. 

Further  details  of  the  NDRL  translation  process  are  given  in  Section 
3.9.3.7 »  Critical  Algorithms.  A  complete  description  of  the  entire 
subquery  translation  process/  through  all  of  its  phases/  is  given  in  the 
paper:  Subquery  Processing  Against  the  Basic  Data  Models.  The  NDRL 
itself  is  specified  as  follows: 

o  SELECT  clause: 

SELECT  dans-1 ,  dans-2 ,  ... 

where  dans-i  are  the  uniquely  specified  Database  Access  Names 
for  the  data  elements  to  be  queried  in  the  target  database; 

dans-i  must  be  unique  to  the  database  and  may  take  one  of  two 
forms: 


o 


simple-database-access-name 

qualified-database-access-name 

qualif ied-database-access-name  is  of  the  form: 

record-name. simple-database-access-name 

record-name  is  the  name  of  the  logical  record  within  which  the 
data  element  resides. 

FROM  clause : 

FROM  record-name-1/  record-name-2/  ... 
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b*  . 


o 


where  record-name  is  the  unique  record  identifier  for  the 
record  in  which  a  selected  data  element  resides. 

[N.B.:  It  is  assumed  that  all  record  names  in  the  subschema 
and  in  the  corresponding  target  database  will  be  unique.  If 
this  is  not  the  case  for  a  particular  database,  then  the 
record  names  for  that  database  will  have  to  be  referenced  in 
the  subschema  in  fully  qualified  form  using  the  "dot"  notation 
(e.g.,  view-name. record-name) . ] 
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WHERE  clause: 


WHERE  dans-i  <relational-operator>  ( {value- j  |  dans-k}) 

( <logical-operator> )  ... 

[N.B.:  A  WHERE  clause  with  at  least  one  restriction  subclause 
must  appear  within  the  NDRL  query  since  unrestricted 
subqueries  are  disallowed.  The  required  restriction,  however, 
may  be  of  the  form:  dans-i  EXISTS.] 

where : 

dans-i  is  the  Database  Access  Name  for  a  data  element  name  in 
the  SELECT  clause. 

[N.B.:  restrictions  are  not  permitted  on  a  data  element  name 
which  does  not  appear  in  the  SELECT  clause  since  this  would  be 
inconsistent  with  the  original  specification  format  for  the 
query. ] 

relational-operator  may  be  any  one  of  the  following: 

EQ  -  equals 

GT  -  greater  than 
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LT 

- 

less  than 

LE 

- 

less  than  or  equal  to 

GT 

— 

greater  than  or  equal  to 

NE 

- 

not  equal  to 

EXISTS 

- 

a  non-null  value  exists 

FAILS 

- 

the  value  is  null 

CT 

_ 

contains 

[N.B.:  Although  the  EXISTS  and  FAILS  operators  are  generic, 
the  particular  representation  of  a  null  value  within  the 
database  is  dependent  upon  the  individual  DBMS.  This  must  be 
taken  into  account  when  the  subquery  is  translated  into  native 
format . J 

value- j  may  be  any  one  of  the  following: 

an  integer 
a  decimal  quantity 

a  character  string,  enclosed  in  double  quotes 
character  strings  may  contain: 

ASCII  characters 

numerals  expressed  as  ASCII  characters 
blanks 

any  special  characters  other  than  a  double  quote  (") 
?  as  a  wildcard  character 
*  as  a  wildcard  character 

[N.B.:  Since  wildcard  characters  are  not  supported  by  some 
DBMS  query  facilities,  restrictions  which  include  wildcards 
may  have  to  be  converted  to  prefix,  suffix,  or  even  EXISTS 
restrictions  when  the  subquery  is  translated  to  native 
format. ] 
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( 

!  dans-j  is  the  Database  Access  Name  for  any  data  element 

, 

i  specified  in  the  SELECT  clause. 


k 

- 

k 

| 

! 


logical-operator  is  any  one  of  the  following: 

AND 

OR 

NOT 

LN.B.:  Other  logical  operators/  such  as  XOR  (exclusive  OR)  are 
not  permitted  since  they  are  not  commonly  supported  by  DBMS 
query  facilities.] 

o  OUTPUT  clause: 

OUTPUT  <output-subclauses> 

[N.B.:  Output  subclauses  are  required  in  order  to  insure  that 
the  subresponse  which  results  from  the  subquery  has  been  put 
in  the  proper  format  by  the  local  DBMS.] 

where  <output-subclauses>  are  all  of  the  following: 

ORDERED-BY  dans-i  . . . 

HEADINGS  OFF 

FOOTINGS  OFF 

COLUMN  SEPARATOR  OFF 


; 


dans-i  is  the  Database  Access  Name  identifier  of  a  data  element 
which  appears  in  the  SELECT  clause. 
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3. 9. 3. 2  Intrasubsystem  Data  Flows 

Figure  3.9.3  shows  the  'intrasubsystem  data  flows  among  the  functions  and 
data  stores  of  Subsystem  9. 

3. 9. 3. 3  Tasking 

The  TRANSLATE-TO— NDRL  Subsystem  may  be  viewed  as  a  single  task  which  is 
"data  flow  driven".  The  Translation-Input-Queue  is  continually  checked 
to  determine  if  any  SQCBs  are  in  the  queue.  If  such  a  SQCB  is  found  it 
is  translated  into  an  NDRL  Subquery  and  placed  in  the  Translation- 
Output-Queue  for  transmission  to  the  Data  Node. 

3. 9. 3. 4  Exception  Conditions 

A  number  of  exceptions  are  possible  during  the  TRANSLATE-TO— NDRL’ 
Subsystem  processing.  If  the  SQCB  is  properly  formatted  and  the 
database  subschemas  are  up  to  date/  no  translation  error  should  occur. 
Any  error  which  does  occur  must  be  considered  severe  since  it  not  only 
terminates  processing  of  the  subquery  but  also  indicates  a  problem 
within  the  IDN  (e.g.,  an  incqnsistency  between  CDRs  and  subschemas). 

Such  an  error  must  be  reported  both  to  the  QUERy-MONITORING-AND-CONTROL 
Subsystem  (QMC)  and  to  the  Network  Administrator.  The  following  types 
of  errors  are  possible: 

o  Unable  to  locate  subschema  for  the  database  identified  in  the 
canonical  SQCB. 

o  Unable  to  translate  NANS  to  DANS. 

o  Unable  to  associate  DANS  with  a  record-name, 

o  Invalid  data  element  restriction. 
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o  Invalid  subquery  specification  within  the  canonical  SQCB. 

o  Invalid  SQCB. 

If  the  Data  Node  is  not  available  over  a  specified  period  of  time  then 
the  subquery  may  also  be  terminated  by  QMC. 

It  is  important  to  note  that  a  terminated  subquery  does  not  terminate 
the  entire  query.  QMC  will  continue  to  process  the  query  as  dictated  by 
the  Query  Execution  Graph. 


3. 9. 3. 5  Rationale  for  Critical  Decisions 

1.  The  critical  decision  for  this  Subsystem  was  concerned  with  the 

desirability  of  translation  to  NDRL  before  passing  the  subquery  to 
the  Data  Node.  The  alternatives  considered  included: 

o  Passing  the  canonical  form  subquery  directly  from  the  Dl*  Node 
to  the  Data  Node  for  translation  into  native  format. 

o  Translating  the  canonical  form  subquery  into  native  format  at 
the  Dl*  Node. 

The  first  alternative  would  place  a  much  greater  burden  upon  the 
Data  Node  than  occurs  by  translating  the  subquery  into  the 
intermediate  form  of  the  NDRL  at  the  Dl*  Node.  The  overhead  at  the 
Data  Node  is  greatly  reduced  and  maintenance  of  the  IDN  software 
is  facilitated  since  most  of  the  software  and  metadata  resides  at  the 


The  second  alternative  would  require  the  Dl*  Node  to  "know"  the 
detailed  characteristics  and  syntax  of  the  query  or  report  writer 
facility  for  each  DBMS  which  could  be  accessed.  Since  a  given  Dl* 
Node  might  support  several  Data  Nodes  with  several  different  DBMSs, 
the  complexity  of  the  translation  at  the  Dl*  Node  would  be  greatly 
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information  (logical  view  names/  area  names/  set  names)  is 
derived  from  the  database  subschema. 


-s  V-V 
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3.9.4 


SQCB 


DATA  REQUIREMENTS 


3. 9. 4.1  Major  Data  Flows 


The  Subquery  Control  Block  which  includes  the  canonical  form 
subquery  is  constructed  at  the  controlling  D2Q  Node  and  is  passed 
to  the  Dl*  Node. 


.-•■V-v-A'-J 
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NDRL-Subque ry 


The  NDRL  subquery  is  constructed  at  the  Dl*  LNode  and  is  passed  to 
the  Data  Node. 


•%  " 


3. 9. 4. 2  Special  Data  Requirements 


Translat ion- Input-Queue 


A  queue  within  the  Dl*  Node  which  receives  SQCBs  from  the  RECEIVE- 
SUBQUERIES  Subsystem  and  holds  them  for  processing  by  the 
TRANSLATE-TO-NDRL  Subsystem.. 


Tranalation-Output-Queue 

A  queue  within  the  Dl*  Node  which  receives  NDRL  Subquery  from  the 
TRANSLATE-TO-NDRL  Subsystem  and  holds  them  until  they  are 
transmitted  to  the  target  Data  Node. 
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3.9.5.  DATABASE  REQUIREMENTS 


3. 9. 5-1  Network  Metadata 


The  QUERY-MONITORING-AND-CONTROL  Subsystem  must  use  the  available  dynamic 
network  metadata  to  determine  the  status  of  the  Dl*  Node  and  its 
companion  Data  Nodes. 


3.9.5. 2  Data  Metadata 

The  TRANSLATE-TO-NDRL  Subsystem  must  access  the  IRD  at  the 
Dl*  Node  through  the  local  IRDS  in  order  to  obtain: 

o  NANS  to  DANS  translations. 

o  Record  names  associated  which  each  data  element, 

o  Access  names  needed  for  the  execution  of  the  subquery: 

View  names. 

-  Area  names . 

-  Set  names. 

N.B.:  any  physical  access  information  is  supplied  at  the  Data  Node  when 

the  subquery  is  finally  translated  into  native  format.  This  information 
can  include: 

o  Directory  path  names. 
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o  Volume  identifiers. 


o  Device  logical  names. 


3. 9. 5. 3  Other 


None. 


FINAL  REPORT 


3.9.6 


NOTES 


All  notes  have  been  embedded  within  the  sections  to  which  they  apply. 
There  are  no  general  notes  for  this  Subsystem. 
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3.10  SUBSYSTEM  10:  E XT R A C T - AN D - CO M P U T E - D A T A 


3.10.1  OVERVIEW 

Subsystem  10,  the  EXTRACT-AND-COMPUTE-DATA  Suosystem,  which  executes  at 
a  Data  Node,  is  responsible  for  the  execution  of  subqueries,  in  Network 
Data  Request  Language  (NDRL)  format,  against  the  target  database  at  the 
Data  Node.  The  interface  between  this  Subsystem  and  the  DBMS  is  through 
its  native  Data  Manipulation  Language  (DML) ,  Data  Query  Language  ^DQL) 
or  Report  Writer  (RW)  Facility.  IDN  software,  which  has  been  installed 
at  the  Data  Node,  is  responsible  for  receiving  subqueries  from  the  Dl* 
Interface  Processor,  performing  whatever  additional  formatting  is 
necessary  for  compatibility  with  the  target  database,  and  submitting  the 
subqueries  to  the  local  DBMS. 

The  DBMS  returns  a  subresponse  for  each  subquery  to  this  Subsystem, 
which,  in  turn,  passes  it  to  the  Dl*  Node  and  the  next  Subsystem  (.the 
PREPARE-OUTPUT-FOR-NETWQRK  Subsystem).  The  output  is  in  the  form  of  a 
relational  table  with  a  virtual  key,  i.e.,  a  code  indicating  the  source 
database  of  the  data.  Control  of  the  subresponse  is  then  passed  to  the 
QUERY-MONITORING-AND-CQNTROL  Subsystem  at  the  Dl*  Node  for  response 
assembly. 

The 'process  of  subquery  execution  relies  upon  the  fact  that  the  subquery 
has  been  reduced  to  a  set  of  simple  selection  criteria  in  NDRL  format  by 
the  earlier  Subsystems.  The  subresponse  is  produced  in  relational 
table  format  for  the  convenience  of  the  ASSEMBLE-COMPOSITE-RESPONSE- 
Subsystem.  Subsystem  10  also  handles  a  variety  of  error  conditions 
which  may  arise  in  the  execution  of  subqueries. 
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3.10.2  INTERFACE  SPECIFICATIONS 


3.10.2.1  Intersubsystem  Data  Flows 

Figure  3.10.1  shows  the  data  flows  between  this  and  other  Subsystems. 

3.10.2.2  Subsystem  Events 

The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.10.2. 


3.10.3  TECHNICAL  REQUIREMENTS 


3.10.3.1  Actions 

The  subquery  in  Network  Data  Request  Language  (NDRL)  format  is  passed  by 
the  previous  Subsystem  (TRANSLATE-TO-NDRL  Subsystem)  from  the  Dl*  Node 
to  the  Data  Node.  The  database  subschema  which  resides  at  the  Dl*  was 
used  by  the  previous  Subsystem  to  make  the  subquery  compatible  with  the 
target  database. 

Upon  receipt  of  the  subquery  at  the  Data  Node,  the  EXTRACT-AND-COMPUTE- 
DATA  Subsystem  must  perform  any  additional  translation  that  is  required 
in  order  to  present  the  subquery  to  the  database.  The  subquery  will  be 
transformed  into  the  native  format  of  the  local  DBMS's  DML,  DQL,  or 
Report  Writer,  whichever  is  appropriate.  This  translation  will  add  such 
additional  information  to  the  subquery  as: 

o  Physical  database  location  (path,  volume,  area,  etc.). 


o 


Appropriate  command  keywords  (e.g.,  FIND,  SEARCH,  etc.). 
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Subsystem  10:  EXTRACT-AND-COMPUTE-DATA 
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Subsystem  10:  EXTRACT- AND-COMPUTE-DATA  Q 
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o  Appropriate  clause  and  subclause  keywords  (e.g.,  OWNER,  etc.), 
o  Appropriate  option  specifications  (e.g.,  NO  DUPLICATES,  etc.), 
o  Appropriate  output  formatting  specifications: 

Null  Title  and  Column  Headings. 

-  Standard  column  separator  (e.g.,  |). 

Null  footings  and  pagination. 

If  the  subquery  requires  that  computations  be  performed  and  the  local 
DBMS  is  capable  of  performing  them,  then  the  subquery  will  include  the 
required  syntax  for  producing  the  calculated  results.  If  the  DBMS 
cannot  perform  the  calculations,  or,  the  user  requests  both  detailed  and 
summarized  (computed)  information,  then  the  subquery  will  be  formatted  to 
generate  the  required  records  and  the  calculations  will  be  performed  at 
the  Dl*  Node  in  the  former  case  (PREP ARE-OUTPUT- FOR-NETWORK  Subsystem) 
and  at  the  Dl  Node  in  the  latter  case  (DELIVER-COMPOSITE-RESPONSE 
Subsystem) . 

The  subquery,  in  native  format,  is  now  submitted  to  the  local  DBMS  and 
processed  against  the  target  database.  The  DBMS  will  return  either  the 
desired  response  (placing  it  in  a  designated  file  or  buffer),  or,  error 
messages  which  may  have  been  generated  due  to  data  value  errors  in  the 
subquery.  An  explanation  of  error  processing  is  given  in  Section 
3.10.3.4. 

The  EXTRACT-AND-COMPUTE-DATA  Subsystem  will  append  a  "virtual 
key"  to  the  output;  this  key  will  permit  the  output  to  be  readily 
distinguished  from  output  generated  from  any  other  database  in  the  IDN . 
The  virtual  key  will  be  unique  for  databases  with  these  different 
structures  and  semantics.  It  will  be  used  in  the  subresponse 
composition  processing.  The  virtual  key  is  an  internal  data  source 
identifier  and  it  does  not  appear  in  the  final  output. 
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The  subresponse  generated  by  the  local  DBMS  will  be  in  relational  table 
format.  The  output  will  consist  of  rows  (records  or  tuples)  and  columns 
of  data  with  a  standard  separator  character  between  each  column  of  data. 
There  will  be  no  extraneous  information  (such  as  headings  and  footings) 
permitted  in  the  output.  If  it  is  not  possible  for  the  local  DBMS  to 
generate  output  in  exactly  this  format,  any  extraneous  information  will 
be  removed  by  the  current  Subsystem  at  the  Data  Node  and  subresponse 
formatting  will  be  completed  by  the  PREPARE-OUTPUT-FOR-NETWORK  Subsystem 
at  the  Dl*  Node.  In  either  case,  the  output,  with  the  virtual  key 
appended  to  each  record,  is  now  transmitted  from  the  Data  Node  to  the 
Dl*  Node. 

3.10.3.2  Intrasubsystem  Data  Flows 

The  intrasubsystem  data  flow  diagram  for  the  EXTRACT-AND-COMPUTE-DATA 
Subsystem  is  given  in  Figure  3.10.3. 

These  are  the  "normal "  or  mainstream  internal  data  flows.  A  variety  of 
additional  data  flows  may  occur  due  to  error  conditions,  special 
conditions,  and  external  responses.  These  are  reviewed  in  Section 
3.10.3.4. 

3.10.3.3  Tasking 

It  is  assumed  that  the  DBMS  can  handle  multiple  simultaneous  queries. 

If  this  is  the  case,  then  subqueries  may  be  transformed  into  native 
format  and  queued  for  submission  to  the  local  DBMS  by  one  task  while 
output  is  formatted  and  queued  for  transmission  to  a  Dl*  Node  by 
another.  Thus,  processing  of  subqueries  at  the  Data  Node  may  proceed  in 
"parallel"  in  the  sense  that  each  task  simply  responds  to  available 
input  from  its  queue  (like  a  "Data  Flow  Machine")  rather  than  waiting 
for  some  prior  task  to  signal  it. 


VvsVsvv 


DAT  A-NODE 
SUBQUERY- 
E 


RECEIVE- 

SU6QUERY 


CONSTRUCT - 
VIRTUAL-KEY 


RECEIVE- 

SUBRESPONSE 


DATA-NODE- 

SU8RESP0NSE- 

QUEUE 


:3 


Data  Data  Source  Destination 

Flow  Item _ Function  /  Store _ Function  /  Store 


native-subquery 


D1  NORL-subquery  Data-Node-Subquery-Queue  Receive  Subquery 

D2  NDRL-suOquery  Receive  Subquery  TransJate-to- 

Native-Format 

native-subquery  Translate-to-Native-Format  local-DBHS- 

Query-Facility 

raw-subresponse  locol-OBMS-Query-Facility  Receive 

Subresponse 

raw-subresponse  Receive  Subresponse  Construct  Virtual 

Key 

native-subresponse  Construct  Virtual  Key  Send  Subresponse 


-.-V 

•VvV- 
-  A 


* .  •  *.*• 

.V-’.v.-.’.vv. 


Figure  3.10.3 


Page  265 


■  v.vsy. 

.  *  .  •  *  »  '  «  *  ■  ‘  •  •  .  ”«  '  a 


,*  *.*  %*  *  *  .■<  V  V  •’>  v  v  '  ■  /  ’  »  •  -  “ » v 

»*«  A'.'"  /«  -*■* 


•/*  *  -/  V' 


>  .  V  'V  •  -  ..*v  •/  '  •/  •/ 

/  V%*  ‘  -  a  ^  ‘ 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


Separate,  parallel  tasks  are  initiated  for  processing  errors  which  may 
arise  for  each  subquery  which  encounters  problems.  These  tasks 
communicate,  as  appropriate,  with  the  QUERY-MONITORING-AND-CONTROL 
Subsystem  (QMC)  at  the  Dl*  and  D2Q/C  and  may  either: 

o  Terminate  the  processing  of  the  subquery. 

o  Return  the  subquery  to  a  processing  queue. 

The  action  taken  depends  upon  the  directives  received  from  QMC|D2Q/C. 

3.10.3.4  Exception  Conditions 

The  following  errors  may  be  encountered  during  the  execution  of  this 
Subsystem: 

o  Subquery  Translation  Error. 

o  Subquery  Submission  Error  (DBMS  DML ,  DQL,  or  Report  Writer 
error) . 

o  Subresponse  Absolute  Quota  Error, 

o  Subresponse  User  Quota  Error. 

The  subject  of  handling  quotas  for  subresponses  is  discussed  in  a  paper 
on  that  topic  which  has  been  included  in  this  IDN  Subsystems 
Specification. 

3.10.3.5  Rationale  for  Critical  Decisions 

The  following  critical  decisions  were  made  for  this  Subsystem: 
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Translation  of  the  subquery  to  native  format  will  be  performed  at 
the  Data  Node  by  special  IDN  software. 

-  Although  the  database  subschema  resident  at  the  Dl*  Node  is 
sufficient  for  translation  of  the  subquery  from  canonical  form 
to  NDRL,  it  is  not  adequate  to  provide  all  of  the  syntax 
peculiar  to  a  particular  DBMS. 

-  Special  software,  resident  at  the  Data  Node,  can  be  designed 
to  supply  this  additional  syntax  and,  essentially,  emulate  the 
role  of  a  user  submitting  a  subquery  to  the  target  database. 

If  possible,  the  actual  execution  of  the  subquery  should  be  handled 
by  the  DQL  or  Report  Writer  of  the  local  DBMS. 

The  necessity  for  developing  software  to  directly  access  the 
database  is  eliminated. 

Subqueries  can  be  processed  concurrently  by  the  DBMS. 

Error  conditions  can  be  detected  and  reported  by  the  DBMS. 

The  subresponse  will  be  generated  in  a  "relational  table  format". 

-  The  subresponse  can  be  conveniently  formatted  into  messages. 

Response  composition  can  perform  JOINs  and  SEMI-JOINs  on  the 
subresponses. 

Subresponses  can  be  JOlNed  with  other  databases  (i.e.,  the 
subresponse  from  one  subquery  can  be  used  as  the  input  to 
another  database  subquery;  this  is  a  special  case  which  may 
occasionally  arise  (see  Note  3  in  Section  3.10.6). 

-  The  final  response  can  be  conveniently  handled  by  the  user 
interface. 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


3.10.3.6  Open  /  Deferred  Decisions 

1.  The  decision  was  made  to  give  the  QMC  the  responsibility  for  the 
handling  of  those  subresponses  which  must  be  used  in  a  JOIN 
operation  against  either  the  source  database  or  some  other  database 
(see  Note  3,  Section  3.10.6). 

This  decision  introduces  some  additional  overhead  into  the  IDN,  but 
provides  for  a  uniform  handling  of  subqueries  and  subresponses  by 
the  Dl*  and  Data  Nodes.  This  decision  may  need  to  be  reviewed 
during  design  from  an  overall  IDN  performance  and  reliability 
perspective. 


3.10.3.7  Critical  Algorithms 

The  following  algorithms  are  critical  to  the  functioning  of  this 
Subsystem: 

o  Subquery  Translation  from  NDRL  to  native  format. 

o  Subresponse  Formatting  for  transmission  to  Dl*. 

The  nature  of  both  of  these  algorithms  depends  heavily  upon  the  specific 
DBMS  which  manages  the  target  database.  A  separate  paper,  of  Subquery 
Processing  Against  the  Basic  Data  Models,  is  included  with  the  IDN 
Subsystems  Specification  and  deal  with  this  issue.  The  paper  reviews 
the  submission  of  subqueries  and  the  receipt  of  responses  from 
hypothetical  DBMSs  which  use  the  following  data  models: 

o  Relational. 


o 


Network. 
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o  Hierarchical. 

o  Inverted  File. 


3.10.4  DATA  REQUIREMENTS 


3.10.4.1  Explanation  o£  Major  Data  Flows 
NDRL  Subquery 

This  data  flow  is  received  by  the  current  Subsystem  in  the  form 
provided  by  the  TRANSLATE-TO-NETWORK-DATA-REQUEST-LANGUAGE 
Subsystem. 

Local-database-data 

This  data  is  held  in  the  target  database  in  a  form  consistent  with 
the  relational,  network,  hierarchical,  or  inverted  file  models. 
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Subquery-execution-error 

The  local  QMC  at  the  Dl*  Node  is  notified  of  any  error  which  occurs 
during  the  translation  or  execution  of  the  subquery. 

Native— forma t-subquery 

The  subquery  has  been  translated  from  NDRL  to  the  native  format  of 
the  local  DBMS's  DML,  DQL,  or  Report  Writer.  All  additional  syntax 
required  for  query  execution  has  been  supplied. 

Subresponse- size- message 

QMC | D2Q/C  is  notified  of  the  size  of  the  subresponse. 

Secur i ty- vi ola t i on-message 

The  Security  Administrators  at  the  user  and  Data  Nodes  are  notified 
of  an  attempt  to  submit  an  improperly  authorized  subquery  against  a 
sensitive  database. 

Subresponse-over-quota-message 
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If  the  size  of  the  output  exceeds  the  specified  user  quota  or 
absolute  quota  then  the  appropriate  action  must  be  taken. 

Native-format-subresponse 

The  response  received  from  the  database  is  transformed,  as 
necessary,  into  relational  table  format  and  the  virtual  key  is 
prefixed  to  each  record. 
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3.10.4.2  Special  Data  Requirements 

The  EXTRACT-AND-COMPUTE-DATA  Subsystem  must  have  available  to  it  all  of 
the  necessary  syntactical  and  physical  database  information  necessary 
for  translation  of  subqueries  from  NDRL  to  native  format. 

It  is  assumed  that  the  target  databases  are  not  the  same  as  those  used 
locally  by  the  Data  Node,  they  are,  instead,  copies  or  subsets  of  those 
databases  which  are  maintained  expressly  for  the  purpose  of  network 
access. 

Some  databases  may  not  be  consistent  with  any  of  the  four  basic  data 
models  supported  by  the  IDN.  If  this  is  the  case,  a  version  of  the 
database  which  has  been  converted  to  one  of  the  four  standard  data  model 
will  have  to  be  maintained,  or,  the  EXTRACT-AND-COMPUTE-DATA  Subsystem 
will  have  to  include  special  functions  for  handling  the  submission  of 
subqueries  to  the  special  database  and  the  acceptance  of  subresponses 
from  it. 


3.10.5  DATABASE  REQUIREMENTS 


3.10.5.1  Network  Metadata 

All  requirements  for  network  metadata  are  handled  by  the  QMC. 


3.10.5.2  Data  Metadata 

The  Subquery  control  block  provides  all  of  the  data  metadata  required  by 
this  Subsystem. 
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3.10.5.3  Other 


None. 
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3.10.6  NOTES 

1.  The  QMC  must  interact  with  this  system  at  two  levels: 

-  Global:  receiving  Subresponse  size  information  and  sending 
abort  /  halt  /  continue  messages. 

-  Local:  errors  in  Subquery  processing  requiring  termination  of 
SQCB  at  the  Dl*. 

2.  An  audit  trail  of  all  Subquery  execution  errors  should  be 
maintained  for  the  local  Data  Administrator  to  use  in  tracking  the 
performance  of  the  EXTRACT-AND-COMPUTE-DATA  Subsystem  and  to  provide 
indications  of  potential  adjustments  or  improvements. 

3.  In  the  special  case  where  two  subqueries  with  the  same  parent 
query  are  directed  against  the  same  database,  the  subresponse  from 
one  query  may  be  needed  as  input  to  the  other.  Such  a  case  is 
recognized  by  QMC,  and  QMC  transmits  the  suoresponse  needed  for 
interrogation  of  the  database  to  the  Dl*,  which  then  passes  it  back 
to  the  Data  Node  for  processing  like  any  other  subquery  (or  set  of 
subqueries  in  the  case  of  a  JOIN  or  SEMI-JOIN).  QMC  also  handles 
subresponses  which  must  be  used  as  input  to  subqueries  against 
other  databases. 
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3.11  SUBSYSTEM  11:  P R E P A R E - O UT P U T - F O R - N E T WO R K 


3.11.1  OVERVIEW 

Subsystem  11,  the  PREPARE-OUTPUT-FOR-NETWORK  Subsystem,  resides  at  the 
Dl*  Nodes  and  must  accept  the  subresponses  passed  to  it  by  the  previous 
Subsystem  (at  the  Data  Node),  the  EXTRACT-AND-COMPUTE-DATA  Subsystem, 
and  prepare  them  for  the  next  Subsystem,  the  ASSEMBLE-COMPOSITE- 
RESPONSE  Subsystem.  The  subresponses  are  already  in  relational  table 
format,  so  this  Subsystem  may  simply  have  to  append  a  header  block  to 
the  subresponse  in  order  to  process  it. 

If  any  special  data  transformations  are  required  in  order  to  transform 
the  native  subresponse  to  the  standard  format,  these  are  performed. 
Subsystem  11  also  checks  to  be  sure  that  a  valid  virtual  key  has  been 
constructed  and  appended  to  each  of  the  output  records.  This  unique  key 
is  a  code  which  indicates  the  source  database  for  the  subresponse  and 
facilitates  assembly  of  the  composite  response. 

No  errors  should  arise  during  the  execution  of  this  Subsystem.  If  a 
subresponse  fails  any  of  the  simple  checks  which  are  made,  then  it  is 
terminated  and  messages  are  sent  to  the  QUERY-MONITORING-AND-CONTROL 
Subsystem  (QMC)  at  the  Dl*  Node. 
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3.11.2  INTERFACE  SPECIFICATIONS 


3.11.2.1  Intersubsystem  Date  Flows 


Figure  3.11.1  shows  the  data  flows  between  this  and  other  Subsystems. 


3.11.2.2  Subsystem  Events 


The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.11.2. 


3.11.3 


TECHNICAL  REQUIREMENTS 


3.11.3.1  Actions 

The  PREPARE-FOR-NETWORK  Subsystem  resides  at  the  Dl*  Node  and 
receives  subresponses  in  native  format  from  the  Data  Node.  These 
subresponses  may  already  be  consistent  with  the  standard  subresponse 
format  or  they  may  require  some  additional  editing. 

Additional  editing  may  be  required,  depending  upon  the  DBMS  from  which 
the  subresponse  was  output,  to  make  the  subresponse  in  a  form  suitable 
for  response  composition.  Examples  of  such  editing  are: 

o  Truncating  trailing  blanks. 

o  Separating  data  columns. 
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o  Character  set  conversion  (e.g.  EBCDIC  to  ASCII) 
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Subsystem  11:  PREPARE-OUTPUT-FOR-NETWORK 


In 

Data  Item 

Source  Subsystem 

11 

Native-Format-Subresponse 

EXTRACT-AND-COMPUTE-DATA 

Out  Data  Item  Destination  Subsystem 

□  1  Standard-Format-Response  ASSEMBLE-COMPOSITE- 

RESPONSE 


Figure  3. 11.1 
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Subsystem  11:  PREPARE-OUTPUT-FOR-NETWORK 


N1  ->  N2  -» 


Normal 

Event  Oescrlgtion 

N  1 

Receive  native  format  subresponse  from  Extract  and 

compute  data 

N2 

Perform  any  additional  data  transformations  required 

N3 

Check  subresponse  format  and  virtual  key 

N4 

Construct  header  block  for  subresponse  and  pass  to 

next  subsystem 

Error 

Event  Description 

El  . 

Error  found  in  subresponse  format  or  content  j 

T  erminal 

Event  Description 

T  1 

Terminate  subresponse  processing  due  to  detection  of  error 
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The  subresponse  is  validated  for  correct  format.  If  errors  are 
encountered/  they  are  reported  to  QMC  at  the  Dl*  and  the  subresponse  is 
terminated. 

If  the  subresponse  passes  the  validation  step,  it  is  given  a  header 
block  containing  information  about  the  query  and  subquery  which  spawned 
the  output  and  it  is  then  queued  for  processing  by  the  next  Subsystem, 
the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem. 


3.11.3.2  Intrasubsystem  Data  Flows 


Figure  3.11.3  presents  the  intrasubsystem  data  flow  for  Subsystem  11, 


3.11.3.3  Tasking 

The  four- major  functions  of  this  Subsystem  operate  serially  for  any 
given  subresponse  but  are  independent  of  one  another.  Therefore,  separate 
queues  and  tasks  may. be  maintained  for  each  function  in  order  to  handle 
output  preparation  in  a  "parallel"  manner.  Additional  tasks  for  any 
given  function  type  may  be  initiated  as  required  to  handle  varying 
volumes  of  subresponses. 


3.11.3.4  Exception  Conditions 

Errors  should  be  a  rare  occurrence  in  the  preparation  of  output,  but  if 
inconsistencies  are  discovered  in  the  formatted  subresponse  these  will 
be  reported  to  the  local  QMC  (QMCjDl*),  and  the  subresponse  will  be 
terminated.  Since  the  IDN  permits  partial  responses  to  queries,  the 
termination  of  one  subresponse  does  not  effect  the  processing  of  other 
subresponses  to  the  same  query. 
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Subsystem  II:  PREP  ARE -OUTPUT-FOR-NET  WORK 


FINAL  REPORT 


D1*-NATIVE- 

SUBRESPONSE- 

QUEUE 


RECEIVE- 

SUBRESPONSE 


COMPLETE- 

TRANSLATION 


CHECK- 

FORMAT 


D  I  ’-FQRMATTED- 
SUBRESPONSE-«— 
QUEUE 


APPEND- 

HEADER-AND- 

QUEUE 


Data 

Data 

Source 

Destination 

item 

Item 

Function  /  Store 

Function  /  Store 

native-subresponse 

native-subresponse 

standard-subresponse 

standard-subresponse 


D  I  *-nali ve-subresponse 
queue 

recei ve-subresponse 
complete  translation 
check  format 


standard-subresponse  append-header  and  queue 


Figure  3.1  J. 3 
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3.11 

1. 


3.11 

1. 


3.5  Rationale  for  Critical  Decisiona 

The  only  critical  decision  made  regarding  the  functioning  of  this 

Subsystem  was  the  decision  to  have  the  Subsystem  reside  at  the  Dl* 

Node  rather  than  the  Data  Node. 

The  rationale  for  this  is  as  follows: 

o  The  overhead  imposed  on  the  Data  Node  by  special  IDN  software 
should  be  minimized. 

o  Any  errors  encountered  can  be  more  readily  dealt  with  at  the 
Dl*  Node. 

.3.6  Open  /  Deferred  Decisiona 

An  open  decision  at  this  point  is  whether  or  not  it  is  possible  to 

perform  any  summary  calculations  as  part  of  output  preparation. 

Considerations  include: 

o  For  queries  with  multiple  subqueries  and  subresponses ,  any 

required  calculations  will  probably  have  to  be  deferred  until 
a  composite  response  is  achieved.  The  earliest  point  at  which 
the  computations  could  be  performed  is  at  the  conclusion  of 
the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  processing. 

o  As  a  matter  of  policy,  it  may  be  desirable  to  send  detailed 
output  to  the  DELIVER-COMPOSITE-RESPONSE  Subsystem  and  make 
the  Dl  Node  responsible  for  performing  summary  calculations. 
This  would  make  both  the  detailed  output  and  the  desired 
computations  available  to  the  user. 

o  For  a  few  queries;  e.g.,  those  which  require  only  simple 

computed  values  as  the  response,  some  communication  overhead 
could  be  avoided  by  performing  the  computations  within  this 
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Subsystem  or,  in  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem, 
before  shipping  the  output  back  to  the  D1  Node. 


j  3.11.3.7  Critical  Algorithms 

i 

\ 

j  The  algorithm  for  checking  the  format  of  the  subresponse,  although 

*  straightforward,  can  be  considered  critical  in  that  a  variety  of 

;  conditions  might  result  in  formatting  errors  in  the  subresponse.  By 

!  detecting  such  errors  in  this  subsystem,  a  cascade  of  error  conditions 

I  in  subsequent  processing  steps  can  be  avoided. 


3.11.4  DATA  REQUIREMENTS 


3.11.4.1  Explanation  of  Major  Data  Flows 


t  Native-format-subresponse 

I 

;  The  subresponse  as  returned  from  the  EXTRACT-AND-COMPUTE  Data 

■*  Subsystem  is  in  the  format  of  the  output  received  from  the  target 

;  database.  This  must  be  a  relational  table  format.  The  major 

I  additions  to  the  database  output  has  been  the  prefixing  of  the 

l  virtual  key  for  the  target  database  to  each  output  record,  and  a 

header  which  identifies  the  subquery  which  generated  this  response. 


|  Standard— format-subresponse 


■  The  standard  subresponse  format  is  illustrated  by  the  following: 

r 
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|  Subresponse  Header:  IDN  message  header  query-id,  | 
|  subquery-id,  subquery-seq-number ,  file-description-id,  | 
)  file- fragment-number ,  file-size  | 


|  Virtual  Key 

|  Data-1 

|  Data-2  |  Data-3 . 

|  Data-n  | 

1 

1 

1  "  I 

1  "  1 

The  subresponse  header  contains  essential  control  and  tracking 
information  necessary  for  verifying  relationships  among 
subresponses  and  subqueries,  and  for  providing  a  "fail-safe" 
processing  capability  even  if  the  QMC  is  disabled-  This  metadata 
includes: 

o  subquery-id  -  the  unique  identifier  for  the  subquery, 

o  subquery- 

sequence  -  the  processing  sequence  of  the  subquery 

relative  to  other  subqueries  for  the  same 
query  (e.g.,  1  of  3). 

o  File-descrip¬ 
tion-id  -  the  unique  identifier  for  the  subresponse. 

o  File-fragment- 

number  -  identifies  the  nth  out  of  m  file  fragments 

in  those  cases  where  the  subresponse  must 
be  divided  into  multiple  messages. 

o  File-size  -  the  size  (in  bytes  and  tuples)  of  the 

subresponse . 


ir> W'J'J- 


T 


<r 


pmrr^rrr 

r 

f 

f 

J 

>4 

; 


I 

* 

$ 

’> 

v 

i 


'.I  .'>T 


TCTTV^  .*•  VV'.-ji-v  .^i  A ■jVLVi.'fc-^^r.vi^v-  v'  ' 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES  FINAL  REPORT 


The  victual  key  is  the  unique  code  for  the  source  database  and  is 
necessary  for  controlling  response  composition. 

Data  values  are  arranged  in  columns  and  have  the  following 
characteristics : 

o  All  values  are  represented  as  ASCII  codes  (i.e./  no  binary- 
formatted  numeric  fields). 


| 


- 

•r. 


o  Each  data  value  for  a  given  data  element  is  of  a  variable 
length.  Data  values  are  separated  by  a  special  field 
separator  character.  The  correspondence  between  data  values 
and  elements  is  determined  positionally. 

o  Text  data  values  exceeding  some  predefined  length  limit  (say/ 
72  characters)  will  be  "folded"  into  multiple  records  and  all 
associated  data  fields  repeated  in  the  new  record  so  that  a 
records  will  appear  uniform  without  being  exceedingly  long. 
[Note:  this  characteristic  depends  upon  the  limitations  which 
may  exist  within  the  IDN  for  the  handling  of  long  records. 

The  system  may  be  able  to  comfortably  handle  records  of  up  to 
32k  bytes.] 

3.11.4.2  Special  Data  Requirements 

The  special  requirement  for  the  handling  of  lengthy  text  data  fields  has 
been  noted  in  the  section  above. 
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3.11.5  DATABASE  REQUIREMENTS 


3.11.5.1  Network  Metadata 


No  network  metadata  is  required  for  the  preparation  of  database  output. 


3.11.5.2  Data  Metadata 

Some  data  metadata  may  be  required  if  the  output  from  a  particular  DBMS 
or  database  requires  special  reformatting  in  order  to  transform  the 
subresponse  into  IDN  standard  form. 


3.11.5.3  Other 


None. 


3.11.6 


NOTES 


1.  It  may  be  desirable  to  have  the  virtual  key  appended  to  each  of  the 
subresponse  records  as  part  of  output  preparation  rather  than  as 
part  of  the  EXTRACT-AND-COMPUTE-DATA  Subsystem.  Since  the 
subresponse  is  likely  to  need  some  reformatting  anyway,  and  since 
errors  may  be  encountered  in  the  format,  it  may  be  more  efficient 
to  defer  the  addition  of  the  virtual  key  until  this  step. 
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3.12  SUBSYSTEM  12:  I M P L E M E N T- CO M P OS  I T I  0 N- S T R A T E G Y 


3.12.1  OVERVIEW 


Control  of  the  standard  format  subresponses  is  passed  from  the  PREPARE- 
OUTPUT-FOR-NETWORK  Subsystem  at  a  Dl*  Mode  to  the  QUERY- MONITORING- AND- 
CONTROL  Subsystem  (QMC)  at  the  Controlling  D2Q  Node  (D2Q/C).  QMC|D1* 
has  sent  the  subresponse  sizes  for  each  subresponse  to  the  IMPLEMENT- 
COMPOSITION-STRATEGY  Subsystem  at  the  D2Q/C  Node.  A  given  subresponse 
may,  at  this  stage  of  its  processing,  remain  at  the  current  Dl*  Node  for 
the  particular  subresponse,  or  be  directed  to  an  alternative  Dl*  Node  to 
be  JOINed  with  another  subresponse. 

The  subresponse  sizes  passed  via  the  QMC  provide  Subsystem  12  with  the 
means  for  determining  the  address  for  each  subresponse  and  the  order  of 
response  composition.  Based  upon  the  volume  of  the  subresponses 
associated  with  a  given  query  and  available  status  information,  the 
IMPLEMENT-COMPOSITION-STRATEGY  Subsystem  computes  a  response  assembly 
strategy  consistent  with  the  processing  sequence  specified  in  the  Query 
Execution  Graph.  The  instructions  for  this  strategy  are  in  the  Response 
Composition  Program. 

The  QMC  at  the  D2Q/C  executes  each  step  of  this  program  by  passing 
composition  commands  (SEMI-JOIN  operations)  to  the  copies  of  Subsystem 
13,  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem,  at  the  one  or  more  Dl* 
Nodes.  In  order  to  produce  a  composite  response,  subresponses  are 
directed  by  QMC|D2Q/C  to  other  Dl*  and  D2Q  Nodes  as  indicated  by  the 
Response  Composition  Program.  The  response  composition  process, 
therefore,  may  proceed  in  a  parallel  fashion  depending  upon  the 
relationships  between  the  subresponses. 


f.  v  v  -j 


. - . •s. 

s  .--  ■/ 


..  W  •' 

a\nV> 

v 

vf 


iir 

•r 

VvW 

VWv 


•vv-:' 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


This  Subsystem  also  deals  with  null  subresponses  (i.e.,  subqueries  which 
produce  no  subresponse  due  to  their  selection  criteria  or  error 
occurrences).  If  the  null  subresponse  was  not  critical  to  the  formation 
of  the  response,  then  a  response  composition  strategy  is  developed  which 
provides  a  partial  response  to  the  original  query. 

If  the  destination  node  for  a  subresponse  is  determined  to  be 
unavailable  for  some  reason,  an  alternate  address  is  determined  by 
Subsystem  12  and  given,  via  QMC(D2Q/C  and  QKC|D1*,  to  Subsystem  13,  the 
ASSEMBLE-COMPOSITE-RESPONSE  Subsystem.  If  the  primary  and  all  alternate 
destinations  are  unavailable,  then  the  subresponse  may  have  to  be 
terminated.  Subresponses  are  queued  for  dispatch  at  the  Dl*  Nodes  after 
the  assignment  of  their  destination  address.  They  remain  in  the  queue 
until  either  receipt  of  the  transmitted  subresponse  at  the  destination 
is  acknowledged  or  a  purge  message  is  received  from  QMC  at  the  D2Q/C. 


3.12.2  INTERFACE  SPECIFICATIONS 


3.12.2.1  intersubsystem  Data  Flows 

Figure  3.12.1  shows  the  data  flows  between  this  and  other  Subsystems. 


3.12.2.2  Subsystem  Events 

The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.12.2. 
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Subsystem  12:  IMPLEflENT-COflPOSITION-STRATEGY 
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Figure  3.12.1 
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Subsystem  12:  IMPLEMENT-COMPOSITION- STRATEGY 


Normal 

Event  Description 

N  1 

Receive  subresponse  sizes  from  QMC  1  Dl* 

N2 

Compute  response  composition  strategy  based  on 
semi  joins 

N3 

Generate  response  composition  program  and  assembly 

* 

node  ids 

N4 

Pass  response  composition  program  to  QUERY- 
MOP  ITOR  I  NG-AND-CONTROL  at  the  D2Q  /  C 

Error 

Event  Description 

E  1 

Subresponse  size  not  available  for  a  subresponse 

Response 

Event  Description 

R  1 

QUERY-MONITORING-AND-CONTROl  must  purge  the 
query  if  a  key  subresponse  is  unavailable 

Terminal 

Event  Description 

T 1 

Terminate  due  to  unavailability  of  a  key  subresponse 

Figure  3.12.2 
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3.12.3  TECHNICAL  REQUIREMENTS 


3.12.3.1  Actions 

The  formatted  response  is  being  held  in  a  queue  (the  Dl*-Formatted- 
Subresponse-Queue)  by  the  previous  Subsystem,  the  PREPARE-OUTPUT-FOR- 
NETWORK  Subsystem  (at  a  Dl*),  and  the  destination  address  for 
composition  of  the  subresponse  must  be  determined  by  Subsystem  12. 
Ultimately,  the  address  is  provided  by  the  QMC  but  determination  of  the 
address  is  just  one  part  of  the  overall  Response  Composition  Program. 
This  process  is  discussed  in  detail  in  a  paper  which  accompanies  the  IDN 
Subsystems  Specification:  Using  Joined-Subsets  (SEMI-JOINs)  in 
Subresponse  Composition.  The  process  can  be  summarized  here  by  the 
following  "case  structure": 

o  CASE  A:  A  given  subresponse  is  needed  for  a  JOIN  operation 

with  a  database. 

The  QMC  at  the  D2Q/C  has  determined  from  the  Query  Execution 
Graph  that  the  subresponse  must  be  sent  to  a  Data  Node  and 
provides  the  address  of  that  node.  When  the  new  subresponse 
has  been  received  from  the  Data  Node,  its  size  is  passed  by 
QMC | Dl*  and  QMC|D2Q/C  to  the  IMPLEMENT-COMPOSITION-STRATEGY 
Subsystem  and  a  Response  Composition  Program  is  generated  by 
Subsystem  12. 

o  CASE  B:  The  subresponse  is  the  only  subresponse  for  the 

query. 

The  IMPLEMENT-COMPOSITION-STRATEGY  Subsystem  directs  that  the 
subresponse  remain  at  the  Dl*  Node  for  conversion,  by  the 
ASSEMBLE-COMPOSITE-RESPONSE  Subsystem,  into  "composite 
response  format",  and  then  be  forwarded  to  the  appropriate  Dl 
Node  for  delivery  to  the  user. 
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o  CASE  C:  The  subresponse  is  one  of  two  or  more  subresponses 

which  must  be  JOINed  to  produce  a  composite  response. 

The  IMPLEMENT-COMPOSITION-STRATEGY  Subsystem  must  determine  the 
communications  cost  (relative  to  operations  on  other 
subresponses)  of  either: 

-  Performing  SEMI-JOINs  at  the  current  Dl*  Node 
(and  the  JOIN  at  another  Dl*  Node). 

-  Performing  SEMI-JOINs  at  another  Dl*  Node 
(and  the  JOIN  at  the  current  Dl*  Node) 

-  Performing  JOINS  at  a  designated  D2Q  Node 
(and,  perhaps,  SEMI-JOINs  at  the  Dl*  Nodes). 

Case  "C"  may  be  the  most  likely  one  for  the  IDN  and,  on  average,  a 
similar  number  of  SEMI-JOINs  are  likely  to  be  performed  at  all  of  the  Dl* 
Nodes.  When  two  or  more  subresponses  are  generated  for  the  same  query, 
Case  "C"  may  be  viewed  as  executing  "recursively"  in  that  each  SEMI-JOIN 
and  JOIN  operation  at  a  given  node  produces  a  new  subresponse  which,  in 
turn,  must  be  JOINed  with  any  remaining  subresponses.  This  process 
continues  until  all  subresponses  have  been  JOINed  into  a  single 
composite  response. 

The  Response  Composition  Program  which  is  generated  by  the  IMPLEMENT- 
COMPOSITION-RESPONSE  Subsystem  consists  of  a  series  of  simple  relational 
operation  and  data  transfer  commands  along  with  destination  addresses 
for  the  subresponses,  intermediate  results,  and  final  response.  The 
operations  and  commands  are: 

o  Perform  SEMI-JOIN-select . 

o  Perform  SEMI-JOIN- join. 


Page  290 


*  ^  »  %  V  ,% 


>ncv>: 


v.  A  V 

■A  iLiL-u 

V  v  v  v 

VvW 

iw.vj' 


<9. 


,v.  V. 

v: 


VAN  ,‘v'v 

V'-Vvv 

-vV.vV.v 

\  .  »  m  *  •  '  m  *  i 

*  ,  ,  • 


■  .•  j 

.  • .  • .  . 

*»  '  4 


v.v.V 

.\v.v.v.v 

V 

.  • 


rV 

>>-• 

,  .  ■»  v.  • 


v:>.'V 

•  •  • . 
■■v' 


vV 


>> 

>.v 

v 

-4 


V.  . 


5#  ? 


-T.TT.-v .•%. vy^-.vv*V>A."Ar.V»--  L\ .V A’A"\AA '.V  'AV-"-*-' '.’•  '.’•  '/:•.■■■. 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


o  Perform  SEMI-JOIN-append. 

o  Send  outpuC  to  designated  node, 

o  Transmit  response  to  user. 

In  addition,  QMC  at  the  D2Q/C  Node  will  send  the  following  commands  (via 
QMC  at  the  Dl*  Nodes)  in  order  to  execute  the  Response  Composition 
Program  and  deal  with  operational  contingencies: 

o  Cancel  output. 

o  Send  output  to  (alternate)  designated  node, 

o  Subresponse  status  request. 


Once  a  destination  address  has  been  given  to  QMC|D2Q/C  by  Subsystem  12, 
QMC | D2Q/C  must  determine  the  availability  of  the  destination  node  and 
queue  the  subresponse  for  transmission.  If  the  destination  is  the 
current  Dl*  Node,  then  no  actual  transmission  will  occur  (a  "virtual 
communications  link"  will  transfer  the  subresponse  from  one  queue  to 
another  within  the  Dl*  Node).  If  the  destination  is  some  other  node, 
and  the  node  is  not  available  (e.g. ,  a  timeout  has  occurred),  then 
QMC | D2Q/C  must  determine  an  alternative  address  and  must  requeue  the 
subresponse. 


3.12.3.2  Intrasubsystem  Data  Flows 

Figure  3.12.3  gives  the  intrasubsystem  data  flow  diagram  for  Subsystem  12. 


3.12.3.3  Tasking 

Processing  within  this  Subsystem  can  be  viewed  using  the  simple  input, 
process,  output  model.  Three  independent  tasks  are  initiated  which 
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Subsystem  12:  IMPLEMENT-COMPOSITION-STRATEGY 


Data 
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Data 
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Figure  3.12.3 
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simply  wait  for  appropriate  input.  The  tasks  may/  therefore/  run  in 
parallel/  driven  by  their  internal  queues. 


3.12.3.4  Exception  Conditions 

1.  Destination  not  available  -  request  alternate  destination. 

2.  Cancel  output  -  if  this  is  due  to  a  low  precedence  level/  the 
subquery  will  be  restarted;  if  this  is  due  to  the  unavailability  of 
a  subresponse  composition  node/  then  the  subresponse  will  be 
terminated. 


3.12.3.5  Rationale  for  Critical  Decisions 

1.  The  critical  decision  considered  for  this  Subsystem  is  how  to 
handle  the  dynamics  of  obtaining  the  destination  addresses. 

As  discussed  in  the  presentation  of  cases/  Section  3.12.3.1/  this 
determination  must  be  made  through  the  U3e  of  cooperating 
Subsystems,  i.e.,  Subsystem  12  and  QMC  at  the  D2Q/C  and  Dl*  Nodes, 
it  cannot  be  accomplished  by  a  single  function  operating 
independently. 


3.12.3.6  Open  /  Deferred  Decisions 


None. 


3.12.3.7  Critical  Algorithms 

The  critical  algorithm  required  for  this  process  is  the  procedure 
for  determining  the  response  composition  strategy.  This  is 
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discussed  in  a  paper  in  Chapter  2:  Using  Joined-Subsets  (SEMI- 
JOINs)  in  Subresponse  Composition. 


3.12.4  DATA  REQUIREMENTS 


3.12.4.1  Major  Data  Plows 
Subresponse-sizes 

The  size  of  each  subresponse  in  bytes.  Included  with  the  sizes 
must  be  the  unique  subquery/  the  query,  the  subresponse,  and  the 
node  for  the  Dl*  Node  where  the  subresponse  is  being  held. 

Response— Composition-Program 

The  sequence  of  relational  operations  and  data  transfer  commands 
which  must  be  executed  by  QMC  for  a  response  to  be  composed 
(included  is  an  ordered  list  of  the  node  identifiers  at  which  the 
operations  are  to  occur). 


*  f .  w*  .  f  m 

_ • _ 

3 

■*.  >/ 

/.V.V.V.V.V 
.V 


V 


V  V  Jr  ■  V  V. 

*% 

Y/;r's 


.  V' 


.v.v.  -\ 


3.12.4.2  Special  Data  Requirements 


Data  must  be  available  from  the  underlying  protocol  to  indicate  whether 
or  not  a  subresponse  has  been  transmitted  to  its  destination 
successfully.  The  availability  of  a  destination  node  must  be  readily 
determinable. 
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3.12.5.1  Network  Metadata 


QMC  at  the  D2Q/C  must  use  network  metadata  to  determine  and  assign 
destination  addresses  if  any  D2Q  nodes  used  in  the  Response  Composition 
Proaram. 
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3.13 


3.13.1 


SUBSYSTEM  13 


ASSEMBLE-COMPOSITE-RESPONSE 


OVERVIEW 
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Subsystem  13,  accumulates  all  subresponses,  completes  the  processing 
of  the  parent  query,  assembles  the  subresponses  into  a  single  composite 
response,  and  transmits  the  response  to  the  companion  D1  Interface 
Processor  of  the  originating  User  Node.  The  ASSEMBLE-COMPOSITE- 
RESPONSE  Subsystem  resides  at  all  Dl*  and  D2Q  nodes.  It  receives 
subresponses  as  determined  by  the  Response  Composition  Program  generated 
by  Subsystem  12  and  executed  by  the  QUERY-MONITORING-AND-CONTROL 
Subsystem  (QMC)  at  a  Dl*  or  a  D2Q  as  required  by  circumstances. 

This  Subsystem  must  have  some  of  the  core  functions  of  a  Relational 
Database  Management  System  (RDBMS)  in  order  to  properly  complete  query 
execution  and  to  assemble  the  response.  It  may  be  necessary  to  compare  key 
values  in  two  or  more  subresponses,  select  qualifying  records  from  a 
subresponse,  and  perform  SEMI-JOINs  and  JOINS  upon  multiple  subresponses. 
The  result  of  all  of  these  operations  must  be  a  meaningful  composite 
response . 

The  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  may  be  directed  to  form 
subassemblies  from  subresponses  at  Dl*  Nodes  before  subresponses  are 
sent  to  a  final  assembly  point.  This  procedure  is  advantageous  since 
"joined  subsets"  or ("SEMI-JOINs")  may  be  employed  to  reduce 
communications  overhead  due  to  response  composition.  The  algorithm 
employed  by  Subsystems  12,  13,  and  QMC  'at  the  D2Q/C  and  Dl*  Nodes)  to 
perform  these  functions  is  the  Wong  Algorithm.  This  diagnostic  is 
described  in  a  separate  paper  which  is  included  with  the  IDN  Subsystems 
Specification:  Using  Joined  Subsets  (SEMI-JOINs)  in  Subresponse 

Composition. 
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This  Subsystem  receives  messages  from  the  QMC  at  the  D2Q/C.  These 
messages  direct  the  SEMI-JOINs  across  the  Dl*  Nodes  which  have 
subresponses  for  a  given  query.  The  usual  case  is  that  virtually  all  of 
the  response  composition  process,  including  the  formatting  of  the  final 
result  before  sending  it  on  the  the  Dl  Node  and  the  user  ,  takes  place 
at  Dl*.  Nodes  If  one  or  more  of  the  Dl*  Nodes  cannot  handle  the 
processing  load  or  the  volume  of  the  resultant  response,  then  a  D2Q  Node 
will  be  used  to  complete  the  assembly. 

Response  composition  is  facilitated  by  the  virtual  key  wnich  is  carried 
by  each  subresponse.  This  key  makes  it  possible  to  perform  relational 
operations  upon  tables  (subresponses)  from  different  source  databases  as 
if  they  were  all  from  the  same  homogeneous  database.  Subsystem  13 
automatically  executes  generated  command  sequences  against  the 
"database"  of  subresponses  using  the  source  information  in  the  virtual 
key. 

A  variety  of  error  conditions  may  arise  during  the  processing  and 
assembly  of  the  subresponses  for  a  particular  query.  A  common  condition 
is  the  production  of  more  output  records  than  a  user's  quota  (or  the 
system  quota)  allows,  if  this  or  any  other  error  arises,  the  Subsystem 
will  attempt  to  salvage  at  least  a  partial  response  for  the  user. 


3.13.2  INTERFACE  SPECIFICATIONS 

3.13.2.1  Intersubsystem  Data  Flow  Diagram 

Figure  3.13.1  shows  the  data  flows  between  this  and  other  Subsystems. 

3.13.2.2  Subsystem  Events 

The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.13.2. 
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Subsystem  13:  ASSEflBLE-COMPDSlTE -RESPONSE 
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Normal _ Event  Description _ 

N1  Receive  response  assembly  instructions  from  controlling 

D2Q/C 

N2  Receive  addressed  subresponse  from  Dl* 

N3  Receive  second  (if  any)  subresponse  for  composition 

N4  Perform  composition  operation  on  two  subresponses 

N5  Format  resultant  subresponse 

N6  Determine  if  all  subresponses  processed  for  current  query 

N7  Format  composite  response  for  transmission  to  Dl 


Error 

Event  Description 

E  1 

E2 

User  output  quota  exceeded 

Error  in  performing  composition  operation 

Response 

Event  Description 

R  1 

QUERY-flONITORING-AND-CONTROL  requests  subresponse 
status 

T  erminal 

Event  Description 

T  1 

T  2 

T3 

Terminate  due  to  excessive  output 

Terminate  due  to  composition  error 

Terminate  due  to  unavailability  of  required  subresponse 

Figure  3.13.2 
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3.13.3  TECHNICAL  REQUIREMENTS 


3.13.3.1  Actions 
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The  actions  performed  by  this  Subsystem  are  simple  when  taken 
individually,  but  become  complex  when  considered  in  the  aggregate.  All 
actions  performed  by  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  are 
directed  by  QMC  at  the  D2Q/C  Node  via  QMC  at  the  Dl*  Node. 

QMC  determines  which  operations  to  perform  and  their  sequence  from  the 
Response  Composition  Program  which  was  generated  for  the  query  by  the 
IMPLEMENT-COMPOSITION-STRATEGY  Subsystem  (Subsystem  12). 

The  basic  sequence  of  events  for  Subsystem  13  is  as  follows: 

o  A  message  is  received  from  QMC  to  perform  an  operation  on  a 

subresponse  or  subresponses.  The  message  will  include  one  or 
more  of  the  following  commands: 

Per form-SEMI-JOIN-select . 

Perform-SEMI-JOIN-join. 

-  Perform-SEMI-JOIN-append. 

Send-output  (to  designated  node). 

Cancel-output. 


Send-subresponse-status . 


Transmit-response-to-user . 
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o  The  Assemble-Composite-Response  Subsystem  checks  the  Dl*- 
Formatted-Subresponse-Queue  for  the  subresponse  or 
subresponses  that  are  needed  to  perform  the  required 
operation. 

o  When  the  required  subresponses  are  available/  the  operation 
prescribed  by  QMC  is  carried  out. 

o  The  resultant  subresponse  is  formatted  and  returned  to  the 
Dl*-Formatted-Subresponse-Queue. 

o  The  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  repeats  this  cycle 
until  all  subresponses  for  the  query  have  been  merged  into  a 
single  composite  response. 

o  Once  the  composite  response  has  been  achieved/  a  message  is 
sent  to  QMC | D2Q/ C  (via  QMC|D1*)  which/  in  turn/  directs  that 
the  response  be  sent  to  the  D1  Node  for  delivery  to  the  user. 

It  is  important  to  remember  that  the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem  resides  at  all  D2Q  and  Dl*  Nodes.  Depending  upon  the 
relationships  among  the  subresponses  for  a  given  query/  the  above 
actions  may  occur  in  parallel  at  several  Dl*  Nodes.  Each  resultant 
subresponse  is  JOINed  with  another  resultant  subresponse  for  the  same 
query.  This  "recursive"  composition  process  finally  produces  a 
composite  response  when  there  are  no  more  subresponses  to  be  JOINed. 
Normally/  all  composition  is  performed  at  Dl*  nodes.  However,  if  a 
participating  Dl*  Node  cannot  handle  the  processing  load  required  by  a 
phase  of  the  assembly  process  or  if  the  Dl*  Node  cannot  handle  the 
volume  of  the  resultant  subresponse,  then  a  D2Q  Node  may  be  used  to 
complete  the  response  assembly. 
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Figure  3.13.3  gives  the  intrasubsystem  data  flow  diagram  for 
Subsystem  13. 


3.13.3.3  Tasking 

As  indicated  in  Section  3.13.3.1/  the  ASSEMBLE-COMPOSITE-RESPONSE 
Subsystem  executes  as  separate  tasks  or  processes  on  each  D2Q  and  Dl* 
Processor.  QMC  coordinates  their  execution  allowing  them  to  process  a 
given  set  of  subresponses  with  as  much  parallelism  as  possible.  This 
Subsystem  effectively  turns  the  IDN  into  a  large  distributed  processing 
system  capable  of  executing  either  serially  or  in  parallel  as  required. 


3.13.3.4  Exception  Conditions 

The  following  exception  conditions  may  arise: 

1.  Unable-to-transmit  error  -  an  output  cannot  be  transmitted  to  the 
designated  destination  node. 

2.  Response  composition  error  -  an  error/  one  of  several  possible 
types/  has  occurred  during  the  response  composition  process. 
Composition  of  the  input  subresponses  cannot  be  completed. 

3.  Subresponse  over  quota  error  -  the  threshold  set  for  any  single 
subresponse  for  the  given  user  and  precedence  level  has  been 
exceeded.  Only  a  partial  response  can  be  returned  to  the  user. 


3.13.3.5  Rationale  for  Critical  Decisions 

1.  The  critical  decision  for  this  Subsystem  was  to  decision  to  have 
QMC  drive  its  execution  using  the  Response  Composition  Program 
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generated  by  the  IMPLEMENT-COMPOSITE-STRATEGY  Subsystem  rather 
than  follow  some  preset  (invariant)  composition  algorithm. 

By  using  this  approach,  the  dynamic  nature  of  the  subresponses 
(e.g.,  relative  time  of  generation,  relative  size,  and  null 
subresponses)  can  be  effectively  dealt  with.  An  added  benefit  of 
this  decision  is  that  subresponse  composition  can  proceed  in 
parallel  using  all  of  the  participating  Dl*  Nodes  along  with  the 
D2Q  Nodes  as  coordinated  processors. 


A, 


V, 


3.13.3.6  Open  /  Deferred  Decisions 


i? 


None. 


3.13.3.7  Critical  Algorithms 

The  Wong  SEMI-JOIN  algorithm  is  key  to  the  operation  of  this  Subsystem. 
It  is  presented  in  detail  in  a  separate  paper  which  accompanies  the  IDN 
Subsystems  Specification:  Using  Joined-Subsets  (SEMI-JOINs)  in 
Subresponse  Composition. 


3.13.4  DATA  REQUIREMENTS 

3.13.4.1  Major  Data  Flows 
Composition-message 

A  directive  from  QMC  to  perform  a  composition  operation.  The 
message  may  include  an  assembly-node-id.  This  id  identifies  the 
node  to  which  output  must  be  sent  for  the  next  step  in  response 
composition. 
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3.13.4.2  Special  Data  Requirements 

The  underlying  protocol  must  be  capable  of  informing  the  Subsystem  when 
a  transmission  cannot  be  completed  due  to  unreliable  communications. 


3.13.5  DATABASE  REQUIREMENTS 

3.13.5.1  Network  Metadata 

The  QMC  Subsystem  must  use  both  static  and  dynamic  network  metadata  to 
determine  appropriate  nodes  and  to  assign  destination  addresses. 


3.13.5.2  Data  Metadata 

The  QMC  Subsystem  must  consult  the  Query  Execution  Graph  to  determine  if 
a  subresponse  must  be  used  in  a  subsequent  subquery. 


3.13.5.3  Other 

None. 


3.13.6  NOTES 


None. 
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3 . 14 


SUBSYSTEM  14: 


DELIVER-COMPOSITE-RESPONSE 


3.14.1  OVERVIEW 


Subsystem  14  completes  the  processing  of  the  query  and  its  response  (as 
far  as  the  IDN  processors  are  concerned)  by  accepting  the  composite 
response  from  the  Dl*  or  D2Q  node  at  which  it  was  assembled,  formatting 
it  for  presentation,  and  transmitting  it  to  the  User  Interface  at  the 
User  Node. 

The  composite  response  is  received  by  the  Subsystem  in  a  form  which 
appropriate  for  internal  IDN  transmission,  but  which  may  not  be  appropriate 
for  the  User  Interface  at  the  User  Node. 

o  All  NANS  for  data  elements  must  be  translated  back  to  the 
original  LUNS  names  used  when  the  query  was  submitted. 

o  The  screen  mapping  information  which  was  passed  along  with  the 
query  to  the  VALIDATE-TOKENIZED-QUERY  Subsystem  and  saved  by 
that  Subsystem  in  the  QCB  must  be  properly  associated  with  the 
response  output  stream. 

o  It  may  also  be  necessary  to  perform  summary  calculations 
against  the  response  data.  Such  calculations  would  be 
performed  as  part  of  response  composition  if  the  calculated 
results  alone  were  required  by  the  user.  If  both  the 
computations  and  the  detail  records  are  required,  however, 
then  the  calculations  must  be  performed  at  the  Dl  Node  prior 
to  transmission  of  the  total  response  to  the  user. 

Once  the  response  has  been  properly  formatted  and  transmitted  to  the 
User  Node,  the  DELIVER-COMPOSITE-RESPONSE  Subsystem  issues  a  "response- 
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delivered-to— user"  message  to  the  QUERY-MONITORING-AND-CONTROL  Subsystem 
(QMC)  at  the  D1  Node.  This  QMC  process,  in  turn,  communicates  with  the 
QMC  processes  at  all  other  nodes  participating  in  the  processing  of  the 
query  in  order  to  purge  all  QCBs,  SQCBs,  the  QEG,  and  all  subresponses 
from  the  IDN. 

If  the  user  is  unavailable  to  receive  the  response  and  the  User-node 
cannot  hold  the  response,  the  response  is  saved  at  the  D1  Node 
(temporarily)  in  a  queue.  The  response  will  be  held  on  the  queue  until 
the  user  requests  transmission,  or  until  the  queue  is  filled.  In  event 
of  a  full  queue,  responses  will  be  deleted  based  on  age.  The  D1  node 
administrator  will  be  warned  when  this  queue  reaches  a  critical 
percencage  of  being  full,  and  when  responses  are  purged. 


3.14.2  INTERFACE  SPECIFICATIONS 


3.14.2.1  Intersubsystem  Data  Flows 


Figure  3.14.1  shows  the  data  flows  between  this  and  other  Subsystems. 


3.14.2.2  Subsystem  Event3 


The  event  diagram  for  this  Subsystem  is  shown  in  Figure  3.14.2. 


3.14.3 


TECHNICAL  REQUIREMENTS 


3.14.3.1  Actions 


The  actions  taken  by  this  Subsystem  may  be  summarized  as: 
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Subsystem  14:  DELIVER-COMPOSITE-RESPONSE 
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Subsystem  14:  DELI  VER -COMPOSITE- RESPONSE 


Normal 

Event  Description 

N  1 

N2 

N3 

N4 

N5 

Receive  composite  response  from  D2Q 

Perform  final  response  processing  operations 

Determine  if  User  is  available  to  receive  response 

Queue  response  for  transmission  to  Dl 

Send  response-delivered  message  to  QnC  1  Dl 

Special 

Event  Description 

SO 

User  is  not  available  Save  response  (temporary) 

Response 

Event  Description 

Ri 

User  Node  A  jministrator  requests  transmission  of  saved 
response 

T  erminal 

Event  Description 

T  1 

Saved  response  expires 

Figure  3. 14.2 
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o  Receive  composite  response. 

o  Perform  formatting  operations. 

o  Transmit  response  to  User  Node. 

If  the  composite  response  is  not  received  within  a  "reasonable"  period 
of  time,  either  the  User  or  the  User  Node  Administrator  may  issue  a 
request  for  the  processing  status  of  the  query.  QMC  at  the  D1  Node  must 
consult  the  QCB  for  the  query  to  determine  the  D2Q  Controlling  Node 
(D2Q/C).  QMC  at  the  D2Q/C  must  consult  the  QEG  and  Response  Composition 
Program  for  the  query  as  well  as  the  QCB  and  SQCBs  in  order  to 
determine  processing  status. 

Once  status  is  determined,  the  user  may  have  the  authority  to  increase 
the  precedence  level  of  the  query,  or  may  decide  to  terminate  the 
query.  In  either  case,  this  information  is  communicated  to  QMC | D2Q  via 
QMC | D1  and  the  query  processed  accordingly. 

Once  a  composite  response  has  been  received  by  the  DELIVER-COMPOSITE- 
RESPONSE  Subsystem,  at  the  D1  Node,  one  or  more  of  the  following 
formatting  operations  must  be  performed: 

o  The  response  must  be  blocked  and  formatted  into  "IDN  standard 
output  format"  for  transmission  to  the  User  Interface  at  me 
User  Node. 

o  If  the  response  is  incomplete  (i.e.,  a  partial  response), 

appropriate  null  values  are  inserted  into  tne  response  and  a 
header  message  is  inserted  indicating  which  data  element 
values  were  not  available.  For  security  reasons,  the  exact 
source! s)  of  the  missing  values  will  not  be  identified. 

o  If  screen  mapping  information  is  available  (saved  in  the  QCB 
by  the  RECEIVE-TOKENIZED-QUERY  Subsystem),  this  information 
will  be  inserted  at  the  appropriate  points  in  the  response 
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stream  in  order  to  facilitate  output  display  by  the  User 
Interface  at  the  User  Node. 

In  addition/  calculations  may  have  to  be  performed  on  the  detail  records 
of  the  output  and  the  results  included  in  the  response  stream  before  it 
is  transmitted  to  the  user.  Such  calculations  (from  the  perspective  of 
a  two  dimensional  report)  could  include: 

o  Row  and  Column  totals. 

o  Row  and  Column  averages  (means). 

o  Percentages  of  one  row  or  column  with  respect  to  another. 

o  Arithmetic  operation  across  two  rows  or  two  columns. 

o  Summary  computations  at  control  breaks. 

The  final  response  may  also  have  to  be  sorted  before  it  is  transmitted 
to  the  user.  This  would  be  required  if  control  breaks  of  any  kind  are 
included  in  the  reoort. 


3.14.3.2  Intrasubsystea  Data  Flows 

Figure  3.14.3  gives  the  intrasubsystem  data  flow  diagram  for  Subsystem 
14. 
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3.14.3.3  Tasking 

As  with  most  of  the  IDN  Subsystems,  the  DELIVER-COMPOSITE-RESPONSE 
Subsystem  is  entirely  data  flow  driven.  One  task  constantly  checks  the 
input  queue  for  a  composite  response  while  another  task  waits  for  a 
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Subsystem  14.  DELI  VER- COMPOSITE -RESPONSE 
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Figure  3.14.3 
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signal  to  process  (format  and  compute)  the  composite  response.  Finally/ 
a  third  task  checks  the  output  queue  to  determine  if  there  are  any 
completed  responses  to  be  sent  to  the  user. 

3.13.3.4  Exception  Conditions 

The  major  exception  conditions  which  may  arise  are: 

1.  No  composite  response  has  been  received. 
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2.  A  partial  response  has  been  received. 

3.  Response  cannot  be  properly  formatted. 

4.  Computations  cannot  be  performed. 

5.  User  Node  (user)  is  unavailable  to  receive  response. 


3.14.3.5  Rationale  for  Critical  Decisions 

The  decision  to  perform  summary  calculations  at  the  D1  just  prior 
to  transmission  of  the  response  to  the  user  must  be  considered  with 
this  Subsystem. 

This  decision  is  justified  if  and  only  if  the  user  wishes  to 
receive  both  the  computed  results  and  the  detail  records.  If  only 
the  computed  results  are  requested,  then  the  calculations  will  be 
performed  by  the  ASSEMBLE-COMPOSITE-RESPONSE  Subsystem  as  early  in 
the  response  composition  process  as  possible  in  order  to  reduce 
communications  overhead. 
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3.14.3.6  Open  /  Deferred  Decisions 


None. 


3.14.3.7  Critical  Algorithms 

Only  simple  formatting  and  computational  algorithms  are  required. 


3.14.4  DATA  REQUIREMENTS 

3.14.4.1  Major  Data  Flows 
Composite-response 

The  IDN  internal  form  of  the  query  response. 

Comple  te- response 

The  IDN  standard  format  response  as  it  is  transmitted  to  the  User 
Node. 


3.14.4.2  Special  Data  Requirements 

None. 
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3.14.5  DATABASE  REQUIREMENTS 


3.14.5.1  Network  Metadata 

QMC  at  the  D1  and  D2Q/C  may  have  to  use  network  metadata  in  order  to 
determine  the  status  of  processing  for  a  particular  query. 


as 

mm 
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3.14.5.2  Data  Metadata 

QMC  at  the  D2Q/C  must  consult  the  QCBs,  QEG,  SQCBs,  and  Response 
Composition  Program  in  order  to  determine  the  status  of  a  particular 
query.  This  information  is  also  used  in  order  to  purge  the  completed 
query  from  the  IDN. 


3.14.5.3  Other 


None. 


3.14.6 


None. 


NOTES 
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CHAPTER  4 

IDN  MANAGEMENT  UTILITIES 


4.1  INTRODUCTION 


As  specified  in  Chapter  3,  Subsystems  Specification,  the  IDN  is  a  large 
and  sophisticated  system.  This  chapter  discusses  the  requirements  for 
utilities  to  create,  operate  and  maintain  the  IDN. 


4.1.1  Approach 

Two  basic  environments  are  supported  by  the  IDN  Management  Utilities, 
which  will  be  described: 

o  The  Support  Environment. 

o  The  Operational  Environment. 

Special  consideration  is  given  to  requirements  which  are  common  to  both 
environments,  and  those  which  require  an  interface  between  the  environ¬ 
ments. 

Outstanding  issues  for  each  environment  are  discussed. 


4.1.2  Definitions 

As  stated  in  earlier  chapters,  the  IDN  consists  of  existing  Data  Nodes 
and  User  Nodes,  and  specialized  dedicated  to  support  query  processing. 
The  specialized  nodes  are  of  three  types:  Dl;  Dl*,  and  D2Q.  All  nodes 
of  a  given  type  share  a  common  hardware  architecture. 
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The  term  “IDN  Software"  is  used  to  refer  to  the  implementation  of  the 
IRDS  functionality  referenced,  the  query  processing  functions  defined  in 
Chapter  3,  and  those  utilities  identified  in  this  chapter  as  residing  at 
these  specialized  nodes.  This  definition  excludes  the  actual  queries 
which  are  run,  which  may  be  regarded  as  "applications”  by  the  IDN  Soft¬ 
ware.  This  definition  does  not  exclude  the  possibility  that  part  or  all 
of  the  IDN  system  software  may  be  implemented  in  firmware  or  in  program¬ 
mable  read-only  memories  (PROMs).  It  is  also  assumed  that,  from  a 
security  point  of  view,  the  IDN  Software  is  of  a  high  degree  of  trust¬ 
edness  . 
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In  addition  to  the  IDN  Software,  operation  of  the  IDN  also  requires  the 
availability  and  control  of  metadata.  IDN  metadata  is  defined  to  be  the 
contents  of  the  dictionaries  at  the  various  IDN  nodes.  This  metadata 
includes  the  static  network  view,  LUNSs,  CDR3,  and  IDN-Database-Views. 

An  IDN-Database-View  is  the  representation  in  a  Dl*  dictionary  of  the 
Subschema  of  a  database  at  a  Data  Node  which  defines  which  data  is 
accessible  by  the  IDN. 

4.1.3  User  Communities 

For  purposes  of  this  chapter,  the  following  groups  of  people  are 
regarded  as  distinct  communities: 

o  The  users  of  the  IDN. 

The  users  of  the  IDN  are  the  personnel  who  submit  queries  and 
use  the  information  produced  by  them. 

o  The  IDN  Support  Group. 

This  group  is  charged  with  the  following  responsibilities: 
Development  and  maintenance  of  the  IDN  Software. 
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Definition  and  modification  of  all  CDRs  and  their 
mappings  to  IDN-Dacabase-Views. 


Distribution  of  IDN  Software. 


Distribution  of  CDRs  to  D2Q  and  Dl*  Nodes. 


Distribution  of  subsets  of  the  NANS  which  are  required  at 
the  Dl  Nodes. 

Control  of  the  hardware  configuration  of  individual 
nodes,  which  may  vary  according  to  the  discretion  of  Che 
responsible  administrators. 


-  Development  and  maintenance  of  the  facilities  to  meet  the 
required  support  responsibilities. 

The  facility  at  which  the  IDN  Support  Group  operates  will  be 
referred  to  as  the  IDN  Support  Facility  lIDNSF). 
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o  IDN  Operations  Management. 

This  group  consists  of  the  administrators  who  oversee  the  day- 
to-day  operation  of  the  IDN. 

The  administrators  include: 
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User  Node  Administrators. 


Dl  Node  Administrators. 


D2Q  Node  Administrators. 


Dl*  Node  Administrators. 
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-  Data  Node  Administrators. 


I 


r*. 


IDN  Administrator. 

Chapter  3/  The  Subsystems  Specification,  has  addressed  the  requirements 
of  the  first  group.  This  chapter  addresses  the  requirements  of  the  last 
two  groups. 


I 


> 

> 
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4.2  UTILITY  REQUIREMENTS 

In  this  section  the  requirements  of  both  the  IDN  Support  Group  and  IDN 
Operations  Management  are  identified. 


4.2.1  IDN  Support  Group  Requirements 

The  IDN  Support  Group  provides  support  to  both  IDN  users  in  their  use  of 
the  facilities  of  the  IDN  and  to  IDN  Operations  Management  in  running 
and  managing  the  IDN.  For  the  purpose  of  analyzing  utility  require¬ 
ments,  the  IDN  support  group  may  be  considered  as  providing  two  basic 
services  to  these  communities: 

o  Development  and  Maintenance  Support  of  the  IDN  Software. 

o  Global  Metadata  Management  and  Distribution  Control. 

Both  of  these  types  of  services  will  have  to  be  provided  in  an  environ¬ 
ment  where  strict  configuration  management  and  control  for  both  IDN 
Software  and  metadata  exists. 

These  services  require  distinct  technical  capabilities.  The  first  cate¬ 
gory  is  related  to  software  engineering  capabilities;  the  second  one  is 
analogous  to  data  analysis  and  data  administration  services.  Configura- 
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tion  management  and  control  is  required  to  assure  the  integrity  of  the 
IDN.  These  services  will  now  be  discussed  in  more  detail. 


4. 2. 1.1  Software  Development  and  Maintenance  Requirements 

It  may  be  assumed  that  an  initial  version  of  the  IDN  Software  will  be 
made  operational  at  the  beginning,  and  which  will  be  enhanced  at  a  later 
time.  Since  initial  development  and  maintenance  and  ongoing  development 
involve  significant  differences  in  problems  to  be  addressed,  they  are 
addressed  separately. 


4. 2. 1.1.1  Initial  Development 

Assurance  must  exist  that  the  version  of  the  IDN  Software  produced 
initially  will  consist  of  a  viable  system,  and  that  a  clear  progression 
path  to  later  versions  exists. 

The  security  requirements  of  the  IDN  hardware/software  architecture 
imply  stringent  controls  on  the  development  environment  a  the  IDNSF . 
Those  controls  include: 

o  Conformance  with  the  "Orange  Book"  requirements  for  the 
required  level  of  trustedness. 

o  Extensive  monitoring  of  the  effort. 

o  Strict  configuration  controls. 

Upon  completion  of  the  initial  development,  the  IDN  must  be  "created". 
From  the  IDN  Support  Group's  perspective,  this  involves  installing  the 
systems  at  various  nodes.  The  installation  process  must  ensure  that  no 
customization  of  the  system  is  allowed  which  would  violate  the  security 
and  integrity  of  the  IDN. 
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4- 2. 1.1. 2  Ongoing  Development  and  Maintenance  Requirements 

There  are  two  types  of  ongoing  development: 

o  The  development  to  incorporate  those  Data  Nodes  and  User  Nodes 
with  hardware/ software  configurations  which  could  not  be 
addressed  in  the  initial  development. 

o  The  development  to  incorporate  deferred  features  or  enhance¬ 
ments  identified  by  IDN  users  and  operations  management. 

Ongoing  development  has  all  the  requirements  of  initial  development.  In 
addition,  ongoing  development  and  maintenance  require  the  development  of 
plans  of  action  for  phasing  of  modifications. 

Maintenance  consists  of  correcting  problems  encountered  in  the  day-to- 
day  operation  of  the  IDN.  The  problems  which  an  individual  IDN  user  or 
administrator  encounters  may  not  be  limited  to  the  IDN  Software,  but  may 
result  from  insufficient  documentation  or  training. 

By  nature,  user  liaison  and  maintenance  activities  are  event-driven. 

This  implies  a  different  form  of  activity  tracking  than  for  a  develop¬ 
ment  project.  In  a  development  project,  activity  is  tracked  against  a 
plan.  User  liaison  and  maintenance  require  an  allocation  of  resources 
for  to  handle  problems  as  they  occur.  Time  and  resources  required  to 
correct  problems  or  provide  other  forms  of  technical  assistance  must  be 
associated  either  by  the  user  needing  support  or  by  problem,  or  both. 

The  information  on  problems  and  other  requests  for  technical  assistance 
must  be  analyzed  to  determine  if  there  is  any  pattern  within  the 
requests  for  service.  If  so,  this  is  used  in  planning  new  subsequent 
development,  documentation,  or  training  projects. 

Maintenance  implies  facilities  for  problem  analysis  and  debugging. 
Security  restrictions  can  present  special  problems  to  those  responsible 
for  error  detection  and  correction.  Security  attributes  associated  with 
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data  in  the  operational  system  will  generally  prohibit  maintenance 
personal  from  dealing  directly  "in  the  field"  with  certain  problems. 

File  or  memory  dumps  which  are  normally  used  for  debugging  could  cause  a 
breach  of  security. 

After  completion  of  ongoing  development  projects  and  corrections  to 
software/  documentation,  and  training  materials  which  were  performed  in 
maintenance,  there  is  a  need  to  distribute  the  the  changes  to  the  field. 
This  implies  a  system  to  maintain  an  inventory  of  "who  has  what"  and 
control  distribution  of  software  and  other  deliverables.  This  system 
must  keep  track  of  not  only  what  was  shipped,  but  it  must  assure  receipt 
of  the  deliverables  by  the  appropriate  organization,  and  in  the  case  of 
the  software  identify  that  the  software  has  been  installed  and  is  in 
use . 

It  must  be  recognized  that  security  requirements  on  the  IDN  Software, 
and  the  resultant  need  for  verification  of  software  corrections,  may 
conflict  with  the  IDN  Support  Group's  ability  to  provide  timely  services 
in  the  area  of  software  maintenance. 

4. 2 .1.2  Global  Metadata  Management  and  Distribution  Control 

The  IDN  Support  Group  is  responsible  for: 

o  Collection  of  the  proposed  IDN-Database-Views  for  Data  Node 
Databases. 

o  Consultation  with  Dl*  and  Data  Node  Administrators,  as 

required,  to  provide  IDN-Database-View  which  can  support 
queries. 

o  Definition  of  CDRs,  mappings,  and  DPP  relationships, 
o  Coordination  in  activating  new  IDN-Database-Views. 
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o  Distribution  of  metadata: 

CDRs  to  D2Q  nodes 

-  CDRs  and  IDN  Database  Views  to  Dl*  Nodes 

CDR-EL EMENTS  to  D1  Nodes 

o  Maintenance  of  the  correspondence  between  security  classifi¬ 

cations  and  CDR-ELEMENTS. 


o  Maintenance  of  the  distribution  inventory  of  CDRs,  IDN-Data- 
base-Views,  and  CDR-ELEMENTS  and  security  classifications  for 
users  supported  by  D1  Nodes. 


4.2.2  IDN  Operations  Management  Requirements 

The  architecture  of  the  IDN  is  based  on  three  different  types  of 
processors,  each  of  which  performs  different  functions.  The  three 
processor  types  have  been  designated  Dl,  D2Q,  and  Dl*  respectively. 
Given  the  differentiation  of  processor  roles,  the  individuals 
responsible  for  each  of  the  processors  will  also  have  differing  roles. 
The  following  section  considers  the  following: 

o  Administration  of  Dl  Nodes 

o  Administration  of  D2Q  Nodes 

o  Administration  of  Dl*  Nodes 

o  Administration  of  the  IDN 

o  Implementing  Change  Within  the  IDN 
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4. 2. 2.1  The  D1  Processor 

The  primary  function  of  the  D1  processor  within  the  IDN  is  twofold: 

o  It  is  the  entry  point  by  which  a  user  node  is  connected  to  the 
IDN.  As  such,  all  user  queries  go  to  a  D1  node  where  they 
receive  first  order  validation. 

o  It  supports  the  development  and  maintenance  of  user  queries. 
The  D1  processor  fulfils  this  by  containing  the  dictionary 
which  holds  both  user  queries  and  the  various  Local  User  Name 
Spaces  (LUNS)  for  the  different  user  communities  at  the  User 
Node . 

The  role  of  an  administrator  of  a  D1  Node  is  primarily  in  support  of  the 

user  communities  at  all  the  User  Nodes  which  the  given  D1  Node  services. 

As  such,  a  D1  administrator  must  perform  the  following  functions: 

o  Define  and  maintain  all  user  profiles  in  the  D1  dictionary. 

o  Define  and  maintain  the  LUNS  associated  with  each  user. 

The  D1  Administrator  responsibilities,  identified  above,  require  the 

following  IDNSF  support  utilities: 

o  The  maintenance  of  user  profiles  does  not  require  any  specific 
IDNSF  functionality,  and  can  be  handled  entirely  through  the 
normal  maintenance  facilities. 

o  The  IDNSF  must  provide  special  support  for  the  D1  Administra¬ 
tor  at  the  time  a  LUNS  is  to  be  defined  or  modified. 

A  D1  Administrator  maintains  a  LUNS  by  identifying  the  need 
for 


creating  or  deleting  entities  of  type  LOCAL-ELEMENT-NAME 
in  the  D1  dictionary,  and 
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-  creating  or  deleting  relationships  from  LOCAL-ELEMENT- 
NAMEs  to  CDR-ELEMENTs. 

Each  user's  security  classification  is  defined  in  the  Dl 
dictionary/  but  the  security  classification  of  each  CDR- 
ELEMENT  is  not  available  in  that  dictionary.  Without  special 
support  from  the  IDNSF/  it  would  be  possible  for  the  Dl 
administrator  to  assign  a  given  user  a  LOCAL-ELEMENT-NAME  for 
a  CDR-ELEMENT  which  the  user  is  not  authorized  to  see.  Since 
this  is  not  acceptable/  the  IDNSF  must: 

-  Prevent  the  Dl  Administrator  from  defining  a  LUNS  which 
would  violate  security;  in  fact/  the  IDNSF  must  coordi¬ 
nate  all  changes  to  security  information. 

Notify  the  Dl  administrator  of  the  need  to  revalidate 
those  effected  LUNSs  when  the  security  classification  of 
a  CDR-ELEMENT  is  changed. 

Provide  new  CDR-ELEMENTs  which  are  used  to  update  the  Dl 
dictionary. 

Identify  obsolete  CDR-ELEMENTs  for  deletion  from  the  Dl 
dictionary. 

Notify  the  Dl  Administrator  as  to  when  queued  changes  are 
to  take  effect. 

Software  and/or  hardware  upgrades  require  close  cooperation 
between  a  Dl  Administrator  and  the  IDNSF. 
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4- 2- 2. 2  The  D2Q  Processor 

The  D2Q  processor  has  two  primary  responsibilities  in  the  processing  of 
user  queries: 

o  Query  validation  is  completed  at  a  D2Q  processor.  In  vali¬ 
dating  the  query,  it  decomposes  the  query  into  canonical 
subqueries,  and  chains  the  Subquery  Control  BIocks  (SQCSs; 
together  to  form  the  Query  Execution  Graph  (QEG). 

o  A  D2Q  processor  controls  the  execution  of  the  query.  After 
the  QEG  is  generated,  the  D2Q  assigns  nodes  to  process  sub¬ 
queries  and  dispatches  those  subqueries  to  Dl*  nodes  for 
processing.  Based  upon  subquery  response  sices,  a  D2Q  proces¬ 
sor  determines  where  subsequent  subqueries  must  be  executed 
and  determines  the  destination  nodes  for  subresponses. 

The  D2Q  nodes  also  play  an  import  role  in  query  recovery.  Each  D2Q  node 
may  have  several  shadow  D2Q  nodes.  Likewise,  each  D2Q  node  may  act  as  a 
shadow  for  several  other  D2Q  nodes.  In  the  shadow  role,  a  D2Q  node 
retains  a  copy  of  the  Query  Control  Block  generated  at  another  node. 

The  shadow  node  maintains  the  QEG  in  parallel  with  the  primary  D2Q  node. 
Thus,  if  the  primary  node  should  fail,  the  shadow  node  is  able  to  take 
over  control  of  the  query  quickly. 


Since  the  D2Q  node  operates  without  interface  to  any  user,  the  D2Q 
Administrator's  role  can  be  viewed  as  primarily  technical.  In  partic¬ 
ular,  the  D2Q  Administrator  is  responsible  for  applying  changes  to  the 
D2Q  dictionary.  This  dictionary  contains  the  Coherent  Database  Repre¬ 
sentations  (CDRs)  which  are  used  in  the  query  validation  and  decomposi¬ 
tion  process.  Changes  are  applied  as  directed  by  the  IDNSF. 


The  IDNSF  must  distribute  to  the  D2Q  Administrators  all  changes  which 
are  to  be  applied  to  the  D2Q  dictionaries;  these  dictionaries  are  the 
same  at  all  D2Q  nodes.  In  addition,  the  IDNSF  must  assure  that  all  D2Q 
nodes  have  received  the  changes  and  must  coordinate  the  application  of 
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the  changes  to  the  D2Q  dictionaries.  This  coordination  must  assure  a 
smooth  cutover  on  query  processing,  so  that  no  query  fails  as  a  result 
of  applying  dictionary  changes.  Although  it  has  been  stated  that  the 
D2Q  node  administrator  should  apply  the  changes  at  a  given  D2Q  node,  the 
procedure  should  be  as  automated  as  possible:  e.g. ,  via  a  trigger  from 


the  IDNSF. 


4. 2. 2. 3  The  Dl*  Processor 


The  Dl*  processor's  primary  functions  are  as  follows: 


o  It  translates  the  network  access  names  in  subqueries  to  their 
corresponding  names  in  the  the  local  database. 


o  It  ships  the  resultant  subquery  to  the  data  node  for 


execution. 


o  It  receives  the  subresponse  from  the  data  node. 


o  It  operates  on  subresponses  which  are  input  to  other  sub¬ 


queries. 


o  It  transmits  subquery  status  information  to  the  controlling 


o  It  transmits  the  subresponse  to  the  target  D2Qs. 


The  Dl*  Administrator’s  role  centers  on  making  the  data  resident  at  a 
Data  Node  available  to  the  network.  In  particular,  the  administrator 
must  perform  the  following  tasks: 


o  The  Dl*  administrator  must  identify  the  subschema  of  the 
target  database  which  is  appropriate  for  the  network. 


Page  328 


vW-.-v'-J 


A. 


»v-1 


- • - A 

.1 


•  ’  \  %  /.  %  .1 

*\ 


•*.  s.  a  «\  -1 

•A-  V  V 


v/.-,  /,  -i 
- .  • .  * .  -  « •  .■ 


•aV  V  v  VJJ 


.  V  L'-y->  V- 


yVVr/V 

■■'"v  V  vV 


.y.v.->.\.v 


::v-^ 


>  y; 


v  v  s  *»  \  v 


:*V:- 

AV«\  A.  -r. 

A-'A*  ^ 


■  \  *.  > . 
•*.  A  *\  V 
>  V  .*  / 


’.s.-'A  •  A  .  ' 


I 


V 

V 


I 


P: 

I 


v,»v  v>.-  /.  r.Y."AV’W#.7.7.  V.V  \*  ■.»•  T  »7-*ir* ,v*>  * jr*  >-> jr 

DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES  FINAL  REPORT 

o  If  the  target  database  is  new  to  the  IDN/  the  Dl*  Administra¬ 
tor  must  obtain  a  CDR  for  it  from  the  IDNSF.  Thusf  a  CDR- 
ELEMENT  and  CDR-RECORD-TYPE  must  be  identified  for  each 
corresponding  data  entity  in  the  subschema  which  is  accessible 
to  IDN  queries.  All  of  this  information  must  be  input  into 
the  Dl*  dictionary. 

o  As  changes  are  made  to  the  IDN  subschema  at  the  Data  Node/  the 
Dl*  Administrator  must  notify  the  IDNSF  of  the  changes/  and  of 
any  potential  changes  to  the  Dl*  dictionary. 

In  addition  to  the  basic  facilities  for  defining  and  maintaining  CDRs 
and  their  correspondences  to  target  databases  in  the  Dl*  dictionaries/ 
the  IDNSF  must  provide  facilities  to: 

o  Integrate  the  CDR  data  definitions  with  those  of  other  CDRs. 

In  particular/  the  proper  identification  and  use  of  CDR- 
ELEMENTS  must  be  supported  by  automated  tools.  A  recurring 
problem  situation  which  must  be  supported  by  tools  is  the 
ability  to  identify  when  a  given  data  element  in  a  target 
database  corresponds  to  an  existing  CDR-ELEMENT,  and  when  a 
new  CDR-ELEMENT  is  required.  The  IDNSF  should  provide 
facilities  to  assist  in  making  this  decision  in  an  objective 
manner. 

o  Develop  a  normalized  CDR  for  a  given  database  subschema. 

o  Distribute  new  and  modified  CDRs  throughout  the  network. 


4.2.3  Network  Administration  Requirements 

Network  administration  is  charged  with  the  following  responsibilities: 
o  Planning  modifications  to  the  network. 
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o  Making  changes  effective  in  the  network. 

The  IDNSF  must  support  Network  Administration  by  providing  the  following 
capabilities: 

o  Network  configuration  decision  support. 

A  model  of  the  current  IDN  configuration  should  be  maintained. 
The  IDNSF  should  provide  a  tool  whereby  modifications  to  the 
network  configuration  could  be  specified,  and/or  changes  in 
loads  could  be  specified.  This  tool  could  then  determine  the 
potential  effects  of  the  proposed  changes  on  network 
performance. 

o  Making  changes  effective  in  the  network. 

Whenever  a  node  is  added  to  or  dropped  from  the  network,  each 
of  the  nodes  must  be  notified  not  only  of  the  change,  but  also 
when  the  change  is  to  become  effective.  Similarly,  if  a  given 
node's  assignment  (in  terms  of  user  community  or  target 
database  or  backup  for  another  node)  is  changed,  this  change 
must  be  sent  to  affected  nodes. 

It  must  be  assumed  that  it  is  not  possible  to  propagate  this 
information  instantaneously.  Since  the  network  must  operate 
without  stopping,  it  is  reasonable  to  expect  that  there  will 
be  a  short  time  with  parallel  configurations,  i.e.,  when  old 
queries  continue  to  process  as  if  the  change  were  not  in 
effect,  but  new  queries  process  against  the  new  configuration. 


4.3  THE  IDNSF 

The  IDNSF  makes  available  to  the  IDN  Support  Group  the  aggregate  of  all 
tools  required  by  this  Group  to  allow  it  to  fulfil  its  role  in  suppor¬ 
ting  IDN  users  and  Operations  Management. 
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These  tools  may  be  categorized  as  follows: 

o  A  software  development  environment, 

o  A  data  analyst  "workbench". 
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o  A  configuration  management  system, 
o  A  distribution  &  distribution  control  system. 


o  An  IDN  simulation. 

o  A  service  request  reporting  system. 

o  A  time  and  project  reporting  system. 

These  tools  are  complementary/  and  it  is  desirable  that  they  should  be 
as  integrated  as  possible.  In  the  discussions  which  follow,  tool  inter¬ 
faces  and  integration  are  discussed.  The  degree  of  integration  of  these 
tools  will,  however,  be  determined  by  many  practical  considerations. 
These  considerations  include  but  are  not  limited  to: 

o  The  organization  and  geographic  distribution  of  the  IDN 
Support  Group. 

o  The  IDN  processor  hardware/software  architecture. 

o  The  variety  of  hardware/software  configurations  at  User  Nodes 
and  Data  Nodes. 

o  The  hardware/software  configuration  used  for  the  development 
environment,  which  may  differ  from  that  for  both  the  IDN 
processors  and  the  user  and  data  nodes. 
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o  Existing  procedures  and  systems  which  fulfill  some  of  the 
functions  identified  above. 


4.3.1  The  IDN  Software  Development  Environment 

The  IDN  Support  Group  must  have  adequate  facilities  for  software  devel¬ 
opment.  This  implies  the  existence  of  basic  development  facilities, 
such  as: 


o  Hardware  to  be  used  for  development, 
o  Compilers, 

o  Linker/Loaders, 

o  File  Systems, 

o  Editors. 

o  Debugging  Facilities, 

o  A  System  Library. 

It  is  not  necessary  that  the  development  hardware  be  the  same  as  the 
operational  hardware.  Indeed,  to  the  extent  that  the  IDN  processors  are 
customized  to  support  their  role  in  the  IDN,  there  is  an  increased 
probability  that  development  hardware  is  different  from  the  operational 
hardware.  It  is,  however,  expected  that  operational  hardware  will  also 
be  available  at  the  IDNSF  for  operational  testing. 

Ideally  the  Configuration  Management  System  should  be  integrated  into 
the  development  environment.  This  integration  would  serve  several 
purposes : 
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o  It  ensures  that  every  program  and/or  file  which  is  to  packaged 
in  a  release  of  the  IDN  software  is  known.  No  program  or  file 
will  be  inadvertently  dropped  from  the  software  release. 
Conversely,  it  also  ensures  that  only  required  components  will 
be  included  in  a  software  release. 

o  It  ensures  an  exact  correspondence  between  source  and  execut¬ 
able  objects.  Not  only  does  the  lack  of  such  a  correspondence 
present  difficulties  to  people  who  must  analyze  problems,  it 
is  mandated  by  TCB  security  requirements. 
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o  It  can  be  used  to  identify  differences  between  different 

releases  of  the  IDN  software.  Knowledge  of  such  differences 
can  be  helpful  in  problem  analysis. 

o  It  can  be  used  to  relate  specific  versions  of  programs  or 

modules  to  problems  and/or  requirements  which  they  address. 

The  Configuration  Management  System  is  considered  to  be  based  upon  the 
dpANS  IRDS,  which  provides  a  basis  for  addressing  the  above  problems. 

It  is  assumed  that  there  will  be  an  interface  between  the  development 
environment  and  the  IDN  simulation.  This  interface  would  consist  of  the 
utilities  to  unload  software  from  the  development  environment  and  load 
that  software  on  the  simulation.  This  would  permit: 

o  Testing  the  upward  compatibility  of  new  software  releases. 

o  Volume  /  performance  /  stress  tests  of  new  software  releases. 

o  Running  software  with  special  diagnostics  on  replications  of 
field  problems. 
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4.3.2  The  Data  Analyst  "Workbench" 

The  IDN  Support  Group  has  the  responsibility  for  creating  and  distri¬ 
buting  "global  metadata"  across  the  IDN.  This  global  metadata  includes: 

o  CDRs  for  each  of  databases  accessed  by  the  IDN. 

o  Mappings  from  each  CDR  to  the  corresponding  IDN-Database-View. 
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o  Sets  of  CDR-ELEMENTs  which  are  used  in  establishing  and 

maintaining  the  LUNS  for  each  user  community  using  the  IDN. 

Centralizing  this  function  is  necessary  because  the  CDRs  constititute  the 
IDN 1 s  global  view  of  the  data  available.  It  is  imperative  that  the  CDRs 
and  their  mappings  be  properly  defined.  If  they  are  not/  queries  will 
either  not  process/  or  worse/  process  erroneously. 

Central  to  the  Data  Analyst  Workbench  is  a  dictionary  which  contains: 
o  An  inventory  of  Data  Nodes. 

o  The  corresponding  IDN-Database-Views  for  those  Data-Nodes. 

o  An  inventory  of  User  Nodes  and  the  security-classifications  of 
users  at  those  nodes.  (The  profiles  of  individual  users  or 
groups  are  not  known  the  IDN  Support  Group.) 
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o  All  CDRs  which  are  active  in  the  IDN. 

o  The  definition  of  all  IDN  Nodes  and  their  responsibilities  for 

supporting  User  and  Data  Nodes  and  their  shadowing 
responsibilities. 

The  Data  Analyst  Workbench  is  a  collection  of  IRDS-based  tools  which 
facilitate  the  development  and  distribution  of  CDRs  and  their  mappings 
to  IDN-Database-Views  to  the  appropriate  nodes  in  the  IDN. 
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In  addition  to  the  normal  maintenance  and  reporting  facilities  of  the 
IRDS,  the  following  special  facilities  are  included: 

o  Normalization  Utility. 

This  utility  assists  a  data  analyst  in  developing  a  CDR  which 
is  assured  to  be  in  3rd  Normal  Form.  Query  processing  assumes 
that  the  CDRs  are  in  3rd  Normal  Form. 

o  Corresponding  /  Duplicate  Element  Finder. 

If  an  IDN  query  is  to  join  data  from  two  or  more  databases, 
the  same  data  element (s)  must  be  common  to  the  CDRs  for  the 
different  databases.  Thus  it  is  important  to  identify  likely 
inadvertent  duplication  of  data  elements  (e.g.,  if  BIRTH-DATE 
and  DATE-OF-BIRTH  are  both  CDR-ELEMENTS ,  they  are  probably 
duplicates.)  Likewise,  given  an  IDN  database's  subschema,  it 
is  desirable  to  identify  the  CDR-ELEMENT  which  corresponds  to 
a  database  data-element  should  it  exist.  (If  DATE-OF-BIRTH 
were  the  element  as  defined  in  the  schema  of  the  target 
database,  and  BIRTH-DATE  were  already  defined  as  a  CDR- 
ELEMENT,  probably  the  database  data-element  DATE-OF-BIRTH 
should  be  mapped  to  the  CDR-ELEMENT,  BIRTH-DATE.  This  CDR- 
ELEMENT  would  then  be  used  in  defining  the  CDR  for  the  given 
IDN  database.) 

o  DPP  Consistency  Analysis. 

The  DPP  for  a  given  CDR-ELEMENT  designates  which  database 
should  be  accessed  when  certain  values  of  that  CDR-ELEMENT  are 
requested.  Given  the  possible  overlap  in  values  across  data¬ 
bases,  it  is  desirable  to  ensure  that  the  DPP  for  a  given  CDR- 
ELEMENT  is  consistent  with  its  domain  in  a  given  target  data¬ 
base.  A  more  subtle  problem  occurs  in  defining  the  DPP  con¬ 
sistently  for  across  several  CDR-ELEMENTs.  (It  might  be  pos- 
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sible  to  define  DPP  for  CDR-ELEMENTs  A  and  B  such  that  no 
combination  of  A  and  B  would  ever  be  retrieved.) 

o  Dictionary  Import/Export. 

This  utility  is  a  native  IRDS  facility,  but  is  mentioned  here 
because  of  its  special  importance  to  this  support  function. 
With  it,  it  is  possible  for  the  IDN  support  group  to  collect 
IDN-Database-View  descriptors  from  the  various  Dl*  Nodes  so 
that  their  CDRs  and  mappings  may  be  defined.  It  also  provides 
the  mechanism  for  global  metadata  distribution.  Finally,  it 
also  provides  an  interface  to  the  IDN  simulation.  Given  the 
importance  of  correct  CDR  and  mapping  definitions,  it  is 
desirable  that  these  be  tested  in  advance  of  their 
distribution. 

o  NANS  Usage  Analysis. 

This  utility  finds  all  CDR-ELEMENTs  which  are  accessible  by 
users  with  a  given  security  classification,  with  this 
utility,  it  is  possible  to  identify  and/or  create  those 
subsecs  of  the  NANS  which  are  required  for  the  construction  of 
LUNSs  for  a  given  User  Node.  By  determining  this  prior  to  the 
distribution  of  CDR-ELEMENTs  to  Dl  Nodes,  two  purposes  are 
served: 

The  LUNSs  defined  at  the  Dl  Nodes  are  assured  to  be 
corredt.  If  a  given  user's  LUNS  contains  a  LOCAL- 
ELEMENT-NAME  which  is  associated  with  a  CDR-ELEMENT  which 
i3  inaccessible  according  to  the  user's  security 
classification,  any  query  using  that  LOCAL-ELEMENT-NAME 
will  fail  with  a  security  violation.  This  approach  can 
prevent  this  undesirable  situation  from  occurring. 

-  It  facilitates  the  distribution  of  CDR-ELEMENTs  to  Dl 

Nodes  on  a  as-needed  basis.  If  a  CDR-ELEMENT  is  not 
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needed  by  any  user  community  supported  by  a  given  D1 
node,  it  will  not  be  sent  to  that  node. 

This  utility  interfaces  with  the  import/export  utility  to 
create  the  NANS  subset  for  a  given  User  Node. 

Since  both  the  Configuration  Management  System  and  the  Data  Analyst 
Workbench  are  both  based  on  the  IRDS,  integration  is  automatically 
provided.  As  seen  earlier,  incorrect  metadata  in  the  IDN  dictionaries 
can  cause  processing  errors,  in  a  manner  analogous  to  software  "bugs". 
Just  as  in  the  case  of  software,  the  metadata  must  go  through  a  control¬ 
led  evolution,  and  the  impact  of  its  changes  must  also  be  tested  in 
advance. 

4.3.3  The  IDN  Configuration  Management  System 

The  IDN  Configuration  Management  System  consists  of  the  IRDS,  special 
interfaces  to  the  development  environment,  and  procedures.  It  provides 
for: 

o  Controlled  development  of  all  IDN  software. 

o  Controlled  development  of  global  metadata. 

o  A  methodology  which  assures  an  orderly  evolution  of  both 
software  and  metadata. 

o  Quality  assurance  for  both  software  and  metadata, 
o  TCB  provability  for  the  IDN  software  as  changes  are  made. 
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The  following  basic  functionality  is  provided  by  the  IRDS: 

o  Baseline  identification  and  control. 

This  implies  the  ability  to  prescribe  the  expected  level  of 
completion  of  objects  (configuration  items)  for  each  partic¬ 
ular  baseline;  e.g ./  if  the  baseline  is  for  software  specifi¬ 
cations,  it  is  reasonable  to  expect  that: 

All  relevant  (e.g.,  those  belonging  to  a  particular  sub¬ 
system)  programs  and  modules  be  identified. 

That  the  required  functionality  for  each  be  specified. 

That  interfaces  among  them  be  specified  in  terms  of  the 
data  being  passed  between  them. 

-  That  the  logical  structure  of  all  related  databases, 
input  screens  and  output  be  specified. 

* 

o  Configuration  Item  Change  Control 

This  implies  that  once  an  object  passes  (forward)  through  a 
baseline,  changes  to  that  object  are  restricted  to  only  those 
characteristics  which  were  not  required  in  order  to  initially 
move  through  the  baseline.  If  one  of  these  particular  charac¬ 
teristics  requires  change,  then  the  object  must  be  placed 
"before"  (i.e.,  moved  back  through)  the  baseline  and  must  be 
revalidated  before  allowing  it  to  move  forward  again  through 
the  baseline.  This  is  necessary  to  assure  that  the  integrity 
of  the  baseline  is  preserved. 
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o  Impact  of  Change  Analysis 

This  functionality  is  necessary  to  allow  a  "Configuration 
Control  Board"  to  know  what  the  potential  effect  of  a  change 
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might  be,  at  least  in  terms  of  the  magnitude  of  the  number  of 
objects  (configuration  items)  effected  by  the  change.  It  is 
also  of  obvious  use  in  developing  cost/benefits  tradeoffs,  in 
order  to  determine  a  proposed  change  should  be  made. 

It  is  important  to  distinguish  between  the  concepts  of  con¬ 
figuration  control  and  configuration  management.  Configura¬ 
tion  management  is  the  set  of  procedures  (manual  and  auto¬ 
mated)  for  establishing  (and  disestablishing)  baselines,  for 
deciding  when  and  what  changes  should  be  made,  and  for  making 
changes  to  configuration  items  which  are  part  of  a  baseline. 
Configuration  control  is  the  set  of  procedures  (manual  and 
automated)  which  prevent  changes  to  a  configuration,  except 
under  change  control.  It  should  be  obvious  that  configuration 
control  is  a  necessary  feature  of  configuration  management. 


4.3.4  The  IDN  Distribution  &  Distribution  Control  System 

This  system  performs  the  following  functions: 

o  It  creates  distribution  copies  of  both  software  and  dictionary 
descriptors  to  be  shipped  to  the  various  nodes.  It  is 
reasonable  for  each  specific  version  of  the  software  to  be 
archived  at  this  point. 

o  It  maintains  an  inventory  of  the  software  and  dictionary 
descriptor  releases  sent  to  each  node. 

o  It  tracks  the  releases  of  software  which  are  active  at  each 

node.  This  information  can  be  very  useful  for  the  analysis  of 
problems. 
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4.3.5  The  IDN  Simulation 

The  IDN  Simulation  is  a  test  model  of  the  IDN.  It  may  contain  a 

miniature  network/  or  the  network  may  be  simulated  .within  a  single 

machine.  The  simulation  should  contain  both  a  set  of  sample  test 
databases  and  dictionaries.  It  also  should  contain  dictionaries  which 
can  support  access  to  any  database  in  the  IDN.  It  also  should  contain 
databases  with  dummy  data.  In  this  way,  the  IDN  Support  Group  could 
simulate  problem  situations  without  having  access  to  secured  data. 

4.3.6  The  IDN  Service  Request  Reporting  System 

This  system  is  used  to  capture  requests  for  service  from  the  IDN  Support 
Group.  The  types  of  service  may  include: 

o  Requests  to  correct  operational  problems. 

o  Requests  for  enhancements. 

o  Requests  for  new  copies  of  software  and  dictionaries, 
o  Requests  for  information. 

These  requests  snould  be  captured  and  categorized,  so  that  a  profile  of 
the  types  of  service  may  be  obtained.  For  requests  which  do  not  involve 
enhancements,  the  time  and  personnel  resources  required  to  provide  the 
service  should  be  captured.  Each  request  for  service  should  also  iden¬ 
tify  both  the  requestor  and  time  requested.  Reports  can  then  identify 
both  "problem  requestors"  and  old  open  requests. 

This  system  should  interface  to  both  the  IDN  Support  Group  Activity 
Reporting  System  and  the  IDN  Configuration  Management  System.  It  is 
not  be  desirable  to  attempt  to  directly  relate  software  changes  to 
service  requests.  A  request  for  either  a  software  correction  or 
enhancement  may  translate  into  many  technical  requirements. 
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4.3.7  The  IDN  Support  Group  Activity  Reporting  System 

This  system  is  used  for  both  project  management  and  for  analysis  of  time 
and  resources  required  to  service  requests.  Although  the  resources 
required  to  correct  problems  and  provide  information  are  unpredictable, 
it  is  necessary  to  identify  how  many  resources  are  required  and  to 
identify  trends.  If  a  serious  problem  interferes  with  project  activity, 
this  can  be  identified. 


4.4  OPERATIONAL  SUPPORT  UTILITIES 

The  IDN  must  have  a  set  of  utilities  and  procedures  which  assist  in 
managing  the  day  to  day  operation  of  the  IDN.  These  utilities  and 
procedures  perform  various  services.  In  the  following  section, 
utilities  will  be  identified  for  each  class  of  service.  Procedures, 
both  manual  and  semi-automatic,  will  then  be  discussed. 

The  table  given  on  the  following  page  summarizes  the  types  of  utilities 
provided  by  the  Operational  Support  Facility  and  classifies  them 
according  to  the  service  provided.  The  table  also  shows  which  type  of 
administrator  requires  the  particular  utility. 
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lass  of  Service 


Node  Operation 


Query  User  Support 


Monitoring  &  Analysis 


Modeling  &  Design  Aids 


Change  Implementation 


IDNSF  Interface 


4.4.1  Node  Operation  Utilities 


Although  it  is  anticipated  that  IDN  nodes  will  operate  automatically, 
several  simple  functions  which  require  operator  intervention  are 


needed : 


Node  Start 


This  utility  will  load  the  IDN  software  and  establish  the 
necessary  connections  to  the  IDN.  This  involves  broadcasting 
a  message  notifying  the  network  that  the  given  node  is  avail¬ 
able  for  processing. 


Page  342 


-/■■.■VV' 


■jrm  «  «  ”  • 


'  v  .*  v  ■/ 


,*  v  v;.* 

_ • _ 


•\  -r. 


v.v •-/ 


V  v  v V.v'/ 

S'*  /*.  - 


*r.  *•  «•* « ■*  *  •  * 

.v.v.'-.-.A. 


.vV.V.V.V.VJ 


:v>a 


.  V--1 

*  .  ■  »  »•  *  * 


. .  ;«  n  •« 
>•>>>>>■ 


* .  •  ,  • .  ’  . " . * 

Vs V 


->  -  V  -J.-  ’ 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


Node  Restart 


FINAL  REPORT 


This  utility  restarts  a  node  after  a  failure  or  shutdown.  In 
addition  to  performing  the  normal  functions  of  Node  Start/ 
this  utility  will  synchronize  the  node's  metadata  with  its 
shadow  nodes  and  those  nodes  for  which  it  acts  as  a  shadow. 

Node  Shutdown 
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This  utility  performs  a  graceful  shutdown  of  a  given  node. 

This  probably  involves  notifying  the  IDN  that  the  node  will 
accept  no  new  work/  and  completing  the  current  work  assigned 
to  it.  If  the  node  is  unable  to  complete  some  work  within  the 
grace  period/  the  work  units  which  have  not  been  completed 
must  be  reassigned  to  another  node. 

Node  Tuning  Utilities 

It  is  anticipated  that  each  IDN  Node  may  have  several  software 
"switches  and  dials"  to  allow  the  administrator  to  optimize 
the  node's  performance.  On  the  other  hand/  it  is  possible 
that  the  IDN  nodes  could  be  made  to  be  entirely  self-moni¬ 
toring  and  self-adjusting.  In  the  latter  case/  these  utili¬ 
ties  would  not  exist. 
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4.4.2  Query-User  Support  Utilities 


The  utilities  that  support  the  query  user  fall  into  two  categories: 


Local  User  Name  Space  (LUNS)  Maintenance  Utility. 
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o  Query  Execution  Control  Utilities. 

The  LUNS  Maintenance  utilities  are  to  assist  a  D1  administrator  in 
establishing  or  modifying  a  LUNS.  As  noted  in  Chapter  3  (Subsystems 
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Specification),  if  the  D1  administrator  were  to  rely  on  dictionary 
maintenance  alone  to  create  or  modify  a  LUNS,  it  is  possible  that  one  or 
more  LOCAL-USER-NAMEs  in  the  LUNS  could  be  related  to  a  CDR-ELEMENT 
which  the  user  is  not  authorized  to  use  in  a  query.  Since  a  given  D1 
dictionary  may  support  several  different  users  with  very  distinct 
profiles,  the  corresponding  dictionary  may  contain  some  CDR-ELEMENTs 
which  are  not  visible  to  all  query  users.  The  LUNS  Maintenance  Utility 
would  provide  the  means  whereby: 


o  A  default  LUNS  could  be  created  for  any  given  query  user. 


The  default  LOCAL-ELEMENT-NAME  associated  with  a  given  CDR- 
ELEMENT  could  be  created  from  a  descriptive  attribute  from  the 
CDR-ELEMENT.  The  administrator  could  then  use  the  IRDS 
Modify-Entity-Access-Name  Command,  or  a  specialized  dialogue 
which  invokes  this  command,  to  provide  the  name  appropriate 
for  the  particular  use. 

In  those  cases  where  a  new  version  of  an  existing  CDR-ELEMENT 
is  imported,  the  LOCAL-ELEMENT-NAME  could  be  related  to  the 
new  CDR-ELEMENT  and  disassociated  from  the  old  CDR-ELEMENT. 

o  CDR-ELEMENTs  which  are  no  longer  visible  to  a  given  query  user 
are  identified,  and  optionally  the  corresponding  LOCAL- 
ELEMENT-NAME  are  deleted.  Stored  queries  which  reference  the 
obsolete  LOCAL-ELEMENT-NAMEs  are  identified  and  marked  as 
invalid. 

This  use  of  this  utility  not  only  avoids  problems,  but  it  also  eases 
the  work  of  the  Dl  Administrator. 

The  Query  Execution  Control  Utilities  are  used  to  override  the  normal 
processing  of  queries  on  an  exception  basis.  The  following  utilities 
are  anticipated. 
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o  Cancel  Query 

o  Hold  Query  /  Output 

o  Restart  Query 

o  Send  Output 
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o  Query  Status 

o  Change  Query  Priority 

4.4.3  Monitoring  and  Analysis  Utilities 

The  monitoring  utilities  gather  statistics  at  each  node  and  generate 
summary  data  for  given  time- frames. 

The  monitoring  utilities  are  always  active  whenever  the  IDN  is  active. 
They  fall  into  three  categories: 

o  Detecting  and  Identifying  Failures. 

o  Issuing  Warnings. 

o  Collecting  and  Analyzing  Statistics. 

Both  failures  and  warnings  require  that  those  with  the  ability  and 
authority  to  take  corrective  action  be  notified.  The  difference  between 
the  two  categories  is  that  failure  detection  and  identification  occurs 
when  a  problem  has  occurred,  whereas  warnings  are  issued  whenever  the 
potential  for  a  problem  exists.  Thus  warnings  are  important  for  problem 
avoidance. 

The  design  of  failure  detection  and  warning  utilities  must  take  into 
account  that,  to  a  large  measure,  each  IDN  processor  should  function 
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without  an  operator.  Given  this,  the  party  which  takes  corrective 
action  in  most  cases  may  be  another  utility.  The  failure  detection  and 
warning  utilities  also  must  interface  to  the  statistics  utilities,  since 
the  occurrences  of  failures  or  warning  states  are  important  statistics. 

Statistics  are  collected  to: 

o  Determine  IDN  performance  characteristics. 

o  Plot  trends  and  aid  in  capacity  planning. 

o  Assist  in  tuning  the  configuration  of  IDN  processors. 

o  Assist  in  configuring  and  tuning  IDN  processors. 

Statistics  are  gathered  at  each  IDN  node,  but  the  type  of  statistics 
obtained  will  vary  according  to  the  type  of  the  IDN  Node.  In  addition, 
the  individual  node  statistics  must  be  summarized  to  provide  an  accurate 
statistical  picture  of  the  network.  The  types  of  network  statistics 
should  correspond  to  elements  in  the  network  performance  model.  In  this 
way  the  predictions  given  by  an  IDN  performance  model  may  be  checked 
against  actual  performance  data. 

Since  statistics  are  computed  over  varying  time  frames,  it  is  necessary 
to  provide  adequate  on-line  secondary  storage.  In  order  to  analyze 
long-term  trends,  these  statistics  must  be  archived.  This  implies  that 
off-line  secondary  storage  should  be  available. 

Finally  the  existence  of  a  database  of  IDN  statistics  implies  a  querying 
and  reporting  facility.  It  may  be  assumed  that  there  are  a  number  of 
standard  or  "canned"  reports  which  could  be  produced  cyclically.  These 
include  but  are  not  necessarily  restricted  to: 

o  Summary  of  Activity 

o  Trends  Report 
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The  statistics  reporting  facility  should  provide  for  graphical  presenta¬ 
tion  of  statistical  data.  It  is  necessary  to  identify  both  the  proper 
technology  for  producing  such  reports  (e.g./  the  use  of  PC-based  tools 
or  mainframe  graphics  packages)/  and  the  frequency  of  each  of  the 
reports. 

Additionally/  there  is  the  need  to  produce  ad  hoc  statistic  reports.  It 
is  likely  that  the  standard  report  formats  will  suffice  for  most  ad  hoc 
reports.  In  this  case,  the  ad  hoc  reports  would  be  produced  by  varying 
the  selection  criteria  for  standard  reports.  The  requirements  for 
graphic  presentation  also  apply  to  ad  hoc  reports. 

The  mix  of  cyclic  and  ad  hoc  statistical  reports  must  be  identified. 
Finally,  it  must  be  decided  whether  these  reports  should  be  retained  for 
historical  purposes.  If  so,  this  could  greatly  increase  the  secondary 
storage  requirements. 


4.4.4  Modeling  and  Design  Aids 

There  is  a  need  for  modeling  and  design  aids  in  two  areas: 
o  Network  Performance  Modeling. 


§ 


» 


i 
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o  Data  Design. 

The  Network  performance  Modeling  utility  enables  a  network  administrator 
to  determine  the  performance  characteristics  of  the  IDN  given  a  specific 
network  configuration  and  workload.  If  possible,  existing  software 
should  be  used  to  develop  and  maintain  the  IDN  Performance  Model.  There 
should  be  an  interface  between  the  IDN  dictionary  (each  of  which  con¬ 
tains  a  description  of  the  existing  network  configuration)  and  the 
statistics  collection  utility  (which  identifies  a  workload  for  a  certain 
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period)  and  this  modeling  utility.  A  network  administrator  then  could 
easily  specify  a  new  network  configuration  as  modifications  to  the 
existing  configuration;  vary  the  workload  against  the  new  configuration, 
and  compare  the  behavior  of  the  proposed  configuration  to  the  behavior 
of  the  existing  network. 

The  IDN  can  process  user  queries  only  if  the  data  structures  of  the 
target  databases  are  properly  defined  to  the  Dl*  nodes  and  properly 
mapped  to  Coherent  Database  Representations  (CDRs).  To  help  ensure  that 
the  data  structures  are  cleanly  and  correctly  defined,  the  following 
utilities  are  envisioned: 

o  Normalization  Utility. 

Normalization  of  data  structures  is  a  valuable  exercise  even 
in  developing  a  non-relational  database  schema.  The  closer 
the  target  database  is  to  3rd  Normal  Form,  the  simpler  will  be 
the  mappings  from  the  CDR  to  the  IDN-Database-View  for  that 
database. 

This  is  the  same  utility  used  by  the  IDN  Support  Group.  This 
tool  could  aid  the  database  designer  in  those  cases  where  the 
DBMS  does  not  provide  such  functionality.  In  these  cases, 
specialized  interfaces  would  be  required  to  transform  the 
resultant  schema  in  the  dictionary  used  by  the  normalization 
utility  into  the  database  schema  used  by  the  target  DBMS. 

o  Corresponding  /  Duplicate  Element  Finder 

This  is  a  modified  form  of  the  utility  used  by  the  IDN  Support 
Group,  and  is  intended  as  a  database  design  aid.  The  problem 
of  duplicate  element  definition  applies  to  each  database 
schema  as  well  as  in  the  CDRs  and  their  corresponding  IDN- 
Database-Views.  As  is  the  case  with  the  normalization 
utility,  this  utility  is  provided  to  Data  Node  Administrators 
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for  those  cases  where  the  corresponding  functionality  is  not 
provided  by  the  target  DBMS. 

o  Database-View  Generation  /  Load. 

Each  Dl*  dictionary  contains  an  IDN-Database-View  for  the 
target  database.  This  database-view  corresponds  to  a  sub¬ 
schema  of  the  target  database  for  the  IDN.  In  some  cases, 
this  view  may  be  the  same  as  the  database  schema.  Ideally, 
this  subschema  should  be  defined  only  once  -  probably  at  the 
Data  Node.  A  utility  should  transform  this  subschema  into  Dl* 
dictionary  descriptors.  These  descriptors  are  then  sent  to 
the  IDN  Support  Group,  which  will  create  the  corresponding  CDR 
and  mapping  relationships. 

For  those  databases  with  a  stable  schema  and/or  an  uncommon 
DBMS,  manual  input  if  the  (sub)schema  into  a  IDN  dictionary 
•may  be  warranted. 

4.4.5  Change  Implementation 

The  IDN  will  evolve  over  time.  This  evolution  requires  that  utilities, 
controls  and  procedures  be  in  place  to  ensure  that  changes  in  the  IDN 
are  implemented  smoothly.  The  changes  fall  into  three  categories: 

o  Database  Changes. 

o  Network  Changes. 

o  Software  Changes. 

All  three  categories  share  certain  requirements.  They  are: 
o  Continuous  Operation. 
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The  entire  IDN  must  continue  to  operate  without  disruption, 
o  Synchronized  Transition. 

As  warranted,  changes  must  take  effect  simultaneously  at  all 
affected  nodes  in  the  IDN. 

o  Graceful  Transition. 

The  implementation  of  a  change  must  not  affect  queries  which 
are  executing. 

These  requirements  dictate  that  a  common  approach  be  devised  to  imple¬ 
menting  each  of  the  types  of  changes  cited  above.  One  such  approach  is 
presented  after  the  details  of  each  of  those  types  of  changes  is 
discussed. 


4. 4. 5.1  Database  Changes 
Database  changes  fall  into  two  categories: 
o  Switching  Physical  Databases. 

o  Switching  both  Logical  and  Physical  Databases. 


4. 4. 5. 1.1  Switching  Physical  Databases 

The  change  of  physical  database  means  that  for  a  period  of  time  there 
are  two  databases  at  the  Data  Node,  and  "old"  database  and  a  "new" 
database.  The  new  database  may  either  contain  new  data,  or  it  may  be  a 
physical  reorganization  of  the  old  database.  In  the  latter  case,  the 
content  and  logical  structure  are  identical,  and  the  differences  are  to 
enhance  performance.  The  new  database  may  have  space  allocated 
differently,  or  data  partitioned  across  physical  devices  differently,  or 
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If  one  or  more  CDRs  are  affected,  new  dictionary  descrip¬ 
tors  must  be  distributed  to  each  D2Q  node. 

All  new  or  modified  CDR-ELEMENTs  must  be  distributed  to 
those  D1  dictionaries  which  are  affected.  All  CDR-ELE¬ 
MENTs  which  are  obsolete,  or  have  had  changes  in  security 
classification  must  be  identified,  since  these  changes 
may  invalidate  currently  operational  user  queries. 
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-  The  new  IDN-Database-View,  CDR,  and  mapping  relationships 
must  be  distributed  to  each  each  Dl*  dictionary  which 
supports  the  Data  Node  with  the  corresponding  IDN-Data- 
base-View. 

o  At  the  Data  Node  the  following  actions  must  be  taken: 
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The  target  database  must  be  converted  to  the  new  logical 
structure. 

New  data  must  be  loaded  into  the  new  database  as  required. 

At  affected  Dl  Nodes,  new  CDR-ELEMENTs  must  be  incorporated  in 
different  LUNSs  as  appropriate.  (It  is  conceivable  that  some 
CDR-ELEMENTs  may  be  deleted  from  one  or  more  LUNSs.  In  those 
cases,  the  users  should  be  warned  and  their  affected  queries 
be  identified.) 
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o  The  modified  LUNSs,  CDRs,  IDN— Database-Views  and  corresponding 
target  databases  must  be  activated  simultaneously  across  the 
network.  At  the  cutover  point,  in-flight  queries  must 
continue  to  process  until  completion,  while  new  queries 
process  using  the  new  CDRs  and  databases. 

The  following  utilities  are  required  by  operations  management  to 
implement  this  class  of  database  changes: 
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o  Dictionary  Import/Export. 

This  is  IRDS  standard  functionality.  It  is  used  to  support 
the  following  tasks: 

Exporting  IDN-Database-Views  to  the  IDN  Support  Group. 

-  Importing  dictionary  descriptors  from  the  IDN  Support 

Group/  and  creating  a  new  dictionary  with  them  or  loading 
them  into  an  existing  dictionary. 

o  Switch  Utilities. 
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A  dictionary  switch  utility  performs  the  switching  of  query 
processing  from  one  set  of  dictionary  descriptors  to  another 
at  the  designated  time.  Additionally/  the  Database  Switch 
utility  identified  in  4.4. 5. 1.1  also  must  be  used  here. 

o  Database  Utilities. 

It  is  assumed  that  each  DBMS  at  the  Data  Nodes  provide  utili¬ 
ties  for  reorganizing/  unloading/  reloading/  and  activating 
the  database. 

4. 4. 5. 2  Changing  the  Network 

There  are  four  basic  categories  of  network  changes  to  be  considered: 


o  Adding  a  new  node, 

o  Removing  a  node  from  the  network, 
o  Changing  the  assignment  of  shadow  nodes, 
o  Changing  a  node's  responsibilities. 
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Adding  a  node  to  the  IDN  or  removing  a  node  implies  much  more  than  the 
simple  activation  or  deactivation.  Each  node  may  act  as  a  shadow  for 
other  nodes.  Similarly,  each  node  may  be  shadowed  by  other  nodes.  Thus 
node  additions  and  deletions  will  affect  the  responsibilities  of  other 
nodes. 

Whenever  a  node  is  to  be  assigned  as  a  shadow  for  another  node,  the 
shadow  node's  dictionary  must  contain  all  the  descriptors  in  the  primary 
node's  dictionary  for  its  primary  responsibility. 

Note:  because  of  the  variety  of  ways  shadow  assignments  can  be 
made,  it  is  not  necessary  that  the  dictionary  contents  of  01  and 
Dl*  nodes  oe  identical.  Suppose  there  are  three  nodes,  A,  B,  and 
C.  Further  suppose  that  B  shadows  A,  C  shadows  B,  and  A  shadows  C. 
Then: 

o  Node  A's  dictionary  must  contain  the  descriptors  necessary  to 
service  queries  by  both  A  and  C. 

o  Likewise,  B's  dictionary  must  contain  descriptors  to  service  A 
and  B  queries. 

o  Finally,  node  C's  dictionary  must  contain  descriptors  for  B 
and  C's  queries. 

The  import/export  and  internode  dictionary  verification  utilities 
identified  earlier  are  sufficient  for  synchronizing  the  dictionaries. 
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When  the  network  is  to  be  reconfigured,  a  cutover  problem  similar  to  the 
one  encountered  for  databases  occurs.  In  this  case,  it  is  desirable 
that  all  nodes  gracefully  switch  to  processing  according  to  the  new 
network  configuration  based  on  the  time  of  origin  of  query  transactions. 
This  implies  that  network  definition  descriptors  be  stamped  with  an  "as- 
of"  date/time-stamp.  This  allows  for  preloading  descriptors,  which  can 
facilitate  a  synchronized,  graceful  switchover  to  the  new  configuration. 
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4. 4. 5. 3  Software  Installation 

The  installation  of  new  releases  of  IDN  software  will  require  a 
synchronized  switchover  only  in  those  cases  where  message  formats  are 
modified.  Although  this  situation  may  be  rare,  anticipation  of  this 
occurrence  can  eliminate  the  problem.  The  same  approach  for  achieving  a 
synchronized,  graceful  switchover  as  described  above  for  network 
configurations  can  apply  to  converting  to  a  new  release  of  the  IDN 
software. 


4. 4. 5. 4  The  General  Approach  to  Change  Implementation 

Recall  the  three  basic  requirements  to  implementing  the  changes  discus¬ 
sed  above.  They  are: 
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o  Continuous  Operation. 

* 

o  Synchronized  Transition, 

o  Graceful  Transition. 

A  simple  and  effective  way  to  achieve  these  objectives  is  through  a 
standard  message  filter  within  the  network  input  subsystem  at  each  IDN 
node.  Under  this  scheme,  a  "transition-event  table"  is  maintained  for 
each  node.  For  each  unique  as-of-date/time  stamp,  a  list  of  run-time 
parameters  is  specified.  These  run-time  parameters  should  identify 
the  software  library;  the  dictionary,  and  (in  the  case  of  data  nodes) 
the  physical  database  files  to  be  used.  The  parameters  may  be  given 
finer  granularity.  For  example,  individual  versions  of  CDRs,  LUNSs,  and 
Database  Views  might  be  identified  instead  of  a  different  dictionary. 

Whenever  a  message  is  processed, 
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o  It  is  identified  with  an  as-of  date/time  stamp.  (For  most 
messages,  this  is  the  date/time  stamp  for  the  origin  of  the 
associated  query.) 

o  The  message's  as-of  date/time  stamp  is  matched  against  the 

transition-event  table.  The  table  entry  whose  key  is  closest 
to  but  no  greater  than  the  message's  date-time  stamp 
identifies  the  run-time  parameters  for  the  message. 

o  The  filter  then  activates  a  task  which  uses  the  software, 

dictionary,  and  database! s)  identified  in  the  corresponding 
table  entry. 

This  approach  permits  messages  with  different  as-of  date/time  stamps  to 
process  with  different  run-time  parameters.  As  old  queries  complete 
processing,  the  corresponding  messages  will  be  purged  from  the  IDN . 
Eventually  all  queries  will  process  with  the  new  run-time  parameters. 
Where -multiple  nodes  are  involved  in  a  given  transition,  the  transition- 
event  table  at  each  node  has  an  entry  for  a  given  date/time  value.  Thus 
the  transition  from  one  set  of  run-time  parameters  to  another  is 
graceful,  instantaneous,  synchronized  across  multiple  IDN  nodes,  and 
provides  for  continuous  operation  of  the  IDN. 


4.4.6  IDNSF  Interface 

Operations  Management  has  six  major  needs  for  communication  with  the 
IDN  Support  Group: 

o  Network  reconfiguration. 

o  Implementing  logical  database  changes  in  the  IDN. 

o  Implementing  IDN  software  changes, 

o  Resolving  operational  problems. 
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o  Requesting  software  enhancements. 

o  Requesting  some  form  of  technical  assistance. 

IDN  users  share  the  last  three  requirements  with  Operations  Management. 
Each  of  these  interactions  with  the  IDN  Support  Group  is  discussed 
individually. 


4.4.6. 1  Network  Reconfiguration 

There  are  two  cases  to  be  considered: 
o  Establishing  a  new  node, 

o  Reassigning  node  responsibilities. 


In  the  former  case,  the  IDN  Support  Group  must  be  notified  in  advance  of 
the  node's  requirements.  This  is  a  normal  type  of  service  request,  and 
their  should  be  standard  forms  for  this  type  of  service  request.  If  the 
node  to  be  established  is  a  Data  Node,  then  the  supporting  Dl*  nodes 
must  be  identified,  and  the  IDN-Database-View  for  each  database  at  the 
Data  Node  must  be  provided.  In  the  case  of  a  User  Node,  the  supporting 
Dl  Nodes  must  be  identified,  and  the  security  classifications  of  users 
at  the  User  Node  must  also  be  provided.  The  IDN  Support  Group  must 
then  update  its  distribution  profiles,  and  create  and  ship  both  the  most 
current  release  of  the  IDN  Software  and  the  appropriate  metadata. 


In  the  case  of  reassigning  node  responsibilities,  it  is  possible  for  the 
transfer  of  metadata  to  be  accomplished  entirely  by  operational 
personnel.  In  complicated  situations,  the  IDN  Support  Group  should  be 
contacted  for  technical  assistance.  It  is  necessary  that  the  IDN 
Support  Group  be  notified  of  pending  changes,  so  that  the  simulation 
model  can  be  updated.  This  will  facilitate  the  IDN  Support  Group's 
ability  to  respond  as  required. 
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Since  each  node  of  the  IDN  carries  the  entire  static  network  view,  it  is 
possible  to  have  the  transfer  of  this  metadata  to  the  simulation  model 
occur  automatically.  This  could  be  accomplished  entirely  by  a  utility 
within  the  IDNSF,  provided  that  the  IDN  Support  Group  has  an  IDN  User 
Node.  If  not,  the  IDN  Support  Group  would  require  some  formal 
notification  of  network  changes  from  IDN  Network  Management. 

4. 4. 6. 2  Implementing  Logical  Database  Changes 

The  details  of  this  type  change  were  discussed  in  4. 4. 5. 2.  It  is  clear 

that  the  IDN  Support  Group  will  require  a  formal  service  request  and 
adequate  lead  time  to  provide  this  type  of  service.  Procedures  must  be 
in  place  so  that  Node  Administrators  must  acknowledge  receipt  of  the  new 
dictionary  descriptors,  and  that  the  IDN  Support  Group  is  notified  when 
these  descriptors  are  applied  to  the  node  dictionaries.  Potentially 
this  notification  could  be  generated  automatically.  However,  in  the 
case  of  D1  Nodes,  the  D1  administrator  must  still  perform  additional 
maintenance  to  establish  or  modify  LUNSs. 

4. 4. 6. 3  Implementing  IDN  Software  Changes 

It  is  assumed  that  all  software  changes  shall  be  applied  as  directed  by 
the  IDN  Support  Group.  The  transition  from  old  to  new  software  will  be 
accomplished  by  a  switch  as  previously  discussed.  The  major  requirement 
here  is  that  adequate  lead  time  must  be  given  to  Node  Administrators  so 
for  loading  the  new  software.  Procedures  must  be  in  place  so  that  Node 
Administrators  must  acknowledge  receipt  of  the  new  software,  and  that 
the  IDN  Support  Group  is  notified  when  the  software  is  loaded.  It  is 
possible  that  software  installation  procedures  could  automatically  send 
a  message  to  the  IDN  Support  Group  after  software  is  loaded  and  ready. 
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4. 4. 6. 4  Resolving  Operational  Problems 


Large  system  vendors  have  three  common  problem  in  determining  the  source 
of  user  problems: 


o  Determining  the  hardware/software/metadata  configuration  in 


o  Recreating  the  conditions  which  caused  the  failure. 

o  Resolving  the  problem  in  the  shortest  possible  time  and 
without  introducing  new  problems. 

All  of  these  problems  will  confront  those  responsible  for  maintenance 
and  enhancement  of  the  IDN.  In  addition,  the  IDN  Support  Group  must 
make  changes  in  strict  conformance  to  configuration  management 
procedures,  so  that  the  security  of  the  IDN  or  its  supporting  utilities 
is  not  compromised. 

The  first  two  problems  can  be  addressed  by  procedures  and  utilities 
which  interface  to  the  IDN  Distribution  Control  System.  Note  that  the 
each  IDN  node  must  be  aware  of  its  node-type  and  of  the  software  which 
is  operating  at  the  node.  Furthermore,  the  IDN  itself  is  aware  of  all 
the  nodes  in  the  network.  Thus  it  is  possible  to  establish  an  interface 
whereby  the  IDN  support  group  can  know  the  exact  hardware/ software 
configuration  at  each  IDN  Node.  The  IDN  software  installation  proce¬ 
dures  can  ensure  that  the  IDN  support  group  receives  this  information. 

In  the  case  where  custom  software  is  required  for  a  given  User  Node  or 
Data  Node,  manual  procedures  will  be  required  to  ensure  that  the  IDN 
support  group  has  at  least  source  code  for  the  custom  software. 

In  order  to  resolve  problems,  two  strategies  are  commonly  employed: 

o  Debug  the  problem  at  the  problem  node(s). 

o  Recreate  and  debug  the  problem  at  the  support  site. 
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Debugging  problems  at  the  nodes  where  they  occur  usually  involves 
analyzing  actual  files  and  memory  dumps  where  operational  data  can  be 
seen.  Normally,  the  people  in  the  IDN  Support  Group  responsible  for 
software  maintenance  or  metadata  management  do  not  have  access  to 
operational  data.  Thus  such  techniques  for  on-site  debugging  are 
excluded  from  consideration. 

(Presumably,  such  on-site  debugging  could  be  employed  if  there  are 
individuals  in  the  IDN  Support  Group  with  both  the  technical  competence 
to  analyze  the  problem  and  the  appropriate  security  clearance  to  view 
the  operational  data  present  when  the  problem  occurs.  However, 
depending  on  the  nature  of  the  problem,  the  existence  of  such  an 
individual  may  not  be  able  to  be  determined.) 

The  IDN  Simulation  discussed  in  4.3  provides  the  basic  mechanisms  for 
recreating  problems.  The  IDN  Support  Group's  basic  requirement  is  then 
obtaining  enough  information  to  recreate  the  conditions  which  caused  the 
problem. 

It  is  presumed  that  the  IDN  Support  Group  may  receive  a  copy  of  any 
query  which  was  running  when  the  IDN  failed.  However,  it  may  not  see 
the  actual  data  which  was  returned  by  the  query. 

Dictionary  Import/Export  may  be  used  to  provide  the  IDN  Support  Group 
with  actual  queries.  However,  dummy  data  must  be  used  to  simulate  the 
problem.  Naturally,  there  is  no  assurance  that  the  problem  can  be 
recreated  if  dummy  data  is  used. 

Since  a  problem  may  not  be  reproducible  in  the  IDN  Simulation,  it  may  be 
necessary  to  design  diagnostics  into  the  IDN  software.  Such 
diagnostics  could  reveal  much  about  what  is  happening  when  the  problem 
occurs,  without  revealing  any  actual  data.  Since  the  diagnostic  code  is 
part  of  the  IDN  software,  it  must  conform  to  the  same  TCB  security 
criteria  as  the  code  which  actually  performs  the  query  processing.  Thus 
the  output  of  such  "sanitized  diagnostics"  would  not  present  a  security 
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problem.  It  does/  however/  impact  the  performance  of  the  IDN.  In  the 
case  where  there  is  a  timing-related  problem/  the  execution  of 
diagnostic  code  itself  might  change  conditions  sufficiently  so  that  the 
problem  could  not  be  reproduced. 

Given  the  complexity  of  the  IDN  software/  and  the  amount  of  processing 
and  data  manipulation  at  each  node/  it  is  not  sufficient  to  have  a 
single  diagnostics  on/off  switch.  Diagnostics  must  be  able  to  be  turned 
on  and  off  selectively  in  the  IDN  software.  Additionally/  it  may  be 
necessary  to  provide  facilities  to  stop  and  restart  the  IDN  software  ac 
various  critical  points.  Stops  must  be  able  to  be  selectively 
triggered  by  events  (e.g./  the  receipt  of  a  subresponse  from  a  given 
node . ) 

Once  a  problem  has  been  analyzed/  the  proposed  correction  must  be 
assured  as  not  violating  TCB  security  criteria.  This  implies  that  all 
IDN  software  changes  go  through  the  same  stringent  procedures  that  the 
initial  system  went  through. 

4. 4. 6. 5  Requesting  Software  Enhancements 

All  r  quests  for  Software  Enhancements  from  the  field  should  be 
submitted  formally  to  the  IDN  Support  Group.  The  enhancement  request 
should  be  accompanied  by  appropriate  documentation  which  corroborates 
the  need.  The  request  should  also  designate  one  or  more  individuals  to 
contact  so  that  the  IDN  Support  Group  may  obtain  any  such  clarification 
that  it  requires. 

4. 4. 6. 6  Requesting  Technical  Assistance 

Requests  for  technical  assistance  may  be  formal  (i.e/  in  writing)  or 
informal  (via  telephone.)  Certain  categories  of  technical  assistance 
will  require  formal  requests.  The  IDN  Support  Group  should  publish  its 
policies  on  this  matter. 
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4.4.7  Procedures 

The  implementation  of  various  types  of  changes  in  the  IDN  will  require 
the  coordination  and  cooperation  of  people  with  different 
responsibilities.  In  particular,  procedures  and  guidelines  are  required 
for  the  following: 

o  Requesting  IDN  Support  Group  Services 

Formal  procedures  for  requesting  the  technical  assistance  of 
the  IDN  Support  Group  are  required  for: 

Obtaining  subsets  of  the  NANS  to  construct  one  or  more 
LUNSs . 

Implementing  database  changes  which  change  the 
corresponding  IDN-Database-View. 

Obtaining  software  and  metadata  for  establishing  a  node. 
Assistance  in  reassigning  node  responsibilities. 
Additionally  formal  procedures  are  required  for: 

Problem  reporting. 

-  Requesting  enhancements. 

Finally,  error  correction  and  analysis  guidelines  should  be 
established  to  ensure  that  operational  problems  which  can  be 
solved  locally  are  handled  locally. 
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o  IDN-Database-View  /  CDR  Changes 

Whenever  the  logical  structure  of  any  given  database  is 
changed/  the  changes  to  its  DATABASE-VIEW  and  mapping 
relationships  to  the  CDRs  must  be  distributed  to  all  Dl* 
dictionaries  which  support  the  database.  Shadow  databases 
must  also  be  converted  to  the  new  structure.  The  cutover 
point  must  be  identified/  and  specified  at  each  affected 
processor. 

If  the  CDR  is  affected,  the  impact  is  even  wider.  Any  new 
elements  in  the  database  must  be  identified.  They  must  be 
analyzed  to  determine  if  they  duplicate  the  elements  in  other 
databases.  If  so,  the  impact  on  DPP  must  be  determined.  New 
CDRs,  DPP  definitions,  and  mappings  to  the  DATABASE-VIEW  must 
be  defined  and  distributed.  The  changes  in  LUNSs  must  also  be 
implemented.  A  switchover  time  must  be  designated  and 
specified  at  each  affected  IDN  node. 

o  Network  Reconfiguration 

The  dictionaries  at  each  of  the  affected  nodes  must  be 
changed.  A  switchover  time  must  be  designated  and  specified 
at  each  affected  IDN  node.  Any  new  nodes  must  be  activated 
prior  to  transition  to  the  new  network  configuration.  After 
transition  has  been  completed,  old  nodes  must  be  deactivated, 
and  dictionaries  must  be  purged  of  descriptors  which  support 
processing  assigned  to  other  nodes. 

o  Software  /  Hardware  Upgrades 

The  IDN  support  group  must  be  informed  of  all  software  / 
hardware  changes  and  the  switchover  time. 
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4.5  ISSUES 

This  section  presents  a  discussion  of  several  outstanding  issues  for  the 
IDNSF  and  the  Operational  Support  Utilities. 


4.5.1  IDNSF  Issues 

1.  Support  for  global  metadata  management  is  quite  independent  of 
support  for  the  IDN  software.  The  former  requires  people  with 
experience  in  data  analysis  and  data  base  applications;  the  latter 
requires  software  engineering  skills.  Thus,  it  is  possible  to 
separate  the  IDN  Support  Group  according  to  these  two  functions. 
This  would  imply/  however,  that  distribution  control  over  software 
and  metadata  are  handled  separately.  This  will  affect  the 
procedures  which  IDN  Users  and  Administrators  request  support 
services. 


2.  This  document  has  assumed  that  the  IDN  Support  Group  has  control 

over  the  software  installed  at  each  of  the  IDN  processors,  but  does 
not  have  control  over  software  in  use  at  either  the  User  Nodes  or 
Data  Nodes. 


|  The  assumption  regarding  the  IDN  Software  has  two  major  effects: 

o  It  reduces  the  complexity  of  the  support  problem,  since 
(except  for  transition  periods)  only  one  version  of  the 
software  is  in  use  at  any  one  time. 

t  o  It  simplifies  analysis  and  verification  of  TCB  criteria. 


3.  The  data  analysis  utilities  will  make  use  of  the  IRDS  implementation 
used  for  the  IDN  processors.  If  the  dictionary  systems  which 
support  the  individual  DBMSs  conform  to  the  IRDS  standard,  and  if 
their  schemas  are  compatible  with  the  one  used  in  the  IDN,  then  the 
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problem  of  communicating  between  the  dictionaries  would  be  eased. 

If  the  dictionary  systems  at  the  Data  Nodes  are  different  from  that 
used  by  the  IDN,  then  the  use  of  the  data  analysis  utilities  would 
be  limited  unless  either  they  could  be  customized  at  the  Data 
Nodes,  or  that  special  inter-dictionary  interface  software  be 
written. 


.2  Operational  Support  Utilities  Issues 

A  user  has  the  capability  to  inquire  about  a  query's  status/  cancel 
a  query,  hold  its  output/  or  send  its  output. 

A  more  sensitive  question  arises  regarding  a  user's  capability  to 
change  the  priority  of  a  query  (particularly  if  a  higher  priority 
is  requested).  This  is  an  area  where  a  policy  or  set  of  policies 
will  have  to  be  established.  Associated  with  this  issue  is  the 
question  of  what  kind  of  monitoring  should  such  an  individual 
should  have.  Since  IDN  is  a  large  network,  the  cost  of  obtaining 
network  level  status  information  itself  could  be  high. 

The  Physical  Database  Switch  Utility  could  operate  at  either  the 
Dl*  or  Data  Node.  If  the  utility  is  resident  at  the  Dl*,  then  the 
utility  would  also  have  to  communicate  with  all  Dl*  Nodes  which 
support  a  given  Data  Node.  This  introduces  some  additional 
complexity  and  IDN  messages.  However,  this  software  would  require 
only  a  single  implementation.  If  the  utility  resided  at  the  Data 
Node,  then  the  issue  is  very  simple  and  the  IDN  would  be  completely 
unaware  of  this  type  of  change.  On  the  other  hand,  differences  in 
Data  Node  hardware  and  operating  systems  would  require  different 
implementations  of  this  utility.  The  question  of  IDN  Support  Group 
responsibility  for  and  distribution  of  the  various  implementations 
becomes  an  issue. 

There  is  an  issue  as  to  whether  or  not  versioning  should  be  used  in 
the  IDN  dictionaries  in  support  of  the  switching  process.  Ideally, 
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the  switching  process  should  be  as  simple  and  straight-forward  as 
possible.  This  requirement/  and  the  run-time  nature  of  the  IDN 
dictionaries  tend  to  support  the  simplest  of  approaches: 

o  Create  a  new  dictionary  at  each  node. 

o  Activate  the  new  dictionary  as  of  a  given  date  and  time. 

o  Switch  query  processing  to  the  new  dictionary  based  on  the 

query's  date-time  stamp. 

Thus  dictionary  switching  would  be  handled  exactly  as  database 
switching  is  handled. 


/  /v  -.  '  .** 


mm 
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The  decision  on  whether  or  not  to  switch  to  different  dictionaries/ 
however/  must  take  into  account  how  the  IDN  query  processing  system 
binds  to  the  various  dictionaries  in  the  IDN.  The  D2Q  and  Dl* 

Nodes  have  three  common  characteristics  which  effect  the  binding 
strategy: 

o  The  data-oriented  metadata  resident  in  those  dictionaries  is 
static. 

o  The  processing  at  these  nodes  involve  a  great  deal  of 
dictionary  lookup  processing. 

o  There  is  a  great  deal  of  data  manipulation  to  be  supported  at 
these  nodes. 

These  characteristics  suggest  that  the  data-oriented  metadata  in 
the  dictionaries  at  these  nodes  should  be  "compiled"  and  placed  in 
primary  memory.  If  this  approach  is  taken/  then  there  must  be  a 
"compilation"  utility/  and  the  switching  utility  would  actually 
switch  query  processing  from  using  one  memory  area  to  another/ 
rather  than  the  dictionaries  per  se.  If  this  is  the  case(  then  the 
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"compiled  meta"  could  be  distributed  instead  of  the  dictionary 


descriptors  in  IRDS  import/export  formatted  files. 

The  situation  is  different  for  D1  Nodes.  The  D1  nodes  do  not  have 
the  dictionary  lookup  and  data  manipulation  requirements  of  the  Dl* 
and  D2Q  nodes.  Furthermore/  the  D1  dictionaries  are  more  volatile, 
since  query  development  may  be  an  ongoing  activity.  This  has 
several  important  consequences : 

o  It  is  not  necessary  to  "compile"  data-oriented  metadata  and 

store  it  in  memory.  (This  metadata  would  consist  of  the  LUNS 
for  each  user;  the  basic  data-type  information  for  each 
CDR-ELEMENT  in  the  D1  dictionary,  and  the  LUNS  to  CDR— ELEMENT 
correspondence. ) 

o  It  is  not  desirable  to  "compile"  the  entire  D1  dictionary  into 
memory.  Stored  queries  will  be  space  consuming,  and  they  are 
relatively  volatile  but  their  usage  level  is  low  relative  to 
the  metadata  at  the  D2Q  and  D1  nodes. 

In  this  case,  the  simplicity  of  the  "old  dictionary  /  new 
dictionary  switch"  seems  like  the  appropriate  approach.  However, 
it  is  possible  that  the  old  dictionaries  may  continue  to  be 
maintained  while  the  new  dictionaries  are  pending  activation. 

Unless  special  measures  are  taken,  it  is  conceivable  that  the  oid 
dictionary  may  contain  some  queries  not  present  in  the  new 
dictionary.  Since  the  IDN  is  supposed  to  support  24  hour  operation 
and  is  worldwide  in  scope,  it  is  unlikely  that  query  maintenance 
could  be  shut  down  and  cutover  on  D1  dictionaries  accomplished  when 
no  maintenance  is  being  performed. 

Given  a  small  enough  time  window,  however,  it  may  be  acceptable  to 
shut  off  the  saving  of  user  queries.  This  still  allows  users  to 
use  existing  queries,  and  develop  ad  hoc  queries  (possibly  based  on 
saved  queries.)  Thus  the  query  user  may  be  inconvenienced,  but  not 
prevented  from  doing  his  work.  If  the  User  Node  has  available 
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temporary  storage,  it  might  be  possible  to  avoid  even  this  level  of 
inconvenience,  by  holding  the  "saved"  query  at  the  User  Node,  until 
such  time  as  the  supporting  D1  Nodes  are  again  available  to  accept 
query  updates. 
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DETAILED  DESCRIPTIONS  OP 
MAJOR  INTER-SOBS YSTEM  DATA  PLOWS 


This  appendix  provides  detailed  data  descriptions  for  the  major  inter¬ 
subsystem  data  flows  in  the  IDN.  These  data  descriptions  are  abstract 
in  nature/  i.e./  they  only  define  data  structures  and  elements. 
Detailed  lengths#  formats#  and  values  are  not  shown. 


The  following  conventions  are  used: 


ft 


ft 


A 


(A 


P. 

V'.V 


>> 

tfs 


: :=  means  the  data  item  on  the  left  decomposes  into 
the  data  items  on  the  right.  Thus 

x  :  a  b  c  d 

means  that  x  is  composed  of  the  sequence  of  items 
a#  b,  c  and  d. 

{x}  means  that  x  repeats  0  to  n  times 

[x]  means  that  x  is  optional 

<x>  indicates  that  x  is  an  element 

x|y  means  that  either  x  or  y  will  occur.  Thus: 

X  ::=  xl  |  x2  |  ...  |  xn 

means  that  X  is  a  case  structure  with  n  alternatives 
xl#  x2#  ...  xn. 

Comments  are  blocked  off  by  "/*"  and 

Where  an  element  may  take  on  a  specific  value  of  an  enumerated  set  of 
values,  the  logical  values  are  identified  in  comments. 

This  appendix  is  divided  into  sections.  Within  any  section#  data  items 
are  listed  according  to  the  top-down  decomposition.  Where  an  item  is 
decomposed  in  another  section#  the  section  number  appears  on  the  far 
right.  The  top  levels  of  definition  are  purely  for  documentation 
purposes . 

Note  that  the  correspondence  between  the  data  flow  definitions  in  this 
appendix  and  those  found  in  the  Subsystems  Specifications  is  approxi¬ 
mate.  The  reason  for  this  is  that  many  data  flows  as  defined  in  the 
Subsystems  Specifications  conform  to  a  common  format.  In  these  cases, 
the  possible  values  for  specific  elements  are  used  to  indicate  the 
correspondence  to  the  Subsystems  Specifications. 


Page  371 


— •!_  . 

■W-Vy' 


/  .*  V  v*  \ 
- ,/« ■  o  V 


,vVW 

N.  .  *.  **  % 

„  M 

r.  «r 


■r.y.s.y.s 

;V‘ s-V/ 
w>.v 

aV«.*w 


v‘\-v-y-‘ 
• .  -  /- 

*A 

V"4.  -'-'-'. 

icrTTrr 

•  ■ » 1 
v-v'v-v4 

•  -  -‘.  A 

>.*A 

• w » *  •  « *  i 

•  \m  '  m 

I 


.  J 


X 


t*  j-  -r  S 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES  FINAL  REPORT 


0.  Index 

/*  This  level  of  description  is  used  to  identify  the  organization  of 
data  descriptions  in  this  document.  It  also  illustrates  the 
format  used  throughout  this  document.  */ 

Data  Item  Xref 

Data-description  : := 

IDN-intersystem-data-flow 
|  Shared-data-description 

IDN-inter3ystem-data-flow 

inter-processor-data-flow 
|  intra-processor-data-flow 

intra-processor-data-flow  : :=  /*  not  expanded  in  this  document  V 


inter-processor-data-flow  = 

User-Node-to-Dl  1 

|  Dl-to-Dl  2 

|  Dl-to— D2Q  3 

|  D2Q— to-D2Q  4 

|  D2Q— to— Dl*  5 

|  Dl*-to-Data-Node  6 

j  Data-Node-to-Dl*  7 

|  Dl*-to-D2Q  8 

|  Dl*-to-Dl*  9 

|  D2Q— to— Dl  10 

|  Dl*-tO— Dl  11 

|  Dl-to-User-Node  12 

Shared-data-description  ::= 

tokeni zed-query  13 

|  intermediate-query  14 

|  common-query-syntax-primitives  15 

|  query-control-block  16 

|  common-data-items  17 
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1.  User-Node  to  D1  Data  Flow  Definitions 


Data  Item  Xref 

User-Node- t o- D1  : : = 

query-maintenance 
|  Dl-IRDS-query 

|  IDN-query-transactions 

query-maintenance  : := 

Save-query- transact ion 
|  Delete-query-transaction 

|  Retrieve-query-transaction 

|  Check-query-transaction 

Dl-IRDS-query  : := 

LIST-transaction 
|  SHOW-transaction 

IDN-query-transactions  ::= 

run-IDN-query-transaction 
|  kill-IDN-query-transaction 

I  iDN-query-status-transaction 

|  send- IDN-query-output- transact ion 

I  redirect-response-transaction 
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Save-query- transact ion 
IDN-message-header 
query- id 
<query-state> 


/*  tokeni2ed  |  validated  */ 


tokenized-query 

[intermediate-query]  /*  if  query-state  =  validated  */ 


Delete-query-transaction  : : 
IDN-message-header 
query- id 

Retrieve-query-transaction 
IDN-message-header 
query- id 

Check-query-transaction  = 
IDN-message-header 
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SHOW-transaction 

IDN-message-header  I 

<  ent i ty- type-name >  /*  QUERY  |  ELEMENT  j  FUNCTION  V 

<response-destination> 

{  scan-mask  } 

{  restriction-criteria  } 

{  sequence-argument  } 

{  display-option  } 

restriction-criteria 

attribute- restrict ion 
|  relationship-existence- restriction 

|  related-to-restriction 

|  not-operator  l 

restriction-criteria 
j  restriction-criteria 

binary-boolean-operator  1 

restriction-criteria 

attribute-restriction  ::= 

<attribute-type-name> 

relational-operator  J 

<attribute-value> 

relationship-existence-restriction  :  :=* 

<  relationships-exists-predicate> 

<  related- to-entity-type  > 

related-to-restriction-criteria  : :® 

<  related- to-predicate  > 

< related- to-entity-name> 

sequence-argument  : :» 

<  argument-type  >  /*  attribute-type  |  name  */ 

<  argument  >  /*  attribute- type-name  |  null  */ 

<  asc-or-desc  >  /*  ASCENDING  |  DESCENDING  */ 


display-option  : 

<ALL-operator> 

|  <attributes-only-operator> 

|  display-relationships-option 

|  <attribute-type-name> 

display-relationships-option 

<relationships-indicator> 

<relationship-qualifier> 

/*  ALL  |  relationship- type-name  */ 

run-IDN-query-transaction 

run-tokenized-query- transact ion 
|  run-intermediate-query- transact ion 
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kill-IDN-query-transaction  ::= 

IDN-message- header 
query- id 

IDN-query-status-transaction 
IDN-message- header 
query- id 

send-IDN-query-output-transaction  : := 

IDN-message- header 
query- id 

[  <response-destination>  ] 

redirect-response-transaction  : := 

IDN-message-header 
query- id 

<response-destination> 

run- tokeni zed-query- transact ion  : := 
IDN-message-header 
query- id 
tokenized-query 

run- intermediate-query- transaction  : := 
IDN-message-header 
query- id 

/*  assumes  intermediate  query  is  saved  at  D1  */ 
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DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


2.  D1  to  D1  Data  Flow  Definitions 


Data  Item  Xref 

Dl-to-Dl  : := 

Save-query- transact ion  1 

|  Delete-query-transaction  1 

|  LUNS-maintenance 

LUNS-maintenance 

/*  Any  maintenance  to  LOCAL-ELEMENT-NAMEs  and  their  relationships 

to  CDR-ELEMENTS  must  be  synchronized  across  D1  nodes  which  support 
a  given  User  Node.  */ 

IDN-message-header  17 

IRDS-dict-maint-command 
{  IRDS-dict-maint-command  } 

IRDS-dict-maint-command  : := 
add-entity-command 
|  modify-entity-comraand 

|  delete-entity-command 

|  add-relationship-command 

|  modify-relationship-command 

|  delete-relationship-command 

|  modify-access-name-command 

1  modify-descriptive-name-command 

add-entity-command  /*  reference  IRDS  dpANS  */ 

modify-entity-command  : :=  /*  reference  IRDS  dpANS  */ 

delete-entity-command  /*  reference  IRDS  dpANS  */ 

add-relationship-command  /*  reference  IRDS  dpANS  */ 

modify-relationship-command  /*  reference  IRDS  dpANS  */ 

delete-relationship-coramand  : :=  /*  reference  IRDS  dpANS  */ 

modify-access-name-command  ::=  /*  reference  IRDS  dpANS  */ 

modify-descriptive-name-command  : :=  /*  reference  IRDS  dpANS  */ 


/a 
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3.  D1  to  D2Q  Data  Plow  Definitions 


Data  Item  Xref 

Dl-to-D2Q  : := 

validate-intermediate-query 

|  kill-IDN-query-transaction  1 

|  IDN-query-status-transaction  1 

I  redirect-response-transaction  1 


purge-QCB-SQCB-QEG-transaction 
final-output-held-at-node-msg 
final-output-purged- from-node-msg 


validate-intermediate-query 

IDN-message-header  17 

query-id  17 

intermediate-query  14 

purge-QCB-SQCB-QEG-transaction  ::= 

IDN-message-header  17 

query- id  17 

final-output-held-at-node-msg  : := 

IDN-message-header  17 

query- id  17 

< node- id > 

final-output-purged-from-node-msg  : := 

IDN-message-header  17 

query-id  17 

< node- id > 
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FINAL  REPORT 

4.  D2Q  to  D2Q  Data  Flow  Definitions 

Data  Item 

Xref 

D2Q-to-D2Q  : := 

copy-QCB 

|  query-completion-message 

j  processor-role-change-message 

/*  following  are  forwarded  from  D2Q/C  to  each 

D2Q/S  */ 

|  subquery-status-change-message 

8 

|  kill-lDN-query-transaction 

1 

|  redirect-response-transaction 

1 

|  restart -query-directive 

|  hold-query-directive 

copy-QCB  ::= 

/*  Controlling  D2Q  sends  copy  of  QCB  to  shadow  D2Qs 

prior  to 

query  initiation  */ 

IDN-message- header 

17 

QCB 

16 

query-completion-message  ::= 

IDN-message- header 

17 

query- id 

1 

processor-role-change-message  : := 

IDN-message- header 

17 

query- id 

17 

<IDN-node-id> 

<upgrade-or-downgrade> 

restart-query-directive  ::= 

IDN-message- header 

17 

query- id 

1 

hold-query-di rect i ve  : : ■ 

IDN-message- heade  r 

17 

query- id 

1 

y-' 
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5.  D2Q 

to  Dl*  Data  Flow  Definitions 

Data  Item 

Xref 

D2Q-to-Dl 

*  •  •  s 

1 

canonical-subquery 

subquery-directive 

canonical 

-subquery  ::= 

/*  Sent  from  D2Q  to  Dl*  prior  to  initiation  */ 

IDN-message- id 

17 

query-header 

17 

SQCB 

16 

SQIB 

16 

input-f ile-description 

16 

{  input-file-description  } 

16 

output-file-description 

16 

{  output-file-description  } 

16 

subquery- 

directive  : := 

IDN-message- id 

17 

/* 

1 

where  message-id  identifies  one  of  the  following 
start-subquery- transact ion 
stop-subquery- transaction 

: 

1 

1 

1 

1 

1 

1 

kill-subquery- transact ion 
verify- receipt-of-SQCB-msg 
send-output-directive 
subcesponse-status-request 
transmit-response-to-user 

purge-SQCB  */ 

query- id 

17 

< subquery- id> 

17 

k 

j, 
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6.  01*  to  Data  Node  Data  Flow  Definitions 


Data  Item 


FINAL  REPORT 


Dl*-to-D2Q  ::= 

NDRL-SQCB 

|  data-node-processing-directive 
NDRL-SQCB  : := 

IDN-message-header  1^ 

query-header  1^ 

< subquery- id > 

NDRL-subquery 

NDRL-subquery  :  :  = 

/*  character  string  input,  which  is  broken  down  as  follows  */ 
NDRL-select-clause 
NDRL- f rom-clause 
NDRL-where-clause 
NDRL-output-clause 

NDRL-select-clause  : :=  /*  ref  IDN  subsystem  9  */ 

NDRL-from-clause  : /*  ref  IDN  subsystem  9  */ 

NDRL-where-clause  : :=  /*  ref  IDN  subsystem  9  */ 

NDRL-output-clause  ::=  /*  ref  IDN  subsystem  9  */ 

data-node-processing-directive  : := 

IDN-message-header  i; 

query-header  II 

<subquery-id> 

/*  directives:  abort,  halt,  resume  */ 
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7.  Data  Node  to  Dl*  Data  Flow  Definitions 


Data  Item  Xref 

Data-Node-to-Dl*  ::= 

Da ta-Node- subquery- response 
|  Data-Node-subquery-diagnostics 


Data-Node-subquery-response  ::= 

IDN-message-header  17 

query-id  17 

< subquery- id > 

output-file-description  16 

response-data  17 

Data-Node-subquery-diagnostics  : :  = 

IDN-message-header  17 

query- id  17 

< subquery- id> 

<diagnostic-message-id> 


/*  includes  execution  error, 

security  violation, 
subresponse  over  quota 
response  composition  error 
response  composition  complete, 
subresponse  status  data  */ 

<severity-level> 

<variable-data> 

/*  includes  subresponse  size  for  over  quota  message, 

specifics  for  execution  error  and  security  violation  */ 
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Dl*  to  D2Q  Data  Flow  Definitions 


Data  Item 


Xref 


Dl*-to-D2Q  : := 

subquery-status-message 
|  subresponse 

/*  exception:  subresponses  normally  transmitted 
between  Dl*  Nodes  */ 

|  input-queue-full-message 

subquery-status-message  ::= 

IDN-message-header 
query- id 
< subquery-id > 

< subque ry- s t a t us > 

/  ★  ★*★★■*★★★*★■***★★★**★*★*■**★★★*★★★**★★★*★***★★★*★ 
subquery-status  = 

subresponse- received 
subquery-accepted 
subquery- ini t i ated 
subquery-completed 
subque ry-terminated 
subque ry-backout 
subquery-stopped 
subquery-restarted 

subquery-status-data 


17 

17 


i nput-queue- ful 1-message  : : * 

IDN-message-header 

subquery-status-data 

subresponse-received-da  t  a 
subquery-accepted-data 
subque ry-initiated-data 
subquery-completed-data 
subquery-terminated-data 
subquery-backout-data 
subque ry-stopped-data 
subque ry-restarted-data 

subresponse-received-data 

<subresponse-received-date-time> 

<  f ile-descr iption- id> 

< local-physical-file-id  > 

<file-size-in-tuples> 

<file-size-in-chars> 

/*  file-sizes  used  to  cross-check  all  data  received  */ 

subquery-accepted-data 

<date-time-accepted> 


/* 

ref 

QCB 

*/ 

/* 

ref 

QCB 

*/ 

/* 

ref 

QCB 

*/ 

/* 

ref 

QCB 

*/ 
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subquery- 


subquery- 


subquery- 


subquery-1 


initiated-data  ::= 
<date-time-initiated> 

completed-data 

<date-time-completed> 

output-file-description 

terminated-data  ::= 
<date-time-terminated> 
<cause-of- termination 
subque  ry-d i ag  nos  t ic  s 

backout-data  : := 
<backout-date-time> 
subquery-diagnostics 


subquery-stopped-data  ::=  /*  i.e./  put  on  hold,  pending  restart  */ 
<date-time-stopped> 
subque  ry-di ag nos  t i c s 

subquery- restarted-data  : := 

<date-tirae-restarted> 

subquery-diagnostics 
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subquery-diagnostics 

subquery-diagnostic-message 
{  subquery-diagnostic-message  } 

3ubquery-diagnostic-message  : := 

<diagnostic-message-id> 

/*  unable  to  locate  database  input 
unable  to  translate  NANS  to  DANS 
unable  to  associate  DANS  to  database  record- type 
invalid  data  element  restriction 
invalid  SQCB  input 
subquery  execution  error 
security  violation  on  subquery 
subresponse  exceeds  quota 
target  database  error 
user  abort  initiated 
subquery  translation  error 
(also  ref  section  7.) 

*/ 

<severity-level> 

<variable-data> 
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Dl*  to  Dl*  Data  Flow  Definitions 


FINAL  REPORT 


Data  I tea 


Dl*-to-Dl* 


Xref 


subresponse 
|  semi join-response 

subresponse 

IDN-message-header  17 

query- id  17 

<subquery-id> 

subquery-sequence 

<file-description-id> 

J*  a.k.a  subresponse- id  in  Subsystems  Specifications  V 
<file-size-in-tuples> 

<file-size-in-chars> 

response-data  17 

subquery-sequence 

< a ubque  ry-numbe r- in- seque nee  > 

<total-subqueries-in-sequence> 

/*  i.e.,  n  out  of  m  subqueries  */ 


semi join-response 

IDN-message-heade  r 
query- id 
<subquery-id> 

<f ile-size-in-tuples> 
<file-size-in-chars> 
response- relation-description 
join-with-relation-description 
response-data 

response- relation-description  : :  = 
relation-description 

join-with-relation-description  : := 
relation-description 


17 

17 


17 


16 


16 
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10.  D2Q  to  D1  Data  Flow  Definitions 


Data  Itea 


FINAL  REPORT 


Xref 


D2Q-to— D1  ::= 

query-status-message 
kill-query-confirmation-message 
redirect-response-conf irmat ion-message 
send-response-confirmation-message 
composite-response 
/*  composite  response  normally  sent  from  Dl*  */ 

query-status-message  ::= 

IDN-message-header 
query- id 
<query-status> 
status-data 

status-data 

<date-time-submitted> 

[  <date-time-ended> 
reason- for-end  ] 

[  <response-size>  ] 

[  <percent-complete-estimate>  ] 

k i 1 1-que ry-conf i rma t i on-message 
IDN-message-header 
query- id 

redi rect - response-conf i rma t ion-message 
IDN-message-header 
query- id 

send-response-conf irmation-message 
IDN-message-header 
query- id 
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11.  Dl*— to-Dl  Data  Flow  Definitions 


FINAL  REPORT 


Data  I ten 


Xref 


Dl*-to— Dl 


composite- response 


composite-response  ::= 

IDN-message-header  17 

query- id  17 

response-header 
cell-response 
{  cell-response  } 

response-header  : := 

<response-size-in-tuples> 

<response-size-in-chars> 
cell-mapping 
{  cell-mapping  } 

cell-mapping  : :* 

<cell-id> 

<horizontal-offset> 

< vertical-off set > 

< hori zontal-dimension> 

<vertical-dimension> 

{  line-mapping  } 

{  literal-mapping  } 

cell-response 

cell-response-header 

response-data  17 

cell-response-header 

< cell- sequence > 

<cell-id> 

<number-of-tuples> 

line-mapping  : :» 

<orientation> 

< horizontal-off set > 

< vertical-off set > 

<skip-factor> 

< repeti tion-f actor > 

{  data-mapping  } 

literal-mapping 

<literal> 

{  <mapping-attribute>  } 

/*  e.g./  bold/  underline,  reverse-video,  font,  etc.  }  */ 
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data-mapping  ::= 

< response- field-number > 
< horizontal-off set > 
<edit-mask> 

{ <mapping-attribute> } 


/*  i.e.,  picture  */ 
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12.  D1  to  User-Node  Data  Flow  Definitions 


Data  Item 

Dl-to-User-Node  ::= 

composite-response 
|  LIST-response 

|  SHOW-response 

LIST-response  : := 

IDN-message-header 
response- heade  r 
cell-response 

SHOW-response  ::= 

IDN-message- heade  r 

response-header 

cell-response 

/*  LIST  and  SHOW  transactions  will  use  same  data  exchange 
formats  as  IDN  queries.  Thus  mapping  to  user  terminal 
device  will  be  consistent. 
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13.  Tokenized  Query 

Data  Item  Xref 

/*  tokenized-query  */ 

/*  V 

/*  This  is  the  form  of  the  query  which  is  produced  at  the  user  * / 

/*  node.  The  user  node  performs  lexical  analysis  and  basic  */ 

/*  syntax  validation.  Assuming  the  query  passes  this  level  */ 

/*  of  validation,  the  query  is  passed  on  to  the  associated  D1  */ 

/*  processor  in  this  form.  */ 

/*  V 

/*  The  form  presented  here  is  an  abstract  syntax.  Specifically,  */ 

/*  we  defer  issues  related  to  exact  format.  For  example,  we  do  */ 

/*  not  specifically  require  encoding  into  reverse  polish  notation,  */ 

/*  nor  do  we  identify  exact  delimiters  or  separators.  */ 

/*  */ 

/*  The  query  is  defined  a  logical  form.  It  consists  of  one  or  */ 

/*  more  "cells",  or  2  dimensional  areas.  Cells  are  either  disjoint  */ 

/*  or  nested  (i.e.,  a  cell  may  contain  other  cells).  Cells  may  * / 

/*  one  or  more  lines.  Each  line  is  a  list  of  one  or  more  form-  */ 

/*  elements.  A  line  is  a  logical  construct,  and  may  have  either  */ 

/*  a  horizontal  or  vertical  orientation.  */ 

/*  */ 

tokenized-query 

tokenized-cell 
{  tokenized-cell  } 

tokenized-cell  : := 

begin-cell-marker  15 

<  orientation  >  /*  horizontal  |  vertical  */ 

<line-repetition-f actor > 

cell-mapping-attributes  /*  implementation 

dependent  */ 

tokenized-cell-contents 

end-cell-marker  15 

tokenized-cell-contents  : := 

tokenized-line-or-cell 
{  tokenized-line-or-cell  } 

tokenized-line-or-cell 

tokenized-1 ine 
|  tokenized-cell 

tokenized-line  ::= 

<line-delimiter> 

<line-id> 

line-mapping-attributes  /*  implementation 

dependent  */ 

{  tokenized- form-element  } 
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tokenized- form-element  ::= 

< label > 

<form-element-length> 

<form-element-data-type>  /*  Default  *  string  */ 
<form-element-mapping-attributes> 

/*  implementation  dependent  */ 

[  <form-element-picture>  ] 

[  tokenized-selection-spec 

|  tokenized-coraputational-spec  ] 

/*  if  no  tokenized-selection-spec  or 
tokenized-computational-spec  follows / 
it  is  implicitly  a  selection  spec 
requesting  ALL  */ 

tokenized-selection-spec 

<select-delimiter> 

/*  Like  "WHERE"  in  SQL  syntax,  possibly  encoded. 

identifies  beginning  of  restriction  */ 
tokenized-expression 

tokenized-computational-spec 

<assignment-delimiter> 

tokenized-expression 

tokenized-expression  ::= 

<label>  /*  alpha  followed  by  alphanumeric  or  sep  char  */ 
|  <numeric-constant>  /*  normal  integer,  decimal,  float*/ 

|  <string-literal>  /*  in  quotes  */ 

|  tokenized-function-expression 

|  tokenized-arithmetic-expression 

j  tokenized-relational-expression 

|  tokenized-boolean-expression 

|  tokenized-existential-expression 

|  tokenized-nested-expression 

|  tokenized-virtual-key-expression 

|  tokenized-set-expression 

tokenized-function-expression  : := 

<label> 

<left-parentheses> 

{  <label>  }  /*  identifying  other  form  elements  */ 

<right-parentheses> 

tokenized-arithmetic-expression  : := 

tokenized- unary-arithme tic-expression 
|  tokenized-binary-arithmetic-expression 

tokenized-relational-expression  : := 
tokenized-expression 
relational-operator 
tokenized-expression 


15 
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tokenized-boolean-expression  : := 

Cokenized- unary-boolean-expression 
|  tokenized-binary-boolean-expression 

tokenized-existential-expression  : := 

<label> 

[  <not-operator>  ] 

<exists-indicator> 

tokenized-nested-expression  : : 

<lef t-parentheses> 

tokenized-expression 

right-parentheses 

tokenized-unary-arithmetic-expression  : := 

simple- tokeni zed- unary-arithmetic-expression 
|  compound- tokeni zed- unary-arithmetic-expression 

simple-tokenized-unary-arithmetic-expression  : := 

unary-arithmetic-operator 

tokenized-label-or-function 

tokenized-label-or-function  ::= 

label 

|  tokenized-function-expression 

compound-tokenized-unary-arithmetic-expression  : := 

unary-arithmetic-operator 

left-parentheses 

tokenized-arithmetic-expression 

right-parentheses 

tokenized-binary-arithmetic-expression  : ;  = 

tokenized-arithmetic-expression 
binary-ari thme  ti c-ope  ra  t or 
tokenized-arithmetic-expression 

tokenized-unary-boolean-expression  : := 

not-operator 

tokenized-expression 

tokenized-binary-boolean-expression  : 

tokenized-expression 

binary-boolean-operator 

tokenized-expression 

tokenized-set-expression  : := 

label 

[  not-operator  ] 
in-set-operator 
begin-set-delimiter 
{  literal  } 
end-set-delimiter 
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tokenized-virtual-key-expression  : := 

virtual-key-set-expression 
|  virtual-key-equality 
|  virtual-key-inequality 

virtual-key-set-expression  : := 

virtual-key-literal 
[  not-operator  ] 
in-set-operator 
begin-set-delimiter 
{  literal  } 
end-set-delimiter 

vir-ual-key-equality 

virtual-key-literal 

equals-operator 

literal 


S  S  VS  s  v  s 
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14.  Internediate  Query 


Data  Item  Xref 

/*  intermediate-query  */ 

/*  V 

/*  This  is  the  form  of  the  query  which  is  produced  by  the  Receive  */ 

/*  Query  Subsystem  (Subsystem  2)  and  which  is  processed  by  Query  */ 

/*  Semantic  Validation  (Subsystem  3).  In  this  form  of  the  query,  */ 

/*  all  labels  are  replaced  by  references  to  the  query  symbol  table.  */ 

/*  The  meaning  of  all  labels  is  determined  insofar  as  whether  */ 

/*  a  label  is  local  to  a  query,  or  whether  it  refers  to  a  */ 

/*  catalogued  FUNCTION,  or  CDR-ELEMENT.  */ 

/*  */ 

/*  The  intermediate-query  is  part  of  the  Query  Control  Block  (QCB) .  */ 

intermediate-query  ::= 
symbol- table 
normali zed-cell 
{  normalized-cell  } 

symbol- table  :  :  = 

symbol- table-header 
symbol- table-body 
symbol-usage- table 

symbol-table-header 

numbe r-of-symbol s 
symbol-table-size 

symbol-table-body  : := 

{  symbol- table-entry  } 

symbol-table-entry  ::= 

<label> 

< label- type > 

< label-usage-offset > 
label-defn 

/ *  *************************** ******************** *********** ******* 

label-type  =  local-user-name  |  function-name  |  query-local-label 
where 

local-user-name  is  assigned-access-name  of  a  LOCAL-ELEMENT-NAME 
function-name  is  assigned-access-name  of  a  FUNCTION 
query-local-label  means  neither  of  the  above 

********************************************************************  -k  J 

label-defn 

query-label-defn  /*  if  label-type  =  query-local-label  */ 

|  local-user-name-defn  /*  if  label-type  =  local-user-label  */ 
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symbol-usage-table  ::= 

{  symbol-usage  } 

symbol-usage  : := 

<usage-count> 
usage-ptr 
{  usage-ptr  } 

usage-ptr  : := 

<cell-id> 

<line-id> 

<form-element-within-line? 
<token-within- form-element> 

query-label-defn  ::= 

< format > 

<length> 

<picture> 

local-user-aame-defn  : := 

<format> 

< length? 

<picture> 

< corresponding- network-access-name > 

normal i zed-cell  : := 

beg in-cel 1-marker 
<orientation> 

<  line-repetition1-!  actor? 
cell-mapping-attributes 

/*  implementation  dependent  */ 
normalized-cell-contents 
end-cell-marker 

normalized-cell-contents 

norraalized-line-or-cell 
{  normalized-line-or-cell  } 

normalized-line-or-cell  ::= 
normalized-line 
I  normalized-cell 

normalized-line  : 

< line-delimiter? 

<line-id? 

line-mapping-attributes 

/*  implementation  dependent  */ 
normalized-form-element 
{  normalized-form-element  } 
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normalized- form-element  : : 

<symool-table-id> 

< form-element-length> 

<form-element-data-type>  /*  Default  =  string  */" 
form-element-mapping-attributes 

/*  implementation  dependent  */ 

[  < form-element-picture>  j 
[  normalized-selection-spec 

|  normalized-computational-spec  ] 

/*  if  no  normalized-selection-spec  or 
normalized-computational-spec  follows/ 
it  is  implicitly  a  selection  spec  requesting  ALL  */ 

normalized-selection-spec  : := 

<select-delimiter> 

/*  Like  "WHERE"  in  SQL  syntax,  possibly  encoded. 

identifies  beginning  of  restriction  */ 
no rmali zed-express ion 

normalized-computational-spec  ::= 

<assignment-deiimiter> 
normali zed-express ion 

normalized-expression  ::= 

form-element- ref erence 

|  <numeric-ccnstanc>  /*  normal  integer,  decimal,  float*/ 

j  <string-literal>  /*  in  quotes  */ 

1  normali zed- function-expression 

j  normal ized-arithmetic-expression 

|  normali zed- relational-expression 

|  normalized-boolean-expression 

j  normali zed-existential-express ion 

j  normalized-nestea-expression 

i  normali zed- virtual-key-ex press ion 

|  normalized-set-expression 

form-eiement-reference  ::= 

<  form-element-marker> 

<symbol-table-id> 

normalized-f unction-expression  : := 

<  function-marker > 

< symbol- table- id> 

{  < form-element-ref erence>  } 

/*  for  function  arguments  */ 

normalized-arithmetic-expression  : := 

normalized-unary-arithme tic-expression 
|  normali zed-binary-arithmetic-express ion 

normalized-relational-expression  : := 
normalized-expression 
relational-operator 
normalized-expression 
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normalized-boolean-expreaaion  ::= 

normalized- unary-boolean-expression 
|  normalized-binary-boolean-expression 

normalized-existential-expression  : := 

<  form-element-ref erence> 

[  <not-operator>  ] 

<exista-indicator> 

normalized-neated-expression  : := 

< lef t-parentheses> 

normalized-expression 

<right-parentheses> 

normalized-unary-arithmetic-expression  : := 

aimple-normalized-unary-arithmetic-expreasion 
|  compound-normalized-unary-arithmetic-expresaion 

simple-normalized-unary-arithmetic-expresaion  : := 
unary-arithmetic-operator 
[  < form-element-ref erence  > 

|  norraalized-function-expression  ] 

compound-normalized-unary-arithmetic-expression  : := 
<unary-arithmetic-operator> 

<left-parentheaes> 

normalized-arithmetic-expreasion 

<  right-parenthesea> 

normalized-binary-arithmetic-expreaaion  :  :» 

normal ized-arithmetic-expreaaion 
<binary-arithme tic-operator > 
normalized-arithmetic-exprea3ion 

normalized-unary-boolean-expreaaion  : := 

<not-operator> 

normalized-expreaaion 

normalized-binary-boolean-expreaaion  : := 
normalized-expreasion 
<binary-boolean-operator> 
normal i zed-ex  preaa ion 

normalized-aet-expreaaion  : := 

<  form-element-ref erence> 

[  <not-operator>  ] 

<in-aet-operator> 

<begin-aet-delimiter> 

{  <literal>  } 

<end-aet-delimiter> 

normalized-virtual-key-expreasion  : := 
virtual-key-aet-expreaaion 
|  virtual-key-equality 

|  virtual-key-inequality 
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virtual-key-set-expression 

< virtual-key-operator > 
[  <not-operator>  ] 

< in-set-operator > 
<begin-set-delimiter> 

{  <literal>  } 
<end-set-delimiter> 

virtual-key-equality  ::= 

<virtual-key-operator> 

<equals-operator> 

<literal> 

virtual-key-inequality  ::= 

< virtual-key-operator > 

<not-equal-operator> 

<literal> 
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15.  Query  Syntax  -  Common  Data  Items 

Data  Item 
begin-cell-marker 

end-cell-marker 
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Xre£ 


beg in-cell-delimiter 
cell-id 


end-cell-delimiter 

cell-id 

unary-arithmetic-operator  : := 

plus-operator 
|  minus-operator 

binary-arithmetic-operator  ::= 

plus-operator 
|  minus-operator 
|  times-operator 
|  divided-by-operator 

binary-boolean-operator  : := 

and-operator 
|  or-operator 

relational-operator 

equals-operator 
|  not-equal-operator 
|  greater-than-operator 
j  less-than-operator 
I  greater-than-or-equal-operator 
|  less-than-or-equal-operator 
|  not-greater-than-operator 
|  not-less-than-operator 


literal 


label 

numeric-literal 

string-literal 
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16.  Query  Control  Block 


Data  Item  Xrel 

/*  query  control  block 
/* 

/*  The  query  control  block  is  an  aggregate  of  many  different 
/*  structures  which  control  the  execution  of  the  query.  Its 
/*  major  components  are: 

/* 

/*  The  QCB-header  -  which  contains  global  control  information 
/* 

/*  The  message  queue  -  which  contains  all  administrative  and 
/*  diagnostic  messages 

/* 

/*  The  intermediate  query  -  the  form  of  the  query  after 
/*  completing  the  validation  at  the  D1  node.  If  need  be 

/*  the  entire  query  control  block  can  be  regenerated  by 

/*  revalidating  the  intermediate  query 
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The  execution  graph  -  which  is  the  set  of  all  subquery 
control  blocks 

Subquery  control  blocks  (SQCBs)-  another  aggregate  which 
consists  of 

A  header  (to  monitor  &  control  the  subquery). 

File  descriptions  (primarily  for  temporary  files) 

Relation  descriptions  (defining  how  data  is  to  be 
accessed  or  transmitted) 

Subquery  Instruction  Blocks  (SQIBs)-(the  instructions 
to  construct  a  physical  database  query. ) 

Relation  descriptions  and  subquery  bodies  may  be 
shared  by  different  subqueries,  because  the  same 
data  types  may  reside  at  different  nodes. 


query-control-block  ::= 

query-control-block-header 

messages-queue 

intermediate-query 

query-execution-graph 

query-control-block-header  ::= 
query-header 
monitors 
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monitors 

<number-of-02Q-nodes> 
node-assignment 
{  node-assignment  } 

node-assignment  : := 

<IDN-node-id> 

<node-responsibility> 


/*  controlling  |  alternate  */ 


i****************************"*  ******  **•**■*■*****■**•*■*•******* 

Normally  1st  IDN-node  in  the  monitors  array  is  the 
controlling  D2Q.  However,  should  this  have  to  change, 
attempts  to  reassign  the  controlling  node  responsibility 
for  the  particular  query  are  made  in  the  order  of  this 
list.  In  that. case,  the  values  of  node-responsibility 
are  changed  accordingly. 

Hr************************** ************************  */ 

query-execution-graph  : := 

execution-graph-header 

SQCBs 

SQ  IBs 

file-descriptions 

relation-descriptions 

execution-graph-header 

<query-initiation-date-time> 

<query-completion-date-time> 

<  number-of-pending-subqueries> 
<number-of-holding-subqueries> 
<number-of-executing-subqueries> 
<number-of-completed-subqueries> 

<number-of-unique-Dl*s> 


SQCBs  : : = 


<number-of-SQCBs> 
SQCB 
{  SQCB  } 


SQIBs  : := 

<  numbe  r-o  f -SQ I Bs  > 

SQIB 
{  SQIB  } 

file-descriptions  ::=* 

<nuraber-of-file-descriptions> 
file-description 
{  file-description  } 

relation-descriptions 

<number-of-relation-descriptions> 
relation-description 
{  relation-description  } 
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SQCB  ::= 

subquery-control-block-header 

<SQIB-id> 

<nuraber-of-input-files> 

{ <input-f ile-description-id> } 

<number-of-output-files> 

{ <output-f ile-description-id> } 

subquery-contro 1-block-header 
<subquery-id> 

<initiation-date-time> 

<termination-date-time> 

<assigned-IDN-node>  /*  i.e.,  Dl*  V 

<subquery-state> 

j  it  *  *  Hr  *  ★  it  -k  it  *  ★  ★  *  Hr  ★  it  Hr  it  ★  ★  ★  *  *  ★  ★  ★  it  ★  ★  ★  ★  *  ★  ★  ★  *  ★  *  ★  *  Hr  ★  it  ★  ★  *  Hr*  ★  ★  ★  ★ 

subquery-state  * 

pending  |  waiting  |  executing  |  hold  |  completed  |  killed 
where 

pending  ==>  not  yet  atarted 
waiting  ==>  waiting  on  input  files 
executing  ==>  running  at  data  node 
hold  »■>  output  ready 
completed  ==>  normal  completion 
killed  ==»>  stopped  by  user  or  system 
abend  ==>  terminated  abnormally 
*********************  ********* ******************* ******  * / 
data- source-control-block 

data- source-control-block  : :* 

<number-of-cdrs> 
da t  a- so  ur c  e-de  sc  r 
{  <data-source-descr>  } 

data-source-descr 

<cdr-network-access-name> 

<  ass i gned- idn-node-name  > 

SQIB 

/*  For  database  only  3ubqueries, 
database/subresponse  subqueries, 
join/semi join  directives, 
and  response  composition  program 

V 

SQIB-id 

{  relation-description-id  } 

/*  points  to  relation  description  */ 
subque  r y- symbo 1 - 1  a b 1 e 
subquery-operations 

subquery-symbol-table  /*  similar  to  intermediate  query  V 

subquery-operations 

subque  ry-ope  r  a t i on 
{  subquery-operation  } 


Page  401 


v. 


V./y\v 


,• _ l 

.--W.'w'.VV 


y  -  -v  .  v 

.  ■  »  .  -  -  - 
./.V, 

V  ^ 


•v.v.v.v/i 
'tV(V.  .  ,v,‘« 
•’>*V  « 

,V.* 


,  'ft 

•f.v  .-.v  v 

•\y  ./.<>• 

>Vv-* 

*  j  » v  ,* 


f •r.'r ' .•? 


••  -v  ,N‘  --  ^ 


jr  rot  ?  M  m  TWW  V  "7  T77im  «kw  ?  *> 1 

£ 


rV->  ^ 


r: 

yys 

v 

v 

s*  • 

£ 

V‘< 

I 

£x 

i 

«• 


I 


% 

V. 


£ 

V. 


K' 

$ 

I 

RJ 

rv 

rV 

“■y 

>; 

& 

K 


He 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES 


FINAL  REPORT 


subq  ue ry-ope  ration 

join-operation 
|  select-operation 

j  sort-operation 
j  merge-operation 

join-operation  ::= 

<  join-operator> 

<file-id-l> 

<file-id-2> 

<attribute-id> 

{  <attribute-id>  } 

select-operation  /*  as  in  SQL  */ 


/*  PROJECT  operation  embedded  in  SELECT  */ 
/*  for  response  composition  program  */ 

/*  for  response  composition  program  */ 


/*  natural  join,  semi-join  append  etc.  */ 
/*  ref  SQCB  symbol  table  * / 

/*  ref  SQCB  symbol  taole  */ 


sort-operation 

<sort-operator> 

<file-id> 

sequence-arg 

sequence-arg  : := 

<attribute-id> 

<ascend-or-descend> 


file-description  ::= 

<  f ile-description-id> 
<SQCB-id> 

< input-or-output> 
case-of-input-or-output 

case-of-input-or-output 

input-file-de script ion 
|  output-file-description 

input-file-description 

< input- f ile- type > 
case-of- i nput- f ile- type 

case-of-input-file-type 

db- file-descript ion 
|  temp-file-description 

db-file-description 

<relation-description-id> 


/*  ref  SQCB  symbol  table  */ 


/*  DB  |  TEMP  */ 


/*  a  "logical  db  file"  */ 

/*  from  another  subquery  */ 
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temp-file-description  ::= 

<local-physical-file-id>  /*  operating  system  name  or  id  */ 
<output-f ile-description-id> 

<relation-description-id> 

output-file-description  : := 

<local-physical-file-id>  /*  operating  system  name  or  id  */ 
<file-size-in-tuples> 

< file-size- in-chars> 

<number-of-relation-descriptions> 

{ <corresponding-relation-description> } 

/*  normally  only  one  relation  description 

/  file  description/  exception  is  final  response  file  */ 
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17.  Common  Data  Items 


Data  Item 

IDN-message-header  ::= 

<message- type- id  > 

< sending-node- id> 

<  target-node- id  > 
<message-date/time-stamp> 

query-header  ::= 

query- id 
<priority> 
<security-markings> 
<mode-indicator> 
<response-destination> 
<notify-indicator> 
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Xref 


/*  foreground  |  background  */ 
/*  for  background  execution  */ 


query- id 


<origin-node-id> 

<user-id> 

<date-submitted> 

<time-submitted> 

<  ass i gned-que  ry- name  > 


/*  in  network  universal  time  */ 
/*  in  network  universal  time  */ 
/*  user  designated  name  */ 


query-diagnostics  : := 

query-diagnostic-header 
query-diagnostic-message 
{  query-diagnostic-message  } 

query-diagnostic-header 
query- id 

query-execution-mode  /*  foreground  j  background  */ 
return-destination  /*  for  delayed  output  V 

notify-indicator  /*  for  delayed  output  */ 

query-diagnostic-message 
error-code 
cell- id 
line- id 

form-element-wi thin-line 

token-within- form-element- specif ication 

diagnostic-variable-data 

response-data 

{  response-record  } 

response- record 

{  response-field  } 

<end-of-record-marker> 
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APPENDIX  II 

IDN  IRDS  SCHEMA 


1 .  INTRODUCTION 

The  Information  Resource  Dictionary  System  (IRDS)  exists  at  each  IDN 
processor.  The  IRDS  services  the  IDN  subsystems  by  providing  a  single 
mechanism  to  store,  maintain,  and  retrieve  metadata. 

Each  IDN  processor  has  a  single  Information  Resource  Dictionary  (IRD) 
to  maintain  metadata.  A  single  schema  defines  the  types  of  metadata 
held  within  each  IRD. 

Each  IDN  processor  fulfills  one  or  more  roles  in  the  processing  of  IDN 
queries.  These  roles  have  been  identified  as  the  Dl,  D2Q,  and  Dl* 
roles.  These  roles  are  defined  by  different  support  functions  in  the 
processing  of  IDN  queries.  The  types  of  metadata  within  any  given  IRD 
will  be  restricted  to  the  types  of  metadata  required  for  the  role(s) 
assigned  to  the  corresponding  processor.  The  set  of  types  of  metadata 
which  support  a  particular  role  has  been  called  the  "processor-role-IRDS 
DICTIONARY-VIEW”  in  the  Subsystems  Descriptions.  Thus  the  "D2Q-IRDS 
DICTIONARY- VIEW”  defines  the  types  of  metadata  required  by  a  D2Q 
processor. 

This  appendix  defines  the  schema  used  by  the  IRDS  in  the  IDN,  and  the 
Views  of  the  schema  which  correspond  to  each  IDN  processor  role.  The 
type  definitions  are  based  upon  the  Entity-Relationship-Attribute  (ERA) 
formalism  used  in  the  draft  proposed  American  National  Standard  for 
Information  Resource  Dictionary  Systems  (dpANS  IRDS).  This  appendix 
presumes  that  the  reader  is  familiar  with  the  concepts  and  terminology 
of  the  dpANS  IRDS. 

The  appendix  is  organized  as  follows: 

Section  Title 

1  Introduction 

2  Entity- types 

3  Relationship-types 

4  Attribute- types 

5  Entity-type/Attribute-type  Correspondence 

6  Relationship-type/Attribute-type  Correspondence 

7  Attribute-group-types 

8  IRDS  Views 
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2.  ENTITY— TYPES 


There  are  29  entity-types  defined  in  the  IDN  IRDS  schema.  They  wii 
identified  and  discussed  in  eight  groups  for  convenience  and 
understandability .  These  groups  are  as  follows: 


i  oe 


o 

Group 

1: 

o 

Group 

2: 

o 

Group 

3: 

o 

Group 

4: 

o 

Group 

5: 

o 

Group 

6 : 

o 

Group 

7: 

o 

Group 

3: 

2.1  Group  1:  Security  Related  Entity-Types 

The  first  group  consists  of  the  following  entity-types: 

DICTIONARY-USER 

DICTIONARY-VIEW 

Both  DICTIONARY-USER  and  DICTIONARY-VIEW  are  defined  in  the  dpANS  IRDS, 
and  are  required  for  the  IRDS  security  facilities.  At  each  prccesscr, 
there  will  be  a  DICTIONARY-USER  entity  for  each  •  role  assigned  to  the 
processor,  and  a  corresponding  DICTIONARY-VIEW.  In  addition,  a  DICTION¬ 
ARY-USER  and  corresponding  DICTIONARY-VIEW  will  be  defined  for  the  Node 
Administrator.  Finally,  at  D1  Nodes,  there  will  be  a  DICTIONARY-USER 
entity  for  each  IDN  user  supported  by  the  node.  Ail  such  DICTIONARY- 
USER  entities  share  a  common  DICTIONARY-VIEW  entity,  called  IDN-QUERY- 
USER-VIEW. 


2.2  Group  2:  Query  Processing  Related  Entity-Types 

The  second  group  of  entity-types  support  different  specific  requirements 
of  IDN  query  processing.  They  are  as  follows: 

o  IDN-NODE 

This  entity-type  is  used  to  define  the  network  for  each  IDN 
node.  The  entities  of  this  type  act  as  a  directory  of  all  IDN 
nodes . 


'  f  ■ 
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O  STORED-QUERY 

Entities  of  this  type  are  used  to  store  and  control  access  to 
user-defined  queries. 

O  ACTIVE-QUERY 

Entities  of  this  type  act  as  identifiers  of  queries  being 
processed  or  controlled  at  a  node.  They  correspond  to  a  QCB 
at  D2Q  Nodes,  and  SQCBs  at  Dl*  Nodes. 

o  FUNCTION 


. 


•  .  ■>  a 

vS-^S 


l.\ 

'.N 
>  V 


Entities  of  this  type  identify  functions  in  the  query 
"language".  The  IDN  comes  equipped  with  certain  built-in 
functions  (e.g.,  AVERAGE,  SUM,  etc.),  and  each  of  these  have  a 

corresponding  entity  in  each  IRD.  By  making  these  functions  ?„ in¬ 
explicit,  and  the  query  interface  reference  the  dictionary  for  -V-\' • 

function  definitions,  the  "language"  may  be  extended.  •V-’.-.'I 


S 


v 


o  LOCAL-ELEMENT-NAME 

Entities  of  this  type  define  the  names  which  a  user  uses  to 
reference  data  elements  known  to  IDN.  Each  LOCAL-ELEMENT-NAME 
consists  of  two  parts:  a  assigned  access  name  which  has  been 
designated  by  the  Node  administrator,  and  a  variation-name 
which  is  the  same  as  the  user's  identifier.  Thus  all  LOCAL- 
ELEMENT-NAMEs  with  a  given  user's  identifier  in  the  variation- 
name  constitute  the  Local  Use r  Name  Space  (LUNS)  for  the 
particular  user. 


2.3  Data  Definition  Entity-Types 

The  remaining  five  groups  of  entity-types  are  all  used  to  define  data 
structures. 


2.3.1  Group  3:  IDN  Global  Data  Definition  Entity-Types 
This  group  consists  of  the  following  entity-types: 

CDR 

CDR-RECORD— TYPE 
CDR-KEY 
CDR— ELEMENT 
VALUE-SET 

These  entity-types  are  all  prefixed  by  "CDR".  They  are  used  to  define 
Coherent  Database  Representations  (or  CDRs  for  short).  A  CDR  is  a 
representation  of  a  Database  as  third  normal  form  relations.  Each  CDR 
is  a  set  of  CDR-RECORD-TYPEs .  CDR-RECORD-TYPEs  are  used  to  define  such 
relations,  and  CDR- ELEMENTS  correspond  to  attributes  of  such  relations. 
The  key  for  any  given  CDR-RECORD-TYPE  is  defined  by  a  corresponding  CDR- 
KEY,  which  is  a  set  of  CDR-ELEMENTs  which  must  also  be  contained  in  the 
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corresponding  CDR-RECORD-TYPE.  The  VALUE-SET  entity-type  is  used  to 
define  Delegated  Production  Policy  (DPP). 


2.3.2  Groups  4-7:  Target  Database  Definition 

The  next  four  groups  of  entity-types  are  used  to  define  database 
structures  visible  to  the  IDN  for  each  of  the  four  basic  data  models: 
the  Network  Model:  the  Hierarchical  Model;  the  Relational  Model/  and  the 
Inverted  Model.  Because  of  the  differences  in  semantics  among  these 
data  models/  separate  entity-types  are  used  to  define  that  part  of  the 
database  which  is  visible  to  the  IDN.  The  entity-types  corresponding  to 
each  of  the  data  models  identified  above  are  prefixed  by  "NDB-" ,  "HDB-" / 
"RDB— "  and  "IDB-"  respectively.  These  entity-types  groups  are  as 
follows: 

Group  4:  Network  Database  Definition  Entity-Types 

NDB— VIEW 
NDB-SET 
NDB— ELEMENT 

Group  5:  Relational  Database  Definition  Entity-Types 

RDB— VIEW 
RDB— RECORD— TYPE 
RDB- ELEMENT 

Group  6:  Hierarchical  Database  Definition  Entity-Types 

HDB— VIEW 
HDB-RECORD-TYPE 
HDB- ELEMENT 

Group  7:  Inverted— List  Database  Definition  Entity-Types 

IDB— VIEW 

IDB- RECORD- TYPE 

IDB-ELEMENT 

The  definition  of  a  target  database  to  the  IDN  need  not  be  a  full 
schema.  In  particular/  since  the  data  query  language  or  report  writer 
facility  provided  by  each  individual  DBMS  is  to  be  used  to  extract  the 
data/  specific  physical  database  characteristics  such  as  file  sizes  and 
indices  need  not  be  defined  to  the  IDN.  Thus  the  IDN  is  given  a  "VIEW" 
of  each  database/  and  the  database  declarations  used  by  the  IDN  are 
called  "datamodel-VIEWs". 

The  reason  for  using  different  entity-types  is  pragmatic.  The  closer 
the  descriptions  of  the  target  database  match  the  semantics  of  the 
corresponding  DBMS  data  definition  language  (DDL),  the  easier  it  will  be 
to  provide  automated  mechanisms  for  loading  these  descriptors  in  the 
IRD.  Furthermore,  if  a  given  database  uses  a  very  specialized  DBMS  with 
very  different  semantics,  the  present  approach  reduces  the  impact  of 
incorporating  that  database  into  the  IDN. 
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The  data  types  identified  here  are  candidate  entity-types.  They 
correspond  to  the  data  types  used  by  SQL.  The  list  of  primitive  data 
types  is  not  necessarily  complete.  It  is  possible  that  additional  data 
types  will  be  defined  to  defined  the  data  structures  at  the  target 
databases,  or  to  support  specialized  functions  or  data  presentation  in 
the  IDN  query  "language".  For  example,  both  DATE  and  TIME  might  be  best 
defined  as  additional  basic  data-types.  Should  the  need  to  integrate 
pictorial  data  within  IDN  queries  arise,  various  picto-graphic  data 
types  could  also  be  defined. 
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3.  RELATIONSHIP-TYPES 

In  the  IDN  schema,  some  relationship-types  are  used  to  support  very 
specific  processes  in  the  IDN.  Other  relationship-types  fall  into 
groups  which  support  other  functions.  Where  appropriate,  the  relation¬ 
ship-types  are  presented  in  groups.  In  order  to  aid  understandability, 
the  order  of  presentation  approximates  the  order  of  the  processes 
supported.  Unless  otherwise  noted,  relationship-types  are  unsequenced. 
Relationship-types  are  also  many-to-many  unless  otherwise  noted. 


3.1  Relationship-types  Supporting  the  IDN  Query  User 

The  following  relationship-type  enables  a  user  to  cross-reference 
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queries  with  data  elements. 

STORED-QUERY-USES-LOCAL-ELEMENT-NAME 

The  following  relationship-types  are  used  to  define  functions  for  the 
IDN  query  interface. 

FUNCTION-RESULT- IS- A- INTEGER 
FUNCTION— RESULT— IS— A-DECIMAL 
FUNCTION-RESULT- IS-A-FLOAT 
FUNCTION-RESULT- IS- A-CHAR 
FUNCTION— RESULT— IS— A— VARCHAR 

FUNCTION-PARAMETER- IS-A-INTEGER 
FUNCTION-PARAMETER— IS— A-DECIMAL 
FUNCTION-PARAMETER- IS-A-FLOAT 
FUNCTION- PARAMETER- IS-A-CHAR 
FUNCTION-PARAMETER- IS-A- VARCHAR 

A  given  FUNCTION  may  participate  in  only  one.  "RESULT-IS-A"  relationship. 
The  " P ARAMETER- IS-A"  relationship- types  are  sequenced  so  that  the  order 
of  parameters  is  defined. 

The  following  relationship-type  associates  LOCAL-ELEMENT-NAMEs  to  CDR- 
ELEMENTs. 

LOCAL-ELEMENT-NAME-ASSIGNED-TO-CDR-ELEMENT 
A  given  LOCAL-ELEMENT-NAME  may  be  associated  with  only  one  CDR-ELEMENT . 


3.2  Relationship- types  Defining  CDRs 

The  following  relationship- type  define  CDRs. 

CDR-SET-OF-CDR-RECORD-TYPE 

CDR-RECORD-TYPE-HAS-CDR-KEY 

CDR-RECORD-TYPE-SET-OF-CDR-ELEMENT 

CDR-KEY-SET-OF-CDR-ELEMENT 
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The  following  relationship-types  define  the  data-type  of  a  given  CDR- 
ELEMENT  as  perceived  by  the  query  user.  (Note  that  the  data  exchange 
format  for  all  CDR-ELEMENTS  is  VARCHAR.  Thus  there  is  no  need  to 
capture  this  in  the  IDN  IRDs.) 

CDR- ELEMENT-REPRESENTED- AS- INTEGER 
CDR-ELEMENT-REPRESENTED- AS- DECIMAL 
CDR-ELEMENT-REPRESENTED-AS-FLOAT 
CDR-ELEMENT-REPRESENTED- AS-CHAR 
CDR-ELEMENT-REPRESENTED- AS-VARCHAR 


Note  that  the  above  relationship-types  are  dependent  upon  the  data-types 
of  the  IDN  query  interface.  The  data-types  identified  here  are 
tentative,  taken  from  SQL. 

The  following  data  types  are  used  to  define  Delegated  Production  Policy. 
They  are  used  in  the  query  decomposition  process  (Subsystem  5: 
DECOMPOSE-QUERY— INTO— CANON ICAL-SU  BQUERIES ) . 

CDR-ELLMENT-HAS— VALUE-SET 
VALUE-SET- IN-CDR 

Finally,  the  following  relationship-type  is  used  to  designate  Virtual- 
Key  data  elements: 

CDR— ELEMENT— IDENTIFIES-CDR 


3.3  Relationship-types  Defining  Target  Database  views 

The  following  relationship-types  define  NDB-VIEWs. 

NDB-VIEW-HAS-RECORD-OF-NDB-ELEMENT 
ND  B- V I EW-CONTA INS-NDB-SET 
NDB-SET-HAS-RECORD-OF-NDB— ELEMENT 
NDB-ELEMENT-STRUCTURE-OF-NDB-ELEMENT 
NDB-ELEMENT-ARRAY-OF-NDB-ELEMENT 
NDB-ELEMENT-DEPENDS-ON-NDB-ELEMENT 

Note  that  NDB— ELEMENTS  are  recursive.  The  relationship-types  between 
two  NDB— ELEMENTS  enable  full  definition  of  all  COBOL  data-structures. 
This  definition  capability  may  not  be  necessary.  If  not,  the 
relationship-types  could  be  simplified. 

The  following  relationship-types  are  used  to  generate  PICTURE  clauses. 
The  basic  data-types  used  here  may  be  modified  as  required. 
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NDB- ELEMENT-REPRESENTED- AS-INTEGER 
NDB— ELEMENT-REPRESENTED- AS-DECIMAL 
NDB- ELEMENT-REPRESENTED- AS-FLOAT 
NDB-ELEMENT-REPRESENTED-AS-CHAR 
NDB— ELEMENT-REPRESENTED- AS- VARCHAR 

The  following  relationship-types  define  RDB-VIEWs. 


Page  413 


«*>  • » » 
*  *  * .  * .  • 


.  »\  ,•>  v  „• 


i 


i 


A  v 


t.v  ///*%! 

#r  V  V. 


*.•'•  MW 


DESIGN  CONCEPTS  FOR  DATABASE  UTILITIES  FINAL  REPORT 


RDB-VIEW-SET-OF-RDB-RECORD-TYPE 

RDB-RECORD-TYPE-SET-OF-RDB-ELEMENT 

RDB-ELEMENT-REPRESENTED- AS— INTEGER 
RDB— ELEMENT-REPRESENTED- AS-DECIMAL 
RDB-ELEMENT-REPRESENTED- AS-FLOAT 
RDB- ELEMENT-REPRESENTED- AS-CHAR 
RDB-ELEMENT-REPRESENTED- AS-VARCHAR 

The  "REPRESENTED-AS"  relationship-types  may  be  modified  if  required. 

The  following  relationship-types  are  used  to  define  HDB-VIEWs. 

HDB— VIEW— TREE-OF-HDB-RECORD-TYPE 

HDB— RECORD-TYPE-STRUCTURE-OF-HDB-ELEMENT 

HDB— ELEMENT-REPRESENTED— AS- INTEGER 
HDB-ELEMENT-REPRESENTED-AS-DECIMAL 
HDB-ELEMENT-REPRESENTED- AS-FLOAT 
HDB— ELEMENT-REPRESENTED- AS-CHAR 
HDB- ELEMENT-REPRESENTED- AS-VARCHAR 

The  "REPRESENTED-AS"  relationship-types  may  be  modified  if  required. 

The  following  relationship-types  define  IDB-VIEWs. 

IDB— VIEW— SET-OF-IDB— RECORD-TYPE 
IDB-RECORD—TYPE-STRUCTURE-OF-IDB— ELEMENT 

IDB— ELEMENT-REPRESENTED— AS— INTEGER 
IDB-ELEMENT-REPRESENTED- AS-DECIMAL 
IDB— ELEMENT-REPRESENTED- AS— FLOAT 
IDB— ELEMENT-REPRESENTED- AS— CHAR 
IDB- ELEMENT-REPRESENTED- AS-VARCHAR 

The  "REPRESENTED-AS"  relationship-types  may  be  modified  if  required. 


3.4  Relationship- types  Defining  the  Correspondence  to  Target  Databases 

The  following  relationship- types  define  the  correspondence  between  CDRs 
and  there  components ,  and  the  database-VIEWs  and  their  components. 

CDR-DERIVED-FROM-NDB-VIEW 
CDR-RECORD-TYPE-DERIVED-FROM-NDB- ELEMENT 
CDR-ELEMENT-DERIVED-FROM-NDB-ELEMENT 
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CDR-DERIVED-FROM-RDB-VIEW 

CDR-RECORD-TYPE-DERIVED-FROM-RDB-RECORD-TYPE 
CDR-ELEMENT-DERIVED- FROM- RDB- EL  EMENT 

CDR-DERIVED-FROM-HDB-VIEW 

CDR-RECORD-TYPE-DERIVED-FROM-HDB-RECORD-TYPE 

CDR-ELEMENT-DERIVED-FROM-HDB-ELEMENT 
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CDR- DERIVED- FROM- I D B- V I E W 

CDR-RECORD-TYPE-DERIVED-FROM-IDB-RECORD-TYPE 

CDR-ELEMENT-DERIVED-FROM-IDB-ELEMENT 

The  following  relationship-type  is  used  to  associate  a  CDR  with  a  given 
Data-Node. 

CDR-AT-IDN— NODE 
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3-5  Relationship-types  Defining  the  Static  Network  View 

The  following  relationship-types  define  the  "Static  Network  View". 

IDN-NODE— TO- IDN— NODE 
IDN-NODE-HAS-SHADOW-IDN-NODE 

The  IDN— NODE— TO- IDN— NODE  defines  the  network  topology.  It  may  not  be 
necessary  to  define  the  entire  network  topology  at  each  node. 

The  IDN-NODE-HAS-SHADOW-IDN-NODE  is  used  to  define  which  nodes  may  act 
as  a  shadow  node  for  any  given  node.  This  relationship-type  is 
sequenced.  The  sequence  of  these  relationships  for  any  given  IDN-NODE 
is  the  order  in  which  shadow  nodes  may  be  selected  if  the  primary  node 
fails. 
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4.  ATTRIBUTE-TYPES 


The  following  table  lists  the  attribute-types  identified  so  far  for  the 
IDN  IRDS  Schema.  Requirements  for  additional  attribute-types  may  be 
identified  in  detail  design. 

The  column  headings  have  the  following  meanings: 

Attribute-type-name  -  the  primary  name  of  the  attribute-type 

in  the  IRDS  Schema 


Std 


An  asterisk  in  this  column  indicates 
that  the  attribute- type  is  defined  in 
the  dpANS  IRDS  System  Standard  Schema. 


I  Sys 

* 


An  asterisk  here  indicates  that  attributes 
of  this  type  are  system-maintained. 


t 


Corn 


t 


An  asterisk  here  indicates  that  the 
attribute-type  is  common  to  all  entity- 
types. 


Fmt 


Format : 

a  S  indicates  "String" 
a  N  indicates  "Numeric" 
a  T  indicates  "Text" 

a  X  indicates  non-printable  characters 
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ADDED-BY 

ADD- PERMISSION 

ADM INI STRATOR- PERM I S S ION 

ALLOWABLE-VALUE 

ARRAY-SIZE 

COMMAND-LANGUAGE-PERMISSION 

COMMENTS 

DATE-ADDED 

DEFAULT-DICTIONARY-VIEW 

DELETE-PERMISSION 

DESCRIPTION 

ENTITY-TYPE-NAME 

EXCLUDE-RELATIONSHIPS 

HIGH-OF-RANGE 

INTERMEDIA* E-QUERY-CONTENT 

INTERNAL-FORMAT 

JUSTIFICATION 

LAST-EXECUTED 

LAST-MODIFICATION-DATE 

LAST-MODIFIED- BY 

LAST-VALIDATED 

LENGTH 

LIFE-CYCLE-PHASE-NAME 

LOW-OF-RANGE 

MODIFY-PERMISSION 

MODIFY-PHASE-PERMISSION 

NUMBER-OF-MOD I F IC AT IONS 

PANEL-PERMISSION 

PRECISION 

QCB- ADDRESS 

QUERY-PERM I SS ION 

QUERY-STATE 

RANGE-OR-LIST 

READ-PERMISSION 

RECORD-LEVEL 

RELATIVE-POSITION 

RENAME-PERMISSION 

SCALE 

SCHEMA-PERMISSION-1 
SCHEMA- PERM ISS ION- 2 
SCHEMA-PERMISSION-3 
SCHEMA-PERMISSION-4 
SCHEMA- PERM ISS ION-5 
SUB-TYPE 

TOKEN I ZED-QUERY-CONTENT 
USAGE 


★ 

★ 

★ 

★ 

* 

★ 

★ 

★ 

★ 

* 

★ 

★ 

★ 

★ 

★ 

★ 

* 


★ 

★ 

★ 

★ 


★ 

★ 

★ 

★ 

★ 

★ 

★ 

★ 


1 

Sys|Com 

|  Fmt 

1 

-+ 

*  |  * 

S 

1 

S 

1 

S 

I 

s 

1 

N 

1 

s 

1  * 

T 

*  1  * 

S 

1 

S 

1 

S 

1  * 

s 

1 

S 

1 

s 

1 

s 

*  1 

X 

1 

S 

1 

s 

★  1 

s 

★  1  ★ 

s 

★  1  ★ 

s 

★  I 

s 

1 

N 

1 

s 

1 

S 

1 

s 

J 

s 

★  1  * 

N 

1 

s 

1 

N 

★  1 

N 

1 

S 

*  1 

s 

1 

S 

1 

s 

1 

N 

1 

N 

1 

s 

1 

N 

1 

S 

1 

S 

1 

S 

1 

s 

1 

s 

★  1 

S 

★  1 

X 

1 

s 

Page  417 


.‘•Nw.vNnSj 


4 


Krafts 

V- 

»  "  -  *  m  ■  » 


"  »  "  »  '  •  .*  *4- 

-- ■">  V.- 


•  vVV 
/  ,•  V  V  V  -*  ■■ 

Vv-^Vv'3 
•  *  *  *.  — 

kr.V.'rtV.V/:- 
_ .• _ 

••.v.v.v.v./ 

vvv:/‘v*v 

*  v  *s  *s  - 

*V> 

-.■-A-,? 

r  •••  .  ‘o 

‘••.V.V, 

■f.V.v.'-'.y/iJ 

*#  '  * 

;\y>v\y.y_ 


■  *  -L*  V  O  %*■ 

•  .'V  V  « 

k,V 

V.k7  V  ’ 

•\«VvVV 
>>>>■ 


•'.**  .v  A". 

>.•  S'  ss'VsLJ 


.«  •*  *„•'  •  - 

s' 


■_v. 


■-  s  , 

V 


5.  ENTITY-TYPE  /  ATTRIBUTE-TYPE  CORRESPONDENCE 

In  this  section/  the  correspondence  between  entity-types  and  attribute- 
types  is  defined. 

At  this  point/  most  entity-types  in  the  IDN  IRDS  Schema  have  no 
associated  attribute-types  other  than  those  which  are  common  to  all 
entity-types.  Therefore/  rather  than  provide  a  cross-reference  matrix 
which  defines  the  associations/  only  the  exceptions  will  be  identified. 

The  security-related  entity-types  DICTIONARY-USER  and  DICTIONARY-VIEW 
are  defined  the  almost  exactly  as  in  the  dpANS  IRDS  System  Standard 
Schema.  The  only  variance  is  that  an  additional  attribute-type  QUERY- 
PERMISSION  has  been  added  to  DICTIONARY-USER.  The  QUERY-PERMISSION 
attribute-type  is  a  string  with  the  allowed  values  of  "Y"  and  "N".  A  "Y" 
indicates  that  the  user  is  given  permission  to  create/  maintain/  delete 
and  run  IDN  queries. 

The  ACTIVE-QUERY  entity-type  has  one  special  attribute-type:  QCB- 
ADDRESS.  This  at tribute- type  identifies  where  the  QCB  (or  SQCB)  for 
the  query  is  being  held. 

The  STORED-QUERY  has  the  following  attribute-types: 

O  QUERY-STATE 

This  attribute-type  indicates  whether  the  TOKENIZED  or 
INTERMEDIATE  query  is  saved. 

O  LAST-VALIDATED 

This  identifies  the  date  and  time  that  the  query  was  last 
checked. 

O  LAST-EXECUTED 

This  identifies  the  date  and  time  the  query  was  last  run. 

O  TOKEN I ZED-QUERY-CONTENT 

This  special  attribute-type  is  used  to  store  the 
tokenized  query. 

o  INTERMEDIATE-QUERY-CONTENT 

This  special  attribute-type  is  used  to  store  the 
intermediate  query. 

The  VALUE-SET  entity-type  has  two  associated  ATTRIBUTE-TYPES.  The  first 
is  RANGE -OR-LIST.  This  attribute-type  indicates  whether  the  value  set 
is  a  RANGE  of  values  or  a  simple  list  of  values.  If  it  is  a  RANGE,  then 
an  attribute-group  of  type  ALLOWABLE-RANGE  is  presumed  to  exist.  If  it 
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is  a  LIST/  then  one  or  more  ALLOWABLE-VALUES  are  presumed  to  exist. 

Note  that  ALLOWABLE-VALUE  is  a  repeating  attribute-type  for  this 
entity- type. 

The  last  entity-type  with  any  special  attribute-types  is  the  NDB- 
ELEMENT.  The  attribute-type  SUB-TYPE  is  used  to  indicate  whether  the 
NDB-ELEMENT  is  a  STRUCTURE,  ARRAY  or  ITEM.  This  identifies  whether 
there  are  "STRUCTURE-OF"  relationships,  or  if  there  is  an  "ARRAY-OF"  or 
REPRESENTED-AS  relationship  for  the  NDB-ELEMENT. 
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6-  RELATIONSHIP-TYPE  /  ATTRIBUTE-TYPE  CORRESPONDENCE 

In  Che  IDN  IRDS  Schema/  the  assignment  of  attribute-types  to 
relationship-types  falls  into  groups.  The  grouping  is  used  to 
facilitate  discussion.  In  the  following  tables/  an  asterisk  next  to  the 
attribute-type-name  indicates  that  it  is  a  sequencing  attribute-type. 

The  first  group  of  relationship-types  with  attribute-types  consists  of 
the  "FUNCTION-PARAMETER"  relationship  types. 

Relationship-type  Associated  Attribute-type r s ) 


FUNCTION- PARAMETER- IS- A-INTEGER 

FUNCTION-PARAMETER- IS- A-DECIMAL 

FUNCTION-PARAMETER- IS-A-FLOAT 
FUNCT ION- P ARAMETER- IS-A-CHAR 

FUNCTION-PARAMETER- IS-A-VARCHAR 

In  relationships  of  these  types, 
identifies  the  relative  position 
function. 

The  next  group  consists  of  those 
structures. 

Relationship-type 


RELATIVE-POSITION 

LENGTH 

USAGE 

RELATIVE- POSITION 

LENGTH 

SCALE 

PRECISION 

USAGE 

RELATIVE- POSIT ION 

PRECISION 

RELATIVE-POSITION 

LENGTH 

USAGE 

RELATIVE-POSITION 

LENGTH 

USAGE 

the  RELATIVE- POSITION  attribute-type 
of  the  parameter  for  the  particular 


relationship-types  which  define  data- 


Associated  Attribute-typers) 


NDB-SET-HAS-RECORD-OF-NDB- ELEMENT 
NDB— ELEMENT-STRUCTURE-OF- 
NDB- ELEMENT 
NDB— ELEMENT-ARRAY-OF- 
NDB— ELEMENT 


RELATIVE-POSITION  * 
RELATIVE-POSITION  * 
ARRAY-SIZE 


IDB-RECORD-TYPE-STRUCTURE-OF- 
IDB— ELEMENT 


RELATIVE-POSITION  * 


HDB— VIEW-TREE-OF-HDB-RECORD-TYPE  RECORD-LEVEL 

RELATIVE-POSITION 


HDB-RECORD-TYPE-STRUCTURE-OF- 

HDB-ELEMENT 


RELATIVE-POSITION  * 
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The  final  group  defines  those  relationship-types  which  are  used  to 
define  the  format  of  data-elements.  In  these  cases,  the  attribute-types 
are  dependent  upon  the  second-entity-type  in  the  relationship- type.  In 
the  following  tables,  each  relationship-type  on  the  left  is  associated 
with  all  the  attribute-types  on  the  right. 


Relationship- type 

Associated 

Attribute-type(s) 

CDR-ELEMENT-REPRESENTED-AS-INTEGER 
CDR— ELEMENT-REPRESENTED- AS- INTEGER 
CDR-ELEMENT-REPRESENTED- AS- INTEGER 
CDR-ELEMENT-REPRESENTED— AS- INTEGER 
CDR-ELEMENT-REPRESENTED- AS- INTEGER 

LENGTH 

USAGE 

Relationship- type 

Associated 

At tribute- type ( s ) 

CDR-ELEMENT-REPRESENTED-AS-DECIMAL 
NDB-ELEMENT-REPRESENTED- AS-DECIMAL 
RDB-ELEMENT-REPRESENTED-AS-DECIMAL 
HDB-ELEMENT-REPRESENTED- AS-DECIMAL 
IDB-ELEMENT-REPRESENTED- AS-DECIMAL 

LENGTH 

SCALE 

PRECISION 

USAGE 

Relationship-type 

Associated 

Attribute- type ( s ) 

CDR-ELEMENT-REPRESENTED- AS-FLOAT 
NDB-ELEMENT-REPRESENTED-AS— FLOAT 
RDB— ELEMENT-REPRESENTED— AS— FLOAT 
HDB-ELEMENT-REPRESENTED- AS- FLOAT 

ID  B- EL EMENT- RE PRES ENTED- AS- FLOAT 

PRECISION 

USAGE 

Relationship- type 

Associated 

Attribute-type ( s ) 

CDR- ELEMENT-REPRESENTED- AS-CHAR 
NDB-ELEMENT-REPRESENTED- AS-CHAR 

LENGTH 

USAGE 

RDB— ELEMENT-REPRESENTED- AS-CHAR 
HDB— ELEMENT-REPRESENTED- AS-CHAR 
IDB-ELEMENT-REPRESENTED- AS-CHAR 
CDR-ELEMENT-REPRESENTED-AS-VARCHAR 
NDB-ELEMENT-REPRESENTED— AS-VARCHAR 
RDB— ELEMENT-REPRESENTED-AS-YARCHAR 
HDB— ELEMENT-REPRESENTED-AS-VARCHAR 
IDB-ELEMENT-REPRESENTED- AS-VARCHAR 
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ATTRIBUTE— GROUP— TYPES 


The  IDN  IRDS  Schema  has  two  attribute  group-types: 


ALLOWABLE-RANGE 
DICTIONARY-PERMISSIONS . 


r.  /./.  /./s 


*  ./  v 


Both  are  as  defined  in  the  dpANS  IRDS.  The  DICTIONARY-PERMISSIONS 
attribute-group-type  is  associated  with  the  DICTIONARY-VIEW  entity-type. 
The  ALLOWABLE-RANGE  attribute-group-type  is  associated  with  the  VALUE- 
SET  entity-type. 
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8.  IRDS  DICTIONARY-VIEWS 

The  following  matrix  iaencifies  the  Entity-Types  usage  by  processor 
role-  The  "IRDS-DICTIONARY-VIEW"  corresponding  to  each  processor  role 
consists  of: 

o  All  Entity-Types  as  indicated  in  corresponding  column  in  the 
matrix; 


o  All  Relationship-Types  which  associate  Entity-types  within  the 
"IRDS-DICTIONARY-VIEW"; 

o  All  Attribute-Types  and  Attribute-Grcup-Types  which  are 

associated  with  either  an  Entity-Type  or  Relationship-Type 
within  the  "IRDS-DICTIONARY-VIEW”;  and 

o  All  component  Attribute-types  of  any  Attribute-Group-Type 
within  the  "IRDS-DICTIONARY-VIEW". 


If  a  processor  fulfills  multiple  roles,  its  corresponding  "IRDS-DICTION- 
ARY-VIEW"  is  defined  by  the  union  of  all  Entity-types  for  each  of  the 
assigned  processor  roles,  and  all  Relationship-types,  Attribute-types 
and  Attribute-Group-Types  as  defined  above. 

In  the  matrix,  an  indicates  that  the  Entity-Type  is  used  and 

consequently  must  be  present  in  the  schema  at  the  node. 
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MISSION 

of 

Rome  Air  Development  Center 

RA VC  plans  and  execute*  research ,  development,  test 
and  selected  acquisition  program s  In  support  ofi 
Command,  Control,  Communication A  and  Intelligence 
(C^II  activities.  Technical  and  engineering 
support  within  areas  0|$  competence  Is  provided  to 
ESV  Program  Calces  (POs  |  and  other  ESV  elements 
to  perform  elective  acquisition  of,  C3I  systems. 

The  areas  technical  competence  Include 
communications ,  command  and  control,  battle 
management,  in  formation  pro  cessing ,  surveillance 
sensors,  Intelligence  data  collection  and  handling, 
solid  state  sciences ,  electromagnetics ,  and 
propagation,  and  electronic,  maintainability , 
and  compatibility . 
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